BACITRACIN    CAS # 1405874

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  ACUTE TOXICTY RISK INDEX 1.6 - LD50 12096.8 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SENSITIZATION

   Sensitization: Prolonged or repeated exposure may cause allergic

   reactions in certain sensitive individuals.

TARGET ORGAN(S) OR SYSTEM(S)

   Kidneys.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Sulfur oxides

Store at 2-8°C

Hygroscopic.

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Avoid breathing dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. Store at

2-8░C SPECIAL REQUIREMENTS  Hygroscopic.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes. 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BACITRACIN ZINC    CAS # 1405896

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   L

  NFPA HAZARD CODES (H,F,R,O)        0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SENSITIZATION

   Sensitization: Prolonged or repeated exposure may cause allergic

   reactions in certain sensitive individuals.

TARGET ORGAN(S) OR SYSTEM(S)

   Kidneys.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Sulfur oxides

REACTIVE PROPERTIES

HANDLING: Avoid breathing dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. Store at

2-8░C SPECIAL REQUIREMENTS  Hygroscopic.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BACLOFEN    CAS # 1134470

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   E   .   .   .   I   J   K   L

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  ACUTE TOXICTY RISK INDEX 5 - LD50   145.0 mg/Kg

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Absorption: May be harmful if absorbed through the skin.

   Inhalation: May be harmful if inhaled. Material is irritating to

   mucous membranes and upper respiratory tract.

   Ingestion: Toxic if swallowed.

   Multiple Routes: Causes irritation.

SENSITIZATION

   Sensitization: May cause allergic reaction.

TARGET ORGAN(S) OR SYSTEM(S)

   Smooth muscle.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

   Exposure can cause: Nausea, headache, and vomiting. Other

   symptoms of exposure can include drowsiness, confusion, fatigue,

   dizziness, weakness, ataxia, giddiness, hypotension,

   hallucinations, diarrhea or constipation, tremors, insomnia,

   visual disturbances, anorexia, impotence, urinary disturbances,

   and hepatic impairment. Overexposure can cause coma, respiratory

   depression, and seizures. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

FIRE EXTINGUISHER:  Noncombustible. Use extinguishing media appropriate

tosurrounding fire conditions.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen chloride gas

Store at 2-8°C

Keep tightly closed. Store in a cool dry place.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place\. Store at 2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: T

   Indication of Danger: Toxic.

   R: 61 25 36/37/38 42/43

   Risk Statements: May cause harm to the unborn child. Toxic if

   swallowed. Irritating to eyes, respiratory system and skin. May

   cause sensitization by inhalation and skin contact.

   S: 53 22 36/37/39 45

   Safety Statements: Avoid exposure - obtain special instructions

   before use. Do not breathe dust. Wear suitable protective

   clothing, gloves, and eye/face protection. In case of accident

   or if you feel unwell, seek medical advice immediately (show the

   label where possible). 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BACTERIOCHLOROPHYLL A    CAS # 17499988

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Multiple Routes: May cause irritation. May be harmful by

   inhalation, ingestion, or skin absorption.

CONDITIONS AGGRAVATED BY EXPOSURE

   The toxicological properties have not been thoroughly

   investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: and nitrogen oxides

Store at -20°C

Keep tightly closed. Store in a cool dry place.

REACTIVE PROPERTIES

HANDLING: Avoid contact with eyes, skin, and clothing.   Avoid breathing

dust. Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.

Store in a cool dry place\. Store at -20°C

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BAFILOMYCIN    CAS # 88899552

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

   Prolonged exposure can cause: Nausea, headache, and vomiting.

CONDITIONS AGGRAVATED BY EXPOSURE

   The toxicological properties have not been thoroughly

   investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

Store at -20°C

REACTIVE PROPERTIES

STORAGE   Store at -20░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing. 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BALSAM CANADA    CAS # 8007474

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  ACUTE TOXICTY RISK INDEX 2 - LD50  5000.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: Material may be irritating to mucous membranes and

   upper respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  FLASH POINT  118 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

Water spray.

REACTIVE PROPERTIES

HANDLING: Avoid breathing vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame\. SPECIAL REQUIREMENTS  Air and moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   R: 10

   Risk Statements: Flammable.

   S: 16

   Safety Statements: Keep away from sources of ignition - no

   smoking. 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BARBITAL    CAS # 57443

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   I   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  ACUTE TOXICTY RISK INDEX 2.4 - LD50  1935.5 mg/Kg

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: Harmful if swallowed.

SENSITIZATION

   Sensitization: Prolonged or repeated exposure may cause allergic

   reactions in certain sensitive individuals.

TARGET ORGAN(S) OR SYSTEM(S)

   Nerves.

SIGNS AND SYMPTOMS OF EXPOSURE

   Effects of overexposure include sedation, hypnosis, and coma

   depending upon amount ingested. Has been implicated in the

   development of aplastic anemia. Prolonged or repeated exposure

   can lead to habituation or addiction. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     d - Organic Acid/Flammable/Toxic

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 22

   Risk Statements: Harmful if swallowed.

   S: 36

   Safety Statements: Wear suitable protective clothing. 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BARBITAL SODIUM SALT    CAS # 144025

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    A   .   .   .   .   F   G   .   I   .   K   L

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  SPECIAL CARCINOGEN - DESIGNATED AREA MAY BE REQUIRED

  CHRONIC TOXICITY RISK INDEX 3 - TD50    45.7 mg/Kg

  ACUTE TOXICTY RISK INDEX 2.9 - LD50   600.0 mg/Kg

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSUR skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: Harmful if swallowed.

SENSITIZATION

   Sensitization: Prolonged or repeated exposure may cause allergic

   reactions in certain sensitive individuals.

TARGET ORGAN(S) OR SYSTEM(S)

   Nerves.

SIGNS AND SYMPTOMS OF EXPOSURE

   Effects of overexposure include sedation, hypnosis, and coma

   depending upon amount ingested. Has been implicated in the

   development of aplastic anemia. Prolonged or repeated exposure

   can lead to habituation or addiction. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC   CORROSIVE

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder,

oappropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 22

   Risk Statements: Harmful if swallowed.

   S: 3   Safety Statements: Wear suitable protective clothing. 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BARBITURIC ACID    CAS # 67527

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  ACUTE TOXICTY RISK INDEX 2 - LD50  5000.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  FLASH POINT  302 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     d - Organic Acid/Flammable/Toxic

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  2 mg/m3

   DOE Short Term Exposure Limit  6 mg/m3

   DOE Ceiling Limit 40 mg/m3

  Immediately Dangerous to Life and Health   200 mg/m3BARBITURIC ACID    CAS 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BARIUM    CAS # 7440393   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   I   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   2   1   W   

  NEUROTOXIC - RISK INDEX   2.0

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: May be harmful if inhaled. Material is irritating to

   mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   Ingestion can cause gastrointestinal disorders, nausea, and

   vomiting. May cause drowsiness, dizziness, gastrointestinal

   distress, bradycardia, hypotension, arrhythmias, possible liver

   impairment, weakness, weight change, tremors, seizures, blurred

   vision, insomnia, skin rash, respiratory arrest. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Flammable

  VAPOR PRESSURE   10.0 mm Hg @ 20 °C

  Reacts violently with water

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     b - Pyrophoric/Water Reactive

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   REACTIVE   TOXIC

INCOMPATIBILITIES:Oxidizing agents, Water, Acids, Oxygen, Chlorinated

solvents Carbon dioxide., Halogens, Chlorinated   hydrocarbons, Alcohols,

Sulfur, Hydrogen sulfide gas

FIRE EXTINGUISHER:  Sand or dry powder type agents specially designed fometal

powder fires. Do not use water, foam, or carbon dioxide.

REACTIVE PROPERTIES

HANDLING: Avoid contact with eyes, skin, and clothing.   Avoid breathing

dust. Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.

Keep away from heat, sparks, and open flame. Store under argon\. Incompatible

Materials: Do not allow contact with water  Special REQUIREMENTS  Store under

inert gas.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: F Xi

   Indication of Danger: Highly Flammable. Irritant.

   R: 11 36/37/38 14/15

   Risk Statements: Highly flammable. Irritating to eyes,

   respiratory system and skin. Reacts violently with water,

   liberating extremely flammable gases.

   S: 16 26 43 36/37

   Safety Statements: Keep away from sources of ignition - no

   smoking. In case of contact with eyes, rinse immediately with

   plenty of water and seek medical advice. In case of fire, use

   dry sand. Never use water. Wear suitable protective clothing and

   gloves.

  Immediately Dangerous to Life and Health  350 mg/m3

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  .5 mg/m3

   DOE Short Term Exposure Limit  1.5 mg/m3

   DOE Ceiling Limit 50 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BARIUM ACETATE    CAS # 543806

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   I   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  1   0   0      

  ACUTE TOXICTY RISK INDEX 2.7 - LD50   921.0 mg/Kg

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: Material may be irritating to mucous membranes and

   upper respiratory tract. Harmful if inhaled.

   Ingestion: Harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Heart. Nerves. Kidneys. G.I. System. Bone marrow. Spleen. Liver.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Acids.

FIRE EXTINGUISHER:  Noncombustible. Use extinguishing media appropriate

tosurrounding fire conditions.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 20/22

   Risk Statements: Harmful by inhalation and if swallowed.

   S: 28

   Safety Statements: After contact with skin, wash immediately

   with plenty of water.

  Immediately Dangerous to Life and Health  350 mg/m3

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  .93 mg/m3

   DOE Short Term Exposure Limit  2.79 mg/m3

   DOE Ceiling Limit 4.65 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BARIUM CARBONATE    CAS # 513779

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   I   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  ACUTE TOXICTY RISK INDEX 3.1 - LD50   418.0 mg/Kg

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin   Eye

Contact: Causes eye irritation.

   Inhalation: May be harmful if inhaled. Material is irritating to

   mucous membranes and upper respiratory tract.

   Ingestion: Harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Nerves. Kidneys. G.I. System. Bone marrow. Spleen. Liver. Heart.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

   Stomach pains, vomiting, diarrhea. Exposure can cause: 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong acids.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Barium oxide

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 22

   Risk Statements: Harmful if swallowed.

   S: 24/2   Safety Statements: Avoid contact with skin and eyes.

  Immediately Dangerous to Life and Health  350 mg/m3

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  .3 mg/m3

   DOE Short Term Exposure Limit  .75 mg/m3

   DOE Ceiling Limit 6 mg/m3

  Immediately Dangerous to Life and Health   500 mg/m3BARIUM CARBONATE    CAS 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BARIUM CHLORATE MONOHYDRATE    CAS # 10294389   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   E   .   .   .   I   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   3   OX   

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: Harmful if inhaled. Material may be irritating to

   mucous membranes and upper respiratory tract.

   Ingestion: Harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Nerves. Kidneys. Blood. Liver. Spleen. Bone marrow. G.I. System.

   Heart.

SIGNS AND SYMPTOMS OF EXPOSURE

   Absorption into the body leads to the formation of methemoglobin

   which in sufficient concentration causes cyanosis. Onset may be

   delayed 2 to 4 hours or longer. Ingestion of soluble barium

   compounds can cause gastroenteritis, muscular paralysis,

   contractions of the smooth, striated, and cardiac muscles,

   vomiting, diarrhea, slow irregular pulse, and hypertension. To

   the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  Explosive

  Shock sensitive Explosive

  Oxidizing Agent

SEGREGATION: SHELF # 3

STORAGE GROUP(S):

     e - Oxidizer/Organic Peroxide

     k - Explosive/Unstable

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   REACTIVE   TOXIC

INCOMPATIBILITIES:Aluminum, Finely powdered metals, Reducing agents, Strong

acids.

FIRE EXTINGUISHER:  Water spray.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas Barium oxide

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from combustible   materials, heat, sparks, and open flame.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: O-Xn-N

   Indication of Danger: Oxidizing. Harmful. Dangerous for the

   environment.

   R: 9-20/22-51/53

   Risk Statements: Explosive when mixed with combustible material.

   Harmful by inhalation and if swallowed. Toxic to aquatic

   organisms, may cause long-term adverse effects in the aquatic

   environment.

   S: 13-27-61

   Safety Statements: Keep away from food, drink, and animal

   feedingstuffs. Take off immediately all contaminated clothing.

   Avoid release to the environment. Refer to special

   instructions/safety data sheets.

  Immediately Dangerous to Life and Health  350 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BARIUM CHLORIDE    CAS # 10326279

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   I   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Harmful if inhaled. Material is irritating to mucou  

membranes and upper respiratory tract.

   Ingestion: Toxic if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Heart. Nerves. Liver. Spleen. Bone marrow. G.I. System. Kidneys.

SIGNS AND SYMPTOMS OF EXPOSURE

   Exposure can cause: Stomach pains, vomiting, diarrhea. To the

   best of our knowledge, the chemical, physical, and toxicological

   properties have not been thoroughly investigated. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Noncombustible. Use extinguishing media appropriate

tosurrounding fire conditions.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: T

   Indication of Danger: Toxic.

   R: 20-25

   Risk Statements: Harmful by inhalation. Toxic if swallowed.

   S: 45

   Safety Statements: In case of accident or if you feel unwell,

   seek medical advice immediately (show the label where possible).

  Immediately Dangerous to Life and Health  350 mg/m3

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  .889 mg/m3

   DOE Short Term Exposure Limit  2.67 mg/m3

   DOE Ceiling Limit 4.45 mg/m3

  Immediately Dangerous to Life and Health   88.9 mg/m3BARIUM CHLORIDE    CAS 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BARIUM CHLORIDE ANHYDROUS    CAS # 10361372

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  ACUTE TOXICTY RISK INDEX 3.6 - LD50   118.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin   Eye

Contact: May cause eye irritation.

   Inhalation: Harmful if inhaled. Material may be irritating to

   mucous membranes and upper respiratory tract.

   Ingestion: Toxic if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Heart. Nerves. Kidneys. G.I. System. Bone marrow. Spleen. Liver.

SIGNS AND SYMPTOMS OF EXPOSURE

   Ingestion of soluble barium compounds can cause gastroenteritis,

   muscular paralysis, contractions of the smooth, striated, and

   cardiac muscles, vomiting, diarrhea, slow irregular pulse, and

   hypertension. To the best of our knowledge, the chemical,

   physical, and toxicological properties have not been thoroughly

   investigated. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Noncombustible. Use extinguishing media appropriate

tosurrounding fire conditions.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Hygroscopic.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATIO   Symbol of Danger: T

   Indication of Danger: Toxic.

   R: 20 25

   Risk Statements: Harmful by inhalation. Toxic if swallowed.

   S: 45

   Safety Statements: In case of accident or if you feel unwell,

   seek medical advice immediately (show the label where possible).

  Immediately Dangerous to Life and Health  350 mg/m3

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  .5 mg/m3

   DOE Short Term Exposure Limit  1.5 mg/m3

   DOE Ceiling Limit 15 mg/m3

  Immediately Dangerous to Life and Health   50 mg/m3BARIUM CHLORIDE 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BARIUM FLUORIDE    CAS # 7787328

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   I   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  ACUTE TOXICTY RISK INDEX 3.3 - LD50   250.0 mg/Kg

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: Harmful if inhaled. Material may be irritating t   mucous

membranes and upper respiratory tract.

   Ingestion: Harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Heart. Nerves. Kidneys. G.I. System. Bone marrow. Spleen. Liver.

SIGNS AND SYMPTOMS OF EXPOSURE

   Symptoms of fluoride overexposure may include salivation,

   nausea, vomiting, abdominal pain, fever, and labored breathing.

   Fluoride ion can reduce serum calcium levels possibly causing

   fatal hypocalcemia. Prolonged exposure to fluoride dusts,

   vapors, or mists results in perforation of the nasal septum.

   Chronic effects include excessive calcification of the bones,

   ligaments, and tendons. Ingestion of soluble barium compounds

   can cause gastroenteritis, muscular paralysis, contractions of

   the smooth, striated, and cardiac muscles, vomiting, diarrhea,

   slow irregular pulse, and hypertension. To the best of our

   knowledge, the chemical, physical, and toxicological properties

   have not been thoroughly investigated. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Acids Avoid contact with acid.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 20/22

   Risk Statements: Harmful by inhalation and if swallowed.

   S: 28

   Safety Statements: After contact with skin, wash immediately

   with plenty of water.

  Immediately Dangerous to Life and Health  250 mg/m

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  .638 mg/m3

   DOE Short Term Exposure Limit  1.92 mg/m3

   DOE Ceiling Limit 15 mg/m3

  Immediately Dangerous to Life and Health   100 mg/m3BARIUM FLUORIDE    CAS 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BARIUM HYDROXIDE    CAS # 17194002

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   I   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  3   0   0      

  ACUTE TOXICTY RISK INDEX 3.2 - LD50   308.0 mg/Kg

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes burns.

   Inhalation: Harmful if inhaled. Material is extremely

   destructive to the tissue of the mucous membranes and upper

   respiratory tract.

   Ingestion: Harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Heart. Nerves. Kidneys. G.I. System. Bone marrow. Spleen. Liver.

SIGNS AND SYMPTOMS OF EXPOSURE

   Material is extremely destructive to tissue of the mucous

   membranes and upper respiratory tract, eyes, and skin.

   Inhalation may result in spasm, inflammation and edema of the

   larynxand bronchi, chemical pneumonitis, and pulmonary edema.

   Symptoms of exposure may include burning sensation, coughing,

   wheezing, laryngitis, shortness of breath, headache, nausea, and

   vomiting. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Acids, Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid breathing dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE   Incompatible Materials:

Absorbs carbon dioxide from air\. SPECIAL REQUIREMENTS  Air sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: C

   Indication of Danger: Corrosive.

   R: 20/22 34

   Risk Statements: Harmful by inhalation and if swallowed. Causes

   burns.

   S: 26 36/37/39 45

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing, gloves, and eye/face protection.

   In case of accident or if you feel unwell, seek medical advice

   immediately (show the label where possible). 

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  .624 mg/m3

   DOE Short Term Exposure Limit  1.87 mg/m3

   DOE Ceiling Limit 3.12 mg/m3

  Immediately Dangerous to Life and Health   100 mg/m3BARIUM HYDROXIDE    CAS 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BARIUM HYDROXIDE MONOHYDRATE    CAS # 22326552

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   .   G   .   I   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  3   0   0      

  ACUTE TOXICTY RISK INDEX 3.2 - LD50   308.0 mg/Kg

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION HAZARD  INHALATION RISK INDEX   3.5 - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes burns.

   Inhalation: Harmful if inhaled. Material is extremely

   destructive to the tissue of the mucous membranes and upper

   respiratory tract.

   Ingestion: Harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Heart. Nerves. Kidneys. G.I. System. Bone marrow. Spleen. Liver.

   Blood. 

SIGNS AND SYMPTOMS OF EXPOSURE

   Material is extremely destructive to tissue of the mucous

   membranes and upper respiratory tract, eyes, and skin.

   Inhalation may result in spasm, inflammation and edema of the

   larynxand bronchi, chemical pneumonitis, and pulmonary edema.

   Symptoms of exposure may include burning sensation, coughing,

   wheezing, laryngitis, shortness of breath, headache, nausea, and

   vomiting. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  VAPOR PRESSURE   57.7 mm Hg @ 20 °C

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     c - Inorganic Base/Oxidizer/Toxic

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Acids.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid breathing dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: C

   Indication of Danger: Corrosive.

   R: 20/22 34

   Risk Statements: Harmful by inhalation and if swallowed. Causes

   burns.

   S: 26 28 36/37/39 45

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. After

   contact with skin, wash immediately with plenty of water. Wear

   suitable protective clothing, gloves, and eye/face protection.

   In case of accident or if you feel unwell, seek medical advice

   immediately (show the label where possible).

  Immediately Dangerous to Life and Health  350 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BARIUM HYDROXIDE OCTAHYDRATE    CAS # 12230716

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   .   .   .   I   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  3   0   0      

  ACUTE TOXICTY RISK INDEX 3 - LD50   550.0 mg/Kg

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes burns.

   Inhalation: Harmful if inhaled. Material is extremely

   destructive to the tissue of the mucous membranes and upper

   respiratory tract.

   Ingestion: Harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Heart. Nerves. Kidneys. G.I. System. Bone marrow. Spleen. Liver 

SIGNS AND SYMPTOMS OF EXPOSURE

   Material is extremely destructive to tissue of the mucous

   membranes and upper respiratory tract, eyes, and skin.

   Inhalation may result in spasm, inflammation and edema of the

   larynxand bronchi, chemical pneumonitis, and pulmonary edema.

   Symptoms of exposure may include burning sensation, coughing,

   wheezing, laryngitis, shortness of breath, headache, nausea, and

   vomiting. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     c - Inorganic Base/Oxidizer/Toxic

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Acids.

FIRE EXTINGUISHER:  Noncombustible. Use extinguishing media appropriate

tosurrounding fire conditions.

TOXIC EMISSIONS WHEN BURNED: Barium oxide

REACTIVE PROPERTIES

HANDLING: Avoid breathing dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE   Incompatible Materials:

Absorbs carbon dioxide from air\. SPECIAL REQUIREMENTS  Air sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATIO   Symbol of Danger: C

   Indication of Danger: Corrosive.

   R: 20/22 34

   Risk Statements: Harmful by inhalation and if swallowed. Causes

   burns.

   S: 26 36/37/39 45

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing, gloves, and eye/face protection.

   In case of accident or if you feel unwell, seek medical advice

   immediately (show the label where possible).

  Immediately Dangerous to Life and Health  350 mg/m3

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  1.15 mg/m3

   DOE Short Term Exposure Limit  3 mg/m3

   DOE Ceiling Limit 20 mg/m3

  Immediately Dangerous to Life and Health   115 mg/m3BARIUM HYDROXIDE 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BARIUM IODIDE DIHYDRATE    CAS # 7787339

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   I   .   K   L

  NFPA HAZARD CODES (H,F,R,O)  3   0   0      

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: Harmful if absorbed through skin.

   Eye Contact: May cause eye irritation.

   Inhalation: Harmful if inhaled. Material may be irritating to

   mucous membranes and upper respiratory tract.

   Ingestion: Harmful if swallowed.

SENSITIZATION

   Sensitization: May cause allergic respiratory and skin reactions

 TARGET ORGAN(S) OR SYSTEM(S)

   Thyroid. Heart. Nerves. Kidneys. G.I. System. Bone marrow.

   Spleen. Liver.

SIGNS AND SYMPTOMS OF EXPOSURE

   Prolonged exposure to iodides may produce iodism in sensitive

   individuals. Symptoms of exposure include: skin rash, running

   nose, headache and irritation of the mucous membrane. For severe

   cases the skin may show pimples, boils, hives, blisters and

   black and blue spots. Iodides are readily diffused across the

   placenta. Neonatal deaths from respiratory distress secondary to

   goiter have been reported. Iodides have been known to cause

   drug-induced fevers, which are usually of short duration.

   Ingestion of soluble barium compounds can cause gastroenteritis,

   muscular paralysis, contractions of the smooth, striated, and

   cardiac muscles, vomiting, diarrhea, slow irregular pulse, and

   hypertension. Symptoms of exposure may include burning

   sensation, coughing, wheezing, laryngitis, shortness of breath,

   headache, nausea, and vomiting. To the best of our knowledge,

   the chemical, physical, and toxicological properties have not

   been thoroughly investigated. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen iodide Iodine Barium oxide

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Hygroscopic. Air and light sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 20/22

   Risk Statements: Harmful by inhalation and if swallowed.

   S: 28

   Safety Statements: After contact with skin, wash immediately

   with plenty of water.

  Immediately Dangerous to Life and Health  350 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BARIUM IODIDE HYDRATE    CAS # 13718508

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   K   L

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Multiple Routes: Harmful if swallowed, inhaled, or absorbed

   through skin. High concentrations are extremely destructive to

   tissues of the mucous membranes and upper respiratory tract,

   eyes, and skin.

SENSITIZATION

   Sensitization: May cause allergic respiratory and skin reactions

TARGET ORGAN(S) OR SYSTEM(S)

   Thyroid. Heart. Nerves. Kidneys. G.I. System. Bone marrow.

   Spleen. Liver.

SIGNS AND SYMPTOMS OF EXPOSURE

   Prolonged exposure to iodides may produce iodism in sensitive

   individuals. Symptoms of exposure include: skin rash, running

   nose, headache and irritation of the mucous membrane. For severe

   cases the skin may show pimples, boils, hives, blisters and

   black and blue spots. Iodides are readily diffused across the

   placenta. Neonatal deaths from respiratory distress secondary to

   goiter have been reported. Iodides have been known to cause

   drug-induced fevers, which are usually of short duration.

   Ingestion of soluble barium compounds can cause gastroenteritis,

   muscular paralysis, contractions of the smooth, striated, and

   cardiac muscles, vomiting, diarrhea, slow irregular pulse, and

   hypertension. Symptoms of exposure may include burning

   sensation, coughing, wheezing, laryngitis, shortness of breath,  

headache, nausea, and vomiting. To the best of our knowledge,

   the chemical, physical, and toxicological properties have not

   been thoroughly investigated. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Noncombustible. Use extinguishing media appropriate

tosurrounding fire conditions.

TOXIC EMISSIONS WHEN BURNED: Hydrogen iodide Iodine

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, onclothing. Avoid

prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in a cool

dry place\. SPECIAL REQUIREMENTS  Hygroscopic. Air and light sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 20/22

   Risk Statements: Harmful by inhalation and if swallowed.

   S: 28

   Safety Statements: After contact with skin, wash immediately

   with plenty of water.

  Immediately Dangerous to Life and Health  350 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BARIUM NITRATE    CAS # 10022318   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   I   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   3   OX   

  ACUTE TOXICTY RISK INDEX 3.1 - LD50   355.0 mg/Kg

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: Material may be irritating to mucous membranes and

   upper respiratory tract. Harmful if inhaled.

   Ingestion: Harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Heart. Nerves. Kidneys. G.I. System. Bone marrow. Spleen. Liver.

   Blood.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Explosive

  Shock sensitive Explosive

  Oxidizing Agent

SEGREGATION: SHELF # 3

STORAGE GROUP(S):

     e - Oxidizer/Organic Peroxide

     k - Explosive/Unstable

WASTE CHARACTERISTIC HAZARD:   REACTIVE   TOXIC

INCOMPATIBILITIES:Acids, Bases, Acid anhydrides, Reducing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from combustible   materials, heat, sparks, and open flame.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: O Xn

   Indication of Danger: Oxidizing. Harmful.

   R: 8 20/22

   Risk Statements: Contact with combustible material may cause

   fire. Harmful by inhalation and if swallowed.

   S: 28

   Safety Statements: After contact with skin, wash immediately

   with plenty of water.

  Immediately Dangerous to Life and Health  350 mg/m3

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  .952 mg/m3

   DOE Short Term Exposure Limit  2.5 mg/m3

   DOE Ceiling Limit 15 mg/m3

  Immediately Dangerous to Life and Health   95.2 mg/m3BARIUM NITRATE    CAS 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BARIUM OXALATE    CAS # 516029

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   I   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   0   0      

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: Harmful if inhaled. Material may be irritating to

   mucous membranes and upper respiratory tract.

   Ingestion: Harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Heart. Nerves. Kidneys. G.I. System. Liver. Spleen. Bone marrow.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong acids.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Barium oxide

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Hygroscopic.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 20/22

   Risk Statements: Harmful by inhalation and if swallowed.

   S: 28

   Safety Statements: After contact with skin, wash immediately

   with plenty of water.

  Immediately Dangerous to Life and Health  350 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BARIUM OXIDE    CAS # 1304285

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   F   G   .   I   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   0   0      

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: Harmful if absorbed through skin   Eye Contact: Causes

burns.

   Inhalation: Harmful if inhaled. Material is extremely

   destructive to the tissue of the mucous membranes and upper

   respiratory tract.

   Ingestion: Harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Heart. Nerves. Kidneys. G.I. System. Bone marrow. Spleen. Liver.

SIGNS AND SYMPTOMS OF EXPOSURE

   Inhalation may result in spasm, inflammation and edema of the

   larynxand bronchi, chemical pneumonitis, and pulmonary edema.

   Symptoms of exposure may include burning sensation, coughing,

   wheezing, laryngitis, shortness of breath, headache, nausea, and

   vomiting. To the best of our knowledge, the chemical, physical,

   and toxicological properties have not been thoroughly

   investigated. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC   CORROSIVE

INCOMPATIBILITIES:Acids, Acid chlorides, Acid anhydrides, Reducing agents.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE   Incompatible Materials:

Absorbs carbon dioxide from air\. SPECIAL REQUIREMENTS Handle and store under

inert gas. Air sensitive. Moisture   sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 20/22

   Risk Statements: Harmful by inhalation and if swallowed.

   S: 28

   Safety Statements: After contact with skin, wash immediately

   with plenty of water.

  Immediately Dangerous to Life and Health  350 mg/m3

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  .558 mg/m3

   DOE Short Term Exposure Limit  1.67 mg/m3

   DOE Ceiling Limit 2.79 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BARIUM PERCHLORATE    CAS # 13465957   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   F   G   .   I   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   3   3   OX   

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Harmful if inhaled. Vapor or mist is irritating to

   the mucous membranes and upper respiratory tract.

   Ingestion: Harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Heart. Nerves. Kidneys. G.I. System. Bone marrow. Spleen. Liver.

SIGNS AND SYMPTOMS OF EXPOSURE

   Stomach pains, vomiting, diarrhea. Ingestion of soluble barium

   compounds can cause gastroenteritis, muscular paralysis,

   contractions of the smooth, striated, and cardiac muscles,

   vomiting, diarrhea, slow irregular pulse, and hypertension. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Flammable

  Explosive

  FLASH POINT  69.8 °F

  Forms ignitable mixtures in air at room temperature - Danger of remote

ignition and flashback

  Shock sensitive Explosive

  Oxidizing Agent

SEGREGATION: SHELF # 3

STORAGE GROUP(S):

     e - Oxidizer/Organic Peroxide

     k - Explosive/Unstable

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   REACTIVE   TOXIC   CORROSIVE

INCOMPATIBILITIES:Alcohols, Oxidizing agents, Avoid contact with organics.

FIRE EXTINGUISHER:  Water spray. Do not use dry chemicals or foams.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. Handle with   care. Do not drop.

STORAGE: Keep tightly closed. Store in a cool dry place.   Unsuitable: Do not

store near, nor allow contact with, clothing   and other combustible

material\. SPECIAL REQUIREMENTS Very hygroscopic.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: O Xn

   Indication of Danger: Oxidizing. Harmful.

   R: 9 20/22

   Risk Statements: Explosive when mixed with combustible material.

   Harmful by inhalation and if swallowed.

   S: 27

   Safety Statements: Take off immediately all contaminated

   clothing.

  Immediately Dangerous to Life and Health  350 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BARIUM SULFATE    CAS # 7727437

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Damage to the lungs.

SIGNS AND SYMPTOMS OF EXPOSURE

   Prolonged inhalation of dust may cause baritosis, a benign

   pneumoconiosis. If ingested, the presence of soluble barium

   salts as impurities may cause toxic reactions due to

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Phosphorus, Aluminum.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Sulfur oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.    

  Immediately Dangerous to Life and Health  350 mg/m3

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  15 mg/m3

   DOE Short Term Exposure Limit  30 mg/m3

   DOE Ceiling Limit 350 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BASIC FUCHSIN    CAS # 569619   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    A   .   .   .   .   .   .   .   .   .   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  SPECIAL CARCINOGEN - DESIGNATED AREA MAY BE REQUIRED

  CHRONIC TOXICITY RISK INDEX 3.1 - TD50    39.4 mg/Kg

  ACUTE TOXICTY RISK INDEX 1.5 - LD50 16129.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: Material may be irritating to mucous membranes and

   upper respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Liver. Thyroid. Adrenal gland. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen chloride gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful   R: 40

   Risk Statements: Limited evidence of a carcinogenic effect.

   S: 36/37

   Safety Statements: Wear suitable protective clothing and gloves. 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BASIC FUCHSIN HYDROCHLORIDE    CAS # 632995

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 1.4 - LD50 18650.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: Material may be irritating to mucous membranes and

   upper respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Liver. Thyroid. Adrenal gland. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen chloride gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful   R: 40

   Risk Statements: Limited evidence of a carcinogenic effect.

   S: 36/37

   Safety Statements: Wear suitable protective clothing and gloves. 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BASILEN BLUE    CAS # 12236827

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   F   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   0   0      

  INHALATION RISK INDEX   <1  - LC50         

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   CORROSIVE

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam. 

Do not use water\. Protective Equipment: Wear self-contained breathing

apparatus and protective clothing to prevent contact with skin and eyes.   

Specif

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas Nitrogen oxides Sulfur

oxides

REACTIVE PROPERTIES

    User Exposure: Do not breathe dust. Avoid contact with eyes, skin, and

clothing. Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing. 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BATHOCUPROINE    CAS # 4733395

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

    Eye Contact: May cause eye irritation.

    Inhalation: Material may be irritating to mucous membranes and

    upper respiratory tract. May be harmful if inhaled.

    Ingestion: Harmful if swallowed.

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

CONDITIONS AGGRAVATED BY EXPOSURE

    investigated. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE    6.5 mm Hg @ 20 °C

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

TOXIC EMISSIONS WHEN BURNED: and nitrogen oxides HAZARDOUS POLYMERIZATION

REACTIVE PROPERTIES

HANDLING skin, and clothing. Avoid prolonged or repeated exposure. STORAGE:

Keep tightly closed.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 22

   Risk Statements: Harmful if swallowed. 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BATHOCUPROINEDISULFONIC ACID DISODIUM    CAS # 52698847

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

   Eye Contact: May cause eye irritation.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Sulfur oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes. 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BATHOPHENANTHROLINE    CAS # 1662017

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

   Eye Contact: May cause eye irritation.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22-24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  75 mg/m3

   DOE Short Term Exposure Limit  250 mg/m3

   DOE Ceiling Limit 500 mg/m3

  Immediately Dangerous to Life and Health   500 mg/m3BATHOPHENANTHROLINE    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BATHOPHENANTHROLINEDISULFONIC ACID    CAS # 52746493

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

   Eye Contact: May cause eye irritation.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Sulfur oxides

REACTIVE PROPERTIES

   User Exposure: Avoid inhalation. Avoid contact with eyes, skin, and

clothing. Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.

Store in a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22-24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BAYBERRY WAX    CAS # 8038775

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

            PHYSICAL CHARACTERISTICS

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

WASTE CHARACTERISTIC HAZARD:

FIRE EXTINGUISHER: WATER SPRAY.    CARBON DIOXIDE, DRY CHEMICAL POWDER OR

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: IDE

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BBOT    CAS # 4856877

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 1.7 - LD50 10000.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Sulfur oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BBOT    CAS # 7128645

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 1.7 - LD50 10000.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Sulfur oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BEESWAX    CAS # 8012893

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: Material may be irritating to mucous membranes and

    upper respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  FLASH POINT  158 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid breathing vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

US CLASSIFICATION AND LABEL TEXT

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BEHENIC ACID    CAS # 112856

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     d - Organic Acid/Flammable/Toxic

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Bases, Oxidizing agents, Reducing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BEMEGRIDE    CAS # 64653

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   C   D   E   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  EXTREMELY TOXIC - DESIGNATED AREA MAY BE REQUIRED

  ACUTE TOXICTY RISK INDEX 4.1 - LD50    41.0 mg/Kg

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: May be fatal if inhaled, swallowed, or absorbed

    through skin. May cause irritation.

TARGET ORGAN(S) OR SYSTEM(S)

    Central nervous system.

SIGNS AND SYMPTOMS OF EXPOSURE

    Exposure can cause: CNS stimulation. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

Store at -20°C

Keep tightly closed. Store in a cool dry place.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place. Store at -20░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: T

    Indication of Danger: Toxic.

    R: 23/24/25

    Risk Statements: Toxic by inhalation, in contact with skin and

    if swallowed.

    S: 22 36/37/39 45

    Safety Statements: Do not breathe dust. Wear suitable protective

    clothing, gloves, and eye/face protection. In case of accident

    or if you feel unwell, seek medical advice immediately (show the

    label where possible). 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENEDICT'S REAGENT    CAS # 000017

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   1      

  INHALATION RISK INDEX   <1  - LC50         

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

STORAGE      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 20/21/22

    Risk Statements: Harmful by inhalation, in contact with skin and

    if swallowed.

    S: 36/37

    Safety Statements: Wear suitable protective clothing and gloves. 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENEDICT'S REAGENT    CAS # 17

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

WASTE CHARACTERISTIC HAZARD:

FIRE EXTINGUISHER: WATER SPRAY.    CARBON DIOXIDE, DRY CHEMICAL POWDER OR

appropriate foam.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENTONITE    CAS # 1302789

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   E   .   .   .   .   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  1   0   1   OX   

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Lungs.

SIGNS AND SYMPTOMS OF EXPOSURE   Exposure may cause: Lung irritation. Asthma. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Oxidizing Agent

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     e - Oxidizer/Organic Peroxide

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong acids.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes. 

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  10 mg/m3

   DOE Short Term Exposure Limit  30 mg/m3

   DOE Ceiling Limit 50 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZ(E)ACEPHENANTHRYLENE    CAS # 205992

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: Material may be irritating to mucous membranes and

   upper respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and   toxicological

properties have not been thoroughly investigated. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  VAPOR PRESSURE .0000500 mm Hg @ 20 °C

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: T N

   Indication of Danger: Toxic. Dangerous for the environment.   R: 45 50/53

   Risk Statements: May cause cancer. Very toxic to aquatic

   organisms, may cause long-term adverse effects in the aquatic

   environment.

   S: 53 45 60 61

   Safety Statements: Restricted to professional users. Attention -

   Avoid exposure - obtain special instructions before use. In case

   of accident or if you feel unwell, seek medical advice

   immediately (show the label where possible). This material and

   its container must be disposed of as hazardous waste. Avoid

   release to the environment. Refer to special instructions/safety

   data sheets. 

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  .2 mg/m3

   DOE Short Term Exposure Limit  .6 mg/m3

   DOE Ceiling Limit 4 mg/m3

  Immediately Dangerous to Life and Health   20 mg/m3BENZ(E)ACEPHENANTHRYLENE    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZALACETOPHENONE    CAS # 94417   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   1   2      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and   toxicological

properties have not been thoroughly investigated. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  Explosive

  FLASH POINT  235 °F

  Forms explosive unstable peroxides

  Test periodically or discard

SEGREGATION: SHELF # 3

STORAGE GROUP(S):

     k - Explosive/Unstable

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   REACTIVE

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

Water spray.

REACTIVE PROPERTIES

HANDLING: Avoid prolonged or repeated exposure. Do not breathe vapor. Avoid

contact with eyes, skin, and clothing. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.   R: 22 36/37

   Risk Statements: Harmful if swallowed. Irritating to eyes and

   respiratory system.

   S: 22 36/37/39 45

   Safety Statements: Do not breathe dust. Wear suitable protective

   clothing, gloves, and eye/face protection. In case of accident

   or if you feel unwell, seek medical advice immediately (show the

   label where possible). 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZALDEHYDE    CAS # 100527

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   E   .   .   .   .   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  2   2   0      

  ACUTE TOXICTY RISK INDEX 2.6 - LD50  1300.0 mg/Kg

  INHALATION RISK INDEX   1.9 - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: Harmful if absorbed through skin. Readily

   absorbed through skin.

   Eye Contact: Causes eye irritation.

   Inhalation: May be harmful if inhaled.

   Ingestion: Harmful if swallowed.

SENSITIZATION

   Respiratory: May cause allergic respiratory reaction.

 skin: May cause allergic skin reaction.

TARGET ORGAN(S) OR SYSTEM(S)

   Central nervous system. Liver. Kidneys.

SIGNS AND SYMPTOMS OF EXPOSURE

   Exposure can cause: Narcotic effect. CNS depression. Prolonged

   or repeated exposure to skin causes defatting and dermatitis. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE    1.8 mm Hg @ 20 °C

  FLASH POINT  147.2 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong reducing agents, Strong

bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store under nitrogen\. SPECIAL REQUIREMENTS  Air,

light, and moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 22

   Risk Statements: Harmful if swallowed.

   S: 24

   Safety Statements: Avoid contact with skin. 

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  2 ppm

   DOE Short Term Exposure Limit  4 ppm

   DOE Ceiling Limit 4 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZALDEHYDE OXIME    CAS # 622311

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  226.4 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases, Acid  chlorides,

Acid anhydrides.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing. 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZALDEHYDE OXIME    CAS # 932901

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  226.4 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases, Acid  chlorides,

Acid anhydrides.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing. 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZALDEHYDE OXIME (SYN-)    CAS # 622322

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

WASTE CHARACTERISTIC HAZARD:

FIRE EXTINGUISHER: WATER SPRAY.    CARBON DIOXIDE, DRY CHEMICAL POWDER OR

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: CTS  TOXIC FUMES OF:  CARB

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZALKONIUM CHLORIDE    CAS # 8001545

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  3   0   0      

  ACUTE TOXICTY RISK INDEX 3.3 - LD50   240.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: Harmful if absorbed through skin.

    Eye Contact: Causes burns.

    Inhalation: Material is extremely destructive to the tissue of

    the mucous membranes and upper respiratory tract. May be harmful

    if inhaled.

    Ingestion: Harmful if swallowed. 

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Materials to Avoid: S

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen chloride gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C N

    Indication of Danger: Corrosive. Dangerous for the environment.

    R: 21/22 34 50

    Risk Statements: Harmful in contact with skin and if swallowed.

    Causes burns. Very toxic to aquatic organisms.

    S: 26 36/37/39 45 61

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible). Avoid release to

    the environment. Refer to special instructions/safety data

    sheets. 

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  7.5 mg/m3

   DOE Short Term Exposure Limit  20 mg/m3

   DOE Ceiling Limit 100 mg/m3

  Immediately Dangerous to Life and Health   100 mg/m3BENZALKONIUM CHLORIDE    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZAMIDE    CAS # 55210

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   1   0      

  ACUTE TOXICTY RISK INDEX 2.4 - LD50  2000.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled.

   Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  FLASH POINT  356 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 22

   Risk Statements: Harmful if swallowed.

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes. 

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  3 mg/m3

   DOE Short Term Exposure Limit  10 mg/m3

   DOE Ceiling Limit 60 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZAMIDINE    CAS # 618393

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

S

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

STORAGE    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZAMIDINE HYDROCHLORIDE HYDRATE    CAS # 1670140

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Avoid contact with alkali.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen chloride gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Store under inert gas. Desiccate. Hygroscopic.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing. 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZANTHRACENE (1,2-)    CAS # 56553

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: Material may be irritating to mucous membranes and

   upper respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

Store at 2-8°C

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. Store at

2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: T N

   Indication of Danger: Toxic. Dangerous for the environment.

   R: 45 50/53

   Risk Statements: May cause cancer. Very toxic to aquatic

   organisms, may cause long-term adverse effects in the aquatic

   environment.

   S: 53 45 60 61

   Safety Statements: Restricted to professional users. Attention -

   Avoid exposure - obtain special instructions before use. In case

   of accident or if you feel unwell, seek medical advice

   immediately (show the label where possible). This material and

   its container must be disposed of as hazardous waste. Avoid

   release to the environment. Refer to special instructions/safety

   data sheets. 

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  .1 mg/m3

   DOE Short Term Exposure Limit  .3 mg/m3

   DOE Ceiling Limit 2 mg/m3

  Immediately Dangerous to Life and Health   15 mg/m3BENZANTHRACENE (1,2-)    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZENE    CAS # 71432   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   B   .   D   .   .   .   H   I   J   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   3   0      

  HUMAN TERATOGEN - DESIGNATED AREA MAY BE REQUIRED

  REPRODUCTIVE RISK INDEX   4.6

  ACUTE TOXICTY RISK INDEX 3 - LD50  5600.0 mg/Kg

  NEUROTOXIC - RISK INDEX   5.0

  INHALATION HAZARD  INHALATION RISK INDEX   2.7 - LC50   9863.5

   cancer hazard

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Blood. Female reproductive system. Eyes. Bone marrow.

SIGNS AND SYMPTOMS OF EXPOSURE

   Nausea, dizziness, and headache. Blood effects. Inhalation of

   high concentrations of benzene may have an initial stimulatory

   effect on the central nervous system characterized by

   exhilaration, nervous excitation and/or giddiness, depression  

drowsiness, or fatigue. The victim may experience tightness in

   the chest, breathlessness, and loss of consciousness. Tremors,

   convulsions, and death due to respiratory paralysis or

   circulatory collapse can occur in a few minutes to several hours

   following severe exposures. Aspiration of small amounts of

   liquid immediately causes pulmonary edema and hemorrhage of

   pulmonary tissue. Direct skin contact may cause erythema.

   Repeated or prolonged skin contact may result in drying, scaling

   dermatitis, or development of secondary skin infections. The

   chief target organ is the hematopoietic system. Bleeding from

   the nose, gums, or mucous membranes and the development of

   purpuric spots, pancytopenia, leukopenia, thrombocytopenia,

   aplastic anemia, and leukemia may occur as the condition

   progresses. The bone marrow may appear normal, aplastic or

   hyperplastic, and may not correlate with peripheral

   blood-forming tissues. The onset of effects of prolonged benzene

   exposure may be delayed for many months or years after the

   actual exposure has ceased. Narcotic effect. Exposure can cause: 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  VAPOR PRESSURE   74.6 mm Hg @ 20 °C

  FLASH POINT  12 °F

  Store in an explosion-proof refrigerator or tightly stoppered in a

well-ventilated area

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Avoid contact with metal salts, Strong oxidizing agents,

Halogens, Bases, Acids.

FIRE EXTINGUISHER:  Carbon Dioxide, dry chemical powder, or appropriate foam.

Water can be applied as a spray or fog and if properly applied is capable of

extinguishing the fire by sweeping the   flames off the surface of the

burning liquid.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat, sparks, and open flame.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: F-T

   Indication of Danger: Highly Flammable. Toxic.

   R: 45-46-11-36/38-48/23/24/25-65

   Risk Statements: May cause cancer. May cause heritable genetic

   damage. Highly flammable. Irritating to eyes and skin. Also

   toxic: danger of serious damage to health by prolonged exposure

   through inhalation, in contact with skin and if swallowed.

   Harmful: may cause lung damage if swallowed.

   S: 53-45

   Safety Statements: Restricted to professional users. Attention -

   Avoid exposure - obtain special instructions before use. In case

   of accident or if you feel unwell, seek medical advice

   immediately (show the label where possible).

OSHA REGULATORY LIMITS

  OSHA Permissible Exposure Limit 10 ppm

  OSHA Short Term Exposure Limit  25 ppm

  OSHA Ceiling Limit 50 ppm

ACGIH RECOMMENDED LIMITS

  ACGIH Threshold Limit Value 1 ppm

  Immediately Dangerous to Life and Health  500 ppm

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  1 ppm

   DOE Short Term Exposure Limit  52 ppm

   DOE Ceiling Limit 800 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZENE-D    CAS # 1076433   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   B   .   D   .   .   .   H   I   J   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   3   0      

  HUMAN TERATOGEN - DESIGNATED AREA MAY BE REQUIRED

  REPRODUCTIVE RISK INDEX   4.6

  ACUTE TOXICTY RISK INDEX 2.7 - LD50   930.0 mg/Kg

  NEUROTOXIC - RISK INDEX   5.0

  INHALATION HAZARD  INHALATION RISK INDEX   3.3 - LC50   9863.5

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

    Blood. Bone marrow. Eyes. Female reproductive system.

SIGNS AND SYMPTOMS OF EXPOSURE

    Exposure can cause: Nausea, dizziness, and headache. Narcotic

    effect. Inhalation of high concentrations of benzene may have an

    initial stimulatory effect on the central nervous system

    characterized by exhilaration, nervous excitation and/or

    giddiness, depression, drowsiness, or fatigue. The victim may

    experience tightness in the chest, breathlessness, and loss of

    consciousness. Tremors, convulsions, and death due to

    respiratory paralysis or circulatory collapse can occur in a few

    minutes to several hours following severe exposures. Aspiration

    of small amounts of liquid immediately causes pulmonary edema

    and hemorrhage of pulmonary tissue. Direct skin contact may

    cause erythema. Repeated or prolonged skin contact may result in

    drying, scaling dermatitis, or development of secondary skin

    infections. The chief target organ is the hematopoietic system.

    Bleeding from the nose, gums, or mucous membranes and the

    development of purpuric spots, pancytopenia, leukopenia,

    thrombocytopenia, aplastic anemia, and leukemia may occur as the

    condition progresses. The bone marrow may appear normal,

    aplastic or hyperplastic, and may not correlate with peripheral

    blood-forming tissues. The onset of effects of prolonged benzene

    exposure may be delayed for many months or years after the

    actual exposure has ceased. Blood effects. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  VAPOR PRESSURE   74.6 mm Hg @ 20 °C

  FLASH POINT  12 °F

  Store in an explosion-proof refrigerator or tightly stoppered in a

well-ventilated area

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Acids, Bases, Halogens, Strong oxidizing  agents, Avoid

contact with metal salts.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam. 

Water may be effective for cooling, but may not    effect extinguishment.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat, sparks, and open flame\. SPECIAL REQUIREMENTS Handle and store

under inert gas. Hygroscopic.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

    Symbol of Danger: F T

    Indication of Danger: Highly Flammable. Toxic.

    R: 45 46 11 36/38 48/23/24/25 65

    Risk Statements: May cause cancer. May cause heritable genetic

    damage. Highly flammable. Irritating to eyes and skin. Also

    toxic: danger of serious damage to health by prolonged exposure

    through inhalation, in contact with skin and if swallowed.

    Harmful: may cause lung damage if swallowed.

    S: 53 45

    Safety Statements: Restricted to professional users. Attention -

    Avoid exposure - obtain special instructions before use. In case

    of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

OSHA REGULATORY LIMITS

  OSHA Permissible Exposure Limit 10 ppm

  OSHA Short Term Exposure Limit  25 ppm

  OSHA Ceiling Limit 50 ppm

ACGIH RECOMMENDED LIMITS

  ACGIH Threshold Limit Value 1 ppm

  Immediately Dangerous to Life and Health  500 ppm

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  1 ppm

   DOE Short Term Exposure Limit  50 ppm

   DOE Ceiling Limit 150 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZENEDIBORONIC ACID (1,4-)    CAS # 4612264

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Absorption: May be harmful if absorbed through the skin.

    Inhalation: May be harmful if inhaled.

    Ingestion: Harmful if swallowed.

    Multiple Routes: May cause irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Boron oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep container closed. Store

in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 22

    Risk Statements: Harmful if swallowed.

    S: 36

    Safety Statements: Wear suitable protective clothing. 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZENESULFONAMIDE    CAS # 98102

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  1   0   0      

  ACUTE TOXICTY RISK INDEX 2.7 - LD50   991.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Sulfur oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 22

    Risk Statements: Harmful if swallowed.

    S: 36

    Safety Statements: Wear suitable protective clothing. 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZENESULFONIC ACID    CAS # 98113

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  3   1   0      

  ACUTE TOXICTY RISK INDEX 2.7 - LD50   890.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes burns.

    Inhalation: Material is extremely destructive to the tissue of

    the mucous membranes and upper respiratory tract. Toxic if

    inhaled.

    Ingestion: Harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

    Teeth. Cardiovascular system.

SIGNS AND SYMPTOMS OF EXPOSURE

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. Material is extremely destructive to tissue of the

    mucous membranes and upper respiratory tract, eyes, and skin. To

    the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  FLASH POINT  235 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     d - Organic Acid/Flammable/Toxic

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

TOXIC EMISSIONS WHEN BURNED: Sulfur oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 22 34

    Risk Statements: Harmful if swallowed. Causes burns.

    S: 26 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible). 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZENESULFONIC ACID MONOHYDRATE    CAS # 26158009

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes burns.

    Inhalation: Material is extremely destructive to the tissue of

    the mucous membranes and upper respiratory tract. May be harmful

    if inhaled.

    Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. Material is extremely destructive to tissue of the

    mucous membranes and upper respiratory tract, eyes, and skin. To

    the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

TOXIC EMISSIONS WHEN BURNED: Sulfur oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 22 34

    Risk Statements: Harmful if swallowed. Causes burns.

    S: 26 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible). 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZENESULFONIC ACID SODIUM    CAS # 515424

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  ACUTE TOXICTY RISK INDEX 1.2 - LD50 30251.6 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: Harmful if swallowed. 

SIGNS AND SYMPTOMS OF EXPOSURE

    The chemical, physical, and toxicological properties of this

    product have not been thoroughly investigated. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Materials to Avoid: S

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Sulfur oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Hygroscopic.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 22-36/37/38

    Risk Statements: Harmful if swallowed. Irritating to eyes,

    respiratory system and skin.

    S: 26

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZENESULFONYL CHLORIDE    CAS # 98099   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   E   .   G   .   .   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  3   1   1   W   

  ACUTE TOXICTY RISK INDEX 2.4 - LD50  1960.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes burns. Lachrymator.

   Inhalation: Harmful if inhaled. Material is extremely

   destructive to the tissue of the mucous membranes and upper

   respiratory tract.

   Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   Material is extremely destructive to tissue of the mucous

   membranes and upper respiratory tract, eyes, and skin.

   Inhalation may result in spasm, inflammation and edema of the

   larynxand bronchi, chemical pneumonitis, and pulmonary edema.

   Symptoms of exposure may include burning sensation, coughing,

   wheezing, laryngitis, shortness of breath, headache, nausea, and

   vomiting. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE .0400 mm Hg @ 20 °C

  FLASH POINT  269.6 °F

  Reacts violently with water

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     b - Pyrophoric/Water Reactive

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   REACTIVE   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

Do not use water.

TOXIC EMISSIONS WHEN BURNED: Sulfur oxides Hydrogen chloride gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: C

   Indication of Danger: Corrosive.

   R: 20/22 34 42/43

   Risk Statements: Harmful by inhalation and if swallowed. Causes

   burns. May cause sensitization by inhalation and skin contact.

   S: 23 26 36/37/39 45

   Safety Statements: Do not breathe vapor. In case of contact with

   eyes, rinse immediately with plenty of water and seek medical

   advice. Wear suitable protective clothing, gloves, and eye/face

   protection. In case of accident or if you feel unwell, seek

   medical advice immediately (show the label where possible). 

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  .5 mg/m3

   DOE Short Term Exposure Limit  1.5 mg/m3

   DOE Ceiling Limit 200 mg/m3

  Immediately Dangerous to Life and Health   200 mg/m3BENZENESULFONYL 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZENETETRACARBONITRILE (1,2,4,5-)    CAS # 712743

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   E   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 3.7 - LD50    90.3 mg/Kg

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: May be fatal if inhaled, swallowed, or absorbed

    through skin. May cause irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: T

    Indication of Danger: Toxic.

    R: 23/24/25

    Risk Statements: Toxic by inhalation, in contact with skin and

    if swallowed.

    S: 36/37/39-45

    Safety Statements: Wear suitable protective clothing, gloves,

    and eye/face protection. In case of accident or if you feel

    unwell, seek medical advice immediately (show the label where

    possible). 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZENETETRACARBOXYLIC ACID (1,2,4,5)    CAS # 89054

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     d - Organic Acid/Flammable/Toxic

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing. 

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  1.25 mg/m3

   DOE Short Term Exposure Limit  3.5 mg/m3

   DOE Ceiling Limit 25 mg/m3

  Immediately Dangerous to Life and Health   125 mg/m3BENZENETETRACARBOXYLIC 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZENETRIAMINE DIHYDROCHLORIDE (1,2,4-)    CAS # 615474

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   E   .   .   .   .   J   K   L

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 3.8 - LD50    80.0 mg/Kg

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50         

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

WASTE CHARACTERISTIC HAZARD:   TOXIC

FIRE EXTINGUISHER: WATER SPRAY.    CARBON DIOXIDE, DRY CHEMICAL POWDER OR

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: AZARDOUS COMBUSTION OR DECOMPOSITION PRODUCTS

REACTIVE PROPERTIES

MAY CAUSE EXPLOSIVE DECOMPOSITION OF MALEIC ANHYDRIDE.  REACTS VIOLENTLY

WITHTRIISOBUTYL ALUMINUM.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZENETRICARBONYL TRICHLORIDE (1,3,5-)    CAS # 4422951   HAZARDOUS CHEMICAL

OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   I   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   1   1   W   

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes burns.

    Inhalation: Material is extremely destructive to the tissue of

    the mucous membranes and upper respiratory tract. May be harmful

    if inhaled.

    Ingestion: May be harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

    Liver. Pancreas. Nerves. Cardiovascular system.

SIGNS AND SYMPTOMS OF EXPOSURE

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. Material is extremely destructive to tissue of the

    mucous membranes and upper respiratory tract, eyes, and skin. To

    the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  FLASH POINT  230 °F

  Reacts violently with water

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     b - Pyrophoric/Water Reactive

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   REACTIVE   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases,  Alcohols.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam. 

Do not use water.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas

Store at 2-8°C

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store at

2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 14 34

    Risk Statements: Reacts violently with water. Causes burns.

    S: 26 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible). 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZENETRICARBOXYLIC ACID (1,2,4-)    CAS # 528449

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 2.1 - LD50  4310.3 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     d - Organic Acid/Flammable/Toxic

WASTE CHARACTERISTIC HAZARD:

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam\. Protective Equipment: Wear self-contained breathing

apparatus and protective clothing to prevent contact with skin and eyes.   

Specific Hazard(s): Emits t

TOXIC EMISSIONS WHEN BURNED: ROUTE OF EXPOSURE  Inhalation: Material is

irritating to mucous membranes and upper respiratory tract  Multiple Routes:

May be harmful by inhalation ingestion or

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and

clothing.STORAGE: Keep tightly closed. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing. 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZETHONIUM CHLORIDE    CAS # 121540

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   F   G   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  ACUTE TOXICTY RISK INDEX 3.1 - LD50   420.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes severe eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC   CORROSIVE

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen chloride gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Hygroscopic.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 22 37/38 41

    Risk Statements: Harmful if swallowed. Irritating to respiratory

    system and skin. Risk of serious damage to eyes.

    S: 26 36/39

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing and eye/face protection. 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZHYDROL    CAS # 91010

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 2 - LD50  5000.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  VAPOR PRESSURE .004200 mm Hg @ 20 °C

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Acids, Acid chlorides, Acid anhydrides, Oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Store in a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing. 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZHYDRYLAMINE HYDROCHLORIDE POLYMER    CAS # 91009

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   1   0      

  ACUTE TOXICTY RISK INDEX 2.6 - LD50  1290.3 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: May be harmful if inhaled. Material is irritating to

   mucous membranes and upper respiratory tract.

   Ingestion: Toxic if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  235 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong acids.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid prolonged or repeated   exposure. Do

not get in eyes, on skin, on clothing. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 22 36/37/38

   Risk Statements: Harmful if swallowed. Irritating to eyes,

   respiratory system and skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing. 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZIDINE    CAS # 92875   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    A   .   .   .   .   .   .   .   .   .   K   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  SPECIAL CARCINOGEN - DESIGNATED AREA MAY BE REQUIRED

  CHRONIC TOXICITY RISK INDEX 4.4 - TD50     1.7 mg/Kg

  ACUTE TOXICTY RISK INDEX 3.2 - LD50   309.0 mg/Kg

  INHALATION HAZARD

  INHALATION RISK INDEX   2.8 - LC50         

   cancer suspect agent

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: Material may be irritating to mucous membranes and

   upper respiratory tract. May be harmful if inhaled.

   Ingestion: Harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Liver. Kidneys.

SIGNS AND SYMPTOMS OF EXPOSURE

   Damage to the liver. Damage to the kidneys. Blood effects. Other

   symptoms of exposure can include nausea, vomiting, and painful

   and irregular urination. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  VAPOR PRESSURE    6.4 mm Hg @ 20 °C

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     a - Organic Base/Flammable/Toxic

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Will ignite on contact with red fuming nitric acid.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: and nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Handle in a closed system. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: T N

   Indication of Danger: Toxic. Dangerous for the environment.

   R: 45 22 50/53

   Risk Statements: May cause cancer. Also harmful if swallowed.

   Very toxic to aquatic organisms, may cause long-term adverse

   effects in the aquatic environment.

   S: 53 45 60 61

   Safety Statements: Restricted to professional users. Attention -

   Avoid exposure - obtain special instructions before use. In case

   of accident or if you feel unwell, seek medical advice

   immediately (show the label where possible). This material and

   its container must be disposed of as hazardous waste. Avoid

   release to the environment. Refer to special instructions/safety

   data sheets. 

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  .15 mg/m3

   DOE Short Term Exposure Limit  .5 mg/m3

   DOE Ceiling Limit 3.5 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZIDINE DIHYDROCHLORIDE                 CAS # 531851   HAZARDOUS CHEMICAL

OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   C   .   E   .   .   .   .   J   K   L

  NFPA HAZARD CODES (H,F,R,O)  3   0   0      

  EXTREMELY TOXIC - DESIGNATED AREA MAY BE REQUIRED

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: Harmful if absorbed through skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SENSITIZATION

 skin: May cause allergic skin reaction.

TARGET ORGAN(S) OR SYSTEM(S)

   Liver. Bladder. Kidneys.

SIGNS AND SYMPTOMS OF EXPOSURE

   Exposure can cause: Blood effects. Other symptoms of exposure

   can include nausea, vomiting, and painful and irregular

   urination. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Will ignite on contact with red fuming nitric acid.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen chloride gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: T N

   Indication of Danger: Toxic. Dangerous for the environment.

   R: 45 21 43 50/53

   Risk Statements: May cause cancer. Also harmful in contact with

 skin. May cause sensitization by skin contact. Very toxic to

   aquatic organisms, may cause long-term adverse effects in the

   aquatic environment.

   S: 53 45 60 61

   Safety Statements: Restricted to professional users. Attention -

   Avoid exposure - obtain special instructions before use. In case

   of accident or if you feel unwell, seek medical advice

   immediately (show the label where possible). This material and

   its container must be disposed of as hazardous waste. Avoid

   release to the environment. Refer to special instructions/safety

   data sheets. 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZIL    CAS # 134816

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   F   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   1   0      

  ACUTE TOXICTY RISK INDEX 1.7 - LD50  9677.4 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  VAPOR PRESSURE .000500 mm Hg @ 20 °C

  FLASH POINT  356 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC   CORROSIVE

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing. 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZIL MONOHYDRAZONE    CAS # 5344887

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

   Eye Contact: May cause eye irritation.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZILIC ACID    CAS # 76937

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 1.9 - LD50  6451.6 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

   Eye Contact: May cause eye irritation.

   Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     d - Organic Acid/Flammable/Toxic

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

Store at -20°C

Keep tightly closed. Store in a cool dry place.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place\. Store at -20░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 22

   Risk Statements: Harmful if swallowed.

   S: 36

   Safety Statements: Wear suitable protective clothing. 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZIMIDAZOLE    CAS # 51172

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 1.7 - LD50  9387.1 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. May cause irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Avoid contact and inhalation. Do not get in eyes, on skin, on

clothing. STORAGE: Keep tightly closed. Store in a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 20/21/22

   Risk Statements: Harmful by inhalation, in contact with skin and

   if swallowed.

   S: 36

   Safety Statements: Wear suitable protective clothing. 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZIMIDAZOLE CARBOXYLIC ACID (5-)    CAS # 15788166

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Avoid contact and inhalation. Do not get in eyes, on skin, on

clothing. STORAGE: Keep tightly closed. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 37/39

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable gloves and eye/face protection. 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZO(A)FLUORENE    CAS # 238846

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZO(A)PYRENE    CAS # 192972

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

   Eye Contact: May cause eye irritation.

   Multiple Routes: Harmful if swallowed, inhaled, or absorbed

   through skin.

TARGET ORGAN(S) OR SYSTEM(S)

 skin. Lungs.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATIO   Symbol of Danger: T

   Indication of Danger: Toxic.

   R: 61 20/21/22

   Risk Statements: May cause harm to the unborn child. Harmful by

   inhalation, in contact with skin and if swallowed.

   S: 53 22 36/37/39 45

   Safety Statements: Avoid exposure - obtain special instructions

   before use. Do not breathe dust. Wear suitable protective

   clothing, gloves, and eye/face protection. In case of accident

   or if you feel unwell, seek medical advice immediately (show the

   label where possible). 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZO(A)PYRENE    CAS # 50328   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    A   B   C   .   E   .   .   .   .   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  3   0   0      

  SPECIAL CARCINOGEN - DESIGNATED AREA MAY BE REQUIRED

  CHRONIC TOXICITY RISK INDEX 4.7 - TD50     1.0 mg/Kg

  HUMAN TERATOGEN - DESIGNATED AREA MAY BE REQUIRED

  REPRODUCTIVE RISK INDEX  13.0

  EXTREMELY TOXIC - DESIGNATED AREA MAY BE REQUIRED

  ACUTE TOXICTY RISK INDEX 5+ - LD50     1.5 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SENSITIZATION

   Sensitization: Causes dermatitis.

 skin: May cause allergic skin reaction.

TARGET ORGAN(S) OR SYSTEM(S)

   Lungs. Skin.

SIGNS AND SYMPTOMS OF EXPOSURE

   Symptoms of exposure may include burning sensation, coughing,

   wheezing, laryngitis, shortness of breath, headache, nausea, and

   vomiting. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: T N

   Indication of Danger: Toxic. Dangerous for the environment.

   R: 45 46 60 61 43 50/53

   Risk Statements: May cause cancer. May cause heritable genetic

   damage. May impair fertility. May cause harm to the unborn

   child. May cause sensitization by skin contact. Very toxic to

   aquatic organisms, may cause long-term adverse effects in the

   aquatic environment.

   S: 53 45 60 61

   Safety Statements: Restricted to professional users. Attention -

   Avoid exposure - obtain special instructions before use. In case

   of accident or if you feel unwell, seek medical advice

   immediately (show the label where possible). This material and

   its container must be disposed of as hazardous waste. Avoid

   release to the environment. Refer to special instructions/safety

   data sheets.

  Immediately Dangerous to Life and Health  80 mg/m3

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  .2 mg/m3

   DOE Short Term Exposure Limit  .6 mg/m3

   DOE Ceiling Limit 15 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZO(G,H,I)PERYLENE    CAS # 191242

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: N

   Indication of Danger: Dangerous for the environment.

   R: 50/53

   Risk Statements: Very toxic to aquatic organisms, may cause   long-term

adverse effects in the aquatic environment.

   S: 60 61

   Safety Statements: This material and its container must be

   disposed of as hazardous waste. Avoid release to the

   environment. Refer to special instructions/safety data sheets. 

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  10 mg/m3

   DOE Short Term Exposure Limit  30 mg/m3

   DOE Ceiling Limit 50 mg/m3

  Immediately Dangerous to Life and Health   250 mg/m3BENZO(G,H,I)PERYLENE    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZO(L)PHENANTHRENE    CAS # 217594

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

    Eye Contact: May cause eye irritation.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

IARC CARCINOGEN LIST

    Rating: Group 3 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26-36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZODIOXAN CARBOXALDEHYDE (41,4:6-)    CAS # 29668448

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

    Eye Contact: May cause eye irritation.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  FLASH POINT  235 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZOFLUORANTHENE (K-)    CAS # 207089

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

Store at 2-8°C

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. Store at

2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: T N

   Indication of Danger: Toxic. Dangerous for the environment.

   R: 45 50/53

   Risk Statements: May cause cancer. Very toxic to aquatic

   organisms, may cause long-term adverse effects in the aquatic

   environment.

   S: 53 45 60 61

   Safety Statements: Restricted to professional users. Attention -

   Avoid exposure - obtain special instructions before use. In case

   of accident or if you feel unwell, seek medical advice

   immediately (show the label where possible). This material and

   its container must be disposed of as hazardous waste. Avoid

   release to the environment. Refer to special instructions/safety

   data sheets.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  .2 mg/m3

   DOE Short Term Exposure Limit  .6 mg/m3

   DOE Ceiling Limit 4 mg/m3

  Immediately Dangerous to Life and Health   20 mg/m3BENZOFLUORANTHENE (K-)    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZOFLUORENE (2,3-)    CAS # 243174

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZOFURAN (2,3-)    CAS # 271896

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   C   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  EXTREMELY TOXIC - DESIGNATED AREA MAY BE REQUIRED

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: Material may be irritating to mucous membranes and

    upper respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

    Liver. Kidneys. Lungs. Pancreas.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  132.8 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

Store at 2-8°C

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Avoid breathing vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store at

2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 40 52

    Risk Statements: Limited evidence of a carcinogenic effect.

    Harmful to aquatic organisms.

    S: 36/37

    Safety Statements: Wear suitable protective clothing and gloves.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZOFURAN BORONIC ACID (2-)    CAS # 98437242

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Borane/boron oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZOFURANONE (3(2H)-)    CAS # 7169348

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

    Eye Contact: May cause eye irritation.

    Inhalation: Material may be irritating to mucous membranes and

    upper respiratory tract.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22-24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZOHYDROXAMIC ACID    CAS # 495181

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 3 - LD50   500.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

Store at 2-8°C

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. Store at

2-8░C

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZOIC ACID    CAS # 65850

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  2   1   0      

  ACUTE TOXICTY RISK INDEX 5 - LD50   910.3 mg/Kg

  INHALATION HAZARD

  INHALATION RISK INDEX   2.0 - LC50     26.0

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  VAPOR PRESSURE    1.5 mm Hg @ 20 °C

  FLASH POINT  249.8 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     d - Organic Acid/Flammable/Toxic

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases, Strong reducing

agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 22 36

   Risk Statements: Harmful if swallowed. Irritating to eyes.

   S: 26

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  4 mg/m3

   DOE Short Term Exposure Limit  12.5 mg/m3

   DOE Ceiling Limit 75 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZOIC ACID METHYL ESTER    CAS # 93583

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  ACUTE TOXICTY RISK INDEX 2.6 - LD50  1177.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: Material may be irritating to mucous membranes and

    upper respiratory tract. May be harmful if inhaled.

    Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE .000900 mm Hg @ 20 °C

  FLASH POINT  181.4 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid breathing vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 22

    Risk Statements: Harmful if swallowed.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  2 ppm

   DOE Short Term Exposure Limit  6 ppm

   DOE Ceiling Limit 40 ppm

  Immediately Dangerous to Life and Health   75 ppmBENZOIC ACID METHYL ESTER    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZOIC ACID SODIUM    CAS # 532321

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 2.1 - LD50  4070.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed. 

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Materials to Avoid: S

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Sodium/sodium oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Hygroscopic.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  100 mg/m3

   DOE Short Term Exposure Limit  350 mg/m3

   DOE Ceiling Limit 500 mg/m3

  Immediately Dangerous to Life and Health   500 mg/m3BENZOIC ACID SODIUM    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZOIC ACID SULFIMIDE (ORTHO-)    CAS # 81072

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 1 - LD50 54838.7 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be irritating to

mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Bladder.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Sulfur oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZOIC ANHYDRIDE    CAS # 93970

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  VAPOR PRESSURE .0001000 mm Hg @ 20 °C

  FLASH POINT  235 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong acids, Strong  bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Store in a cool dry place\. SPECIAL

REQUIREMENTS  Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZOIC HYDRAZIDE    CAS # 613945   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    A   .   .   .   .   .   .   .   .   .   K   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  SPECIAL CARCINOGEN - DESIGNATED AREA MAY BE REQUIRED

  CHRONIC TOXICITY RISK INDEX 4 - TD50     4.3 mg/Kg

  ACUTE TOXICTY RISK INDEX 3.4 - LD50   184.2 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: Toxic if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: T

    Indication of Danger: Toxic.

    R: 25 36/37/38

    Risk Statements: Toxic if swallowed. Irritating to eyes,

    respiratory system and skin.

    S: 26 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. In

    case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZOIN    CAS # 119539

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  ACUTE TOXICTY RISK INDEX 1.7 - LD50 10000.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  FLASH POINT  338 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZOIN (S,+-)    CAS # 5928676

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  ACUTE TOXICTY RISK INDEX 1.7 - LD50 10000.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  FLASH POINT  338 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZOIN OXIME    CAS # 441383

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 3 - LD50   500.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

   Eye Contact: May cause eye irritation.

   Inhalation: Material may be irritating to mucous membranes and

   upper respiratory tract.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong acids.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

Store at 2-8°C

Keep tightly closed. Store in a cool dry place.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place\. Store at 2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  .6 mg/m3

   DOE Short Term Exposure Limit  1.5 mg/m3

   DOE Ceiling Limit 12.5 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZONITRILE    CAS # 100470

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   I   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   2   0      

  ACUTE TOXICTY RISK INDEX 4 - LD50  3132.3 mg/Kg

  NEUROTOXIC - RISK INDEX   5.0

  INHALATION RISK INDEX   1.5 - LC50    558.0

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation. Vesicant skin Absorption: Harmful

if absorbed through skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract. May be harmful if inhaled.

   Ingestion: Harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Liver. Blood. Kidneys. Heart. Central nervous system.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE***** mm Hg @ 20 °C

  FLASH POINT  158 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong bases, Strong oxidizing agents, Strong reducing

agents, Acids, Chlorates, Nitrates, Plastics.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

Water spray.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Avoid prolonged or repeated exposure. Do not breathe vapor. Avoid

contact with eyes, skin, and clothing. STORAGE: Keep tightly closed. Keep

away from heat and open flame. Store in a cool dry place\. SPECIAL

REQUIREMENTS  Hygroscopic. Handle and store under inert gas.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 21/22

   Risk Statements: Harmful in contact with skin and if swallowed.

   S: 23

   Safety Statements: Do not breathe vapor.

  Immediately Dangerous to Life and Health  25 mg/m3

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  1 mg/m3

   DOE Short Term Exposure Limit  3 mg/m3

   DOE Ceiling Limit 22 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZOPHENONE    CAS # 119619

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   1   0      

  ACUTE TOXICTY RISK INDEX 1.7 - LD50 10000.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: May be harmful if inhaled. Material is irritating to

    mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  VAPOR PRESSURE .190 mm Hg @ 20 °C

  FLASH POINT  280.4 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong reducing agents, Strong oxidizing  agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38-52/53

    Risk Statements: Irritating to eyes, respiratory system and

 skin. Harmful to aquatic organisms, may cause long-term adverse

    effects in the aquatic environment.

    S: 26-36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  .5 mg/m3

   DOE Short Term Exposure Limit  1.5 mg/m3

   DOE Ceiling Limit 350 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZOPHENONE HYDRAZONENE    CAS # 5350572

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

    Eye Contact: May cause eye irritation.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZOPINACOLE    CAS # 464722

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 1.2 - LD50 32258.1 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. May cause irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid contact and inhalation. Do not get in eyes, on skin, on

clothing. STORAGE: Keep tightly closed. Store in a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZOPURPIN    CAS # 992596

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: Material may be irritating to mucous membranes and

   upper respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Sulfur oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Light sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: T

   Indication of Danger: Toxic.

   R: 45

   Risk Statements: May cause cancer.

   S: 53 45

   Safety Statements: Restricted to professional users. Attention -

   Avoid exposure - obtain special instructions before use. In case

   of accident or if you feel unwell, seek medical advice

   immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZOPYRANONE    CAS # 491383

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

   Eye Contact: May cause eye irritation.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZOPYRENE (A)    CAS # 63466717   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    A   .   C   .   E   .   .   .   .   .   K   L

  NFPA HAZARD CODES (H,F,R,O)  3   0   0      

  SPECIAL CARCINOGEN - DESIGNATED AREA MAY BE REQUIRED

  CHRONIC TOXICITY RISK INDEX 4.7 - TD50     1.0 mg/Kg

  EXTREMELY TOXIC - DESIGNATED AREA MAY BE REQUIRED

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: Harmful if absorbed through skin.

   Eye Contact: May cause eye irritation.

   Inhalation: Material may be irritating to mucous membranes and

   upper respiratory tract. Harmful if inhaled.

   Ingestion: Harmful if swallowed.

SENSITIZATION

 skin: May cause allergic skin reaction 

TARGET ORGAN(S) OR SYSTEM(S)

 skin. Lungs.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Store under inert gas. Hygroscopic.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: T N

   Indication of Danger: Toxic. Dangerous for the environment.

   R: 45 46 60 61 43 50/53

   Risk Statements: May cause cancer. May cause heritable genetic

   damage. May impair fertility. May cause harm to the unborn

   child. May cause sensitization by skin contact. Very toxic to

   aquatic organisms, may cause long-term adverse effects in the

   aquatic environment.

   S: 53 45 60 61

   Safety Statements: Restricted to professional users. Attention -

   Avoid exposure - obtain special instructions before use. In case

   of accident or if you feel unwell, seek medical advice

   immediately (show the label where possible). This material and

   its container must be disposed of as hazardous waste. Avoid

   release to the environment. Refer to special instructions/safety

   data sheets.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZOQUINONE (1,4-)    CAS # 106514   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    A   .   .   D   .   F   G   .   I   .   K   .

  NFPA HAZARD CODES (H,F,R,O)  3   2   2      

  SPECIAL CARCINOGEN - DESIGNATED AREA MAY BE REQUIRED

  CHRONIC TOXICITY RISK INDEX 3.5 - TD50    16.4 mg/Kg

  ACUTE TOXICTY RISK INDEX 3.7 - LD50   100.0 mg/Kg

  NEUROTOXIC - RISK INDEX   4.0

  INHALATION HAZARD  INHALATION RISK INDEX   1.8 - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Toxic if inhaled. Material is irritating to mucous

   membranes and upper respiratory tract.

   Ingestion: Toxic if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Eyes.

SIGNS AND SYMPTOMS OF EXPOSURE

   Symptoms of exposure may include burning sensation, coughing,

   wheezing, laryngitis, shortness of breath, headache, nausea, and

   vomiting. Damage to the eyes.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  Explosive

  VAPOR PRESSURE .0800 mm Hg @ 20 °C

  FLASH POINT  170.6 °F

SEGREGATION: SHELF # 3

STORAGE GROUP(S):

     k - Explosive/Unstable

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   REACTIVE   TOXIC   CORROSIVE

INCOMPATIBILITIES:Reacts violently with:, Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

Store at 2-8°C

open flame. Store in a cool dry place.

Keep tightly closed. Keep away from heat, sparks, and

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat, sparks, and open flame. Store in a cool dry place\. Store at 2-8░C

SPECIAL REQUIREMENTS  Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: T N

   Indication of Danger: Toxic. Dangerous for the environment.

   R: 23/25 36/37/38 50

   Risk Statements: Toxic by inhalation and if swallowed.

   Irritating to eyes, respiratory system and skin. Very toxic to

   aquatic organisms.

   S: 26 28 45 61

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. After

   contact with skin, wash immediately with plenty of soap-suds. In

   case of accident or if you feel unwell, seek medical advice

   immediately (show the label where possible). Avoid release to

   the environment. Refer to special instructions/safety data

   sheets.

  Immediately Dangerous to Life and Health  100 mg/m3

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  .1 ppm

   DOE Short Term Exposure Limit  .3 ppm

   DOE Ceiling Limit .5 ppm

  Immediately Dangerous to Life and Health   22.6 ppmBENZOQUINONE (1,4-)    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZOTHIAZOLE    CAS # 95169

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  2   1   0      

  ACUTE TOXICTY RISK INDEX 3 - LD50   466.0 mg/Kg

  INHALATION HAZARD

  INHALATION RISK INDEX   2.6 - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

TOXICITY DAT 

   Oral

   Rat

   380 mg/kg

   LD50

   Remarks: Behavioral:Food intake (animal). Lungs, Thorax, or

   Respiration:Pulmonary emboli. Liver:Other changes.

   Oral

   Mouse

   900 mg/kg

   LD50

   Intraperitoneal

   Mouse

   100 MG/KG

   LD50

   Intravenous

   Mouse

   95 MG/KG

   LD50

IRRITATION DATA

 skin

   Rabbit

   0.5 ml

   24H

   Remarks: Mild irritation effect

   Eyes

   Rabbit

   0.1 ml

   24H

   Remarks: Mild irritation effect

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE    5.2 mm Hg @ 20 °C

  FLASH POINT  235 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Sulfur oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 22

   Risk Statements: Harmful if swallowed.

   S: 23 26 36

   Safety Statements: Do not breathe vapor. In case of contact with

   eyes, rinse immediately with plenty of water and seek medical

   advice. Wear suitable protective clothing.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  5 mg/m3

   DOE Short Term Exposure Limit  15 mg/m3

   DOE Ceiling Limit 100 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZOTHIAZOLE CARBOXYLIC ACID (6-)    CAS # 3622353

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Sulfur oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZOTRIALZOLYL (N,N,N,O:1-)    CAS # 125700676

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   F   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   CORROSIVE

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

Store at 2-8°C

Keep tightly closed. Store under nitrogen.

Moisture sensitive.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store

under nitrogen. Store at 2-8░C SPECIAL REQUIREMENTS  Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZOTRIAZINONE (1,2,3:4,3H-)    CAS # 90164

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 2.9 - LD50   595.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 37/39

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable gloves and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZOTRIAZOLE    CAS # 95147

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  2   1   0      

  ACUTE TOXICTY RISK INDEX 3 - LD50   560.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50   1910.0

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Harmful if inhaled. Material may be irritating to

    mucous membranes and upper respiratory tract.

    Ingestion: Harmful if swallowed.

SENSITIZATION

    Sensitization: Will not occur

SIGNS AND SYMPTOMS OF EXPOSURE

    The chemical, physical, and toxicological properties of this

    product have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  VAPOR PRESSURE .0400 mm Hg @ 20 °C

  FLASH POINT  338 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Heavy metals.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Light sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 20/22-36-52/53

    Risk Statements: Harmful by inhalation and if swallowed.

    Irritating to eyes. Harmful to aquatic organisms, may cause

    long-term adverse effects in the aquatic environment.

    S: 26-36/37-61

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing and gloves. Avoid release to the

    environment. Refer to special instructions/safety data sheets.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  .025 mg/m3

   DOE Short Term Exposure Limit  .075 mg/m3

   DOE Ceiling Limit .5 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZOTRIAZOLE CARBONYL CHLORIDE (1-)    CAS # 65095138

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes burns.

    Inhalation: May be harmful if inhaled. Material is extremely

    destructive to the tissue of the mucous membranes and upper

    respiratory tract.

    Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  FLASH POINT  230 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Avoid contact with  aluminum.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen chloride gas Phosgene

gas

REACTIVE PROPERTIES

HANDLING: Avoid breathing dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Moisture sensitive. Handle and store under inert gas.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34 22

    Risk Statements: Causes burns. Harmful if swallowed.

    S: 26 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZOTRIAZOLE CARBOXALDEHYDE (1H:1-)    CAS # 72773047

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

Store at 2-8°C

Very Hygroscopic .

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store at

2-8░C SPECIAL REQUIREMENTS Very hygroscopic.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZOTRIAZOLE METHANOL (1H:1-)    CAS # 28539028

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZOTRIAZOLYL TETRAMETHYLURONIUM HEXAFLUOROPHOSPH    CAS # 94790371

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen fluoride

Store at 2-8°C

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Store at 2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 20/21/22 36/37/38

    Risk Statements: Harmful by inhalation, in contact with skin and

    if swallowed. Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZOXAZOLE    CAS # 273530

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   E   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   2   1   OX   

  ACUTE TOXICTY RISK INDEX 2.3 - LD50  2419.4 mg/Kg

  INHALATION RISK INDEX   1.1 - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: May be harmful if inhaled. Material is irritating to

    mucous membranes and upper respiratory tract.

    Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  VAPOR PRESSURE .250 mm Hg @ 20 °C

  FLASH POINT  137 °F

  Oxidizing Agent

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     e - Oxidizer/Organic Peroxide

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store at

2-8░C

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZOYL CHLORIDE    CAS # 98884   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   2   1   W   

  ACUTE TOXICTY RISK INDEX 4 - LD50  1900.0 mg/Kg

  INHALATION RISK INDEX   1.5 - LC50   1870.0

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Lachrymator. Causes burns.

   Inhalation: Material is extremely destructive to the tissue of

   the mucous membranes and upper respiratory tract. May be harmful

   if inhaled.

   Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

   Material is extremely destructive to tissue of the mucous

   membranes and upper respiratory tract, eyes, and skin.

   Inhalation may result in spasm, inflammation and edema of the

   larynxand bronchi, chemical pneumonitis, and pulmonary edema.

   Symptoms of exposure may include burning sensation, coughing,

   wheezing, laryngitis, shortness of breath, headache, nausea, and

   vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE .620 mm Hg @ 20 °C

  FLASH POINT  161.6 °F

  Reacts violently with water

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     b - Pyrophoric/Water Reactive

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   REACTIVE   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases, Alcohols.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat, sparks, and open flame. Store in a cool dry place. Store under

nitrogen\. SPECIAL REQUIREMENTS  Store under inert gas. Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: C

   Indication of Danger: Corrosive.

   R: 34

   Risk Statements: Causes burns.

   S: 26 45

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. In

   case of accident or if you feel unwell, seek medical advice

   immediately (show the label where possible).

ACGIH RECOMMENDED LIMITS

  ACGIH Short Term Exposure Limit .5 ppm

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  .3 ppm

   DOE Short Term Exposure Limit  .3 ppm

   DOE Ceiling Limit 5 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZOYL FLUORIDE    CAS # 455323   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   1   W   

  ACUTE TOXICTY RISK INDEX 2.4 - LD50  1900.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Multiple Routes: Harmful if swallowed, inhaled, or absorbed

   through skin. Causes burns.

SIGNS AND SYMPTOMS OF EXPOSURE

   Material is extremely destructive to tissue of the mucous

   membranes and upper respiratory tract, eyes, and skin.

   Inhalation may result in spasm, inflammation and edema of the

   larynxand bronchi, chemical pneumonitis, and pulmonary edema.

   Symptoms of exposure may include burning sensation, coughing,

   wheezing, laryngitis, shortness of breath, headache, nausea, and

   vomiting. To the best of our knowledge, the chemical, physical,

   and toxicological properties have not been thoroughly

   investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  120 °F

  Reacts violently with water

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     b - Pyrophoric/Water Reactive

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   REACTIVE

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases, Alcohols.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store in a cool dry place\. SPECIAL REQUIREMENTS 

Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: C

   Indication of Danger: Corrosive.

   R: 10 34

   Risk Statements: Flammable. Causes burns.

   S: 16 26 27 36/37/39 45

   Safety Statements: Keep away from sources of ignition - no

   smoking. In case of contact with eyes, rinse immediately with

   plenty of water and seek medical advice. Take off immediately

   all contaminated clothing. Wear suitable protective clothing,

   gloves, and eye/face protection. In case of accident or if you

   feel unwell, seek medical advice immediately (show the label

   where possible).

  Immediately Dangerous to Life and Health  250 mg/m

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZOYL ISOCYANATE    CAS # 4461330

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin. Vapor or mist is irritating to the eyes, mucous

    membranes, and upper respiratory tract.

SENSITIZATION

    Sensitization: May cause allergic respiratory and skin reactions

    Prolonged or repeated exposure may cause allergic reactions in

    certain sensitive individuals.

SIGNS AND SYMPTOMS OF EXPOSURE

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  162 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Alcohols, Strong oxidizing agents, Strong  acids, Strong

bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

Store at -20°C

Keep tightly closed. Keep away from heat and open flame. Handle and store

under nitrogen.

Readily hydrolyzed.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. Note:    cloudiness or precipitation is

unavoidable and should not affect    use. STORAGE: Keep tightly closed. Keep

away from heat and open flame. Handle and store under nitrogen. Store at

-20░C SPECIAL REQUIREMENTS  Readily hydrolyzed.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 20/21/22 36/37/38

    Risk Statements: Harmful by inhalation, in contact with skin and

    if swallowed. Irritating to eyes, respiratory system and skin.

    S: 26 27 28 36/37/39

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Take

    off immediately all contaminated clothing. After contact with

 skin, wash immediately with plenty of water. Wear suitable

    protective clothing, gloves, and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZOYL PEROXIDE    CAS # 94360   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   E   .   .   .   .   J   K   L

  NFPA HAZARD CODES (H,F,R,O)  3   1   3   OX   

  ACUTE TOXICTY RISK INDEX 1.8 - LD50  7710.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SENSITIZATION

    Respiratory: May cause allergic respiratory reaction.

 skin: May cause allergic skin reaction.

SIGNS AND SYMPTOMS OF EXPOSURE

    Depending on the intensity and duration of exposure, effects may

    vary from mild irritation to severe destruction of tissue.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Explosive

  Organic Peroxide

  Forms explosive unstable peroxides

  Test periodically or discard

  Shock sensitive Explosive

  Oxidizing Agent

SEGREGATION: SHELF # 3

STORAGE GROUP(S):

     e - Oxidizer/Organic Peroxide

     k - Explosive/Unstable

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   REACTIVE   TOXIC

INCOMPATIBILITIES:Alcohols Avoid contact with metals.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

REACTIVE PROPERTIES

HANDLING: Use only polyethylene tools and containers. Do    not breathe dust.

Avoid contact with eyes, skin, and clothing.    Avoid prolonged or repeated

exposure. STORAGE: Keep tightly closed.    Unsuitable: Do not store near, nor

allow contact with, clothing    and other combustible material.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

    Symbol of Danger: E Xi

    Indication of Danger: Explosive. Irritant.

    R: 2 36 43

    Risk Statements: Risk of explosion by shock, friction, fire, or

    other sources of ignition. Irritating to eyes. May cause

    sensitization by skin contact.

    S: 3/7 14 36/37/39

    Safety Statements: Keep container tightly closed in a cool

    place. Keep away from combustible material. Wear suitable

    protective clothing, gloves, and eye/face protection.

  Immediately Dangerous to Life and Health  1500 mg/m3

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  5 mg/m3

   DOE Short Term Exposure Limit  5 mg/m3

   DOE Ceiling Limit 12.5 mg/m3

  Immediately Dangerous to Life and Health   500 mg/m3BENZOYL PEROXIDE    CAS 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZOYLACETONE    CAS # 93914

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 2.4 - LD50  2031.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  VAPOR PRESSURE .007300 mm Hg @ 20 °C

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZOYLARGININE (ALPHA,N:L-)    CAS # 2645081

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen chloride gas

Store at 2-8°C

Hygroscopic.

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. Store at

2-8░C SPECIAL REQUIREMENTS  Hygroscopic.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZOYLARGININE NITROANILIDE HYDROCHLORIDE (4-)    CAS # 911773   HAZARDOUS

CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

CONDITIONS AGGRAVATED BY EXPOSURE

   The toxicological properties have not been thoroughly

   investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen chloride gas

Store at -20°C

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. Store at

-20░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZOYLARGININEB NAPHTHYLAMIDE HYDROCHLORIDE    CAS # 913042

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

CONDITIONS AGGRAVATED BY EXPOSURE

   The toxicological properties have not been thoroughly

   investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen chloride gas

Store at 2-8°C

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. Store at

2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZOYLBENZOIC ACID (4-)    CAS # 611950

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZOYLBUTYRIC ACID (4-)    CAS # 1501059

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

   Eye Contact: May cause eye irritation.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     d - Organic Acid/Flammable/Toxic

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZOYLOXYMETHYL BENZOYL CHLORIDE, (2-)    CAS # 58249879

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

S

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: When heated to decomposition it  may emit:

HAZARDOUS EXOTHERMIC REACTIONS Hazardous Exothermic Reactions: Will not occur

Store at 2-8°C

REACTIVE PROPERTIES

STORAGE Store at 2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34

    Risk Statements: Causes burns.

    S: 26 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZOYLPHENYL HYDROXYLAMINE    CAS # 304881

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

   Eye Contact: May cause eye irritation.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

Store at 2-8°C

Keep tightly closed. Store in a cool dry place.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place\. Store at 2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  10 mg/m3

   DOE Short Term Exposure Limit  30 mg/m3

   DOE Ceiling Limit 50 mg/m3

  Immediately Dangerous to Life and Health   250 mg/m3BENZOYLPHENYL 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZO[B]FURAN CARBOXALDEHYDE (2-)    CAS # 4265161

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZYL ACETATE    CAS # 140114   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   F   G   .   I   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   1   0      

  ACUTE TOXICTY RISK INDEX 2.2 - LD50  3000.0 mg/Kg

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION RISK INDEX   2.0 - LC50         

ROUTE OF EXPOSURE

 skin Absorption: May be harmful if absorbed through the skin.

    Readily absorbed through skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    Ingestion: May be harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

    Liver. Kidneys. Male reproductive system. Female reproductive

    system.

SIGNS AND SYMPTOMS OF EXPOSURE

    Exposure can cause: Nausea, headache, and vomiting. To the best

    of our knowledge, the chemical, physical, and toxicological

    properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  VAPOR PRESSURE    4.2 mm Hg @ 20 °C

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   CORROSIVE

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING skin, and clothing. Avoid prolonged or repeated exposure. STORAGE:

Keep tightly closed.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  10 ppm

   DOE Short Term Exposure Limit  10 ppm

   DOE Ceiling Limit 10 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZYL ALCOHOL    CAS # 100516

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   1   0      

  ACUTE TOXICTY RISK INDEX 2.6 - LD50  1230.0 mg/Kg

  INHALATION RISK INDEX   1.8 - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: Harmful if inhaled. Material may be irritating to

    mucous membranes and upper respiratory tract.

    Ingestion: Harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

    Central nervous system.

SIGNS AND SYMPTOMS OF EXPOSURE

    Can cause CNS depression.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE .970 mm Hg @ 20 °C

  FLASH POINT  204.8 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Handle

and store under nitrogen\. Store in a cool dry place\. SPECIAL REQUIREMENTS

Handle and store under inert gas. Hygroscopic.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 20/22

    Risk Statements: Harmful by inhalation and if swallowed.

    S: 26

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  10 ppm

   DOE Short Term Exposure Limit  60 ppm

   DOE Ceiling Limit 150 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZYL BENZOATE    CAS # 120514

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   1   0      

  ACUTE TOXICTY RISK INDEX 2.5 - LD50  1700.0 mg/Kg

  INHALATION RISK INDEX   1.1 - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: May be harmful if inhaled. Material is irritating to

    mucous membranes and upper respiratory tract.

    Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Exposure can cause: Cardiovascular effects. Muscle

    cramps/spasms. Ataxia.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE .160 mm Hg @ 20 °C

  FLASH POINT  316.4 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 22

    Risk Statements: Harmful if swallowed.

    S: 25

    Safety Statements: Avoid contact with eyes.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  12.5 mg/m3

   DOE Short Term Exposure Limit  35 mg/m3

   DOE Ceiling Limit 250 mg/m3

  Immediately Dangerous to Life and Health   500 mg/m3BENZYL BENZOATE    CAS 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZYL BROMIDE    CAS # 100390   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   2   1   W   

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes burns. Lachrymator.

   Inhalation: Material is extremely destructive to the tissue of

   the mucous membranes and upper respiratory tract. May be harmful

   if inhaled.

   Ingestion: May be harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Central nervous system.

SIGNS AND SYMPTOMS OF EXPOSURE

   Material is extremely destructive to tissue of the mucous

   membranes and upper respiratory tract, eyes, and skin.

   Inhalation may result in spasm, inflammation and edema of the

   larynxand bronchi, chemical pneumonitis, and pulmonary edema.

   Symptoms of exposure may include burning sensation, coughing,

   wheezing, laryngitis, shortness of breath, headache, nausea, and

   vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE .441 mm Hg @ 20 °C

  FLASH POINT  186.8 °F

  Reacts violently with water

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     b - Pyrophoric/Water Reactive

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   REACTIVE   TOXIC

INCOMPATIBILITIES:Bases, Alcohols, Amines, Oxidizing agents Corrodes steel.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

Do not use water.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store in a cool dry place\. SPECIAL REQUIREMENTS 

Light sensitive. Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 39

   Safety Statements: Wear eye/face protection.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  .6 mg/m3

   DOE Short Term Exposure Limit  1.5 mg/m3

   DOE Ceiling Limit 12.5 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZYL BUTYRATE    CAS # 103377

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   1      

  ACUTE TOXICTY RISK INDEX 2.3 - LD50  2330.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  225 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZYL CARBAMATE    CAS # 621841

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

    Eye Contact: May cause eye irritation.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong acids.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

Water spray.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep container closed. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZYL CHLORIDE    CAS # 100447   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   .   G   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  3   2   1   W   

  ACUTE TOXICTY RISK INDEX 5 - LD50  1231.0 mg/Kg

  INHALATION HAZARD  INHALATION RISK INDEX   2.2 - LC50    390.0

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes burns. Lachrymator   Inhalation: Material is extremely

destructive to the tissue of

   the mucous membranes and upper respiratory tract. Toxic if

   inhaled.

   Ingestion: Harmful if swallowed. Ingestion can cause immediate

   burning pain in the mouth, throat, abdomen; severe swelling of

   the larynx and skeletal paralysis affecting the ability to

   breathe, circulatory shock and convulsions.

TARGET ORGAN(S) OR SYSTEM(S)

   Blood. Liver. Kidneys.

SIGNS AND SYMPTOMS OF EXPOSURE

   Inhalation may result in spasm, inflammation and edema of the

   larynxand bronchi, chemical pneumonitis, and pulmonary edema.

   Material is extremely destructive to tissue of the mucous

   membranes and upper respiratory tract, eyes, and skin. To the

   best of our knowledge, the chemical, physical, and toxicological

   properties have not been thoroughly investigated. Symptoms of

   exposure may include burning sensation, coughing, wheezing,

   laryngitis, shortness of breath, headache, nausea, and vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE    3.4 mm Hg @ 20 °C

  FLASH POINT  140 °F

  Reacts violently with water

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     b - Pyrophoric/Water Reactive

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   REACTIVE   TOXIC

INCOMPATIBILITIES:Contact with common metals (except nickel and lead) or

moisture produces a Friedel-Crafts, condensation-type   reaction with the

liberation of heat and formation of toxic and   corrosive hydrogen chloride.

Hydrolyzes very slowly to form   hydrogen c

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

Do not use water.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store in a cool dry place\. SPECIAL REQUIREMENTS 

Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: T

   Indication of Danger: Toxic.

   R: 45-22-23-37/38-41-48/22

   Risk Statements: May cause cancer. Harmful if swallowed. Toxic

   by inhalation. Irritating to respiratory system and skin. Risk

   of serious damage to eyes. Harmful: danger of serious damage to

   health by prolonged exposure if swallowed.

   S: 53-45

   Safety Statements: Restricted to professional users. Attention -

   Avoid exposure - obtain special instructions before use. In case

   of accident or if you feel unwell, seek medical advice

   immediately (show the label where possible).

OSHA REGULATORY LIMITS

  OSHA Permissible Exposure Limit 1 ppm

ACGIH RECOMMENDED LIMITS

  ACGIH Threshold Limit Value 1 mg/m3

  Immediately Dangerous to Life and Health  10 ppm

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  1 ppm

   DOE Short Term Exposure Limit  1 ppm

   DOE Ceiling Limit 10 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZYL CHLOROFORMATE    CAS # 501531   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  3   2   0      

  ACUTE TOXICTY RISK INDEX 4 - LD50  3000.0 mg/Kg

  INHALATION HAZARD

  INHALATION RISK INDEX   2.1 - LC50    590.0

Information

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes burns. Lachrymator.

   Inhalation: Harmful if inhaled. Material is extremely

   destructive to the tissue of the mucous membranes and upper

   respiratory tract.

   Ingestion: May be harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Blood. Liver. Kidneys.

SIGNS AND SYMPTOMS OF EXPOSURE

   Material is extremely destructive to tissue of the mucous

   membranes and upper respiratory tract, eyes, and skin.

   Inhalation may result in spasm, inflammation and edema of the

   larynxand bronchi, chemical pneumonitis, and pulmonary edema.

   Symptoms of exposure may include burning sensation, coughing,

   wheezing, laryngitis, shortness of breath, headache, nausea, and

   vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE    7.0 mm Hg @ 20 °C

  FLASH POINT  197 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas

Store at -20°C

Keep tightly closed. Keep away from heat and open flame.

May develop pressure. Moisture sensitive.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame\. Store at -20░C SPECIAL REQUIREMENTS   May develop

pressure. Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: T-N

   Indication of Danger: Toxic. Dangerous for the environment.

   R: 45-20-34-48/22-50/53

   Risk Statements: May cause cancer. Also harmful by inhalation.

   Causes burns. Also harmful: danger of serious damage to health

   by prolonged exposure if swallowed. Very toxic to aquatic

   organisms, may cause long-term adverse effects in the aquatic

   environment.

   S: 53-26-36/37/39-45-60-61

   Safety Statements: Restricted to professional users. Attention -

   Avoid exposure - obtain special instructions before use. In case

   of contact with eyes, rinse immediately with plenty of water and

   seek medical advice. Wear suitable protective clothing, gloves,

   and eye/face protection. In case of accident or if you feel

   unwell, seek medical advice immediately (show the label where

   possible). This material and its container must be disposed of

   as hazardous waste. Avoid release to the environment. Refer to

   special instructions/safety data sheets.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  .6 mg/m3

   DOE Short Term Exposure Limit  1.5 mg/m3

   DOE Ceiling Limit 12.5 mg/m3

  Immediately Dangerous to Life and Health   60 mg/m3BENZYL CHLOROFORMATE    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZYL CHLOROMETHYL ETHER    CAS # 3587608   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   .   G   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  3   2   1   W   

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes severe eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. Toxic if inhaled.

    Ingestion: Harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

    Lungs. Eyes. Kidneys. Liver. Blood.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  196 °F

  Reacts violently with water

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     b - Pyrophoric/Water Reactive

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   REACTIVE   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases Iron and  iron

salts., Aluminum, Brass

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam. 

Do not use water.

Store at 2-8°C

Keep tightly closed.

Moisture sensitive. Handle and store under inert gas.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store at

2-8░C SPECIAL REQUIREMENTS  Moisture sensitive. Handle and store under inert

gas.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: T

    Indication of Danger: Toxic.

    R: 45 37/38 22 41 23 48/22

    Risk Statements: May cause cancer. Irritating to respiratory

    system and skin. Harmful if swallowed. Risk of serious damage to

    eyes. Toxic by inhalation. Harmful: danger of serious damage to

    health by prolonged exposure if swallowed.

    S: 53 26 45 39

    Safety Statements: Avoid exposure - obtain special instructions

    before use. In case of contact with eyes, rinse immediately with

    plenty of water and seek medical advice. In case of accident or

    if you feel unwell, seek medical advice immediately (show the

    label where possible). Wear eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZYL CYANIDE    CAS # 140294

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   E   .   .   .   I   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  2   1   0      

  ACUTE TOXICTY RISK INDEX 5 - LD50   270.0 mg/Kg

  NEUROTOXIC - RISK INDEX   5.0

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50    430.0

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: Toxic if absorbed through skin. Readily

    absorbed through skin.

    Inhalation: May be fatal if inhaled. Vapor or mist is irritating

    to the mucous membranes and upper respiratory tract.

    Ingestion: Toxic if swallowed.

    Central nervous system. Blood. Lungs. Cardiovascular system.

    Thyroid.

SIGNS AND SYMPTOMS OF EXPOSURE

    Symptoms of exposure may include burning sensation, coughing,

    vomiting. Cyanosis. Mydriasis. CNS depression. Coma. Seizures.

    Systemic toxicity of benzyl cyanide is presumed to be a result

    of the metabolic release of cyanide.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE .0200 mm Hg @ 20 °C

  FLASH POINT  215.6 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

TOXIC EMISSIONS WHEN BURNED: Hydrogen cyanide Carbon  Hazardous Decomposition

Products Formed Upon Contact with Water: Hydrogen cyanide

REACTIVE PROPERTIES

HANDLINGAvoid prolonged or repeated exposure. STORAGE: Keep tightly closed.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Indication of Danger: Very toxic. Dangerous for the environment.

    R: 26 24/25 32 36/37/38 50/53

    Risk Statements: Very toxic by inhalation. Toxic in contact with

 skin and if swallowed. Contact with acids liberates very toxic

    to aquatic organisms, may cause long-term adverse effects in the

    aquatic environment.

    S: 7 28 29 45 60 61

    Safety Statements: Keep container tightly closed. After contact

    empty into drains. In case of accident or if you feel unwell,

    seek medical advice immediately (show the label where possible).

    This material and its container must be disposed of as hazardous

    waste. Avoid release to the environment. Refer to special

  Immediately Dangerous to Life and Health  25 mg/m3

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  .2 mg/m3

   DOE Short Term Exposure Limit  .6 mg/m3

   DOE Ceiling Limit 4.3 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZYL CYANOFORMATE    CAS # 5532865

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   E   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Multiple Routes: May be fatal if inhaled, swallowed, or absorbed

   through skin.

SIGNS AND SYMPTOMS OF EXPOSURE

   May cause cyanosis (blue-gray coloring of skin and lips caused

   by lack of oxygen). Material is extremely destructive to tissue

   of the mucous membranes and upper respiratory tract, eyes, and

 skin. Inhalation may result in spasm, inflammation and edema of

   the larynxand bronchi, chemical pneumonitis, and pulmonary

   edema. Symptoms of exposure may include burning sensation,

   coughing, wheezing, laryngitis, shortness of breath, headache,

   nausea, and vomiting. To the best of our knowledge, the

   chemical, physical, and toxicological properties have not been

   thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  217.4 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong acids, Strong bases, Strong oxidizing agents, Strong

reducing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

STORAGE: Keep tightly closed. Store in a cool dry place\. SPECIAL

REQUIREMENTS  Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: T

   Indication of Danger: Toxic.

   R: 23/24/25 34

   Risk Statements: Toxic by inhalation, in contact with skin and

   if swallowed. Causes burns.

   S: 26 36/37/39 45

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing, gloves, and eye/face protection.

   In case of accident or if you feel unwell, seek medical advice

   immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZYL GLYCOLATE    CAS # 30379589

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

    Eye Contact: May cause eye irritation.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  235 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZYL HYDROXYLAMINE HYDROCHLORIDE (1:1-)    CAS # 622300

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

Section 4 - First Aid Measures

ORAL EXPOSURE

   If swallowed, wash out mouth with water provided person is

   conscious. Call a physician.

INHALATION EXPOSURE

   If inhaled, remove to fresh air. If not breathing give

   artificial respiration. If breathing is difficult, give oxygen.

DERMAL EXPOSURE

   In case of contact, immediately wash skin with soap and copious

   amounts of water.

EYE EXPOSURE

   In case of contact, immediately flush eyes with copious amounts

   of water for at least 15 minutes.

Section 5 - Fire Fighting Measures

FLASH POINT

   N/A

AUTOIGNITION TEMP

   N/A

FLAMMABILITY

   N/A

EXTINGUISHING MEDIA

   Suitable: Water spray. Carbon dioxide, dry chemical powder, or

   appropriate foam.

FIREFIGHTING

   Protective Equipment: Wear self-contained breathing apparatus

   and protective clothing to prevent contact with skin and eyes.

   Specific Hazard(s): Emits toxic fumes under fire conditions.

Section 6 - Accidental Release Measures

PROCEDURE(S) OF PERSONAL PRECAUTION(S)

   Wear respirator, chemical safety goggles, rubber boots, and

   heavy rubber gloves.

METHODS FOR CLEANING UP

   Sweep up, place in a bag and hold for waste disposal. Avoid

   raising dust. Ventilate area and wash spill site after material

   pickup is complete.

Section 7 - Handling and Storage

HANDLING

   User Exposure: Do not breathe dust. Avoid contact with eyes,

 skin, and clothing. Avoid prolonged or repeated exposure.

STORAGE

   Suitable: Keep tightly closed.

Section 8 - Exposure Controls / PPE

ENGINEERING CONTROLS

   Safety shower and eye bath. Mechanical exhaust required.

PERSONAL PROTECTIVE EQUIPMENT

   Respiratory: Government approved respirator.

   Hand: Compatible chemical-resistant gloves.

   Eye: Chemical safety goggles.

GENERAL HYGIENE MEASURES

   Wash thoroughly after handling.

Section 9 - Physical/Chemical Properties

Appearance              Physical State: Solid

Property                Value               At Temperature or Pressure

Molecular Weight        159.62 AMU

pH                      N/A

BP/BP Range             N/A

MP/MP Range             108 - 110 °C

Freezing Point          N/A

Vapor Pressure          N/A

Vapor Density           N/A

Saturated Vapor Conc.   N/A

SG/Density              N/A

Bulk Density            N/A

Odor Threshold          N/A

Volatile%               N/A

VOC Content             N/A

Water Content           N/A

Solvent Content         N/A

Evaporation Rate        N/A

Viscosity               N/A

Surface Tension         N/A

Partition Coefficient   N/A

Decomposition Temp.     N/A

Flash Point             N/A

Explosion Limits        N/A

Flammability            N/A

Autoignition Temp       N/A

Refractive Index        N/A

Optical Rotation        N/A

Miscellaneous Data      N/A

Solubility              N/A

N/A = not available

Section 10 - Stability and Reactivity

STABILITY

   Stable: Stable.

   Materials to Avoid: Strong oxidizing agents.

HAZARDOUS DECOMPOSITION PRODUCTS

   Hazardous Decomposition Products: Carbon monoxide, Carbon dioxide,

   Nitrogen oxides, Hydrogen chloride gas.

HAZARDOUS POLYMERIZATION

   Hazardous Polymerization: Will not occur

Section 11 - Toxicological Information

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

Section 4 - First Aid Measures

ORAL EXPOSURE

   If swallowed, wash out mouth with water provided person is

   conscious. Call a physician.

INHALATION EXPOSURE

   If inhaled, remove to fresh air. If not breathing give

   artificial respiration. If breathing is difficult, give oxygen.

DERMAL EXPOSURE

   In case of contact, immediately wash skin with soap and copious

   amounts of water.

EYE EXPOSURE

   In case of contact, immediately flush eyes with copious amounts

   of water for at least 15 minutes.

Section 5 - Fire Fighting Measures

FLASH POINT

   N/A

AUTOIGNITION TEMP

   N/A

FLAMMABILITY

   N/A

EXTINGUISHING MEDIA

   Suitable: Water spray. Carbon dioxide, dry chemical powder, or

   appropriate foam.

FIREFIGHTING

   Protective Equipment: Wear self-contained breathing apparatus

   and protective clothing to prevent contact with skin and eyes.

   Specific Hazard(s): Emits toxic fumes under fire conditions.

Section 6 - Accidental Release Measures

PROCEDURE(S) OF PERSONAL PRECAUTION(S)

   Wear respirator, chemical safety goggles, rubber boots, and

   heavy rubber gloves.

METHODS FOR CLEANING UP

   Sweep up, place in a bag and hold for waste disposal. Avoid

   raising dust. Ventilate area and wash spill site after material

   pickup is complete.

Section 7 - Handling and Storage

HANDLING

   User Exposure: Do not breathe dust. Avoid contact with eyes,

 skin, and clothing. Avoid prolonged or repeated exposure.

STORAGE

   Suitable: Keep tightly closed.

Section 8 - Exposure Controls / PPE

ENGINEERING CONTROLS

   Safety shower and eye bath. Mechanical exhaust required.

PERSONAL PROTECTIVE EQUIPMENT

   Respiratory: Government approved respirator.

   Hand: Compatible chemical-resistant gloves.

   Eye: Chemical safety goggles.

GENERAL HYGIENE MEASURES

   Wash thoroughly after handling.

Section 9 - Physical/Chemical Properties

Appearance              Physical State: Solid

Property                Value               At Temperature or Pressure

Molecular Weight        159.62 AMU

pH                      N/A

BP/BP Range             N/A

MP/MP Range             108 - 110 °C

Freezing Point          N/A

Vapor Pressure          N/A

Vapor Density           N/A

Saturated Vapor Conc.   N/A

SG/Density              N/A

Bulk Density            N/A

Odor Threshold          N/A

Volatile%               N/A

VOC Content             N/A

Water Content           N/A

Solvent Content         N/A

Evaporation Rate        N/A

Viscosity               N/A

Surface Tension         N/A

Partition Coefficient   N/A

Decomposition Temp.     N/A

Flash Point             N/A

Explosion Limits        N/A

Flammability            N/A

Autoignition Temp       N/A

Refractive Index        N/A

Optical Rotation        N/A

Miscellaneous Data      N/A

Solubility              N/A

N/A = not available

Section 10 - Stability and Reactivity

STABILITY

   Stable: Stable.

   Materials to Avoid: Strong oxidizing agents.

HAZARDOUS DECOMPOSITION PRODUCTS

   Hazardous Decomposition Products: Carbon monoxide, Carbon dioxide,

   Nitrogen oxides, Hydrogen chloride gas.

HAZARDOUS POLYMERIZATION

   Hazardous Polymerization: Will not occur

Section 11 - Toxicological Information

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

Section 4 - First Aid Measures

ORAL EXPOSURE

   If swallowed, wash out mouth with water provided person is

   conscious. Call a physician.

INHALATION EXPOSURE

   If inhaled, remove to fresh air. If not breathing give

   artificial respiration. If breathing is difficult, give oxygen.

DERMAL EXPOSURE

   In case of contact, immediately wash skin with soap and copious

   amounts of water.

EYE EXPOSURE

   In case of contact, immediately flush eyes with copious amounts

   of water for at least 15 minutes.

Section 5 - Fire Fighting Measures

FLASH POINT

   N/A

AUTOIGNITION TEMP

   N/A

FLAMMABILITY

   N/A

EXTINGUISHING MEDIA

   Suitable: Water spray. Carbon dioxide, dry chemical powder, or

   appropriate foam.

FIREFIGHTING

   Protective Equipment: Wear self-contained breathing apparatus

   and protective clothing to prevent contact with skin and eyes.

   Specific Hazard(s): Emits toxic fumes under fire conditions.

Section 6 - Accidental Release Measures

PROCEDURE(S) OF PERSONAL PRECAUTION(S)

   Wear respirator, chemical safety goggles, rubber boots, and

   heavy rubber gloves.

METHODS FOR CLEANING UP

   Sweep up, place in a bag and hold for waste disposal. Avoid

   raising dust. Ventilate area and wash spill site after material

   pickup is complete.

Section 7 - Handling and Storage

HANDLING

   User Exposure: Do not breathe dust. Avoid contact with eyes,

 skin, and clothing. Avoid prolonged or repeated exposure.

STORAGE

   Suitable: Keep tightly closed.

Section 8 - Exposure Controls / PPE

ENGINEERING CONTROLS

   Safety shower and eye bath. Mechanical exhaust required.

PERSONAL PROTECTIVE EQUIPMENT

   Respiratory: Government approved respirator.

   Hand: Compatible chemical-resistant gloves.

   Eye: Chemical safety goggles.

GENERAL HYGIENE MEASURES

   Wash thoroughly after handling.

Section 9 - Physical/Chemical Properties

Appearance              Physical State: Solid

Property                Value               At Temperature or Pressure

Molecular Weight        159.62 AMU

pH                      N/A

BP/BP Range             N/A

MP/MP Range             108 - 110 °C

Freezing Point          N/A

Vapor Pressure          N/A

Vapor Density           N/A

Saturated Vapor Conc.   N/A

SG/Density              N/A

Bulk Density            N/A

Odor Threshold          N/A

Volatile%               N/A

VOC Content             N/A

Water Content           N/A

Solvent Content         N/A

Evaporation Rate        N/A

Viscosity               N/A

Surface Tension         N/A

Partition Coefficient   N/A

Decomposition Temp.     N/A

Flash Point             N/A

Explosion Limits        N/A

Flammability            N/A

Autoignition Temp       N/A

Refractive Index        N/A

Optical Rotation        N/A

Miscellaneous Data      N/A

Solubility              N/A

N/A = not available

Section 10 - Stability and Reactivity

STABILITY

   Stable: Stable.

   Materials to Avoid: Strong oxidizing agents.

HAZARDOUS DECOMPOSITION PRODUCTS

   Hazardous Decomposition Products: Carbon monoxide, Carbon dioxide,

   Nitrogen oxides, Hydrogen chloride gas.

HAZARDOUS POLYMERIZATION

   Hazardous Polymerization: Will not occur

Section 11 - Toxicological Information

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen chloride gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.   

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.   

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZYL ISOBUTYRATE    CAS # 103286

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   1      

  ACUTE TOXICTY RISK INDEX 2.2 - LD50  2850.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

    Eye Contact: May cause eye irritation.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  138 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   R: 10

   Risk Statements: Flammable.

   S: 16

   Safety Statements: Keep away from sources of ignition - no

   smoking.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZYL MERCAPTAN    CAS # 100538

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  2   2   1      

  ACUTE TOXICTY RISK INDEX 5 - LD50   493.0 mg/Kg

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50    306.6

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: Toxic if inhaled. Material may be irritating to

   mucous membranes and upper respiratory tract.

   Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   Symptoms of exposure may include burning sensation, coughing,

   wheezing, laryngitis, shortness of breath, headache, nausea, and

   vomiting. To the best of our knowledge, the chemical, physical,

   and toxicological properties have not been thoroughly

   investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  158 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong bases, Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Sulfur oxides Hydrogen sulfide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store under nitrogen.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: T

   Indication of Danger: Toxic.

   R: 22 23

   Risk Statements: Harmful if swallowed. Toxic by inhalation.

   S: 23 26 36/37/39 45

   Safety Statements: Do not breathe vapor. In case of contact with

   eyes, rinse immediately with plenty of water and seek medical

   advice. Wear suitable protective clothing, gloves, and eye/face

   protection. In case of accident or if you feel unwell, seek

   medical advice immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZYL METHYL ETHER    CAS # 538863

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: Material may be irritating to mucous membranes and

    upper respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  132 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid breathing vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZYL NICOTINATE    CAS # 94440

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  ACUTE TOXICTY RISK INDEX 1.8 - LD50  7058.1 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  FLASH POINT  235 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

   User Exposure: Avoid inhalation. Avoid contact with eyes, skin, and

clothing. Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZYL PYRROLINE (1:3-)    CAS # 6913924

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  198 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong acids.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

Water spray.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Avoid breathing vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store in a cool dry place\. SPECIAL REQUIREMENTS 

Air sensitive. Hygroscopic.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34

    Risk Statements: Causes burns.

    S: 26 27 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Take

    off immediately all contaminated clothing. Wear suitable

    protective clothing, gloves, and eye/face protection. In case of

    accident or if you feel unwell, seek medical advice immediately

    (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZYL SALICYLATE    CAS # 118581

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   F   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  356 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   CORROSIVE

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 36 26

   Safety Statements: Wear suitable protective clothing. In case of

   contact with eyes, rinse immediately with plenty of water and

   seek medical advice.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZYL SULFIDE    CAS # 538749

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   1   0      

  ACUTE TOXICTY RISK INDEX 2.4 - LD50  2000.0 mg/Kg

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Exposure can cause: Nausea, headache, and vomiting. To the best

    of our knowledge, the chemical, physical, and toxicological

    properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  FLASH POINT  235 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Sulfur oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZYL SULFOXIDE    CAS # 621089

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Sulfur oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Hygroscopic.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZYL TRICHLOROACETIMIDATE (2,2,2-)    CAS # 81927551

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes severe eye irritation.

    Inhalation: May be harmful if inhaled. Material is irritating to

    mucous membranes and upper respiratory tract.

    Ingestion: Harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

    Central nervous system.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  230 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong acids.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen chloride gas

Store at 2-8°C

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Store at 2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZYLAMINE    CAS # 100469

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  3   2   0      

  ACUTE TOXICTY RISK INDEX 3 - LD50   552.0 mg/Kg

  INHALATION RISK INDEX   1.9 - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: Harmful if absorbed through skin.

   Eye Contact: Causes burns.

   Inhalation: Material is extremely destructive to the tissue of

   the mucous membranes and upper respiratory tract. May be harmful

   if inhaled.

   Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   Material is extremely destructive to tissue of the mucous

   membranes and upper respiratory tract, eyes, and skin.

   Inhalation may result in spasm, inflammation and edema of the

   larynxand bronchi, chemical pneumonitis, and pulmonary edema.

   Symptoms of exposure may include burning sensation, coughing,

   wheezing, laryngitis, shortness of breath, headache, nausea, and

   vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE .600 mm Hg @ 20 °C

  FLASH POINT  149 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     a - Organic Base/Flammable/Toxic

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: and nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store in a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: C

   Indication of Danger: Corrosive.

   R: 21/22-34

   Risk Statements: Harmful in contact with skin and if swallowed.

   Causes burns.

   S: 26-36/37/39-45

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing, gloves, and eye/face protection.

   In case of accident or if you feel unwell, seek medical advice

   immediately (show the label where possible).

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  2.5 mg/m3

   DOE Short Term Exposure Limit  7.5 mg/m3

   DOE Ceiling Limit 50 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZYLAMINE HYDROCHLORIDE    CAS # 3287998

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen chloride gas

REACTIVE PROPERTIES

HANDLING: Avoid contact and inhalation. Do not get in eyes, on skin, on

clothing. STORAGE: Keep tightly closed. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZYLAMINOPURINE (6-)    CAS # 1214397

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  ACUTE TOXICTY RISK INDEX 2.4 - LD50  2125.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  5 mg/m3

   DOE Short Term Exposure Limit  15 mg/m3

   DOE Ceiling Limit 100 mg/m3

  Immediately Dangerous to Life and Health   500 mg/m3BENZYLAMINOPURINE (6-)    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZYLCINCHONIDINIUM CHLORIDE (8S,9R:N-)    CAS # 69257041

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract.

   Multiple Routes: Harmful if swallowed, inhaled, or absorbed

   through skin. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen chloride gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZYLCINCHONINIUM CHLORIDE (N-)    CAS # 69221143

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

-

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen chloride gas-

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Store in a cool dry place.    -

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZYLDIMETHYLSTEARYL AMMONIUM CHLORIDE    CAS # 30128291

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 2.6 - LD50  1250.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

WASTE CHARACTERISTIC HAZARD:

FIRE EXTINGUISHER: CARBON DIOXIDE, DRY CHEMICAL POWDER OR appropriate foam.

TOXIC EMISSIONS WHEN BURNED: IDE  NITROGEN OXIDES HYDROGEN CHLORIDE GAS

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZYLFORMIC ACID    CAS # 611734

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong acids, Strong bases, Strong

reducing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid contact and inhalation. Do not get in eyes, on skin, on

clothing. STORAGE: Store in a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 28 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. After

   contact with skin, wash immediately with plenty of water. Wear

   suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZYLHYDROXYLAMINE DIHYDROCHLORIDE (N-)    CAS # 20570961   HAZARDOUS

CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   C   .   E   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  EXTREMELY TOXIC - DESIGNATED AREA MAY BE REQUIRED

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract.

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen chloride gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZYLHYDROXYLAMINE HYDROCHLORIDE (N-)    CAS # 29601987

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   E   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   1   OX   

  INHALATION RISK INDEX   <1  - LC50         

Section 4 - First Aid Measures

ORAL EXPOSURE

   If swallowed, wash out mouth with water provided person is

   conscious. Call a physician.

INHALATION EXPOSURE

   If inhaled, remove to fresh air. If not breathing give

   artificial respiration. If breathing is difficult, give oxygen.

DERMAL EXPOSURE

   In case of contact, immediately wash skin with soap and copious

   amounts of water.

EYE EXPOSURE

   In case of contact, immediately flush eyes with copious amounts

   of water for at least 15 minutes.

Section 5 - Fire Fighting Measures

FLASH POINT

   N/A

AUTOIGNITION TEMP

   N/A

FLAMMABILITY

   N/A

EXTINGUISHING MEDIA

   Suitable: Water spray. Carbon dioxide, dry chemical powder, or

   appropriate foam.

FIREFIGHTING

   Protective Equipment: Wear self-contained breathing apparatus

   and protective clothing to prevent contact with skin and eyes.

   Specific Hazard(s): Emits toxic fumes under fire conditions.

Section 6 - Accidental Release Measures

PROCEDURE(S) OF PERSONAL PRECAUTION(S)

   Wear respirator, chemical safety goggles, rubber boots, and

   heavy rubber gloves.

METHODS FOR CLEANING UP

   Sweep up, place in a bag and hold for waste disposal. Avoid

   raising dust. Ventilate area and wash spill site after material

   pickup is complete.

Section 7 - Handling and Storage

HANDLING

   User Exposure: Do not breathe dust. Avoid contact with eyes,

 skin, and clothing. Avoid prolonged or repeated exposure.

STORAGE

   Suitable: Keep tightly closed.

Section 8 - Exposure Controls / PPE

ENGINEERING CONTROLS

   Safety shower and eye bath. Mechanical exhaust required.

PERSONAL PROTECTIVE EQUIPMENT

   Respiratory: Government approved respirator.

   Hand: Compatible chemical-resistant gloves.

   Eye: Chemical safety goggles.

GENERAL HYGIENE MEASURES

   Wash thoroughly after handling.

Section 9 - Physical/Chemical Properties

Appearance              Physical State: Solid

Property                Value               At Temperature or Pressure

Molecular Weight        159.62 AMU

pH                      N/A

BP/BP Range             N/A

MP/MP Range             108 - 110 °C

Freezing Point          N/A

Vapor Pressure          N/A

Vapor Density           N/A

Saturated Vapor Conc.   N/A

SG/Density              N/A

Bulk Density            N/A

Odor Threshold          N/A

Volatile%               N/A

VOC Content             N/A

Water Content           N/A

Solvent Content         N/A

Evaporation Rate        N/A

Viscosity               N/A

Surface Tension         N/A

Partition Coefficient   N/A

Decomposition Temp.     N/A

Flash Point             N/A

Explosion Limits        N/A

Flammability            N/A

Autoignition Temp       N/A

Refractive Index        N/A

Optical Rotation        N/A

Miscellaneous Data      N/A

Solubility              N/A

N/A = not available

Section 10 - Stability and Reactivity

STABILITY

   Stable: Stable.

   Materials to Avoid: Strong oxidizing agents.

HAZARDOUS DECOMPOSITION PRODUCTS

   Hazardous Decomposition Products: Carbon monoxide, Carbon dioxide,

   Nitrogen oxides, Hydrogen chloride gas.

HAZARDOUS POLYMERIZATION

   Hazardous Polymerization: Will not occur

Section 11 - Toxicological Information

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Oxidizing Agent

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     e - Oxidizer/Organic Peroxide

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen chloride gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZYLHYDROXYLAMINE HYDROCHLORIDE (ORTHO-)    CAS # 2687436

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. May cause irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen chloride gas

REACTIVE PROPERTIES

HANDLING: Avoid breathing dust. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep container closed. Store in a cool dry place\. SPECIAL

REQUIREMENTS  Hygroscopic.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZYLIDENEACETONE    CAS # 122576

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   E   .   .   .   .   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  3   1   0      

  ACUTE TOXICTY RISK INDEX 2.4 - LD50  2031.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

SENSITIZATION

 skin: May cause allergic skin reaction.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  VAPOR PRESSURE .010000 mm Hg @ 20 °C

  FLASH POINT  253.4 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong acids.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Light sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38 43

   Risk Statements: Irritating to eyes, respiratory system and

 skin. May cause sensitization by skin contact.

   S: 22 26 36/37

   Safety Statements: Do not breathe dust. In case of contact with

   eyes, rinse immediately with plenty of water and seek medical

   advice. Wear suitable protective clothing and gloves.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZYLISOTHIOUREA HYDROCHLORIDE    CAS # 538283

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   C   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  EXTREMELY TOXIC - DESIGNATED AREA MAY BE REQUIRED

  ACUTE TOXICTY RISK INDEX 4.3 - LD50    27.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen chloride gas

REACTIVE PROPERTIES

HANDLING    on clothing. Avoid prolonged or repeated exposure. STORAGE: Keep

tightly closed. Store in a cool dry place.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: T

    Indication of Danger: Toxic.

    Risk Statements: Toxic if swallowed.

    S: 36/37/39 45

    Safety Statements: Wear suitable protective clothing, gloves,

    and eye/face protection. In case of accident or if you feel

    possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZYLMETHYLAMINE (N-)    CAS # 103673

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   E   .   .   .   .   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  3   2   1      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes burns.

    Inhalation: Material is extremely destructive to the tissue of

    the mucous membranes and upper respiratory tract. May be harmful

    if inhaled.

    Ingestion: May be harmful if swallowed.

SENSITIZATION

    Sensitization: May cause allergic respiratory and skin reactions

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  167 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Acids, Acid chlorides, Acid anhydrides, Strong  oxidizing

agents Carbon dioxide.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34 42/43

    Risk Statements: Causes burns. May cause sensitization by

    inhalation and skin contact.

    S: 26 23 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Do not

    breathe vapor. Wear suitable protective clothing, gloves, and

    eye/face protection. In case of accident or if you feel unwell,

    seek medical advice immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZYLOXYACETYL CHLORIDE    CAS # 19810312   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   1   1   W   

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes burns. Lachrymator.

    Inhalation: Material is extremely destructive to the tissue of

    the mucous membranes and upper respiratory tract. May be harmful

    if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  230 °F

  Reacts violently with water

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     b - Pyrophoric/Water Reactive

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   REACTIVE   TOXIC

INCOMPATIBILITIES:Water, Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam. 

Do not use water.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas

Store at 2-8°C

Incompatible Materials: Do not allow contact with water

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. Handle    under inert gas. STORAGE:

Keep tightly closed\. Incompatible Materials: Do not allow contact with water

Store at 2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 14 34

    Risk Statements: Reacts violently with water. Causes burns.

    S: 26 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZYLOXYBENZALDEHYDE (2-)    CAS # 5896173

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZYLPENICILLENIC ACID    CAS # 61336

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   E   .   .   .   .   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 1.8 - LD50  8000.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     d - Organic Acid/Flammable/Toxic

WASTE CHARACTERISTIC HAZARD:

FIRE EXTINGUISHER: NONCOMBUSTIBLE.    USE EXTINGUISHING MEDIA APPROPRIATE TO

SURROUNDING FIRE CONDITIONS.

TOXIC EMISSIONS WHEN BURNED: SULFUR OXIDESHAZARDOUS POLYMERIZATION

REACTIVE PROPERTIES

MINOR AMOUNTS OF ACID CAUSE ACROLEIN TO POYLMERIZE WITH RELEASE OF

HEAT.BENZYL ALCOHOL CONTAINING ACIDIC CONSTITUENTS AND DISSOLVED IRON WAS

FOUND TOPOLYMERIZE WITH A RAPID TEMPERATURE INCREASE WHEN HEATED IN EXCESS

OF100C.(AMINES, PYRIDINE, AND ALKALI HYDROXIDES ACT AS INHIBITORS AND

PREVENTPOLYMERIZATION.) REACT VIGOROUSLY WITH LITHIUM ALUMINUM HYDRIDE.

HIGHCONCENTRATIONS OF ACID REACT EXPLOSIVELY WITH NICKEL NITRIDE AND

HEAT.INITIATE A FAST DECOMPOSITION OF SODIUM OZONATE. REACTS WITH

THORIUMPHOSPHIDE TO RELEASE SPONTANEOUSLY FLAMMABLE PHSOPHINE. REACTS

VIOLENTLY WITHTRI-ISO-BUTYL ALUMINUM.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZYLPENICILLIN SODIUM    CAS # 69578

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  3   0   0      

  ACUTE TOXICTY RISK INDEX 1.8 - LD50  6916.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SENSITIZATION

    Respiratory: May cause allergic respiratory reaction.

 skin: May cause allergic skin reaction.

SIGNS AND SYMPTOMS OF EXPOSURE

    Exposure can cause: Dermatitis. Gastrointestinal disturbances.

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Oxidizing agents, Acids, glycerol alcohol,  Heavy metal

salts.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Sulfur oxides

REACTIVE PROPERTIES

HANDLING: Avoid breathing dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS    Product contains Penicillin

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 42/43

    Risk Statements: May cause sensitization by inhalation and skin

    contact.

    S: 22-36/37-45

    Safety Statements: Do not breathe dust. Wear suitable protective

    clothing and gloves. In case of accident or if you feel unwell,

    seek medical advice immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZYLPIPERIDINE (4-)    CAS # 31252423

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin. High concentrations are extremely destructive to

    tissues of the mucous membranes and upper respiratory tract,

    eyes, and skin.

SIGNS AND SYMPTOMS OF EXPOSURE

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  233.6 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong acids.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Avoid contact and inhalation. Do not get in eyes, on skin, on

clothing. STORAGE: Keep tightly closed. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZYLTRIETHYLAMMONIUM BROMIDE    CAS # 5197955

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Store in a cool dry place\. SPECIAL

REQUIREMENTS  Hygroscopic.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/38

   Risk Statements: Irritating to eyes and skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZYLTRIETHYLAMMONIUM CHLORIDE    CAS # 56371

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  ACUTE TOXICTY RISK INDEX 2.3 - LD50  2219.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  FLASH POINT  527 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen chloride gas

REACTIVE PROPERTIES

   User Exposure: Do not breathe dust. Avoid contact with eyes, skin, and

clothing. STORAGE: Keep tightly closed. Store in a cool dry place\. SPECIAL

REQUIREMENTS  Hygroscopic.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZYLTRIMETHYLAMMONIUM CHLORIDE    CAS # 56939

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  ACUTE TOXICTY RISK INDEX 3.2 - LD50   300.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Material may be irritating to mucous membranes and

   upper respiratory tract. May be harmful if inhaled.

   Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen chloride gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Hygroscopic.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 22 36

   Risk Statements: Harmful if swallowed. Irritating to eyes.

   S: 26

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZYLTRIMETHYLAMMONIUM IODIDE    CAS # 4525466

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

WASTE CHARACTERISTIC HAZARD:

FIRE EXTINGUISHER: WATER SPRAY.    CARBON DIOXIDE, DRY CHEMICAL POWDER OR

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: N MONOXIDENITROGEN OXIDES

REACTIVE PROPERTIES

MAY CAUSE EXPLOSIVE DECOMPOSITION OF MALEIC ANHYDRIDE.  REACTS VIOLENTLY

WITHTRIISOBUTYL ALUMINUM.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZYLTRIPHENYLPHOSPHONIUM CHLORIDE    CAS # 1100885

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   C   .   .   F   G   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  3   1   0      

  EXTREMELY TOXIC - DESIGNATED AREA MAY BE REQUIRED

  ACUTE TOXICTY RISK INDEX 4.1 - LD50    43.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May be toxic in contact with skin. Causes skin

   irritation.

   Eye Contact: Causes eye irritation.

   Inhalation: May be toxic by inhalation. Material is irritating

   to mucous membranes and upper respiratory tract.

   Ingestion: Toxic if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  FLASH POINT  572 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC   CORROSIVE

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place\. SPECIAL REQUIREMENTS  Hygroscopic.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: T

   Indication of Danger: Toxic.

   R: 25

   Risk Statements: Toxic if swallowed.

   S: 45 26 36/37/39

   Safety Statements: In case of accident or if you feel unwell,

   seek medical advice immediately (show the label where possible).

   In case of contact with eyes, rinse immediately with plenty of

   water and seek medical advice. Wear suitable protective

   clothing, gloves, and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BENZ[B]ANTHRACENE    CAS # 92240

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BERYLLIUM    CAS # 7440417   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   .   .   H   .   J   K   L

  NFPA HAZARD CODES (H,F,R,O)  3   1   0      

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: May be fatal if inhaled. Material is irritating to

   mucous membranes and upper respiratory tract.

   Ingestion: Toxic if swallowed.

SENSITIZATION

 skin: May cause allergic skin reaction.

TARGET ORGAN(S) OR SYSTEM(S)

   Lungs.

SIGNS AND SYMPTOMS OF EXPOSURE

   Inhalation can cause acute lung disease and/or berylliosis, a

   serious lung disease, with cough, chest pain, shortness of

   breath, weight loss, weakness, and fatigue. Contact with eyes or

 skin may cause irritation, rash, or ulcers. Implantation in the

 skin will cause wart-like granulomas. Ingestion can irritate or

   burn the mouth, esophagus and stomach.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Alkali metals.

FIRE EXTINGUISHER: Unsuitable: Do not use carbon dioxide extinguisher on this  

material.

TOXIC EMISSIONS WHEN BURNED: Nature of decomposition product not known

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: T+

   Indication of Danger: Very toxic.

   R: 49 25 26 36/37/38 43 48/23

   Risk Statements: May cause cancer by inhalation. Toxic if

   swallowed. Very toxic by inhalation. Irritating to eyes,

   respiratory system and skin. May cause sensitization by skin

   contact. Toxic: danger of serious damage to health by prolonged

   exposure through inhalation.

   S: 53 45

   Safety Statements: Restricted to professional users. Attention -

   Avoid exposure - obtain special instructions before use. In case

   of accident or if you feel unwell, seek medical advice

   immediately (show the label where possible).

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  .002 mg/m3

   DOE Short Term Exposure Limit  .005 mg/m3

   DOE Ceiling Limit .025 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BERYLLIUM CARBONATE    CAS # 13106473

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   E   .   .   H   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50         

            PHYSICAL CHARACTERISTICS

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

WASTE CHARACTERISTIC HAZARD:

FIRE EXTINGUISHER: DRY CHEMICAL POWDER.    DO NOT USE CARBON DIOXIDE

EXTINGUISHER ON THIS MATERIAL.

TOXIC EMISSIONS WHEN BURNED: OMPOSITION PRODUCTS NOT KNOWN

REACTIVE PROPERTIES

A MIXTURE OF BERYLLIUM POWDER WITH CARBONTETRACHLORIDE OR

TRICHLOROETHYLENEWILL FLASH OR SPARK ON HEAVY IMPACT.  SEVERELY ATTACKED BY

MOLTEN LITHIUM AT180C.  INCANDESCENT REACTION WITH PHOSPHOROUS VAPORS.

  Immediately Dangerous to Life and Health  34 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BERYLLIUM OXIDE    CAS # 1304569   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   F   G   .   .   J   K   L

  NFPA HAZARD CODES (H,F,R,O)  3   0   0      

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50         

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: May be fatal if inhaled. Material is irritating to

   mucous membranes and upper respiratory tract.

   Ingestion: Toxic if swallowed.

SENSITIZATION

 skin: May cause allergic skin reaction.

TARGET ORGAN(S) OR SYSTEM(S)

   Lungs.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC   CORROSIVE

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: T+

   Indication of Danger: Very toxic.

   R: 49 25 26 36/37/38 43 48/23

   Risk Statements: May cause cancer by inhalation. Also toxic if

   swallowed. Very toxic by inhalation. Irritating to eyes,   respiratory

system and skin. May cause sensitization by skin

   contact. Also toxic: danger of serious damage to health by

   prolonged exposure through inhalation.

   S: 53 45

   Safety Statements: Restricted to professional users. Attention -

   Avoid exposure - obtain special instructions before use. In case

   of accident or if you feel unwell, seek medical advice

   immediately (show the label where possible).

  Immediately Dangerous to Life and Health  34 mg/m3

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  .0056 mg/m3

   DOE Short Term Exposure Limit  .0139 mg/m3

   DOE Ceiling Limit 1.39 mg/m3

  Immediately Dangerous to Life and Health   11.1 mg/m3BERYLLIUM OXIDE    CAS 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BERYLLIUM SULFATE TETRAHYDRATE    CAS # 7787566

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   .   .   .   .   J   K   L

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 3.8 - LD50    82.0 mg/Kg

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract.

   Multiple Routes: May be fatal if inhaled, swallowed, or absorbed

   through skin. Causes eye and skin irritation.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Noncombustible.

TOXIC EMISSIONS WHEN BURNED: Sulfur oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid all contact. STORAGE: Keep tightly

closed. Store in a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: T+ N

   Indication of Danger: Very toxic. Dangerous for the environment.

   R: 49 25 26 36/37/38 43 48/23 51/53   Risk Statements: May cause cancer by

inhalation. Also toxic if

   swallowed. Also very toxic by inhalation. Irritating to eyes,

   respiratory system and skin. May cause sensitization by skin

   contact. Also toxic: danger of serious damage to health by

   prolonged exposure through inhalation. Toxic to aquatic

   organisms, may cause long-term adverse effects in the aquatic

   environment.

   S: 53 45 61

   Safety Statements: Restricted to professional users. Attention -

   Avoid exposure - obtain special instructions before use. In case

   of accident or if you feel unwell, seek medical advice

   immediately (show the label where possible). Avoid release to

   the environment. Refer to special instructions/safety data

   sheets.

  Immediately Dangerous to Life and Health  34 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BES    CAS # 10191181

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   1      

  ACUTE TOXICTY RISK INDEX 3 - LD50   432.9 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     d - Organic Acid/Flammable/Toxic

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Sulfur oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BETAINE    CAS # 107437

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: Material may be irritating to mucous membranes and

    upper respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Hygroscopic.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  40 mg/m3

   DOE Short Term Exposure Limit  125 mg/m3

   DOE Ceiling Limit 500 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BETAINE HYDRAZIDE HYDROCHLORIDE      CAS # 123466

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 3 - LD50   500.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

   Eye Contact: May cause eye irritation.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide. Dry chemical powder. Water spray.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen chloride gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep container closed. Store

in a cool dry place\. SPECIAL REQUIREMENT   Hygroscopic.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BETAINE HYDROCHLORIDE    CAS # 590465

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen chloride gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36

    Risk Statements: Irritating to eyes.

    S: 26 39

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BETAINE HYDROCHLORIDE    CAS # 590476

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen chloride gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36

    Risk Statements: Irritating to eyes.

    S: 26 39

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BETAINE MONOHYDRATE    CAS # 17146860

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. May cause irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BICINCHONINIC ACID    CAS # 3562730

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

CONDITIONS AGGRAVATED BY EXPOSURE

    The toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

Store at 2-8°C

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store at

2-8░C

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BICINE    CAS # 150254

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

   User Exposure: Avoid inhalation. Avoid contact with eyes, skin, and

clothing. Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BICYCLOHEPTADIENE    CAS # 121460

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   3   0      

  ACUTE TOXICTY RISK INDEX 2 - LD50 12419.4 mg/Kg

  INHALATION RISK INDEX   <1  - LC50  32294.1

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: Material may be irritating to mucous membranes and

    upper respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Narcotic effect. Nausea, dizziness, and headache. Exposure can

    cause:

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  FLASH POINT  -5.8 °F

  Store in an explosion-proof refrigerator or tightly stoppered in a

well-ventilated area

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases, Strong  acids.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat, sparks, and open flame. Store in a cool dry place. Store under

nitrogen\. SPECIAL REQUIREMENTS  Store under inert gas. Air sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: F

    Indication of Danger: Highly Flammable.

    R: 11

    Risk Statements: Highly flammable.

    S: 16-23

    Safety Statements: Keep away from sources of ignition - no

    smoking. Do not breathe vapor.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BICYCLOHEXYL    CAS # 92513

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   2   0      

  ACUTE TOXICTY RISK INDEX 1.6 - LD50 11300.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. May cause irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  197.6 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid contact and inhalation. Do not get in eyes, on skin, on

clothing. STORAGE: Keep tightly closed. Keep away from heat and open flame.

Store in a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 23 24/25

   Safety Statements: Do not breathe vapor. Avoid contact with skin

   and eyes.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  7.5 mg/m3

   DOE Short Term Exposure Limit  25 mg/m3

   DOE Ceiling Limit 150 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BIEBRICH SCARLET    CAS # 4196990

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Sulfur oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BILE    CAS # 8008637

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  1   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SENSITIZATION

   Sensitization: Prolonged or repeated exposure may cause allergic

   reactions in certain sensitive individuals.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

US CLASSIFICATION AND LABEL TEXT

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BINAPHTHALENEDIYLHYDROGEN PHOSPHATE (1,1':2,2'-)    CAS # 39648674

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

   Eye Contact: May cause eye irritation.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BINAPHTHOL (1,1':2-)    CAS # 18531992

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  ACUTE TOXICTY RISK INDEX 3.6 - LD50   113.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: Toxic if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

Store at 2-8°C

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. Store at

2-8°C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: T

   Indication of Danger: Toxic.

   R: 25 36

   Risk Statements: Toxic if swallowed. Irritating to eyes.

   S: 26 45

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. In

   case of accident or if you feel unwell, seek medical advice

   immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BINAPHTHOL (1,1:2-)    CAS # 602095

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  ACUTE TOXICTY RISK INDEX 4.1 - LD50   364.5 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: Toxic if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: T

    Indication of Danger: Toxic.

    R: 25 36

    Risk Statements: Toxic if swallowed. Irritating to eyes.

    S: 26 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. In

    case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BINAPHTHYL (1,1'-)    CAS # 604535

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  ACUTE TOXICTY RISK INDEX 2.7 - LD50  1000.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  VAPOR PRESSURE .0118 mm Hg @ 20 °C

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 22 36

    Risk Statements: Harmful if swallowed. Irritating to eyes.

    S: 26

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BINAPHTHYLDIYL HYDROGEN PHOSPHATE (1,1':2,2'-)    CAS # 35193647

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BIOTIN (D-)    CAS # 58855

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 1.9 - LD50  6000.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: Material may be irritating to mucous membranes and

   upper respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

Store at 2-8°C

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. Store at

2-8░C

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BIOTIN SUCCINIMIDYL ESTER    CAS # 35013720

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Sulfur oxides HAZARDOUS

EXOTHERMIC REACTIONS Hazardous Exothermic Reactions: Will not occur

Store at -20°C

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store at

-20░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BIOTINAMIDOCAPROATE HYDROXYSUCCINIMIDE ESTER    CAS # 72040632

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Sulfur oxides

Store at -20°C

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. Store at

-20°C

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BIOTINAMIDOCAPROYL HYDRAZIDE    CAS # 109276348

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   I   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Eyes. Kidneys. Liver. Heart.

SIGNS AND SYMPTOMS OF EXPOSURE

   Gastrointestinal disturbances. May cause convulsions. To the

   best of our knowledge, the chemical, physical, and toxicological

   properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep container closed\. Store

at 2-8°C

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BIPHENOL (4,4'-)    CAS # 92886

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   0   0      

  ACUTE TOXICTY RISK INDEX 2 - LD50  4920.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: Harmful if absorbed through skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 21 36/37/38

    Risk Statements: Harmful in contact with skin. Irritating to

    eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BIPHENOL (O,O'-)    CAS # 1806297

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

WASTE CHARACTERISTIC HAZARD:

FIRE EXTINGUISHER: WATER SPRAY.    CARBON DIOXIDE, DRY CHEMICAL POWDER OR

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: IDE

REACTIVE PROPERTIES

VIOLENT CONDENSATION REACTION WITH ACETALDEHYDE. EXPLOSIVE WHEN FUSED

WITHCHLORATES OR NITRATES. MAY BE EXPLOSIVE WHEN ADDED TO NITRIC ACID. 

EXPLOSIVEWHEN TREATING WITH AN OXIDIZING AGENT SUCH AS PEROXIDE. EXPLOSION

OCCURREDDURING A NITRILE REACTION WITH AN ETHER SOLUTION OF LITHIUM ALUMINUM

HYDRIDEWHEN MOISTURE CONTACTED THE REACTANTS.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BIPHENYL    CAS # 92524   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   I   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   1   0      

  ACUTE TOXICTY RISK INDEX 2.4 - LD50  2140.0 mg/Kg

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Peripheral nervous system. Central nervous system. Liver.

SIGNS AND SYMPTOMS OF EXPOSURE

   Damage to the liver. Exposure can cause: Gastrointestinal

   disturbances.

CONDITIONS AGGRAVATED BY EXPOSURE

   May cause nervous system disturbances.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  VAPOR PRESSURE .0265 mm Hg @ 20 °C

  FLASH POINT  230 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: Xi-N

   Indication of Danger: Irritant. Dangerous for the environment.

   R: 36/37/38-50/53

   Risk Statements: Irritating to eyes, respiratory system and

 skin. Very toxic to aquatic organisms, may cause long-term

   adverse effects in the aquatic environment.

   S: 23-60-61

   Safety Statements: Do not breathe vapor. This material and its

   container must be disposed of as hazardous waste. Avoid release

   to the environment. Refer to special instructions/safety data

   sheets.

  Immediately Dangerous to Life and Health  100 mg/m3

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  1 mg/m3

   DOE Short Term Exposure Limit  3.9 mg/m3

   DOE Ceiling Limit 6.5 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BIPHENYLCARBONYL CHLORIDE (4-)    CAS # 14002518   HAZARDOUS CHEMICAL OF

CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   0   1   W   

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes burns.

    Inhalation: Material is extremely destructive to the tissue of

    the mucous membranes and upper respiratory tract. May be harmful

    if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. Material is extremely destructive to tissue of the

    mucous membranes and upper respiratory tract, eyes, and skin. To

    the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Reacts violently with water

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     b - Pyrophoric/Water Reactive

WASTE CHARACTERISTIC HAZARD:   REACTIVE   TOXIC

INCOMPATIBILITIES:Water, Alcohols, Oxidizing agents, Strong  bases.

FIRE EXTINGUISHER:  Carbon dioxide. Dry chemical powder.  Do not use water.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas Phosgene gas

Store at -20°C

Handle and store under inert gas.

Keep container closed. Use with adequate ventilation. Store in a cool dry

place. Do not allow contac

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep container closed. Use

with adequate ventilation\. Store in a cool dry place\. Incompatible

Materials: Do not allow contact with water Store at -20░C SPECIAL

REQUIREMENTS Handle and store under inert gas.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 14 34

    Risk Statements: Reacts violently with water. Causes burns.

    S: 26 36/37/39 43 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of fire, never use water. In case of accident or if you

    feel unwell, seek medical advice immediately (show the label

    where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BIPHENYLCARBOXYLIC ACID (4-)    CAS # 92922   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     d - Organic Acid/Flammable/Toxic

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BIPIPERIDINE DIHYDROCHLORIDE (4,4'-)    CAS # 78619848

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. May cause irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen chloride gas

REACTIVE PROPERTIES

HANDLING: Avoid breathing dust. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep container closed. Store in a cool dry place\. SPECIAL

REQUIREMENTS

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BIPYRIDINEDICARBOXYLIC ACID    CAS # 6813383

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     d - Organic Acid/Flammable/Toxic

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BIPYRIDINEDIOL    CAS # 36145036

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

STORAG   Suitable: Keep tightly closed. Store in a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 37/39

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable gloves and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BIS BENZONITRILE PALLADIUM(II) CHLORIDE    CAS # 14220645

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

    Eye Contact: May cause eye irritation.

    Inhalation: Material may be irritating to mucous membranes and

    upper respiratory tract.

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen chloride gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep container closed. Store

in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BIS CYCLOPENTADENYLZIRCONIUM CHLORIDE HYDRIDE    CAS # 37342975   HAZARDOUS

CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   3   1   W   

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes burns. Lachrymator.

    Inhalation: Material is extremely destructive to the tissue of

    the mucous membranes and upper respiratory tract. May be harmful

    if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Flammable

  Reacts violently with water

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     b - Pyrophoric/Water Reactive

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   REACTIVE   TOXIC

INCOMPATIBILITIES:Acid chlorides, Oxidizing agents, Alcohols,  Halogens,

Acids, Bases.

FIRE EXTINGUISHER:  Dry chemical powder.  Do not use water.

TOXIC EMISSIONS WHEN BURNED: Zirconium oxides Hydrogen  chloride gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat, sparks, and open flame\. SPECIAL REQUIREMENTS  Air, light, and

moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: F-C

    Indication of Danger: Highly Flammable. Corrosive.

    R: 11-15-34

    Risk Statements: Highly flammable. Contact with water liberates

    extremely flammable gases. Causes burns.

    S: 16-26-27-36/37/39

    Safety Statements: Keep away from sources of ignition - no

    smoking. In case of contact with eyes, rinse immediately with

    plenty of water and seek medical advice. Take off immediately

    all contaminated clothing. Wear suitable protective clothing,

    gloves, and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BIS DIPHENYLPHOSPHINO BINAPTHYL (2,2':11'-)    CAS # 76189554

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

    Eye Contact: May cause eye irritation.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place. Handle    and store under nitrogen\. SPECIAL REQUIREMENTS

Handle under inert gas. Air sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BIS DIPHENYLPHOSPHINOFERROCENE DICHLOROPALLADIUM(I    CAS # 72287264

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas Metal oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 20/21/22 36/37/38

    Risk Statements: Harmful by inhalation, in contact with skin and

    if swallowed. Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BIS HYDROXYMETHYLPROPIONIC ACID (2,2'-)    CAS # 4767037

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong bases, Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Hygroscopic.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BIS NEOPENTYL GLYCOLATO DIBORON    CAS # 201733564

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Boron oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BIS OXOOXAZOLIDINYL PHOSPHINIC CHLORIDE (2:3-)    CAS # 68641496

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place\. SPECIAL REQUIREMENTS  Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34

    Risk Statements: Causes burns.

    S: 26 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BIS PINACOLATO DIBORON    CAS # 73183343

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

    Eye Contact: May cause eye irritation.

    Inhalation: Material may be irritating to mucous membranes and

    upper respiratory tract.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Boron oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BIS TERTBUTOXYCARBONYL METHYLTHIOPSEUDOUREA (1,3:2    CAS # 107819909

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

    Eye Contact: May cause eye irritation.

    Inhalation: Material may be irritating to mucous membranes and

    upper respiratory tract.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Sulfur oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BIS TRIFLUOROMETHYLBENZYOYL CHLORIDE (3,5-)    CAS # 785568

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  161.6 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34 37

    Risk Statements: Causes burns. Irritating to respiratory system.

    S: 26 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BIS TRIFLUOROMETHYLPHENYL ISOCYANATE (3,5-)    CAS # 16588742

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin. Vapor or mist is irritating to the eyes, mucous

    membranes, and upper respiratory tract.

SENSITIZATION

    Sensitization: Prolonged or repeated exposure may cause allergic

    reactions in certain sensitive individuals.

SIGNS AND SYMPTOMS OF EXPOSURE

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  154 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store in a cool dry place\. SPECIAL REQUIREMENTS 

Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 20/21/22 36/37/38

    Risk Statements: Harmful by inhalation, in contact with skin and

    if swallowed. Irritating to eyes, respiratory system and skin.

    S: 23 26 27 28 36/37/39

    Safety Statements: Do not breathe vapor. In case of contact with

    eyes, rinse immediately with plenty of water and seek medical

    advice. Take off immediately all contaminated clothing. After

    contact with skin, wash immediately with plenty of water. Wear

    suitable protective clothing, gloves, and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BIS TRIMETHYLPHENYLIMIDAZOLIUM CHLORIDE (1,3:2,4,6    CAS # 141556458

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BIS TRIMETHYLSILYL ACETAMIDE (N,O-)    CAS # 10416598   HAZARDOUS CHEMICAL OF

CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   2   1   W   

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes burns.

    Inhalation: Material is extremely destructive to the tissue of

    the mucous membranes and upper respiratory tract. May be harmful

    if inhaled.

    Ingestion: Harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

    Lungs.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE    7.2 mm Hg @ 20 °C

  FLASH POINT  111.2 °F

  Reacts violently with water

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     b - Pyrophoric/Water Reactive

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   REACTIVE   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Reacts violently  with:, Water,

Acids.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam. 

Do not use water.

TOXIC EMISSIONS WHEN BURNED: Silicon oxide Nitrogen oxides Acetonitrile

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep container closed. Keep

away from heat, sparks, and open flame. Handle and store under argon\.

SPECIAL REQUIREMENTS Handle and store under inert gas. May develop pressure.

Open    carefully. Air sensitive. Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 10 14 22 34

    Risk Statements: Flammable. Reacts violently with water. Harmful

    if swallowed. Causes burns.

    S: 26 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BIS TRIPHENYLPHOSPHINE NICKEL(II) CHLORIDE    CAS # 14264165

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   E   .   .   .   .   J   K   L

  NFPA HAZARD CODES (H,F,R,O)  3   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: Material may be irritating to mucous membranes and

    upper respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

SENSITIZATION

 skin: May cause allergic skin reaction.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place. Store under nitrogen\. SPECIAL REQUIREMENTS    Heat- and

moisture-sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: T

    Indication of Danger: Toxic.

    R: 45 43 52/53

    Risk Statements: May cause cancer. May cause sensitization by

 skin contact. Harmful to aquatic organisms, may cause long-term

    adverse effects in the aquatic environment.

    S: 53 36/37 45 60

    Safety Statements: Avoid exposure - obtain special instructions

    before use. Wear suitable protective clothing and gloves. In

    case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible). This material and

    its container must be disposed of as hazardous waste.

  Immediately Dangerous to Life and Health  10 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BIS-PHENYLOXAZOLYL BENZENE (1,4-)    CAS # 1806344

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

   Eye Contact: May cause eye irritation.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BISACRYLOYLPIPERAZINE (1,4-)    CAS # 6342172

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

SENSITIZATION

   Sensitization: Prolonged or repeated exposure may cause allergic

   reactions in certain sensitive individuals.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place. Store under nitrogen\. SPECIAL REQUIREMENTS  Hygroscopic.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BISBENZIMIDE    CAS # 23491454

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: Harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Liver. Kidneys.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

Store at -20°C

Light sensitive.

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. Store at

-20░C SPECIAL REQUIREMENTS  Light sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 22 36/38

   Risk Statements: Harmful if swallowed. Irritating to eyes and

 skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BISBENZIMIDE TRIHYDROCHLORIDE    CAS # 23491523

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material is irritating to

   mucous membranes and upper respiratory tract.

   Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   The chemical, physical, and toxicological properties of this   product

have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

Store at 2-8°C

Keep tightly closed.

Light sensitive.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. Store at

2-8░C SPECIAL REQUIREMENTS  Light sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 22 37/38

   Risk Statements: Harmful if swallowed. Irritating to respiratory

   system and skin.

   S: 22 36/37

   Safety Statements: Do not breathe dust. Wear suitable protective

   clothing and gloves.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BISBIPYRIDYL DICHLORORUTHENIUM(II)    CAS # 15746573

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

                         NO NFPA CODE ASSIGNED

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

FIRE EXTINGUISHER: appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Sulfur oxides

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BISCHLOROETHOXYETHANE (1,2-)    CAS # 112265   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   E   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  2   1   2      

  ACUTE TOXICTY RISK INDEX 3.3 - LD50   250.0 mg/Kg

  INHALATION RISK INDEX   1.4 - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: Toxic if absorbed through skin.

   Eye Contact: Causes severe eye irritation.

   Inhalation: May be toxic by inhalation. Material is irritating   to mucous

membranes and upper respiratory tract.

   Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  Explosive

  VAPOR PRESSURE .0600 mm Hg @ 20 °C

  FLASH POINT  249.8 °F

  Forms explosive unstable peroxides

  Test periodically or discard

SEGREGATION: SHELF # 3

STORAGE GROUP(S):

     k - Explosive/Unstable

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   REACTIVE   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid prolonged or repeated   exposure. Do

not get in eyes, on skin, on clothing. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: T

   Indication of Danger: Toxic.

   R: 24 22 41 37/38 19

   Risk Statements: Toxic in contact with skin. Harmful if

   swallowed. Risk of serious damage to eyes. Irritating to

   respiratory system and skin. May form explosive peroxides.

   S: 26 36/37/39

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing, gloves, and eye/face protection.

   Keep container tightly closed in a cool well-ventilated place.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  1 mg/m3

   DOE Short Term Exposure Limit  3 mg/m3

   DOE Ceiling Limit 20 mg/m3

  Immediately Dangerous to Life and Health   100 mg/m3BISCHLOROETHOXYETHANE 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BISCHLOROETHYLAMINE HYDROCHLORIDE    CAS # 821487   HAZARDOUS CHEMICAL OF

CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen chloride gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BISCYCLOPENTADIENYL COBALT    CAS # 1277436

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 4 - LD50    55.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

   Eye Contact: May cause eye irritation.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Flammable

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

Store at 2-8°C

Air and moisture sensitive.

Keep tightly closed. Keep away from heat and open flame. Store in a cool dry

place. Handle and store

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAG   Suitable: Keep tightly closed.

Keep away from heat, sparks, and open flame. Store in a cool dry place.

Handle and store under   nitrogen\. Store at 2-8░C SPECIAL REQUIREMENTS  Air

and moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: F

   Indication of Danger: Highly Flammable.

   R: 11

   Risk Statements: Highly flammable.

   S: 7/9 16 33

   Safety Statements: Keep container tightly closed and in

   well-ventilated place. Keep away from sources of ignition - no

   smoking. Take precautionary measures against static discharges.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BISDIMETHYL AMINOBENZHYDROL    CAS # 119584

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Store in a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BISETHYLHEXYL SULFOSUCCINATE SODIUM (2-)    CAS # 577117

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  ACUTE TOXICTY RISK INDEX 2.4 - LD50  1900.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes severe eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: Harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Small intestine. Large intestine.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Sulfur oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 22 41 38

   Risk Statements: Harmful if swallowed. Risk of serious damage to

   eyes. Irritating to skin.

   S: 26 39

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   eye/face protection.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  7.5 mg/m3

   DOE Short Term Exposure Limit  20 mg/m3

   DOE Ceiling Limit 150 mg/m3

  Immediately Dangerous to Life and Health   500 mg/m3BISETHYLHEXYL 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BISMARCK BROWN Y    CAS # 10114586

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   0   1      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BISMUTH    CAS # 7440699

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  ACUTE TOXICTY RISK INDEX 2 - LD50  5000.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: Material may be irritating to mucous membranes and

   upper respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Flammable

  VAPOR PRESSURE .1000 mm Hg @ 20 °C

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid contact with eyes, skin, and clothing.   Avoid breathing

dust. Avoid prolonged or repeated exposure. STORAGE: Keep container closed.

Keep away from heat, sparks, and open flame.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: F

   Indication of Danger: Highly Flammable.

   R: 11

   Risk Statements: Highly flammable.

   S: 16

   Safety Statements: Keep away from sources of ignition - no

   smoking.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  1.5 mg/m3

   DOE Short Term Exposure Limit  5 mg/m3

   DOE Ceiling Limit 40 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BISMUTH OXYNITRATE CRYSTALLINE    CAS # 1304854   HAZARDOUS CHEMICAL OF

CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   F   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   1   OX   

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin   Eye

Contact: Causes eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Material is irritating to mucous membranes and upper respiratory

   tract.

   Ingestion: May be harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Blood. Kidneys.

SIGNS AND SYMPTOMS OF EXPOSURE

   Exposure can cause: Gastrointestinal disturbances. Absorption

   into the body leads to the formation of methemoglobin which in

   sufficient concentration causes cyanosis. Onset may be delayed 2

   to 4 hours or longer. Other symptoms of exposure can include

   anorexia, headache, malaise, skin reactions, discoloration of

   mucous membranes, and mild jaundice. A unique encephalopathy

   occurs in colostomy and ileostomy patients using bismuth

   subnitrate, bismuth subgallate, and tripotassium-

   dicitrate-bismuthate for control of fecal odor and consistency.

   Symptoms include progressive mental confusion, irregular

   myoclonic jerks, a distinctive pattern of disordered gait, and a

   variable degree of dysarthria. The severity of the disorder

   appeared to be independent of dose and duration of therapy and

   was fatal to patients who continued the use of the bismuth

   compounds. Full recovery was rapid in those patients in whom

   therapy was discontinued. Symptoms of chronic bismuth toxicity

   in humans consists of decreased appetite, weakness, rheumatic

   pain, diarrhea, fever, metal line on the gums, foul breath,

   gingivitis, and dermatitis. Jaundice and conjuctival hemorrhage

   are rare, but have been reported. Bismuth nephropathy with

   proteinuria may occur. The kidney is the site of highest

   concentration with the liver being considerably lower. Bismuth

   does pass into the amniotic fluid and into the fetus.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Oxidizing Agent

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     e - Oxidizer/Organic Peroxide

WASTE CHARACTERISTIC HAZARD:   TOXIC   CORROSIVE

INCOMPATIBILITIES:Alkaline bicarbonates, soluble iodides, gallic acid,

calomel, tannin, salicylic acid, and sulfur.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Decomposes to Bi2O3 and nitrogen oxide when

heated to red heat

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from combustible   materials, heat, sparks, and open flame.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: O Xi

   Indication of Danger: Oxidizing. Irritant.

   R: 8 36/37/38

   Risk Statements: Contact with combustible material may cause

   fire. Irritating to eyes, respiratory system and skin.

   S: 17 26 36

   Safety Statements: Keep away from combustible material. In case

   of contact with eyes, rinse immediately with plenty of water and

   seek medical advice. Wear suitable protective clothing.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  7.5 mg/m3

   DOE Short Term Exposure Limit  20 mg/m3

   DOE Ceiling Limit 150 mg/m3

  Immediately Dangerous to Life and Health   500 mg/m3BISMUTH OXYNITRATE 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BISMUTH SUBNITRATE    CAS # 10361441

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   1   OX   

  ACUTE TOXICTY RISK INDEX 1.6 - LD50 12000.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Oxidizing Agent

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     e - Oxidizer/Organic Peroxide

WASTE CHARACTERISTIC HAZARD:

FIRE EXTINGUISHER: CARBON DIOXIDE, DRY CHEMICAL POWDER OR appropriate foam.

TOXIC EMISSIONS WHEN BURNED: HAZARDOUS COMBUSTION OR DECOMPOSITION PRODUCTS

REACTIVE PROPERTIES

EXPLOSIONS HAVE OCCURRED IN MIXTURES CONTAINING ALUMINUM DUST,

NITRATES,WATER, SULFUR, AND VEGETABLE GLUES. BORON PHOSPHIDE IGNITES IN

CONCENTRATEDNITRIC ACID. ADDITION OF CYANIDES TO A MOLTEN NITRATE BATH(OR

VICE VERSA)WILL RESULT IN AN EXPLOSION.  EXPLOSIVE WHEN MIXED WITH ESTERS,

STANNOUSCHLORIDE, OR PHOSPHOROUS.  EXPLOSIVE WHEN HEATED WITH PHOSPHAM.

EXPLOSIVEWHEN MIXED WITH SODIUM HYPOPHOSPHITE, MOISTENED, THEN DRIED SLOWLY

OVERFLAME. EXPLOSIVE WHEN FUSED WITH THIOCYANATES.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  1.25 mg/m3

   DOE Short Term Exposure Limit  4 mg/m3

   DOE Ceiling Limit 25 mg/m3

  Immediately Dangerous to Life and Health   500 mg/m3BISMUTH SUBNITRATE    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BISMUTH TRINITRATE PENTAHYDRATE     CAS # 10035060

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   1   OX   

  ACUTE TOXICTY RISK INDEX 2.1 - LD50  4042.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: May be harmful if inhaled. Material is irritating to

    mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

    Kidneys.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

    Symptoms of chronic bismuth toxicity in humans consists of

    decreased appetite, weakness, rheumatic pain, diarrhea, fever,

    metal line on the gums, foul breathe, gingivitis, and

    dermatitis. Jaundice and conjunctival hemorrhage are rare, but

    have been reported. Bismuth nephropathy with proteinuria may

    occur. The kidney is the site of highest concentration with the

    liver being considerably lower. Bismuth does pass into the

    amniotic fluid and into the fetus.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Oxidizing Agent

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     e - Oxidizer/Organic Peroxide

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Organic materials, Strong reducing agents,  Finely powdered

metals, Strong acids.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Bismuth oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from combustible    materials, heat, sparks, and open flame. Store in a cool

dry    place\. SPECIAL REQUIREMENTS  Hygroscopic.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: O Xi

    Indication of Danger: Oxidizing. Irritant.

    R: 8 36/37/38

    Risk Statements: Contact with combustible material may cause

    fire. Irritating to eyes, respiratory system and skin.

    S: 17 26 36

    Safety Statements: Keep away from combustible material. In case

    of contact with eyes, rinse immediately with plenty of water and

    seek medical advice. Wear suitable protective clothing.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  2 mg/m3

   DOE Short Term Exposure Limit  6 mg/m3

   DOE Ceiling Limit 40 mg/m3

  Immediately Dangerous to Life and Health   500 mg/m3BISMUTH TRINITRATE 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BISMUTH(III) CHLORIDE    CAS # 7787602   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 2.2 - LD50  3334.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Multiple Routes: Harmful if swallowed, inhaled, or absorbed

   through skin.

SIGNS AND SYMPTOMS OF EXPOSURE

   Symptoms of chronic bismuth toxicity in humans consists of

   decreased appetite, weakness, rheumatic pain, diarrhea, fever,

   metal line on the gums, foul breathe, gingivitis, and

   dermatitis. Jaundice and conjunctival hemorrhage are rare, but

   have been reported. Bismuth nephropathy with proteinuria may

   occur. The kidney is the site of highest concentration with the

   liver being considerably lower. Bismuth does pass into the

   amniotic fluid and into the fetus. Material is extremely

   destructive to tissue of the mucous membranes and upper

   respiratory tract, eyes, and skin. Inhalation may result in

   spasm, inflammation and edema of the larynxand bronchi, chemical

   pneumonitis, and pulmonary edema. Symptoms of exposure may

   include burning sensation, coughing, wheezing, laryngitis,

   shortness of breath, headache, nausea, and vomiting. To the best

   of our knowledge, the chemical, physical, and toxicological

   properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

FIRE EXTINGUISHER:  Use extinguishing media appropriate to surroundingfire

conditions.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure.STORAGE: Keep tightly closed. Store in a

cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/38

   Risk Statements: Irritating to eyes and skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BISPHENOL A    CAS # 80057

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   B   .   .   E   .   G   H   .   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  3   0   0      

  HUMAN TERATOGEN - DESIGNATED AREA MAY BE REQUIRED

  REPRODUCTIVE RISK INDEX   3.8

  ACUTE TOXICTY RISK INDEX 2 - LD50  5000.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes severe eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SENSITIZATION

 skin: May cause allergic skin reaction.

TARGET ORGAN(S) OR SYSTEM(S)

    Liver. Bone marrow.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong bases, Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid breathing dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 37 41 43 62

    Risk Statements: Irritating to respiratory system. Risk of

    serious damage to eyes. May cause sensitization by skin contact.

    Possible risk of impaired fertility.

    S: 26 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  5 mg/m3

   DOE Short Term Exposure Limit  15 mg/m3

   DOE Ceiling Limit 100 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BISPHENOL A-D16    CAS # 96210876

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   B   .   .   .   .   G   H   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  HUMAN TERATOGEN - DESIGNATED AREA MAY BE REQUIRED

  REPRODUCTIVE RISK INDEX   3.8

  ACUTE TOXICTY RISK INDEX 2 - LD50  5000.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

   Eye Contact: Causes severe eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

TARGET ORGAN(S) OR SYSTEM(S)

   Liver. Bone marrow.

CONDITIONS AGGRAVATED BY EXPOSURE

   The toxicological properties have not been thoroughly

   investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong bases, Strong oxidizing agents, Acid chlorides, Acid

anhydrides.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Do not get in eyes, on skin, on   clothing. Avoid

prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in a cool

dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38 41

   Risk Statements: Irritating to eyes, respiratory system and

 skin. Risk of serious damage to eyes.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BISPHENYLSULFONYL ETHYLENE (1,2-)    CAS # 963166

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Sulfur oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing

STORAGE: Keep tightly closed. Store in a cool dry place\. SPECIAL

REQUIREMENTS  Light sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BISPYRIDYLPYRAZINE (2,3,2-)    CAS # 25005963

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   C   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  EXTREMELY TOXIC - DESIGNATED AREA MAY BE REQUIRED

  ACUTE TOXICTY RISK INDEX 3 - LD50         mg/Kg

  INHALATION RISK INDEX   <1  - LC50   3410.0

 skin Contact: May cause skin irritation.

    Eye Contact: May cause eye irritation.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Materials to Avoid: S

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam\. Protective Equipment: Wear self-contained breathing

apparatus and protective clothing to prevent contact with skin and eyes.   

Specific Hazard(s): Emits t

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxidesROUTE OF EXPOSURE Inhalation:

Material is irritating to mucous membranes and upper    respiratory tract 

Multiple Routes: May be harmful by inhalation ingestion or

REACTIVE PROPERTIES

    User Exposure: Avoid contact and inhalation. Do not get in eyes, on skin,

on clothing. STORAGE: Keep tightly closed. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 37/39

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BISTRICHLOROPHENYL OXALATE    CAS # 1165919

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract.

    Multiple Routes: Causes eye and skin irritation. May be harmful

    by inhalation, ingestion, or skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Store in a cool dry place. Store under

nitrogen.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26-36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BISTRIFLUOROACETOXYIODOBENZENE    CAS # 2712789

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong acids, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen fluoride Hydrogen iodide

REACTIVE PROPERTIES

HANDLING: Avoid contact and inhalation. Do not get in eyes, on skin, on

clothing. STORAGE: Keep tightly closed. Store in a cool dry place\. SPECIAL

REQUIREMENTS  Light sensitive. Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BISTRIFLUOROMETHANESULFONYLAMINO CHLOROPYRIDINE (2    CAS # 145100512

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas Hydrogen fluoride Nitrogen

oxides Sulfur oxides

Store at 2-8°C

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Store at 2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BITHIOPHENE CARBALDEHYDE (2,2':5-)    CAS # 3779279

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Sulfur oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Light sensitive.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BIURET    CAS # 108190

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   F   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC   CORROSIVE

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

   User Exposure: Do not breathe dust. Avoid contact with eyes, skin, and

clothing. Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BLUE DEXTRAN    CAS # 87915386

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed. 

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Materials to Avoid: S

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

Store at 2-8°C

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store at

2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 7/8

   Safety Statements: Keep container tightly closed and dry.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BOC-LYS-OH (BOC,FMOC-)    CAS # 84624271

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

S

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

Store at 2-8°C

REACTIVE PROPERTIES

STORAGE Store at 2-8░C

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BORANE-DIMETHYLAMINE COMPLEX    CAS # 74942

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   E   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  2   2   0      

  ACUTE TOXICTY RISK INDEX 3.9 - LD50    59.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: Toxic if absorbed through skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: Toxic if swallowed.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  FLASH POINT  110 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Acids, Oxidizing agents, Heavy metal salts,  Oxygen.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Borane/boron oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep container closed. Keep

away from heat, sparks, and open flame. Handle and store under nitrogen\.

Incompatible Materials: Avoid contact with acid\. SPECIAL REQUIREMENTS Handle

and store under inert gas. May develop pressure. Open    carefully.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: F T

    Indication of Danger: Highly Flammable. Toxic.

    R: 11 24/25

    Risk Statements: Highly flammable. Toxic in contact with skin

    and if swallowed.

    S: 16 28 36/37 45

    Safety Statements: Keep away from sources of ignition - no

    smoking. After contact with skin, wash immediately with plenty

    of soap-suds. Wear suitable protective clothing and gloves. In

    case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BORANE-PYRIDINE COMPLEX    CAS # 110510   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   E   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  2   3   1   W   

  ACUTE TOXICTY RISK INDEX 3.7 - LD50    95.4 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: Toxic if absorbed through skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material may be irritating to mucous membranes and

    upper respiratory tract. Harmful if inhaled.

    Ingestion: Toxic if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

    Bone marrow. Nerves. Liver. Kidneys.

SIGNS AND SYMPTOMS OF EXPOSURE

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. Dose-related side effects may include:anorexia,

    nausea, vomiting, headache, dizziness, tachycarida, nervousness,

    insomnia, skin disorders

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  FLASH POINT  70 °F

  Forms ignitable mixtures in air at room temperature - Danger of remote

ignition and flashback

  Reacts violently with water

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     b - Pyrophoric/Water Reactive

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   REACTIVE   TOXIC

INCOMPATIBILITIES:Acid anhydrides, Oxidizing agents, Alcohols,  Acid

chlorides, Acids.

FIRE EXTINGUISHER:  Dry chemical powder.  Do not use water.

TOXIC EMISSIONS WHEN BURNED: Borane/boron oxides Carbon  monoxide and

nitrogen oxides

Store at 2-8°C

Handle and store under inert gas.

Keep tightly closed. Keep away from heat, sparks, and open flame. Handle and

store under nitrogen. I

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat, sparks, and open flame. Handle and store under nitrogen\.

Incompatible Materials: Avoid contact with acid. Do not allow    contact with

water Store at 2-8░C SPECIAL REQUIREMENTS Handle and store under inert gas.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: F-T

    Indication of Danger: Highly Flammable. Toxic.

    R: 10-15-20-24/25-36/38

    Risk Statements: Flammable. Contact with water liberates

    extremely flammable gases. Harmful by inhalation. Toxic in

    contact with skin and if swallowed. Irritating to eyes and skin.

    S: 26-36/37-43-45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing and gloves. In case of fire, use

    dry powder. Never use water. In case of accident or if you feel

    unwell, seek medical advice immediately (show the label where

    possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BORANE-TETRAHYDROFURAN COMPLEX    CAS # 14044656   HAZARDOUS CHEMICAL OF

CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   3   2   W   

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: May be harmful if inhaled. Material is irritating to

    mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

    Liver. Central nervous system. Kidneys.

SIGNS AND SYMPTOMS OF EXPOSURE

    Coughing, chest pains, difficulty in breathing. Exposure to high

    airborne concentrations can cause anesthetic effects. To the

    best of our knowledge, the chemical, physical, and toxicological

    properties have not been thoroughly investigated. Exposure can

    cause: Can cause CNS depression.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  Explosive

  FLASH POINT  1.4 °F

  Store in an explosion-proof refrigerator or tightly stoppered in a

well-ventilated area

  Forms explosive unstable peroxides

  Test periodically or discard

  Reacts violently with water

SEGREGATION: SHELF # 3

STORAGE GROUP(S):

     b - Pyrophoric/Water Reactive

     k - Explosive/Unstable

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   REACTIVE   TOXIC

INCOMPATIBILITIES:Reacts violently with water., Oxygen,  Oxidizing agents,

Alcohols, Acid anhydrides, Acid chlorides, Acids

FIRE EXTINGUISHER:  Dry chemical powder.  Do not use water.

TOXIC EMISSIONS WHEN BURNED: Liberates flammable/explosive  hydrogen gas

Borane/boron oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. Open    carefully. STORAGE: Keep

tightly closed. Keep away from heat, sparks, and open flame. Handle and store

under nitrogen\. Incompatible Materials: Do not allow contact with water      

SPECIAL REQUIREMENTS    May develop pressure. Open carefully. Do not distill

to dryness.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: F-Xn

    Indication of Danger: Highly Flammable. Harmful.

    R: 11-14/15-19-22-36/37/38

    Risk Statements: Highly flammable. Reacts violently with water,

    liberating extremely flammable gases. May form explosive

    peroxides. Harmful if swallowed. Irritating to eyes, respiratory

    system and skin.

    S: 33-26-36-16

    Safety Statements: Take precautionary measures against static

    discharges. In case of contact with eyes, rinse immediately with

    plenty of water and seek medical advice. Wear suitable

    protective clothing. Keep away from sources of ignition - no

    smoking.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  5 mg/m3

   DOE Short Term Exposure Limit  15 mg/m3

   DOE Ceiling Limit 25 mg/m3

  Immediately Dangerous to Life and Health   125 mg/m3BORANE-TETRAHYDROFURAN 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BORAX    CAS # 1330434

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   I   .   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 3 - LD50  2660.0 mg/Kg

  NEUROTOXIC - RISK INDEX   2.0

  INHALATION RISK INDEX   <1  - LC50    695.7

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Central nervous system. Kidneys. Testes.

SIGNS AND SYMPTOMS OF EXPOSURE

   Toxicity reported for borates in humans: ingestion or absorption

   may cause nausea, vomiting, diarrhea, abdominal cramps,

   anderythematous lesions on the skin and mucous membranes. Other

   symptoms include: circulatory collapse, tachycardia, cyanosis,

   delirium, convulsions, and coma. Death has been reported to

   occur in infants from less than 5 grams and in adults from 5 to

   20 grams. To the best of our knowledge, the chemical, physical,

   and toxicological properties have not been thoroughly

   investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Potassium, Acid anhydrides.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Boron oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 62 63

   Risk Statements: Possible risk of impaired fertility. Possible

   risk of harm to the unborn child.

   S: 36/37

   Safety Statements: Wear suitable protective clothing and gloves.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  1 mg/m3

   DOE Short Term Exposure Limit  6 mg/m3

   DOE Ceiling Limit 6 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BORDEAUX R    CAS # 5858333

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Sulfur oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Store in a cool dry place\. SPECIAL

REQUIREMENTS  Light sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BORIC ACID    CAS # 10043353

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   0   1      

  REPRODUCTIVE RISK INDEX   3.1

  ACUTE TOXICTY RISK INDEX 2.3 - LD50  2660.0 mg/Kg

  INHALATION RISK INDEX   1.8 - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Testes.

SIGNS AND SYMPTOMS OF EXPOSURE

   Toxicity reported for borates in humans: ingestion or absorptio   may

cause nausea, vomiting, diarrhea, abdominal cramps,

   anderythematous lesions on the skin and mucous membranes. Other

   symptoms include: circulatory collapse, tachycardia, cyanosis,

   delirium, convulsions, and coma. Death has been reported to

   occur in infants from less than 5 grams and in adults from 5 to

   20 grams.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  VAPOR PRESSURE    2.6 mm Hg @ 20 °C

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Potassium, Acid anhydrides.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Boron oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Moisture sensitive.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  2 mg/m3

   DOE Short Term Exposure Limit  6 mg/m3

   DOE Ceiling Limit 100 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BORIC ANHYDRIDE    CAS # 1303862

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   F   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  ACUTE TOXICTY RISK INDEX 1.7 - LD50 10203.2 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Kidneys.

SIGNS AND SYMPTOMS OF EXPOSURE

   Exposure can cause: Coughing, chest pains, difficulty in

   breathing. To the best of our knowledge, the chemical, physical,

   and toxicological properties have not been thoroughly

   investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC   CORROSIVE

INCOMPATIBILITIES:Acids, Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Hygroscopic.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

  Immediately Dangerous to Life and Health  2000 mg/m3

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  15 mg/m3

   DOE Short Term Exposure Limit  30 mg/m3

   DOE Ceiling Limit 300 mg/m3

  Immediately Dangerous to Life and Health   500 mg/m3BORIC ANHYDRIDE    CAS 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BORNEOL (D-)    CAS # 464437

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   I   J   K   L

  NFPA HAZARD CODES (H,F,R,O)  2   2   0      

  ACUTE TOXICTY RISK INDEX 3 - LD50   500.0 mg/Kg

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: Harmful if swallowed.

SENSITIZATION

   Sensitization: Prolonged or repeated exposure may cause allergic

   reactions in certain sensitive individuals.

SIGNS AND SYMPTOMS OF EXPOSURE

   Exposure can cause: Nausea, headache, and vomiting. Convulsions.

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Flammable

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid contact with eyes, skin, and clothing.   Avoid breathing

dust. Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.

Keep away from heat, sparks, and open flame. Store in a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: F Xn

   Indication of Danger: Highly Flammable. Harmful.

   R: 11 22

   Risk Statements: Highly flammable. Harmful if swallowed.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BORNEOL (DL-)    CAS # 507700

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   I   J   K   L

  NFPA HAZARD CODES (H,F,R,O)  2   2   0      

  ACUTE TOXICTY RISK INDEX 3 - LD50   500.0 mg/Kg

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: Harmful if swallowed.

SENSITIZATION

   Sensitization: Prolonged or repeated exposure may cause allergic

   reactions in certain sensitive individuals.

SIGNS AND SYMPTOMS OF EXPOSURE

   Exposure can cause: Nausea, headache, and vomiting. Convulsions.

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Flammable

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid contact with eyes, skin, and clothing.   Avoid breathing

dust. Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.

Keep away from heat, sparks, and open flame. Store in a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: F Xn

   Indication of Danger: Highly Flammable. Harmful.

   R: 11 22

   Risk Statements: Highly flammable. Harmful if swallowed.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BORNEOL (ENDO-)    CAS # 464459

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   E   .   .   .   I   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  3   2   0      

  ACUTE TOXICTY RISK INDEX 1.9 - LD50  5800.0 mg/Kg

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION HAZARD  INHALATION RISK INDEX   2.3 - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.   Eye

Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SENSITIZATION

 skin: May cause allergic skin reaction.

SIGNS AND SYMPTOMS OF EXPOSURE

   Exposure can cause: Nausea, headache, and vomiting. Convulsions.

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  VAPOR PRESSURE   26.8 mm Hg @ 20 °C

  FLASH POINT  149 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid contact with eyes, skin, and clothing.   Avoid breathing

dust. Avoid prolonged or repeated exposure. STORAGE: Keep container closed.

Keep away from heat, sparks, and open flame.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: F Xi

   Indication of Danger: Highly Flammable. Irritant.

   R: 11 43

   Risk Statements: Highly flammable. May cause sensitization by

 skin contact.

   S: 16 36/37

   Safety Statements: Keep away from sources of ignition - no

   smoking. Wear suitable protective clothing and gloves.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BORON    CAS # 7440428

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 2.9 - LD50   650.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: Harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Central nervous system. Kidneys.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

CONDITIONS AGGRAVATED BY EXPOSURE

   May cause nervous system disturbances.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong acids, Halogens, Ammonia.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Boron oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 22

   Risk Statements: Harmful if swallowed.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  2.5 mg/m3

   DOE Short Term Exposure Limit  7.5 mg/m3

   DOE Ceiling Limit 50 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BORON TRIBROMIDE    CAS # 10294334   HAZARDOUS CHEMICAL OF CONCERN

   DEPARTMENT OF HOMELAND SECURITY CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   0   1   W   

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes severe burns.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes severe burns.

   Inhalation: May be fatal if inhaled. Material is extremely

   destructive to the tissue of the mucous membranes and upper

   respiratory tract.

   Ingestion: May be fatal if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Kidneys. Central nervous system.

SIGNS AND SYMPTOMS OF EXPOSURE

   Inhalation may result in spasm, inflammation and edema of the

   larynxand bronchi, chemical pneumonitis, and pulmonary edema.

   Symptoms of exposure may include burning sensation, coughing,

   wheezing, laryngitis, shortness of breath, headache, nausea, and

   vomiting. To the best of our knowledge, the chemical, physical,

   and toxicological properties have not been thoroughly

   investigated. Exposure can cause: Vomiting, diarrhea, fainting,

   shock, and coma.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  VAPOR PRESSURE   57.1 mm Hg @ 20 °C

  Reacts violently with water

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     b - Pyrophoric/Water Reactive

WASTE CHARACTERISTIC HAZARD:   REACTIVE   TOXIC

INCOMPATIBILITIES:Strong bases, Potassium, Sodium, Alcohols, Metals.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

Do not use water

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas Boron oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store

under nitrogen\. Incompatible Materials: Do not allow contact with water 

Special REQUIREMENTS  Light sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: T+ C

   Indication of Danger: Very toxic. Corrosive.

   R: 14 26/28 35

   Risk Statements: Reacts violently with water. Very toxic by

   inhalation and if swallowed. Causes severe burns.

   S: 9 26 28 36/37/39 45

   Safety Statements: Keep container in a well-ventilated place. In

   case of contact with eyes, rinse immediately with plenty of

   water and seek medical advice. After contact with skin, wash

   immediately with plenty of soap-suds. Wear suitable protective

   clothing, gloves, and eye/face protection. In case of accident

   or if you feel unwell, seek medical advice immediately (show the

   label where possible).

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  1 ppm

   DOE Short Term Exposure Limit  1 ppm

   DOE Ceiling Limit 1 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BORON TRIBROMIDE DIMETHYL SULFIDE    CAS # 29957593   HAZARDOUS CHEMICAL OF

CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   1   W   

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Multiple Routes: Harmful if swallowed, inhaled, or absorbed

   through skin.

SIGNS AND SYMPTOMS OF EXPOSURE

   Material is extremely destructive to tissue of the mucous

   membranes and upper respiratory tract, eyes, and skin.

   Inhalation may result in spasm, inflammation and edema of the

   larynxand bronchi, chemical pneumonitis, and pulmonary edema.

   Symptoms of exposure may include burning sensation, coughing,

   wheezing, laryngitis, shortness of breath, headache, nausea, and

   vomiting. To the best of our knowledge, the chemical, physical,

   and toxicological properties have not been thoroughly

   investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Reacts violently with water

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     b - Pyrophoric/Water Reactive

WASTE CHARACTERISTIC HAZARD:   REACTIVE

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen bromide gas

Borane/boron oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Store in a cool dry place.

Handle and store under   nitrogen\. SPECIAL REQUIREMENTS  Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: T

   Indication of Danger: Toxic.

   R: 14 23/24 34

   Risk Statements: Reacts violently with water. Toxic by

   inhalation and in contact with skin. Causes burns.

   S: 26 36/37/39 45

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing, gloves, and eye/face protection.

   In case of accident or if you feel unwell, seek medical advice

   immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BORON TRIFLUORIDE DIETHYL ETHERATE    CAS # 109637   HAZARDOUS CHEMICAL OF

CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   F   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   2   1   W   

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes severe burns.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes severe burns.

    Inhalation: Material is extremely destructive to the tissue of

    the mucous membranes and upper respiratory tract. Harmful if

    inhaled.

    Ingestion: Harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

    Kidneys.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE    4.2 mm Hg @ 20 °C

  FLASH POINT  118 °F

  Reacts violently with water

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     b - Pyrophoric/Water Reactive

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   REACTIVE   TOXIC   CORROSIVE

INCOMPATIBILITIES:Avoid contact with metals., Acids, Bases,  Alcohols, Alkali

metals

FIRE EXTINGUISHER:  Dry chemical powder. Carbon dioxide.  Do not use water.

TOXIC EMISSIONS WHEN BURNED: Hydrogen fluoride Boron oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat, sparks, and open flame. Store under nitrogen\. Incompatible

Materials: Do not allow contact with water       SPECIAL REQUIREMENTS  Store

under inert gas.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: T

    Indication of Danger: Toxic.

    R: 10-14-20/22-35-48/23

    Risk Statements: Flammable. Reacts violently with water. Harmful

    by inhalation and if swallowed. Causes severe burns. Toxic:

    danger of serious damage to health by prolonged exposure through

    inhalation.

    S: 16-23-26-36/37/39-45

    Safety Statements: Keep away from sources of ignition - no

    smoking. Do not breathe vapor. In case of contact with eyes,

    rinse immediately with plenty of water and seek medical advice.

    Wear suitable protective clothing, gloves, and eye/face

    protection. In case of accident or if you feel unwell, seek

    medical advice immediately (show the label where possible).

  Immediately Dangerous to Life and Health  250 mg/m

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  9.34 mg/m3

   DOE Short Term Exposure Limit  25 mg/m3

   DOE Ceiling Limit 150 mg/m3

  Immediately Dangerous to Life and Health   500 mg/m3BORON TRIFLUORIDE 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BORON TRIFLUORIDE-METHANOL    CAS # 373579

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   .   .   .   I   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   3   0      

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Absorption: May be harmful if absorbed through the skin.

   Inhalation: Harmful if inhaled.

   Ingestion: Harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Eyes. Kidneys. Liver. Heart.

SIGNS AND SYMPTOMS OF EXPOSURE

   Material is extremely destructive to tissue of the mucous

   membranes and upper respiratory tract, eyes, and skin.

   Inhalation may result in spasm, inflammation and edema of the

   larynxand bronchi, chemical pneumonitis, and pulmonary edema.

   Symptoms of exposure may include burning sensation, coughing,

   wheezing, laryngitis, shortness of breath, headache, nausea, and

   vomiting. Exposure can cause: Gastrointestinal disturbances. May

   cause convulsions.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  VAPOR PRESSURE   19.5 mm Hg @ 20 °C

  FLASH POINT  52 °F

  Forms ignitable mixtures in air at room temperature - Danger of remote

ignition and flashback

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Acids, Acid chlorides, Acid anhydrides, Oxidizing agents,

Reducing agents, Alkali metals.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen fluoride Borane/boron oxides

Store at 2-8°C

Keep tightly closed. Keep away from heat, sparks, and open flame. Store in a

cool dry place.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. Do not   use if skin is cut or

scratched. Wash thoroughly after handling. STORAGE: Keep tightly closed. Keep

away from heat, sparks, and open flame. Store in a cool dry place\. Store at

2-8°C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: C T

   Indication of Danger: Corrosive. Toxic.

   R: 20/22 34 48/23

   Risk Statements: Harmful by inhalation and if swallowed. Causes

   burns. Toxic: danger of serious damage to health by prolonged

   exposure through inhalation.

   S: 23 26 36/37/39 45

   Safety Statements: Do not breathe vapor. In case of contact with

   eyes, rinse immediately with plenty of water and seek medical

   advice. Wear suitable protective clothing, gloves, and eye/face

   protection. In case of accident or if you feel unwell, seek

   medical advice immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BRADYKININ    CAS # 5979113

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   I   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION RISK INDEX   <1  - LC50         

  ACUTE EFFECTS

    MAY BE HARMFUL BY INHALATION, INGESTION, OR SKIN ABSORPTION.

    ACTS ON SMOOTH MUSCLE, DILATES PERIPHERAL VESSELS, INCREASES CAPILLARY

    PERMABILITY. ALSO A POTENT PAIN PRODUCING AGENT.

    THE TOXICOLOGICAL PROPERTIES HAVE NOT BEEN THOROUGHLY

    INVESTIGATED.

    MAY CAUSE SKIN IRRITATION.

    MAY BE HARMFUL IF ABSORBED THROUGH THE SKIN.

    MAY CAUSE EYE IRRITATION.

    MAY BE HARMFUL IF INHALED.

    MATERIAL MAY BE IRRITATING TO MUCOUS MEMBRANES AND UPPER

    RESPIRATORY TRACT.

    MAY BE HARMFUL IF SWALLOWED.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

WASTE CHARACTERISTIC HAZARD:

FIRE EXTINGUISHER: WATER SPRAY.    CARBON DIOXIDE, DRY CHEMICAL POWDER OR

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: OLYMERIZATION  WILL NOT OCCUR

REACTIVE PROPERTIES

- 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BRASSIDIC ACID METHYL ESTER    CAS # 7439443

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

   Eye Contact: May cause eye irritation.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

CONDITIONS AGGRAVATED BY EXPOSURE

   The toxicological properties have not been thoroughly

   investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

Store at -20°C

REACTIVE PROPERTIES

STORAGE   Store at -20░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BRAZILIN    CAS # 474077

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

WASTE CHARACTERISTIC HAZARD:

FIRE EXTINGUISHER: WATER SPRAY.    CARBON DIOXIDE, DRY CHEMICAL POWDER OR

appropriate foam.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BREFELDIN A    CAS # 20350156

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   May cause cyanosis (blue-gray coloring of skin and lips caused

   by lack of oxygen). Brefeldin A a metabolite of the fungus

   Eupenicillium brefeldianum, specifically and reversibly blocks

   protein transport from the endoplasmic reticulum to the Golgi

   apparatus in many cell-types and species. Exposure can cause:

   Gastrointestinal disturbances.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

Store at 2-8°C

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. Store at

2-8°C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 22

   Risk Statements: Harmful if swallowed.

   S: 45

   Safety Statements: In case of accident or if you feel unwell,

   seek medical advice immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BRIJ 35    CAS # 9002920

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  ACUTE TOXICTY RISK INDEX 1.8 - LD50  8600.0 mg/Kg

  INHALATION RISK INDEX   1.1 - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  VAPOR PRESSURE***** mm Hg @ 20 °C

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BRIJ 52    CAS # 9004959

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  ACUTE TOXICTY RISK INDEX 2.3 - LD50  2602.0 mg/Kg

  INHALATION HAZARD

  INHALATION RISK INDEX   2.4 - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE   13.4 mm Hg @ 20 °C

  FLASH POINT  302 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BRILLIANT BLUE G    CAS # 6104581

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: Material may be irritating to mucous membranes and

    upper respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Sulfur oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22-24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BRILLIANT GREEN    CAS # 633034

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  ACUTE TOXICTY RISK INDEX 3.2 - LD50   313.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   Abdominal pain, nausea, vomiting. Diarrhea.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Reducing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Sulfur oxides Ammonia

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 22 36

   Risk Statements: Harmful if swallowed. Irritating to eyes.

   S: 26

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMCRESOL GREEN    CAS # 76608

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Sulfur oxides Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  10 mg/m3

   DOE Short Term Exposure Limit  30 mg/m3

   DOE Ceiling Limit 50 mg/m3

  Immediately Dangerous to Life and Health   250 mg/m3BROMCRESOL GREEN    CAS 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMCRESOL GREEN SODIUM    CAS # 62625325

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Sulfur oxides Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMCRESOL PURPLE    CAS # 115402

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: May be harmful if inhaled. Material is irritating to

   mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Sulfur oxides Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26-36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  10 mg/m3

   DOE Short Term Exposure Limit  30 mg/m3

   DOE Ceiling Limit 50 mg/m3

  Immediately Dangerous to Life and Health   250 mg/m3BROMCRESOL PURPLE    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMCRESOL PURPLE SODIUM    CAS # 62625303

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Sulfur oxides Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36/37

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing and gloves.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMINE    CAS # 7726956

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   .   G   H   I   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   0   1   OX   

  ACUTE TOXICTY RISK INDEX 4 - LD50  2600.0 mg/Kg

  NEUROTOXIC - RISK INDEX   1.0

  INHALATION HAZARD  INHALATION RISK INDEX   3.2 - LC50   1516.7

ROUTE OF EXPOSURE

 skin Contact: Causes severe burns.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes severe burns.

   Inhalation: May be fatal if inhaled. Material is extremely

   destructive to the tissue of the mucous membranes and upper

   respiratory tract.

   Ingestion: May be harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Nerves. Lungs.

SIGNS AND SYMPTOMS OF EXPOSURE

   Material is extremely destructive to tissue of the mucous

   membranes and upper respiratory tract, eyes, and skin.

   Inhalation may result in spasm, inflammation and edema of the

   larynxand bronchi, chemical pneumonitis, and pulmonary edema.

   Symptoms of exposure may include burning sensation, coughing,

   wheezing, laryngitis, shortness of breath, headache, nausea, and

   vomiting. Exposure can cause: Cyanosis. Cardiovascular effects.

   Respiratory depression.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  VAPOR PRESSURE  175.0 mm Hg @ 20 °C

  Oxidizing Agent

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     e - Oxidizer/Organic Peroxide

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Reducing agents, Alkali metals, Finely powdered metals,

Aluminum, Stainless steel Corrodes steel.,   Galvanized iron Copper, Copper

alloys, Organic materials Bromine   will attack some types of plastics,

rubber, and coatings

FIRE EXTINGUISHER:  Noncombustible. Use water spray to cool

fire-exposecontainers.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. Handle   bromine only with equipment

made of Kynar, Teflon, monel, Pyrex   glass, and lead-lined steel. STORAGE:

Keep tightly closed. Keep away from combustible   materials, heat, sparks,

and open flame. Store in a cool dry   place.   Unsuitable: Do not store in

polyethylene containers\. SPECIAL REQUIREMENTS   May develop pressure. Open

carefully.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: T+ C N

   Indication of Danger: Very toxic. Corrosive. Dangerous for the

   environment.

   R: 26 35 50

   Risk Statements: Very toxic by inhalation. Causes severe burns.

   Very toxic to aquatic organisms.

   S: 7/9 26 45 61

   Safety Statements: Keep container tightly closed and in

   well-ventilated place. In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. In

   case of accident or if you feel unwell, seek medical advice

   immediately (show the label where possible). Avoid release to

   the environment. Refer to special instructions/safety data

   sheets.

OSHA REGULATORY LIMITS

  OSHA Permissible Exposure Limit .1 ppm

  OSHA Short Term Exposure Limit  .3 ppm

ACGIH RECOMMENDED LIMITS

  ACGIH Threshold Limit Value .1 ppm

  ACGIH Short Term Exposure Limit .2 ppm

  Immediately Dangerous to Life and Health  3 ppm

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  .033 ppm

   DOE Short Term Exposure Limit  .033 ppm

   DOE Ceiling Limit .24 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMO BBN (B:9-)    CAS # 22086459   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   .   .   .   I   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   3   2   W   

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Causes burns. Harmful if swallowed, inhaled, or

    absorbed through skin.

TARGET ORGAN(S) OR SYSTEM(S)

    Nerves. Liver. Pancreas.

SIGNS AND SYMPTOMS OF EXPOSURE

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. Inhalation may result in spasm, inflammation and edema

    of the larynxand bronchi, chemical pneumonitis, and pulmonary

    edema. Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Dichloromethane is metabolized in the body producing carbon

    monoxide which increases and sustains carboxyhemoglobin levels

    in the blood, reducing the oxygen-carrying capacity of the blood.

CONDITIONS AGGRAVATED BY EXPOSURE

    May cause nervous system disturbances.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  FLASH POINT  1 °F

  Store in an explosion-proof refrigerator or tightly stoppered in a

well-ventilated area

  Reacts violently in air

  Reacts violently with water

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     b - Pyrophoric/Water Reactive

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   REACTIVE

INCOMPATIBILITIES:Oxidizing agents, Acids.

FIRE EXTINGUISHER:  Dry chemical powder.  Do not use water.

TOXIC EMISSIONS WHEN BURNED: Boron oxides Hydrogen chloride  gas Hydrogen

bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

STORAGE: Keep tightly closed. Store in a cool dry place.    Unsuitable: Do

not store near, nor allow contact with, clothing    and other combustible

material\. SPECIAL REQUIREMENTS    May develop pressure. Open carefully. Air

and moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: F-C

    Indication of Danger: Highly Flammable. Corrosive.

    R: 17-23/24/25-34-40

    Risk Statements: Spontaneously flammable in air. Toxic by

    inhalation, in contact with skin and if swallowed. Causes burns.

    Limited evidence of a carcinogenic effect.

    S: 16-26-36/37/39-45

    Safety Statements: Keep away from sources of ignition - no

    smoking. In case of contact with eyes, rinse immediately with

    plenty of water and seek medical advice. Wear suitable

    protective clothing, gloves, and eye/face protection. In case of

    accident or if you feel unwell, seek medical advice immediately

    (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMO TOLUIC ACID (A:PARA-)    CAS # 6232888   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   1   W   

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Depending on the intensity and duration of exposure, effects may

    vary from mild irritation to severe destruction of tissue. To

    the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Reacts violently with water

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     b - Pyrophoric/Water Reactive

WASTE CHARACTERISTIC HAZARD:   REACTIVE   TOXIC

INCOMPATIBILITIES:Alcohols, Bases, Amines, Oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam. 

Do not use water.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOACETALDEHYDE    CAS # 7252837

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  123.8 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Strong oxidizing agents, Acids.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep container closed. Keep away from heat and open flame.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 10 36

    Risk Statements: Flammable. Irritating to eyes.

    S: 26 36/39

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOACETAMIDE (2-)    CAS # 683578

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  3   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns. Causes blisters on contact with skin.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes burns.

    Inhalation: Material is extremely destructive to the tissue of

    the mucous membranes and upper respiratory tract. May be harmful

    if inhaled.

    Ingestion: Toxic if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

    Liver.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: T

    Indication of Danger: Toxic.

    R: 25 34

    Risk Statements: Toxic if swallowed. Causes burns.

    S: 26 27 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Take

    off immediately all contaminated clothing. Wear suitable

    protective clothing, gloves, and eye/face protection. In case of

    accident or if you feel unwell, seek medical advice immediately

    (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOACETANILIDE (4'-)    CAS # 103888

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   1      

  ACUTE TOXICTY RISK INDEX 3 - LD50   500.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

   Eye Contact: May cause eye irritation.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOACETIC ACID    CAS # 79083

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   C   D   E   .   G   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  3   1   0      

  EXTREMELY TOXIC - DESIGNATED AREA MAY BE REQUIRED

  ACUTE TOXICTY RISK INDEX 4 - LD50    50.0 mg/Kg

  INHALATION HAZARD  INHALATION RISK INDEX   3.3 - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes severe burns.

 skin Absorption: Toxic if absorbed through skin. Readily

   absorbed through skin.   Eye Contact: Causes severe burns.

   Inhalation: Material is extremely destructive to the tissue of

   the mucous membranes and upper respiratory tract. Toxic if

   inhaled.

   Ingestion: Toxic if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Kidneys. Liver.

SIGNS AND SYMPTOMS OF EXPOSURE

   Inhalation may result in spasm, inflammation and edema of the

   larynxand bronchi, chemical pneumonitis, and pulmonary edema.

   Symptoms of exposure may include burning sensation, coughing,

   wheezing, laryngitis, shortness of breath, headache, nausea, and

   vomiting. Material is extremely destructive to tissue of the

   mucous membranes and upper respiratory tract, eyes, and skin. To

   the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  VAPOR PRESSURE    4.7 mm Hg @ 20 °C

  FLASH POINT  235 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong bases, Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Light sensitive. Hygroscopic.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: T-C-N

   Indication of Danger: Toxic. Corrosive. Dangerous for the

   environment.

   R: 23/24/25-35-50

   Risk Statements: Toxic by inhalation, in contact with skin and

   if swallowed. Causes severe burns. Very toxic to aquatic

   organisms.

   S: 26-36/37/39-45-61

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing, gloves, and eye/face protection.

   In case of accident or if you feel unwell, seek medical advice

   immediately (show the label where possible). Avoid release to

   the environment. Refer to special instructions/safety data

   sheets.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  .04 mg/m3

   DOE Short Term Exposure Limit  .125 mg/m3

   DOE Ceiling Limit .75 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOACETIC ACID BUTYL ESTER    CAS # 5292433

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Multiple Routes: Harmful if swallowed, inhaled, or absorbed

   through skin.

SIGNS AND SYMPTOMS OF EXPOSURE

   Material is extremely destructive to tissue of the mucous

   membranes and upper respiratory tract, eyes, and skin.

   Inhalation may result in spasm, inflammation and edema of the

   larynxand bronchi, chemical pneumonitis, and pulmonary edema.

   Symptoms of exposure may include burning sensation, coughing,

   wheezing, laryngitis, shortness of breath, headache, nausea, and

   vomiting. To the best of our knowledge, the chemical, physical,

   and toxicological properties have not been thoroughly

   investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  120.2 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

   User Exposure: Do not breathe vapor. Do not get in eyes, on skin, on

clothing. Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.

Keep away from heat and open flame.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 10 36/37/38

   Risk Statements: Flammable. Irritating to eyes, respiratory

   system and skin.

   S: 7/9 26 45

   Safety Statements: Keep container tightly closed and in

   well-ventilated place. In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. In

   case of accident or if you feel unwell, seek medical advice

   immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOACETONAPHTHONE (2,2'-)    CAS # 613547

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Multiple Routes: Harmful if swallowed, inhaled, or absorbed

   through skin.

SIGNS AND SYMPTOMS OF EXPOSURE

   Material is extremely destructive to tissue of the mucous

   membranes and upper respiratory tract, eyes, and skin.

   Inhalation may result in spasm, inflammation and edema of the

   larynxand bronchi, chemical pneumonitis, and pulmonary edema.

   Symptoms of exposure may include burning sensation, coughing,

   wheezing, laryngitis, shortness of breath, headache, nausea, and

   vomiting. To the best of our knowledge, the chemical, physical,

   and toxicological properties have not been thoroughly

   investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Do not get in eyes, on skin, on   clothing.

STORAGE: Keep tightly closed. Store in a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: C

   Indication of Danger: Corrosive.

   R: 34 36/37

   Risk Statements: Causes burns. Irritating to eyes and

   respiratory system.

   S: 26 27 36/37/39 45

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Take

   off immediately all contaminated clothing. Wear suitable

   protective clothing, gloves, and eye/face protection. In case of

   accident or if you feel unwell, seek medical advice immediately

   (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOACETONITRILE    CAS # 590170

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   E   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   1   0      

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: Toxic if absorbed through skin.

    Eye Contact: Causes eye irritation. Lachrymator.

    Inhalation: Toxic if inhaled. Material is irritating to mucous

    membranes and upper respiratory tract.

    Ingestion: Toxic if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  230 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong acids, Strong bases, Strong oxidizing  agents,

Strong reducing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid prolonged or repeated    exposure. Do

not get in eyes, on skin, on clothing. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: T

    Indication of Danger: Toxic.

    R: 23/24/25 36/37/38

    Risk Statements: Toxic by inhalation, in contact with skin and

    if swallowed. Irritating to eyes, respiratory system and skin.

    S: 26 36 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing. In case of accident or if you feel

    unwell, seek medical advice immediately (show the label where

    possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOACETOPHENONE (2'-)    CAS # 2142690

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Vapor or mist is irritating to the eyes, mucous

   membranes, and upper respiratory tract.

SIGNS AND SYMPTOMS OF EXPOSURE

   Symptoms of exposure may include burning sensation, coughing,

   wheezing, laryngitis, shortness of breath, headache, nausea, and

   vomiting. To the best of our knowledge, the chemical, physical,

   and toxicological properties have not been thoroughly

   investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  230 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Avoid contact and inhalation. Do not get in eyes, on skin, on

clothing. STORAGE: Keep tightly closed. Store in a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOACETOPHENONE (2-)    CAS # 70111

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes burns. Lachrymator.

    Inhalation: May be harmful if inhaled. Material is extremely

    destructive to the tissue of the mucous membranes and upper

    respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. Material is extremely destructive to tissue of the

    mucous membranes and upper respiratory tract, eyes, and skin. To

    the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  FLASH POINT  235 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong bases, Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas Carbon  monoxide

Store at -20°C

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store at

-20░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34

    Risk Statements: Causes burns.

    S: 26-36/37/39-45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOACETOPHENONE (4'-)    CAS # 99901

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   E   .   .   .   .   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  3   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

SENSITIZATION

   Respiratory: May cause allergic respiratory reaction.

 skin: May cause allergic skin reaction.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  FLASH POINT  235 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 36/37/38 42/43

   Risk Statements: Irritating to eyes, respiratory system and

 skin. May cause sensitization by inhalation and skin contact.

   S: 22 26 36/37

   Safety Statements: Do not breathe dust. In case of contact with

   eyes, rinse immediately with plenty of water and seek medical

   advice. Wear suitable protective clothing and gloves.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOACETYL BROMIDE    CAS # 598210

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes burns.

    Inhalation: Material is extremely destructive to the tissue of

    the mucous membranes and upper respiratory tract. May be harmful

    if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE    3.0 mm Hg @ 20 °C

  FLASH POINT  221 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Alcohols, Strong  bases.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Readily hydrolyzed.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34

    Risk Statements: Causes burns.

    S: 26 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOADAMANTANE (1-)    CAS # 768901

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. May cause irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Avoid breathing dust. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Store in a cool dry place\. SPECIAL

REQUIREMENTS  Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOADENINE (8-)    CAS # 6974783

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50        

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

Store at -20°C

REACTIVE PROPERTIES

STORAGE   Store at -20°C

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOADENOSINE CYCLIC MONOPHOSPHATE    CAS # 23583484

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

   Eye Contact: May cause eye irritation.

   Inhalation: Material may be irritating to mucous membranes and

   upper respiratory tract.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen bromide gas Phosphorous

oxides

REACTIVE PROPERTIES

   User Exposure: Avoid inhalation. Avoid contact with eyes, skin, and

clothing. Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.

Store in a cool dry place\. SPECIAL REQUIREMENTS  Hygroscopic.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOANILINE (4-)    CAS # 106401

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   E   F   G   .   .   J   K   L

  NFPA HAZARD CODES (H,F,R,O)  3   0   1      

  ACUTE TOXICTY RISK INDEX 3 - LD50   456.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: Harmful if absorbed through skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: Harmful if swallowed.

SENSITIZATION

    Sensitization: Prolonged or repeated exposure may cause allergic

    reactions in certain sensitive individuals.

TARGET ORGAN(S) OR SYSTEM(S)

    Damage to the liver. Damage to the kidneys.

SIGNS AND SYMPTOMS OF EXPOSURE

    Absorption into the body leads to the formation of methemoglobin

    which in sufficient concentration causes cyanosis. Onset may be

    delayed 2 to 4 hours or longer. Exposure can cause: Damage to

    the liver. Damage to the kidneys. To the best of our knowledge,

    the chemical, physical, and toxicological properties have not

    been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     a - Organic Base/Flammable/Toxic

WASTE CHARACTERISTIC HAZARD:   TOXIC   CORROSIVE

INCOMPATIBILITIES:Acids, Acid chlorides, Acid anhydrides,  Chloroformates,

Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 21/22 36/37/38 43

    Risk Statements: Harmful in contact with skin and if swallowed.

    Irritating to eyes, respiratory system and skin. May cause

    sensitization by skin contact.

    S: 26 37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable gloves and eye/face protection. In case of accident or

    if you feel unwell, seek medical advice immediately (show the

    label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOBENZALDEHYDE (2-)    CAS # 6630337

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  ACUTE TOXICTY RISK INDEX 2.4 - LD50  2120.7 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  203 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong bases, Strong oxidizing agents, Strong  reducing

agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep container closed. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOBENZALDEHYDE (4-)    CAS # 1122914

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  3   1   0      

  ACUTE TOXICTY RISK INDEX 2.1 - LD50  3967.7 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: May be harmful if inhaled. Material is irritating to

   mucous membranes and upper respiratory tract.

   Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  FLASH POINT  228 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong reducing agents, Strong oxidizing agents, Strong

bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Avoid breathing dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 22-36/37/38-43

   Risk Statements: Harmful if swallowed. Irritating to eyes,

   respiratory system and skin. May cause sensitization by skin

   contact.

   S: 26-36/37

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing and gloves.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOBENZENE    CAS # 108861

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   F   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   2   0      

  ACUTE TOXICTY RISK INDEX 2.3 - LD50  2383.0 mg/Kg

  INHALATION RISK INDEX   1.9 - LC50  14400.0

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: Material may be irritating to mucous membranes and

   upper respiratory tract. May be harmful if inhaled   Ingestion: May be

harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Liver. Kidneys.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE    3.2 mm Hg @ 20 °C

  FLASH POINT  123.8 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC   CORROSIVE

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Avoid breathing vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: Xi N

   Indication of Danger: Irritant. Dangerous for the environment.

   R: 10 38 51/53

   Risk Statements: Flammable. Irritating to skin. Toxic to aquatic

   organisms, may cause long-term adverse effects in the aquatic

   environment.

   S: 61

   Safety Statements: Avoid release to the environment. Refer to

   special instructions/safety data sheets.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  .75 ppm

   DOE Short Term Exposure Limit  2.5 ppm

   DOE Ceiling Limit 15 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOBENZENE SULPHONAMIDE (2-)    CAS # 92748099

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 2 - LD50  5200.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Sulfur oxides Hydrogen bromide

gas

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOBENZENESULFONYL CHLORIDE (4-)    CAS # 98588

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes burns.

    Inhalation: Material is extremely destructive to the tissue of

    the mucous membranes and upper respiratory tract. May be harmful

    if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. Material is extremely destructive to tissue of the

    mucous membranes and upper respiratory tract, eyes, and skin. To

    the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas Hydrogen bromide gas

Sulfur oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Moisture sensitive. Store under inert gas.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34

    Risk Statements: Causes burns.

    S: 26 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOBENZODIOXANE (6:14-)    CAS # 52287511

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  230 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOBENZOIC ACID (2-)    CAS # 88653

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  ACUTE TOXICTY RISK INDEX 3 - LD50   500.0 mg/Kg

  INHALATION HAZARD

  INHALATION RISK INDEX   2.1 - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  VAPOR PRESSURE***** mm Hg @ 20 °C

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOBENZOIC ACID (3-)    CAS # 585762

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     d - Organic Acid/Flammable/Toxic

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

Store at -20°C

Keep tightly closed. Store in a cool dry place.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Store in a cool dry place\. Store at -20░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOBENZOIC ACID (4-)    CAS # 586765

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 2.2 - LD50  3416.1 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Absorption: May be harmful if absorbed through the skin.

   Inhalation: May be harmful if inhaled. Material is irritating to

   mucous membranes and upper respiratory tract.

   Ingestion: Harmful if swallowed.

   Multiple Routes: Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     d - Organic Acid/Flammable/Toxic

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

   User Exposure: Do not breathe dust. Avoid contact with eyes, skin, and

clothing. STORAGE: Keep tightly closed. Store in a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 22 36/37/38

   Risk Statements: Harmful if swallowed. Irritating to eyes,

   respiratory system and skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOBENZONITRILE (4-)    CAS # 623007

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 2.8 - LD50   764.5 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

   Multiple Routes: Harmful if swallowed, inhaled, or absorbed

   through skin. Vapor or mist is irritating to the eyes, mucous

   membranes, and upper respiratory tract.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong bases, Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 22

   Risk Statements: Harmful if swallowed.

   S: 22-24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOBENZOYL CHLORIDE (2-)    CAS # 7154667   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   1   W   

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  235 °F

  Reacts violently with water

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     b - Pyrophoric/Water Reactive

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   REACTIVE

INCOMPATIBILITIES:Water, Alcohols, Oxidizing agents, Strong  bases.

FIRE EXTINGUISHER:  Carbon dioxide. Dry chemical powder.  Do not use water.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas Phosgene gas Hydrogen

bromide gas

Store at 2-8°C

Keep tightly closed.

Moisture sensitive.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store at

2-8░C SPECIAL REQUIREMENTS  Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34 37

    Risk Statements: Causes burns. Irritating to respiratory system.

    S: 26 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOBENZOYL CHLORIDE (3-)    CAS # 1711097

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  225 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place\. SPECIAL REQUIREMENTS  Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34 37

    Risk Statements: Causes burns. Irritating to respiratory system.

    S: 26 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOBENZOYL CHLORIDE (4-)    CAS # 586754   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   1   W   

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin. Causes burns.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  FLASH POINT  235 °F

  Reacts violently with water

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     b - Pyrophoric/Water Reactive

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   REACTIVE

INCOMPATIBILITIES:Water, Alcohols, Oxidizing agents, Strong  bases.

FIRE EXTINGUISHER:  Carbon dioxide. Dry chemical powder.  Do not use water.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas Phosgene gas Hydrogen

bromide gas

Store at 2-8°C

Keep tightly closed.

Moisture sensitive.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Do not get in eyes, on skin, on    clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store at

2-8░C SPECIAL REQUIREMENTS  Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34 37

    Risk Statements: Causes burns. Irritating to respiratory system.

    S: 26 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOBENZYL BROMIDE (2-)    CAS # 3433805   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin. Depending

    on the intensity and duration of exposure, effects may vary from

    exposure may include burning sensation, coughing, wheezing,

    laryngitis, shortness of breath, headache, nausea, and vomiting.

    Inhalation may result in spasm, inflammation and edema of the

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Bases, Alcohols, Amines, Oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate  Do

not use water.

Store at 2-8°C

Keep tightly closed. Store in a cool dry place.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on STORAGE: Keep tightly

closed. Store in a cool dry place. Store at 2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: C

   Indication of Danger: Corrosive.

   R: 34 37

   Risk Statements: Causes burns. Irritating to respiratory system.

   S: 26 36/37/39 45

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing, gloves, and eye/face protection.

   In case of accident or if you feel unwell, seek medical advice

   immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOBENZYL BROMIDE (3-)    CAS # 823789   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   1   W   

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Multiple Routes: Harmful if inhaled or swallowed. Causes burns.

SIGNS AND SYMPTOMS OF EXPOSURE

   Material is extremely destructive to tissue of the mucous

   membranes and upper respiratory tract, eyes, and skin. Depending

   on the intensity and duration of exposure, effects may vary from

   mild irritation to severe destruction of tissue. Symptoms of

   exposure may include burning sensation, coughing, wheezing,

   laryngitis, shortness of breath, headache, nausea, and vomiting.

   Inhalation may result in spasm, inflammation and edema of the

   larynxand bronchi, chemical pneumonitis, and pulmonary edema. To

   the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

-

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  FLASH POINT  235 °F

  Reacts violently with water

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     b - Pyrophoric/Water Reactive

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   REACTIVE

INCOMPATIBILITIES:Bases, Alcohols, Amines, Oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

Do not use water.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas-

Store at 2-8°C

Keep tightly closed. Store in a cool dry place.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

STORAGE: Keep tightly closed. Store in a cool dry place\. Store at 2-8°C-

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: C

   Indication of Danger: Corrosive.

   R: 34 37

   Risk Statements: Causes burns. Irritating to respiratory system.

   S: 26 36/37/39 45

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing, gloves, and eye/face protection.

   In case of accident or if you feel unwell, seek medical advice

   immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOBENZYL BROMIDE (4-)    CAS # 589151   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   E   .   G   .   .   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  3   0   1   W   

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes burns. Lachrymator.

    Inhalation: May be harmful if inhaled. Material is extremely

    destructive to the tissue of the mucous membranes and upper

    respiratory tract.

    Ingestion: May be harmful if swallowed.

SENSITIZATION

    Respiratory: May cause allergic respiratory reaction.

 skin: May cause allergic skin reaction.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Reacts violently with water

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     b - Pyrophoric/Water Reactive

WASTE CHARACTERISTIC HAZARD:   REACTIVE   TOXIC

INCOMPATIBILITIES:Bases, Alcohols, Amines, Oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam. 

Do not use water.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Light sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34 42/43

    Risk Statements: Causes burns. May cause sensitization by

    inhalation and skin contact.

    S: 22 26 36/37/39 45

    Safety Statements: Do not breathe dust. In case of contact with

    eyes, rinse immediately with plenty of water and seek medical

    advice. Wear suitable protective clothing, gloves, and eye/face

    protection. In case of accident or if you feel unwell, seek

    medical advice immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOBENZYLAMINE (4-)    CAS # 3959077

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes burns.

    Inhalation: Material is extremely destructive to the tissue of

    the mucous membranes and upper respiratory tract. May be harmful

    if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. Material is extremely destructive to tissue of the

    mucous membranes and upper respiratory tract, eyes, and skin. To

    the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  230 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong acids.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Air sensitive. Handle and store under inert gas.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34

    Risk Statements: Causes burns.

    S: 26 28 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. After

    contact with skin, wash immediately with plenty of water. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOBENZYLAMINE HYDROCHLORIDE (3-)    CAS # 39959541

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen chloride gas Hydrogen

bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 37/39

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable gloves and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOBUTANE (1-)    CAS # 109659

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   F   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   1   0      

  ACUTE TOXICTY RISK INDEX 2.2 - LD50  2761.0 mg/Kg

  INHALATION HAZARD  INHALATION RISK INDEX   2.6 - LC50  25800.0

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: May be harmful if inhaled. Material is irritating to

   mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   Symptoms of exposure may include burning sensation, coughing,

   wheezing, laryngitis, shortness of breath, headache, nausea, and

   vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  VAPOR PRESSURE   32.0 mm Hg @ 20 °C

  FLASH POINT  50 °F

  Forms ignitable mixtures in air at room temperature - Danger of remote

ignition and flashback

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC   CORROSIVE

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases, Magnesium,

Potassium, Sodium.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Avoid breathing vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep container closed. Keep

away from heat, sparks, and open flame.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: F Xi N

   Indication of Danger: Highly Flammable. Irritant. Dangerous for

   the environment.

   R: 11 36/37/38 51/53

   Risk Statements: Highly flammable. Irritating to eyes,

   respiratory system and skin. Toxic to aquatic organisms, may

   cause long-term adverse effects in the aquatic environment.

   S: 16 26 60

   Safety Statements: Keep away from sources of ignition - no   smoking. In

case of contact with eyes, rinse immediately with

   plenty of water and seek medical advice. This material and its

   container must be disposed of as hazardous waste.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  15 ppm

   DOE Short Term Exposure Limit  50 ppm

   DOE Ceiling Limit 350 ppm

  Immediately Dangerous to Life and Health   1500 ppmBROMOBUTANE (1-)    CAS 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOBUTANE (2-)    CAS # 78762

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   3   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

   Multiple Routes: Harmful if swallowed, inhaled, or absorbed

   through skin. Vapor or mist is irritating to the eyes, mucous

   membranes, and upper respiratory tract.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

   Symptoms of exposure may include burning sensation, coughing,

   wheezing, laryngitis, shortness of breath, headache, nausea, and

   vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  FLASH POINT  69.8 °F

  Forms ignitable mixtures in air at room temperature - Danger of remote

ignition and flashback

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases, Magnesium, Sodium,

Potassium.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

Water may be effective for cooling, but may not   effect extinguishment.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat, sparks, and open flame. Store in a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: F

   Indication of Danger: Highly Flammable.

   R: 11

   Risk Statements: Highly flammable.

   S: 16 23 24/25

   Safety Statements: Keep away from sources of ignition - no

   smoking. Do not breathe vapor. Avoid contact with skin and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOBUTANONE (1:2-)    CAS # 816400

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin. Vapor or mist is irritating to the eyes, mucous

    membranes, and upper respiratory tract.

SIGNS AND SYMPTOMS OF EXPOSURE

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE    2.6 mm Hg @ 20 °C

  FLASH POINT  155 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

Store at -20°C

Keep tightly closed. Keep away from heat and open flame.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store at -20░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 20/21/22 36/37/38

    Risk Statements: Harmful by inhalation, in contact with skin and

    if swallowed. Irritating to eyes, respiratory system and skin.

    S: 26 27 36/37/39

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Take

    off immediately all contaminated clothing. Wear suitable

    protective clothing, gloves, and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOBUTYL-PHTHALIMIDE (N,4-)    CAS # 5394183

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes irritation.

CONDITIONS AGGRAVATED BY EXPOSURE

    The toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen bromide gas

REACTIVE PROPERTIES

STORAGE      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOBUTYRYL CHLORIDE (4-)    CAS # 927582   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   1   W   

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  195.8 °F

  Reacts violently with water

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     b - Pyrophoric/Water Reactive

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   REACTIVE

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas Hydrogen bromide gas

Store at 2-8°C

Keep tightly closed. Keep away from heat and open flame. Store in a cool dry

place.

Moisture sensitive.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store in a cool dry place. Store at 2-8░C SPECIAL

REQUIREMENTS  Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 14 34 37

    Risk Statements: Reacts violently with water. Causes burns.

    Irritating to respiratory system.

    S: 26 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOCAMPHOR (ENDO,3-)    CAS # 76299

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 2 - LD50  4450.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Avoid contact and inhalation. Do not get in eyes, on skin, on

clothing. STORAGE: Keep tightly closed. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOCAMPHOR SULFONIC ACID AMMONIUM (8-)    CAS # 14575849

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Sulfur oxides Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Avoid contact and inhalation. Do not get in eyes, on skin, on

clothing. STORAGE: Keep tightly closed. Store in a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 37/39

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable gloves and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOCAPROIC ACID (2-)    CAS # 616057

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     d - Organic Acid/Flammable/Toxic

WASTE CHARACTERISTIC HAZARD:

FIRE EXTINGUISHER: CARBON DIOXIDE, DRY CHEMICAL POWDER OR appropriate foam.   

WATER SPRAY.

TOXIC EMISSIONS WHEN BURNED: N MONOXIDEHYDROGEN BROMIDE G

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOCHLORO INDOLYL GLUCOPYRANOSIDE (5:4:3:BETA-D-    CAS # 15548604

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: Material may be irritating to mucous membranes and

   upper respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas Hydrogen chloride gas

Nitrogen oxides

Store at -20°C

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. Store at

-20°C

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOCHLOROACETOPHENONE    CAS # 536389

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 1.9 - LD50  6451.6 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases, Strong  reducing

agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure.STORAGE: Keep tightly closed. Store in a

cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37

    Risk Statements: Irritating to eyes and respiratory system.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOCHLOROBENZENE (1,4-)    CAS # 106398

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   1      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  10 mg/m3

   DOE Short Term Exposure Limit  30 mg/m3

   DOE Ceiling Limit 50 mg/m3

  Immediately Dangerous to Life and Health   250 mg/m3BROMOCHLOROBENZENE 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOCHLOROBUTANE (1:4-)    CAS # 6940789

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Vapor or mist is irritating to the eyes, mucous

    membranes, and upper respiratory tract.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  140 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep container closed. Keep away from heat and open flame. Store in

a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 23 24/25

   Safety Statements: Do not breathe vapor. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOCHLOROETHANE (1,2-)    CAS # 107040

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   E   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   1      

  ACUTE TOXICTY RISK INDEX 3.9 - LD50    64.0 mg/Kg

  INHALATION HAZARD

  INHALATION RISK INDEX   3.1 - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: Readily absorbed through skin. Harmful if

    absorbed through skin.

    Eye Contact: May cause eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. Harmful if inhaled.

    Ingestion: Toxic if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

    Eyes. Kidneys. Liver.

SIGNS AND SYMPTOMS OF EXPOSURE

    Prolonged exposure can cause: Nausea, dizziness, and headache.

    Narcotic effect.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  VAPOR PRESSURE    3.0 mm Hg @ 20 °C

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Magnesium, Strong oxidizing agents, Strong  bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas Hydrogen  chloride gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: T

    Indication of Danger: Toxic.

    R: 45-20/21-25-37/38

    Risk Statements: May cause cancer. Also harmful by inhalation

    and in contact with skin. Also toxic if swallowed. Irritating to

    respiratory system and skin.

    S: 53-36/37-45

    Safety Statements: Restricted to professional users. Attention -

    Avoid exposure - obtain special instructions before use. Wear

    suitable protective clothing and gloves. In case of accident or

    if you feel unwell, seek medical advice immediately (show the

    label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOCHLOROINDOLYL GALACTOPYRANOSIDE    CAS # 7240906

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen chloride gas Hydrogen

bromide gas

Store at 2-8°C

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store at

2-8░C

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOCHLOROINDOLYL PHOSPHATE (5,4,3-)    CAS # 6578069

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

CONDITIONS AGGRAVATED BY EXPOSURE

    May cause nervous system disturbances.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen chloride gas Hydrogen

bromide gas Phosphorous oxides

Store at 2-8°C

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store at

2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOCHLOROMETHANE    CAS # 74975

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   .   G   .   I   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  ACUTE TOXICTY RISK INDEX 3 - LD50  5000.0 mg/Kg

  NEUROTOXIC - RISK INDEX   2.0

  INHALATION HAZARD  INHALATION RISK INDEX   2.9 - LC50   3729.3

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes severe eye irritation.

    Inhalation: May be harmful if inhaled. Material is irritating to

    mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Prolonged exposure can cause: Nausea, dizziness, and headache.

    Narcotic effect. Coughing, chest pains, difficulty in breathing.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  VAPOR PRESSURE  117.0 mm Hg @ 20 °C

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Aluminum, Calcium, Magnesium, Zinc, Strong  bases, Strong

oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas Hydrogen bromide gas

Bromine

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Light sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 37/38 41

    Risk Statements: Irritating to respiratory system and skin. Risk

    of serious damage to eyes.

    S: 26 36/39

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing and eye/face protection.

OSHA REGULATORY LIMITS

  OSHA Permissible Exposure Limit 200 ppm

ACGIH RECOMMENDED LIMITS

  ACGIH Threshold Limit Value 200 ppm

  Immediately Dangerous to Life and Health  2000 ppm

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  200 ppm

   DOE Short Term Exposure Limit  600 ppm

   DOE Ceiling Limit 1000 ppm

  Immediately Dangerous to Life and Health   2000 ppmBROMOCHLOROMETHANE    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOCHLOROPHENOL BLUE SODIUM    CAS # 2553711

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

   Eye Contact: May cause eye irritation.

   Inhalation: Material may be irritating to mucous membranes and

   upper respiratory tract.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Sulfur oxides Hydrogen bromide gas Hydrogen

chloride gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Store in a cool dry place.    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOCHLOROPROPANE (1,3-)    CAS # 109706

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  1   2   0      

  ACUTE TOXICTY RISK INDEX 3 - LD50   930.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50   5668.0

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   Prolonged exposure can cause: Nausea, dizziness, and headache.

   Narcotic effect. To the best of our knowledge, the chemical,

   physical, and toxicological properties have not been thoroughly  

investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  113 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Strong bases, Strong oxidizing agents, Magnesium.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat, sparks, and open flame.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 10 22

   Risk Statements: Flammable. Harmful if swallowed.

   S: 16

   Safety Statements: Keep away from sources of ignition - no

   smoking.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOCHLOROTRIFLUOROETHANE    CAS # 151677

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   B   .   D   .   .   G   .   I   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  HUMAN TERATOGEN - DESIGNATED AREA MAY BE REQUIRED

  REPRODUCTIVE RISK INDEX   4.1

  ACUTE TOXICTY RISK INDEX 1.9 - LD50  6700.0 mg/Kg

  NEUROTOXIC - RISK INDEX   2.0

  INHALATION HAZARD  INHALATION RISK INDEX   3.0 - LC50 ********

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes severe eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Kidneys. Liver. Central nervous system. Cardiovascular system.

SIGNS AND SYMPTOMS OF EXPOSURE

   Causes a fall in blood pressure. Exposure can cause: Narcotic

   effect. Dizziness. Drowsiness. Confusion. Unconsciousness.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  VAPOR PRESSURE  232.7 mm Hg @ 20 °C

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Rubber, Plastics, Chemically

active metals.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas Hydrogen bromide gas

Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Light sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: T

   Indication of Danger: Toxic.

   R: 61 41 37/38

   Risk Statements: May cause harm to the unborn child. Risk of

   serious damage to eyes. Irritating to respiratory system and

 skin.

   S: 53 23 26 36/37 45

   Safety Statements: Avoid exposure - obtain special instructions

   before use. Do not breathe vapor. In case of contact with eyes,

   rinse immediately with plenty of water and seek medical advice.

   Wear suitable protective clothing and gloves. In case of

   accident or if you feel unwell, seek medical advice immediately

   (show the label where possible).

ACGIH RECOMMENDED LIMITS

  ACGIH Threshold Limit Value 50 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOCINNAMALDEHYDE (ALPHA-)    CAS # 5443492

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 2.5 - LD50  1450.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Multiple Routes: Harmful if swallowed, inhaled, or absorbed

   through skin. Vapor or mist is irritating to the eyes, mucous

   membranes, and upper respiratory tract.

SIGNS AND SYMPTOMS OF EXPOSURE

   Symptoms of exposure may include burning sensation, coughing,

   wheezing, laryngitis, shortness of breath, headache, nausea, and

   vomiting. To the best of our knowledge, the chemical, physical,

   and toxicological properties have not been thoroughly

   investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

Store at 2-8°C

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. Store at

2-8°C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 20/21/22 36/37/38

   Risk Statements: Harmful by inhalation, in contact with skin and

   if swallowed. Irritating to eyes, respiratory system and skin.

   S: 26 27 37/39

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Take

   off immediately all contaminated clothing. Wear suitable gloves

   and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOCYCLOHEXENE (3-)    CAS # 1521513

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Vapor or mist is irritating to the eyes, mucous

    membranes, and upper respiratory tract.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  129.2 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

Store at 2-8°C

Keep tightly closed. Keep away from heat and open flame. Store in a cool dry

place.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

STORAGE: Keep tightly closed. Keep away from heat and open flame. Store in a

cool dry place. Store at 2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 10 36/37/38

    Risk Statements: Flammable. Irritating to eyes, respiratory

    system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOCYCLOPENTANE    CAS # 137439

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

   Eye Contact: May cause eye irritation.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  107.6 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

Carbon Dioxide, dry chemical powder, or appropriate   foam. Water can be

applied as a spray or fog and if properly applied is capable of extinguishing

the fire by

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

STORAGE: Keep tightly closed. Keep away from heat, sparks, and open flame.

Store in a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   R: 10

   Risk Statements: Flammable.

   S: 23-24/25

   Safety Statements: Do not breathe vapor. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMODECANE (1-)    CAS # 112298

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   1   0      

  ACUTE TOXICTY RISK INDEX 2.1 - LD50  4070.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  201.2 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep container closed. Store

in a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 23 24/25

   Safety Statements: Do not breathe vapor. Avoid contact with skin

   and eyes.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  1.5 ppm

   DOE Short Term Exposure Limit  5 ppm

   DOE Ceiling Limit 35 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMODEOXYURIDINE (5,2'-)    CAS # 59143

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  1   0   0      

  ACUTE TOXICTY RISK INDEX 1.8 - LD50  8400.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Immune system.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     a - Organic Base/Flammable/Toxic

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen bromide gas

Store at -20°C

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. Store at

-20░C

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMODIETHYLAMINE HYDROBROMIDE (2:N,N-)    CAS # 1069723

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   F   G   .   .   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  2   0   1      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: Harmful if absorbed through skin.

    Eye Contact: Causes severe eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: Toxic if swallowed.

SENSITIZATION

    Sensitization: Possible sensitizer.

 skin: The preceding data, or interpretation of data, was

    determined using Quantitative Structure Activity Relationship

    (QSAR) modeling. Prolonged or repeated exposure may cause

    allergic reactions in certain sensitive individuals.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC   CORROSIVE

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: T

    Indication of Danger: Toxic.

    R: 25-37/38-41

    Risk Statements: Toxic if swallowed. Irritating to respiratory

    system and skin. Risk of serious damage to eyes.

    S: 26-39-45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    eye/face protection. In case of accident or if you feel unwell,

    seek medical advice immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMODIFLUOROMETHYL TRIPHE    CAS # 58201664

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas Hydrogen fluoride

Phosphorous oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMODIISOPROPYLBENZYLAMINE (4:N,N-)    CAS # 98816616

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Vapor or mist is irritating to the eyes, mucous

    membranes, and upper respiratory tract.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  235 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 37/39

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable gloves and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMODIMETHOXYBENZENE (1,2,5-)    CAS # 25245345

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

    Intravenous

    Rat

    1,800 mg/kg

    LD50

    Intraperitoneal

    Rat

    1,200 mg/kg

    Oral

    Rat

    > 5000 mg/kg

    Intraperitoneal

    Rat

    >5 GM/KG

    Subcutaneous

    Rat

    >5 GM/KG

    LD50

    Intravenous

    Rat

    1800 MG/KG

    LD50

    Oral

    Mouse

    > 10000 mg/kg

    LD50

    Intraperitoneal

    Mouse

    >5 GM/KG

    LD50

    Subcutaneous

    Mouse

    >5 GM/KG

    LD50

    Mouse

    >3800 MG/KG

    LD50

    Result: May cause congenital malformation in the fetus.

    Species: Rat

    Dose: 1600 MG/KG

    Route of Application: Intraperitoneal

    Exposure Time: (8-9D PREG)

    Result: Specific Developmental Abnormalities: Central nervous

    Developmental Abnormalities: Craniofacial (including nose and

    tongue).

    Species: Rat

    Route of Application: Intravenous

    Exposure Time: (11D PREG)

    Result: Effects on Embryo or Fetus: Extra embryonic structures

    (e.g., placenta, umbilical cord).

    Species: Mouse

    Dose: 600 MG/KG

    Route of Application: Intraperitoneal

    Exposure Time: (6-8D PREG)

    Result: Specific Developmental Abnormalities: Eye, ear. Specific

    Species: Mouse

    Dose: 1200 MG/KG

    Route of Application: Intraperitoneal

    Result: Specific Developmental Abnormalities: Musculoskeletal

    system.

    Species: Rabbit

    Route of Application: Intraperitoneal

    Exposure Time: (7-9D PREG)

    Result: Specific Developmental Abnormalities: Body wall.

    Specific Developmental Abnormalities: Musculoskeletal system.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  235 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Materials to Avoid: S

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam\. Protective Equipment: Wear self-contained breathing

apparatus and protective clothing to prevent contact with skin and eyes.   

Specific Hazard(s): Emits t

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gasROUTE OF EXPOSURE

REACTIVE PROPERTIES

    User Exposure: Do not breathe vapor. Avoid contact with eyes, skin, and

clothing. STORAGE: Keep tightly closed. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 37/39

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMODIMETHOXYPROPANE (1,2,2-)    CAS # 126385

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Multiple Routes: Harmful if swallowed, inhaled, or absorbed

   through skin. Vapor or mist is irritating to the eyes, mucous

   membranes, and upper respiratory tract.

SIGNS AND SYMPTOMS OF EXPOSURE

   Symptoms of exposure may include burning sensation, coughing,

   wheezing, laryngitis, shortness of breath, headache, nausea, and

   vomiting. To the best of our knowledge, the chemical, physical,

   and toxicological properties have not been thoroughly

   investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  105 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store in a cool dry place.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 10 36/37/38

   Risk Statements: Flammable. Irritating to eyes, respiratory

   system and skin.

   S: 16 26 27 36/37/39

   Safety Statements: Keep away from sources of ignition - no

   smoking. In case of contact with eyes, rinse immediately with

   plenty of water and seek medical advice. Take off immediately

   all contaminated clothing. Wear suitable protective clothing,

   gloves, and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMODIMETHYLPROPANE (1:2,2-)    CAS # 630171

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   3   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Vapor or mist is irritating to the eyes, mucous

    membranes, and upper respiratory tract.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  FLASH POINT  48.2 °F

  Forms ignitable mixtures in air at room temperature - Danger of remote

ignition and flashback

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam. 

Water may be effective for cooling, but may not    effect extinguishment.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat, sparks, and open flame. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: F Xi

    Indication of Danger: Highly Flammable. Irritant.

    R: 11 36/37/38

    Risk Statements: Highly flammable. Irritating to eyes,

    respiratory system and skin.

    S: 16 26 36

    Safety Statements: Keep away from sources of ignition - no

    smoking. In case of contact with eyes, rinse immediately with

    plenty of water and seek medical advice. Wear suitable

    protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMODIMETHYLPROPIONIC ACID (3:2,2-)    CAS # 2843176

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes burns.

    Inhalation: Material is extremely destructive to the tissue of

    the mucous membranes and upper respiratory tract. May be harmful

    if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. Material is extremely destructive to tissue of the

    mucous membranes and upper respiratory tract, eyes, and skin. To

    the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34

    Risk Statements: Causes burns.

    S: 26 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMODINITROANILINE (2:4,6-)    CAS # 1817738

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 2.1 - LD50  4100.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Absorption into the body leads to the formation of methemoglobin

    which in sufficient concentration causes cyanosis. Onset may be

    delayed 2 to 4 hours or longer. Exposure can cause: Nausea,

    dizziness, and headache. To the best of our knowledge, the

    chemical, physical, and toxicological properties have not been

    thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMODINITROBENZENE (1:2,4-)    CAS # 584485

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   E   .   .   .   .   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SENSITIZATION

 skin: May cause allergic skin reaction.

SIGNS AND SYMPTOMS OF EXPOSURE

    Absorption into the body leads to the formation of methemoglobin

    which in sufficient concentration causes cyanosis. Onset may be

    delayed 2 to 4 hours or longer. To the best of our knowledge,

    the chemical, physical, and toxicological properties have not

    been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38 43

    Risk Statements: Irritating to eyes, respiratory system and

 skin. May cause sensitization by skin contact.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMODIPHENYLMETHANE    CAS # 776749   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   1   W   

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if inhaled or swallowed. Causes burns.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin. Depending

    on the intensity and duration of exposure, effects may vary from

    mild irritation to severe destruction of tissue. Symptoms of

    exposure may include burning sensation, coughing, wheezing,

    laryngitis, shortness of breath, headache, nausea, and vomiting.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  FLASH POINT  233.6 °F

  Reacts violently with water

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     b - Pyrophoric/Water Reactive

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   REACTIVE

INCOMPATIBILITIES:Alcohols, Bases, Amines, Oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam. 

Do not use water.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

STORAGE: Keep tightly closed. Store in a cool dry place\. SPECIAL

REQUIREMENTS  Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34 37

    Risk Statements: Causes burns. Irritating to respiratory system.

    S: 26 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMODODECANE (1-)    CAS # 143157

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   F   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  235 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   CORROSIVE

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

   User Exposure: Do not breathe vapor. Avoid contact with eyes, skin, and

clothing. Avoid prolonged or repeated exposure. STORAGE: Keep container

closed. Store in a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  7.5 mg/m3

   DOE Short Term Exposure Limit  25 mg/m3

   DOE Ceiling Limit 150 mg/m3

  Immediately Dangerous to Life and Health   500 mg/m3BROMODODECANE (1-)    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOEICOSANE (1-)    CAS # 4276497

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

   Eye Contact: May cause eye irritation.

   Inhalation: Material may be irritating to mucous membranes and

   upper respiratory tract.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  VAPOR PRESSURE***** mm Hg @ 20 °C

  FLASH POINT  235 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Store in a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOETHANE SULFONIC ACID SODIUM    CAS # 4263529

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Sulfur oxides Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOETHANOL (2-)    CAS # 540512

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   E   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   1   0      

  ACUTE TOXICTY RISK INDEX 1.1 - LD50 43000.0 mg/Kg

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: Toxic if absorbed through skin.

   Eye Contact: Causes burns.

   Inhalation: Material is extremely destructive to the tissue of

   the mucous membranes and upper respiratory tract. Toxic if

   inhaled.

   Ingestion: Toxic if swallowed 

TARGET ORGAN(S) OR SYSTEM(S)

   Liver. Kidneys. Spleen.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

   Material is extremely destructive to tissue of the mucous

   membranes and upper respiratory tract, eyes, and skin.

   Inhalation may result in spasm, inflammation and edema of the

   larynxand bronchi, chemical pneumonitis, and pulmonary edema.

   Symptoms of exposure may include burning sensation, coughing,

   wheezing, laryngitis, shortness of breath, headache, nausea, and

   vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE    2.3 mm Hg @ 20 °C

  FLASH POINT  230 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong reducing agents, Acid chlorides, Acid anhydrides,

Strong oxidizing agents, Strong acids.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Hygroscopic.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: T

   Indication of Danger: Toxic.

   R: 23/24/25-34

   Risk Statements: Toxic by inhalation, in contact with skin and

   if swallowed. Causes burns.

   S: 26-36/37/39-45

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing, gloves, and eye/face protection.

   In case of accident or if you feel unwell, seek medical advice

   immediately (show the label where possible).

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  .075 mg/m3

   DOE Short Term Exposure Limit  .2 mg/m3

   DOE Ceiling Limit 1.5 mg/m3

  Immediately Dangerous to Life and Health   60 mg/m3BROMOETHANOL (2-)    CAS 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOETHOXYETHYLENE (CIS,1:2-)    CAS # 23521495

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin. Vapor or mist is irritating to the eyes, mucous

    membranes, and upper respiratory tract.

SIGNS AND SYMPTOMS OF EXPOSURE

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  125.6 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases, Strong  acids.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

Store at -20°C

Keep tightly closed. Keep away from heat and open flame. Store in a cool dry

place.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store in a cool dry place. Store at -20░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    R: 10

    Risk Statements: Flammable.

    S: 23 24/25

    Safety Statements: Do not breathe vapor. Avoid contact with skin

    and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOETHYL BENZENE (1-)    CAS # 585717

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes burns.

   Inhalation: Material is extremely destructive to the tissue of

   the mucous membranes and upper respiratory tract. May be harmful

   if inhaled.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   Material is extremely destructive to tissue of the mucous

   membranes and upper respiratory tract, eyes, and skin.

   Inhalation may result in spasm, inflammation and edema of the

   larynxand bronchi, chemical pneumonitis, and pulmonary edema.

   Symptoms of exposure may include burning sensation, coughing,

   wheezing, laryngitis, shortness of breath, headache, nausea, and  

vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  179 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place. Keep   away from heat and open flame.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: C

   Indication of Danger: Corrosive.

   R: 34

   Risk Statements: Causes burns.

   S: 26 36/37/39 45

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing, gloves, and eye/face protection.

   In case of accident or if you feel unwell, seek medical advice

   immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOETHYL BENZENE (2-)    CAS # 103639

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   1      

  ACUTE TOXICTY RISK INDEX 2.8 - LD50   811.0 mg/Kg

  INHALATION RISK INDEX   1.3 - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Vapor or mist is irritating to the eyes, mucous

   membranes, and upper respiratory tract.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE .162 mm Hg @ 20 °C

  FLASH POINT  204.8 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Keep away from heat and open flame. Store in a

cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOETHYL PHTHALIMIDE (N,2-)    CAS # 574981

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOETHYLAMINE HYDROBROMIDE (2-)    CAS # 2576478

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

SENSITIZATION

    Sensitization: Possible sensitizer.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Hygroscopic.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36/37

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing and gloves.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOETHYLPHENOL (4,2-)    CAS # 14140159

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 37/39

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable gloves and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOETHYLTRIMETHYL AMMONIUM BROMIDE (2-)    CAS # 2758067

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   E   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 3.4 - LD50   190.0 mg/Kg

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide. Dry chemical powder. Water spray.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place\. SPECIAL REQUIREMENTS  Hygroscopic.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: T

    Indication of Danger: Toxic.

    R: 23/24/25 34

    Risk Statements: Toxic by inhalation, in contact with skin and

    if swallowed. Causes burns.

    S: 26 27 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Take

    off immediately all contaminated clothing. Wear suitable

    protective clothing, gloves, and eye/face protection. In case of

    accident or if you feel unwell, seek medical advice immediately

    (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOFLUOROCINNAMIC ACID (3:4-)    CAS # 160434491

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

    Eye Contact: May cause eye irritation.

    Inhalation: Material may be irritating to mucous membranes and

    upper respiratory tract.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen fluoride Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOFLUOROETHANE (1:2-)    CAS # 762492

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   C   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  4   3   0      

  EXTREMELY TOXIC - DESIGNATED AREA MAY BE REQUIRED

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: May be harmful if inhaled. Material is irritating to

    mucous membranes and upper respiratory tract.

    Ingestion: May be fatal if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Prolonged exposure can cause: Nausea, dizziness, and headache.

    Narcotic effect.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  FLASH POINT  30 °F

  Store in an explosion-proof refrigerator or tightly stoppered in a

well-ventilated area

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Strong bases, Strong oxidizing agents,  Magnesium.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen fluoride Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat, sparks, and open flame.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: F T+

    Indication of Danger: Highly Flammable. Very toxic.

    R: 11 28 36/37/38

    Risk Statements: Highly flammable. Very toxic if swallowed.

    Irritating to eyes, respiratory system and skin.

    S: 16 33 26 28 36/37 45

    Safety Statements: Keep away from sources of ignition - no

    smoking. Take precautionary measures against static discharges.

    In case of contact with eyes, rinse immediately with plenty of

    water and seek medical advice. After contact with skin, wash

    immediately with plenty of soap-suds. Wear suitable protective

    clothing and gloves. In case of accident or if you feel unwell,

    seek medical advice immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOFLUORONITROBENZENE (1:4:3-)    CAS # 364738

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  230 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen fluoride Hydrogen

bromide gas

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOFLUOROPHENOL (2,5-)    CAS # 147460411

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  189 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid breathing vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOFORM    CAS # 75252   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   E   .   G   .   I   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  ACUTE TOXICTY RISK INDEX 2.7 - LD50   933.0 mg/Kg

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION HAZARD  INHALATION RISK INDEX   2.4 - LC50  12100.0

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Toxic if inhaled. Material may be irritating to

    mucous membranes and upper respiratory tract.

    Ingestion: Harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

    Liver. Nerves. Kidneys. Lungs.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  VAPOR PRESSURE    5.0 mm Hg @ 20 °C

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Alkali metals Incompatible with aluminum,  magnesium, and

their alloys.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas Carbon  monoxide

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid prolonged or repeated    exposure. Do

not get in eyes, on skin, on clothing. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

    Symbol of Danger: T N

    Indication of Danger: Toxic. Dangerous for the environment.

    R: 23 36/38 51/53

    Risk Statements: Toxic by inhalation. Irritating to eyes and

 skin. Toxic to aquatic organisms, may cause long-term adverse

    effects in the aquatic environment.

    S: 28 45 61

    Safety Statements: After contact with skin, wash immediately

    with plenty of soap-suds. In case of accident or if you feel

    unwell, seek medical advice immediately (show the label where

    possible). Avoid release to the environment. Refer to special

    instructions/safety data sheets.

OSHA REGULATORY LIMITS

  OSHA Permissible Exposure Limit .5 ppm

ACGIH RECOMMENDED LIMITS

  ACGIH Threshold Limit Value .5 mg/m3

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  .5 ppm

   DOE Short Term Exposure Limit  .5 ppm

   DOE Ceiling Limit 1 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOFORMYLPYRIDINE (3:4-)    CAS # 70201433

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   E   .   .   .   .   J   K   L

  NFPA HAZARD CODES (H,F,R,O)  3   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: Harmful if swallowed.

SENSITIZATION

 skin: May cause allergic skin reaction.

    Sensitization: Strong sensitizer.

 skin: May cause skin sensitization

SIGNS AND SYMPTOMS OF EXPOSURE

    The chemical, physical, and toxicological properties of this

    product have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 22 36/38 43

    Risk Statements: Harmful if swallowed. Irritating to eyes and

 skin. May cause sensitization by skin contact.

    S: 26 36/37

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing and gloves.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOGUANINE (8-)    CAS # 3066840

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50        

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

Store at 2-8°C

REACTIVE PROPERTIES

STORAGE   Store at 2-8°C

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOHEPTANE (1-)    CAS # 629049

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   C   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  EXTREMELY TOXIC - DESIGNATED AREA MAY BE REQUIRED

  ACUTE TOXICTY RISK INDEX 2 - LD50         mg/Kg

  INHALATION RISK INDEX   <1  - LC50  12000.0

ROUTE OF EXPOSURE

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  140 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep container closed. Keep

away from heat and open flame. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 23 24/25

   Safety Statements: Do not breathe vapor. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOHEXADECANE (1-)    CAS # 112823

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE***** mm Hg @ 20 °C

  FLASH POINT  350.6 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOHEXANE (1-)    CAS # 111251

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   2   1      

  ACUTE TOXICTY RISK INDEX 2.6 - LD50  1250.0 mg/Kg

  INHALATION HAZARD

  INHALATION RISK INDEX   2.5 - LC50  13600.0

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: May be harmful if inhaled. Material is irritating to

    mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

    Kidneys. Liver.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE   10.0 mm Hg @ 20 °C

  FLASH POINT  134.6 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  40 ppm

   DOE Short Term Exposure Limit  125 ppm

   DOE Ceiling Limit 750 ppm

  Immediately Dangerous to Life and Health   4000 ppmBROMOHEXANE (1-)    CAS 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOHYDROXY METHOXYBENZALDEHYDE    CAS # 5034742

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 37/39

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable gloves and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOINDOLE (5-)    CAS # 10075500

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   1      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOISATIN MONOHYDRATE (5-)    CAS # 87489

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 1.6 - LD50 11065.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

    Eye Contact: Causes severe eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

STORAGE: Keep tightly closed. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 37/38 41

    Risk Statements: Irritating to respiratory system and skin. Risk

    of serious damage to eyes.

    S: 26 36/39

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOISOBUTANE  (2-)    CAS # 507197

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   3   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract   Ingestion:

May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  VAPOR PRESSURE  108.0 mm Hg @ 20 °C

  FLASH POINT  60.8 °F

  Forms ignitable mixtures in air at room temperature - Danger of remote

ignition and flashback

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat, sparks, and open flame.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: F

   Indication of Danger: Highly Flammable.

   R: 11

   Risk Statements: Highly flammable.

   S: 16 33

   Safety Statements: Keep away from sources of ignition - no

   smoking. Take precautionary measures against static discharges.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOISOBUTYRIC ACID (ALPHA-)    CAS # 2052019

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Multiple Routes: Harmful if swallowed, inhaled, or absorbed

   through skin.

SIGNS AND SYMPTOMS OF EXPOSURE

   Material is extremely destructive to tissue of the mucous

   membranes and upper respiratory tract, eyes, and skin.

   Inhalation may result in spasm, inflammation and edema of the

   larynxand bronchi, chemical pneumonitis, and pulmonary edema.

   Symptoms of exposure may include burning sensation, coughing,

   wheezing, laryngitis, shortness of breath, headache, nausea, and

   vomiting. To the best of our knowledge, the chemical, physical,

   and toxicological properties have not been thoroughly

   investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  FLASH POINT  235 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     d - Organic Acid/Flammable/Toxic

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: C

   Indication of Danger: Corrosive.

   R: 34

   Risk Statements: Causes burns.

   S: 26 36/37/39 45

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing, gloves, and eye/face protection.

   In case of accident or if you feel unwell, seek medical advice

   immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOISOBUTYRYL BROMIDE (2-)    CAS # 20769851

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  235 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place\. SPECIAL REQUIREMENTS  Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34

    Risk Statements: Causes burns.

    S: 26 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOMETHANE    CAS # 74839   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   E   .   .   .   I   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  3   1   0      

  ACUTE TOXICTY RISK INDEX 3.4 - LD50   214.0 mg/Kg

  NEUROTOXIC - RISK INDEX   3.0

  INHALATION HAZARD  INHALATION RISK INDEX   4.7 - LC50 ********

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Can cause rapid suffocation. Toxic if inhaled.

    Material is irritating to mucous membranes and upper respiratory

    tract.

    Ingestion: Toxic if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

    Central nervous system. Kidneys.

SIGNS AND SYMPTOMS OF EXPOSURE

    Exposure can cause: Nausea, dizziness, and headache. Anorexia.

    Vomiting. Weakness. Blurred vision. Confusion. Tremors.

    Convulsions. Pulmonary edema. Effects may be delayed. Cyanosis.

    Coma. and possibly death.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Gas

  VAPOR PRESSURE 1420.0 mm Hg @ 20 °C

SEGREGATION: SHELF # 3

STORAGE GROUP(S):

     i - CorrosiveorNon-Toxic Gas

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Plastics, Rubber,  Aluminum,

Strong bases, Magnesium, Zinc, Alkali metals.

FIRE EXTINGUISHER:  Use water spray or fog nozzle to keep cylinder cool. Move

cylinder away from fire if there is no risk.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe gas. Do not get in eyes, on skin, on clothing. Avoid

prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away from

heat, sparks, and open flame. Use with equipment rated for cylinder pressure,

and    of compatible materials of construction. Close valve when not in   

use and when empty. Make sure cylinder is properly secured when    in use or

stored Cylinder temperature should not exceed 125░F    (52░C).    Unsuitable:

Store away from heat and direct sunlight       SPECIAL REQUIREMENTS   

Contents under pressure. Refrigerate before opening.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

    Symbol of Danger: T N

    Indication of Danger: Toxic. Dangerous for the environment.

    R: 23/25 36/37/38 48/20 50 59 68

    Risk Statements: Toxic by inhalation and if swallowed.

    Irritating to eyes, respiratory system and skin. Harmful: danger

    of serious damage to health by prolonged exposure through

    inhalation. Very toxic to aquatic organisms. Dangerous for the

    ozone layer. Possible risk of irreversible effects.

    S: 15 27 38 45 59 61 36/39

    Safety Statements: Keep away from heat. Take off immediately all

    contaminated clothing. In case of insufficient ventilation, wear

    suitable respiratory equipment. In case of accident or if you

    feel unwell, seek medical advice immediately (show the label

    where possible). Refer to manufacturer/supplier for information

    on recovery/recycling. Avoid release to the environment. Refer

    to special instructions/safety data sheets. Wear suitable

    protective clothing and eye/face protection.

OSHA REGULATORY LIMITS

  OSHA Permissible Exposure Limit 5 ppm

ACGIH RECOMMENDED LIMITS

  ACGIH Threshold Limit Value 1 ppm

  Immediately Dangerous to Life and Health  250 ppm

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  1 ppm

   DOE Short Term Exposure Limit  20 ppm

   DOE Ceiling Limit 210 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOMETHOXY PYRIDINE (5:2-)    CAS # 13472850

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  205 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOMETHOXYACETOPHENONE (2:4-)    CAS # 2632135

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

Store at 2-8°C

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store at

2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34 36/37

    Risk Statements: Causes burns. Irritating to eyes and

    respiratory system.

    S: 26 27 28 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Take

    off immediately all contaminated clothing. After contact with

 skin, wash immediately with plenty of water. Wear suitable

    protective clothing, gloves, and eye/face protection. In case of

    accident or if you feel unwell, seek medical advice immediately

    (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOMETHOXYETHOXYETHANE (1:2:2-)    CAS # 54149176

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  155 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong bases, Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas Carbon  monoxide

Store at 2-8°C

Keep tightly closed. Keep away from heat and open flame.

Handle and store under inert gas.

REACTIVE PROPERTIES

HANDLING: Avoid breathing vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store at 2-8░C SPECIAL REQUIREMENTS Handle and

store under inert gas.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOMETHYL ACETATE    CAS # 590976

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: May be harmful if inhaled. Material is irritating to

    mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  135 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

Store at 2-8°C

Keep tightly closed. Keep away from heat and open flame. Store under

nitrogen.

Moisture sensitive. Store under inert gas.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store under nitrogen. Store at 2-8░C SPECIAL

REQUIREMENTS  Moisture sensitive. Store under inert gas.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOMETHYL ACRYLIC ACID (2-)    CAS # 72707665

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

Store at 2-8°C

Keep tightly closed. Store in a cool dry place.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place. Store at 2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34

    Risk Statements: Causes burns.

    S: 26 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOMETHYL CYCLOHEXANE    CAS # 2550369

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

    Eye Contact: May cause eye irritation.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  134.6 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep container closed. Keep

away from heat and open flame. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 23 24/25

   Safety Statements: Do not breathe vapor. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOMETHYL NAPHTHYLENE (2-)    CAS # 939264   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  3   1   1   W   

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes burns.

    Inhalation: Material is extremely destructive to the tissue of

    the mucous membranes and upper respiratory tract. May be harmful

    if inhaled.

    Ingestion: May be harmful if swallowed.

SENSITIZATION

 skin: May cause allergic skin reaction.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin. Depending

    on the intensity and duration of exposure, effects may vary from

    mild irritation to severe destruction of tissue. Symptoms of

    exposure may include burning sensation, coughing, wheezing,

    laryngitis, shortness of breath, headache, nausea, and vomiting.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema. To

    the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  FLASH POINT  230 °F

  Reacts violently with water

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     b - Pyrophoric/Water Reactive

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   REACTIVE   TOXIC

INCOMPATIBILITIES:Alcohols, Bases, Amines, Oxidizing agents.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

Store at 2-8°C

Keep tightly closed.

Moisture sensitive.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store at

2-8░C SPECIAL REQUIREMENTS  Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34 43

    Risk Statements: Causes burns. May cause sensitization by skin

    contact.

    S: 26 28 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. After

    contact with skin, wash immediately with plenty of water. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOMETHYL QUINOXALINE (BIS,23-)    CAS # 3138861

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOMETHYLANILINE (4,2-)    CAS # 583755

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

   Absorption into the body leads to the formation of methemoglobin

   which in sufficient concentration causes cyanosis. Onset may be

   delayed 2 to 4 hours or longer. To the best of our knowledge,

   the chemical, physical, and toxicological properties have not

   been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  FLASH POINT  235 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong acids.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLIN   User Exposure: Do not breathe dust. Avoid contact with eyes, skin,

and clothing. STORAGE: Keep tightly closed. Store in a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 20/21/22 36/37/38

   Risk Statements: Harmful by inhalation, in contact with skin and

   if swallowed. Irritating to eyes, respiratory system and skin.

   S: 26 37/39

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable gloves and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOMETHYLBUTANE (1,3-)    CAS # 107824

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   C   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   3   1      

  EXTREMELY TOXIC - DESIGNATED AREA MAY BE REQUIRED

  ACUTE TOXICTY RISK INDEX 1 - LD50         mg/Kg

  INHALATION RISK INDEX   <1  - LC50  21300.0

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: May be harmful if inhaled. Vapor or mist i   irritating to the

mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  VAPOR PRESSURE   14.4 mm Hg @ 20 °C

  FLASH POINT  71.6 °F

  Forms ignitable mixtures in air at room temperature - Danger of remote

ignition and flashback

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

Water may be effective for cooling, but may not   effect extinguishment.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Avoid breathing vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep container closed. Keep

away from heat, sparks, and open flame.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 10 36/37/38

   Risk Statements: Flammable. Irritating to eyes, respiratory

   system and skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  4 ppm

   DOE Short Term Exposure Limit  12.5 ppm

   DOE Ceiling Limit 75 ppm

  Immediately Dangerous to Life and Health   400 ppmBROMOMETHYLBUTANE (1,3-)    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOMETHYLPENTENE (5:2:2-)    CAS # 2270599

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   3   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Vapor or mist is irritating to the eyes, mucous

    membranes, and upper respiratory tract.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  FLASH POINT  71.6 °F

  Forms ignitable mixtures in air at room temperature - Danger of remote

ignition and flashback

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam. 

Water may be effective for cooling, but may not    effect extinguishment.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat, sparks, and open flame.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 10 36/37/38

    Risk Statements: Flammable. Irritating to eyes, respiratory

    system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOMETHYLPHTHALIMIDE (N-)    CAS # 5332263

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin. High concentrations are extremely destructive to

    tissues of the mucous membranes and upper respiratory tract,

    eyes, and skin.

SIGNS AND SYMPTOMS OF EXPOSURE

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

Water spray.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place\. SPECIAL REQUIREMENTS  Light sensitive. Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOMETHYLPROPANE (1,2-)    CAS # 78773

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   C   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   3   0      

  EXTREMELY TOXIC - DESIGNATED AREA MAY BE REQUIRED

  ACUTE TOXICTY RISK INDEX 1 - LD50         mg/Kg

  INHALATION RISK INDEX   <1  - LC50  50500.0

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation. skin Absorption: May be harmful

if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material is irritating to

   mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  FLASH POINT  65 °F

  Forms ignitable mixtures in air at room temperature - Danger of remote

ignition and flashback

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

Water may be effective for cooling, but may not   effect extinguishment.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Avoid breathing vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep container closed. Keep

away from heat, sparks, and open flame.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: F Xi

   Indication of Danger: Highly Flammable. Irritant.

   R: 11 37

   Risk Statements: Highly flammable. Irritating to respiratory

   system.

   S: 16 23

   Safety Statements: Keep away from sources of ignition - no

   smoking. Do not breathe vapor.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOMETHYLPYRIDINE (5:2-)    CAS # 3430135

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMONAPHTHALENE (1-)    CAS # 90119

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  2   1   0      

  ACUTE TOXICTY RISK INDEX 2.8 - LD50   810.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: Harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

    Blood. Skin.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  FLASH POINT  230 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 22 36

    Risk Statements: Harmful if swallowed. Irritating to eyes.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  3.5 mg/m3

   DOE Short Term Exposure Limit  10 mg/m3

   DOE Ceiling Limit 60 mg/m3

  Immediately Dangerous to Life and Health   350 mg/m3BROMONAPHTHALENE (1-)    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMONITROACETOPHENONE (2,2'-)    CAS # 6851996   HAZARDOUS CHEMICAL OF

CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Multiple Routes: Harmful if swallowed, inhaled, or absorbed

   through skin.

SIGNS AND SYMPTOMS OF EXPOSURE

   Material is extremely destructive to tissue of the mucous

   membranes and upper respiratory tract, eyes, and skin.

   Inhalation may result in spasm, inflammation and edema of the

   larynxand bronchi, chemical pneumonitis, and pulmonary edema.

   Symptoms of exposure may include burning sensation, coughing,

   wheezing, laryngitis, shortness of breath, headache, nausea, and

   vomiting. To the best of our knowledge, the chemical, physical,

   and toxicological properties have not been thoroughly

   investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: C

   Indication of Danger: Corrosive.

   R: 34

   Risk Statements: Causes burns.

   S: 26 27 28 36/37/39 45

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Take

   off immediately all contaminated clothing. After contact with

 skin, wash immediately with plenty of water. Wear suitable

   protective clothing, gloves, and eye/face protection. In case of

   accident or if you feel unwell, seek medical advice immediately

   (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMONITROANILINE (4:2-)    CAS # 875514

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   L

  NFPA HAZARD CODES (H,F,R,O)  3   0   0      

  ACUTE TOXICTY RISK INDEX 3 - LD50  1000.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: Harmful if swallowed.

SENSITIZATION

 skin: May cause allergic skin reaction.

SIGNS AND SYMPTOMS OF EXPOSURE

    The chemical, physical, and toxicological properties of this

    product have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 22 36/37/38 43

    Risk Statements: Harmful if swallowed. Irritating to eyes,

    respiratory system and skin. May cause sensitization by skin

    contact.

    S: 26 36/37/39

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMONITROBENZENE (1:4-)    CAS # 586787   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   E   .   .   .   .   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  3   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: Material may be irritating to mucous membranes and

    upper respiratory tract. May be harmful if inhaled.

    Ingestion: Harmful if swallowed.

SENSITIZATION

 skin: May cause allergic skin reaction.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

    Absorption into the body leads to the formation of methemoglobin

    which in sufficient concentration causes cyanosis. Onset may be

    delayed 2 to 4 hours or longer.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas Nitrogen  oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 22-33-43

    Risk Statements: Harmful if swallowed. Danger of cumulative

    effects. May cause sensitization by skin contact.

    S: 26-36/37

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing and gloves.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMONITROBENZOIC ACID (2:5-)    CAS # 943146

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 37/39

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable gloves and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMONITROPROPANE (2:2-)    CAS # 5447972

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin. Vapor or mist is irritating to the eyes, mucous

    membranes, and upper respiratory tract.

SIGNS AND SYMPTOMS OF EXPOSURE

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  142 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 20/21/22 36/37/38

    Risk Statements: Harmful by inhalation, in contact with skin and

    if swallowed. Irritating to eyes, respiratory system and skin.

    S: 26 27 36/37/39

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Take

    off immediately all contaminated clothing. Wear suitable

    protective clothing, gloves, and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMONONANE (1-)    CAS # 693583

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

    Eye Contact: May cause eye irritation.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  194 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep container closed. Keep

away from heat and open flame. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 23 24/25

   Safety Statements: Do not breathe vapor. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOOCTADECANE (1-)    CAS # 112890

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

    Eye Contact: May cause eye irritation.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  230 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

Store at 2-8°C

Keep container closed. Store in a cool dry place.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep container closed. Store

in a cool dry place. Store at 2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOOCTANE (1-)    CAS # 111831

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  ACUTE TOXICTY RISK INDEX 2 - LD50  4490.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE .270 mm Hg @ 20 °C

  FLASH POINT  176 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep container closed. Keep

away from heat and open flame. Store in a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 23 24/25

   Safety Statements: Do not breathe vapor. Avoid contact with skin

   and eyes.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  2.5 ppm

   DOE Short Term Exposure Limit  7.5 ppm

   DOE Ceiling Limit 50 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOPENTADECANE (1-)    CAS # 629721

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

    Eye Contact: May cause eye irritation.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE***** mm Hg @ 20 °C

  FLASH POINT  230 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep container closed. Store

in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 23 24/25

   Safety Statements: Do not breathe vapor. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOPENTANE (1-)    CAS # 110532

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   3   0      

  ACUTE TOXICTY RISK INDEX 2.6 - LD50  1250.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50  26800.0

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: May be harmful if inhaled. Material is irritating to

    mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  FLASH POINT  89.6 °F

  Forms ignitable mixtures in air at room temperature - Danger of remote

ignition and flashback

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam. 

Water may be effective for cooling, but may not    effect extinguishment.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Avoid breathing vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep container closed. Keep

away from heat, sparks, and open flame.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 10 36/37/38

    Risk Statements: Flammable. Irritating to eyes, respiratory

    system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOPHENOL (3-)    CAS # 106412

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   1      

  ACUTE TOXICTY RISK INDEX 2.7 - LD50   902.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: May be harmful if inhaled. Material is irritating to

   mucous membranes and upper respiratory tract.

   Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   The chemical, physical, and toxicological properties of this

   product have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Acid chlorides, Acid anhydrides, Oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 22 36/37/38

   Risk Statements: Harmful if swallowed. Irritating to eyes,

   respiratory system and skin.

   S: 26

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOPHENOL (3-)    CAS # 591208

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  2   1   0      

  ACUTE TOXICTY RISK INDEX 2.7 - LD50   901.7 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Eyes.

SIGNS AND SYMPTOMS OF EXPOSURE

   Depending on the intensity and duration of exposure, effects may

   vary from mild irritation to severe destruction of tissue.

   Prolonged contact can cause: Damage to the eyes. To the best of

   our knowledge, the chemical, physical, and toxicological

   properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  230 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Acid chlorides, Acid anhydrides, Oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36/39

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOPHENOL BLUE    CAS # 115399

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas Sulfur oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    S: 22 24/25

    Safety Statements: Do not breathe dust. Avoid contact with skin

    and eyes.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  10 mg/m3

   DOE Short Term Exposure Limit  30 mg/m3

   DOE Ceiling Limit 50 mg/m3

  Immediately Dangerous to Life and Health   250 mg/m3BROMOPHENOL BLUE    CAS 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOPHENOL BLUE SODIUM    CAS # 34725616

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas Sodium oxides Sulfur oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    S: 22 24/25

    Safety Statements: Do not breathe dust. Avoid contact with skin

    and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOPHENOL BLUE SODIUM    CAS # 62625289

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Sulfur oxides Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOPHENYL CHLOROFORMATE (4-)    CAS # 7693449

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   E   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin. Causes burns.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. Inhalation may result in spasm, inflammation and edema

    of the larynxand bronchi, chemical pneumonitis, and pulmonary

    edema. Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  235 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas Hydrogen  chloride gas

Store at 2-8°C

Keep tightly closed.

Vent periodically. May develop pressure. Open carefully. Moisture sensitive.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. Open    carefully. STORAGE: Keep

tightly closed. Store at 2-8░C SPECIAL REQUIREMENTS    Vent periodically. May

develop pressure. Open carefully.    Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: T

    Indication of Danger: Toxic.

    R: 23/24/25-34

    Risk Statements: Toxic by inhalation, in contact with skin and

    if swallowed. Causes burns.

    S: 26-27-28-36/37/39-45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Take

    off immediately all contaminated clothing. After contact with

 skin, wash immediately with plenty of water. Wear suitable

    protective clothing, gloves, and eye/face protection. In case of

    accident or if you feel unwell, seek medical advice immediately

    (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOPHENYL ISOCYANATE (2-)    CAS # 1592003

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   I   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  NEUROTOXIC - RISK INDEX   5.0

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Multiple Routes: Harmful if swallowed, inhaled, or absorbed

   through skin. Vapor or mist is irritating to the eyes, mucous

   membranes, and upper respiratory tract.

SENSITIZATION

   Sensitization: Prolonged or repeated exposure may cause allergic

   reactions in certain sensitive individuals.

SIGNS AND SYMPTOMS OF EXPOSURE

   Prolonged contact can cause: Nausea, dizziness, and headache.

   Lung irritation, chest pain, and edema which may be fatal.

   Repeated exposure may cause asthma. To the best of our

   knowledge, the chemical, physical, and toxicological properties

   have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  226 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Water, Alcohols, Strong bases, Amines, Acids, Strong

oxidizing agents.

FIRE EXTINGUISHER:  Dry chemical powder. Carbon dioxide.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place\. Incompatible Materials: Do not allow contact with water 

Special REQUIREMENTS   May develop pressure. Open carefully.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 20/21/22 36/37/38

   Risk Statements: Harmful by inhalation, in contact with skin and

   if swallowed. Irritating to eyes, respiratory system and skin.

   S: 26 27 36/37/39 45

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Take

   off immediately all contaminated clothing. Wear suitable

   protective clothing, gloves, and eye/face protection. In case of

   accident or if you feel unwell, seek medical advice immediately

   (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOPHENYL ISOCYANATE (3-)    CAS # 23138558

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   I   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  NEUROTOXIC - RISK INDEX   5.0

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

   Multiple Routes: Harmful if swallowed, inhaled, or absorbed

   through skin. Vapor or mist is irritating to the eyes, mucous

   membranes, and upper respiratory tract.

SENSITIZATION

   Sensitization: Prolonged or repeated exposure may cause allergic

   reactions in certain sensitive individuals.

SIGNS AND SYMPTOMS OF EXPOSURE

   Symptoms of exposure may include burning sensation, coughing,

   wheezing, laryngitis, shortness of breath, headache, nausea, and

   vomiting. Repeated exposure may cause asthma. To the best of our

   knowledge, the chemical, physical, and toxicological properties

   have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  227 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Water, Alcohols, Strong bases, Amines, Acids, Strong

oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide. Dry chemical powder.

Store at 2-8°C

Keep tightly closed. Store under nitrogen.

Moisture sensitive.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. Note:  cloudiness or precipitation is

unavoidable and should not affect   use. STORAGE: Keep tightly closed. Store

under nitrogen\. Store at 2-8░C SPECIAL REQUIREMENTS  Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 20/21/22 36/37 36/37/38

   Risk Statements: Harmful by inhalation, in contact with skin and

   if swallowed. Irritating to eyes and respiratory system.

   Irritating to eyes, respiratory system and skin.

   S: 23 26 27 28 36/37/39

   Safety Statements: Do not breathe vapor. In case of contact with

   eyes, rinse immediately with plenty of water and seek medical

   advice. Take off immediately all contaminated clothing. After

   contact with skin, wash immediately with plenty of water. Wear

   suitable protective clothing, gloves, and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOPHENYL ISOCYANATE (4-)    CAS # 2493029

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   I   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  ACUTE TOXICTY RISK INDEX 2.2 - LD50  3200.0 mg/Kg

  NEUROTOXIC - RISK INDEX   5.0

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract.

   Multiple Routes: Harmful if swallowed, inhaled, or absorbed

   through skin. Causes eye and skin irritation.

SENSITIZATION

   Sensitization: Prolonged or repeated exposure may cause allergic

   reactions in certain sensitive individuals.

SIGNS AND SYMPTOMS OF EXPOSURE

   Repeated exposure may cause asthma. Prolonged contact can cause:

   Nausea, dizziness, and headache. Lung irritation. To the best of

   our knowledge, the chemical, physical, and toxicological

   properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  FLASH POINT  229 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Water, Alcohols, Strong bases, Amines, Acids, Strong

oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide. Dry chemical powder.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place\. SPECIAL REQUIREMENTS

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 20/21/22 36/37/38

   Risk Statements: Harmful by inhalation, in contact with skin and

   if swallowed. Irritating to eyes, respiratory system and skin.

   S: 7 26 27 36/37/39

   Safety Statements: Keep container tightly closed. In case of

   contact with eyes, rinse immediately with plenty of water and

   seek medical advice. Take off immediately all contaminated

   clothing. Wear suitable protective clothing, gloves, and

   eye/face protection.

  Immediately Dangerous to Life and Health  25 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOPHENYL ISOTHIOCYANATE (3-)    CAS # 2131591

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  3   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: Harmful if absorbed through skin.

    Eye Contact: Causes eye irritation. Lachrymator.

    Inhalation: Harmful if inhaled. Material is irritating to mucous

    membranes and upper respiratory tract.

    Ingestion: Harmful if swallowed.

SENSITIZATION

    Respiratory: May cause allergic respiratory reaction.

SIGNS AND SYMPTOMS OF EXPOSURE

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  FLASH POINT  235 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Water, Alcohols, Strong bases, Amines, Acids,  Strong

oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

STORAGE: Keep tightly closed. Store under nitrogen\. SPECIAL REQUIREMENTS 

Moisture sensitive. Store under inert gas.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 20/21/22 36/37/38 42

    Risk Statements: Harmful by inhalation, in contact with skin and

    if swallowed. Irritating to eyes, respiratory system and skin.

    May cause sensitization by inhalation.

    S: 22 26 36/37 45

    Safety Statements: Do not breathe dust. In case of contact with

    eyes, rinse immediately with plenty of water and seek medical

    advice. Wear suitable protective clothing and gloves. In case of

    accident or if you feel unwell, seek medical advice immediately

    (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOPHENYLACETIC ACID    CAS # 4870659

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     d - Organic Acid/Flammable/Toxic

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34 36/37

    Risk Statements: Causes burns. Irritating to eyes and

    respiratory system.

    S: 26 27 28 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Take

    off immediately all contaminated clothing. After contact with

 skin, wash immediately with plenty of water. Wear suitable

    protective clothing, gloves, and eye/face protection. In case of

    accident or if you feel unwell, seek medical advice immediately

    (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOPHENYLACETOPHENONE    CAS # 135739

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Multiple Routes: Harmful if swallowed, inhaled, or absorbed

   through skin.

SIGNS AND SYMPTOMS OF EXPOSURE

   Material is extremely destructive to tissue of the mucous

   membranes and upper respiratory tract, eyes, and skin.

   Inhalation may result in spasm, inflammation and edema of the

   larynxand bronchi, chemical pneumonitis, and pulmonary edema.

   Symptoms of exposure may include burning sensation, coughing,

   wheezing, laryngitis, shortness of breath, headache, nausea, and

   vomiting. To the best of our knowledge, the chemical, physical,

   and toxicological properties have not been thoroughly

   investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases, Strong reducing

agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: C

   Indication of Danger: Corrosive.

   R: 34

   Risk Statements: Causes burns.

   S: 26 36/37/39 45

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing, gloves, and eye/face protection.

   In case of accident or if you feel unwell, seek medical advice

   immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOPHENYLBORIC ACID (4-)    CAS # 5467743

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

    Eye Contact: May cause eye irritation.

    Inhalation: Material may be irritating to mucous membranes and

    upper respiratory tract.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas Boron oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOPHENYLHYDRAZINE HYDROCHLORIDE (2-)    CAS # 50709336

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes burns.

    Inhalation: Material is extremely destructive to the tissue of

    the mucous membranes and upper respiratory tract. May be harmful

    if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. Material is extremely destructive to tissue of the

    mucous membranes and upper respiratory tract, eyes, and skin. To

    the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34

    Risk Statements: Causes burns.

    S: 26 27 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Take

    off immediately all contaminated clothing. Wear suitable

    protective clothing, gloves, and eye/face protection. In case of

    accident or if you feel unwell, seek medical advice immediately

    (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOPHTHALIMIDE (N-)    CAS # 2439852

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Avoid contact and inhalation. Do not get in eyes, on skin, on

clothing. STORAGE: Keep tightly closed. Store in a cool dry place\. SPECIAL

REQUIREMENTS  Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 37/39

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable gloves and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOPINACOLONE (1-)    CAS # 5469261

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin. Vapor or mist is irritating to the eyes, mucous

    membranes, and upper respiratory tract.

SIGNS AND SYMPTOMS OF EXPOSURE

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  167 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

Store at 2-8°C

Keep tightly closed. Keep away from heat and open flame.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store at 2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 10 36/37/38

    Risk Statements: Flammable. Irritating to eyes, respiratory

    system and skin.

    S: 26 36/37/39

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOPROPANE (1-)    CAS # 106945

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   .   .   .   .   .   K   .

  NFPA HAZARD CODES (H,F,R,O)  2   3   0      

  ACUTE TOXICTY RISK INDEX 2.1 - LD50  4000.0 mg/Kg

  INHALATION HAZARD  INHALATION RISK INDEX   2.9 - LC50 ********

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  VAPOR PRESSURE  108.7 mm Hg @ 20 °C

  FLASH POINT  71.6 °F

  Forms ignitable mixtures in air at room temperature - Danger of remote

ignition and flashback

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Avoid breathing vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep container closed. Keep

away from heat, sparks, and open flame.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: F T

   Indication of Danger: Highly Flammable. Toxic.

   R: 60 11 36/37/38 48/20 63 67

   Risk Statements: May impair fertility. Highly flammable.

   Irritating to eyes, respiratory system and skin. Harmful: danger

   of serious damage to health by prolonged exposure through

   inhalation. Possible risk of harm to the unborn child. Vapors

   may cause drowsiness and dizziness.

   S: 53 45

   Safety Statements: Restricted to professional users. Attention -

   Avoid exposure - obtain special instructions before use. In case

   of accident or if you feel unwell, seek medical advice

   immediately (show the label where possible).

ACGIH RECOMMENDED LIMITS

  ACGIH Threshold Limit Value 10 ppm

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  10 ppm

   DOE Short Term Exposure Limit  30 ppm

   DOE Ceiling Limit 2500 ppm

  Immediately Dangerous to Life and Health   2500 ppmBROMOPROPANE (1-)    CAS 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOPROPANE (2-)    CAS # 75263

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   C   .   .   .   .   .   .   .   K   .

  NFPA HAZARD CODES (H,F,R,O)  2   3   0      

  EXTREMELY TOXIC - DESIGNATED AREA MAY BE REQUIRED

  ACUTE TOXICTY RISK INDEX 1 - LD50         mg/Kg

  INHALATION RISK INDEX   <1  - LC50  36000.0

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Material may be irritating to mucous membranes and

   upper respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Central nervous system. Heart. Liver. Kidneys.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

CONDITIONS AGGRAVATED BY EXPOSURE

   May cause nervous system disturbances.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  VAPOR PRESSURE  240.0 mm Hg @ 20 °C

  FLASH POINT  66.2 °F

  Forms ignitable mixtures in air at room temperature - Danger of remote

ignition and flashback

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

Water may be effective for cooling, but may not   effect extinguishment.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep container closed. Keep

away from heat, sparks, and open flame.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: F T

   Indication of Danger: Highly Flammable. Toxic.

   R: 60 11 48/20 66

   Risk Statements: May impair fertility. Highly flammable. Also

   harmful: danger of serious damage to health by prolonged

   exposure through inhalation. Repeated exposure may cause skin

   dryness or cracking.

   S: 53 16 45

   Safety Statements: Restricted to professional users. Attention -

   Avoid exposure - obtain special instructions before use. Keep

   away from sources of ignition - no smoking. In case of accident

   or if you feel unwell, seek medical advice immediately (show the

   label where possible).

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  600 ppm

   DOE Short Term Exposure Limit  1500 ppm

   DOE Ceiling Limit 12500 ppm

  Immediately Dangerous to Life and Health   25000 ppmBROMOPROPANE (2-)    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOPROPANOL (3,1-)    CAS # 627189

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  2   1   0      

  ACUTE TOXICTY RISK INDEX 2.8 - LD50   687.4 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes severe eye irritation.

    Inhalation: Material may be irritating to mucous membranes and

    upper respiratory tract. May be harmful if inhaled.

    Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  215 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

Water spray.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

Store at 2-8°C

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Avoid prolonged or repeated exposure. Do not breathe vapor. Avoid

contact with eyes, skin, and clothing. STORAGE: Keep tightly closed. Store at

2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 22 41

    Risk Statements: Harmful if swallowed. Risk of serious damage to

    eyes.

    S: 26 39

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOPROPENE (1:1-)    CAS # 590147

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   3   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Vapor or mist is irritating to the eyes, mucous

    membranes, and upper respiratory tract.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  FLASH POINT  39.2 °F

  Store in an explosion-proof refrigerator or tightly stoppered in a

well-ventilated area

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam. 

Water may be effective for cooling, but may not    effect extinguishment.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

Store at 2-8°C

Keep tightly closed. Keep away from heat, sparks, and open flame. Store in a

cool dry place. Store u

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat, sparks, and open flame. Store in a cool dry place. Store under

nitrogen. Store at 2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: F Xi

    Indication of Danger: Highly Flammable. Irritant.

    R: 11 36/37/38

    Risk Statements: Highly flammable. Irritating to eyes,

    respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOPROPENE (2-)    CAS # 557937   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   3   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Vapor or mist is irritating to the eyes, mucous

    membranes, and upper respiratory tract.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  FLASH POINT  39.2 °F

  Store in an explosion-proof refrigerator or tightly stoppered in a

well-ventilated area

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam. 

Water may be effective for cooling, but may not    effect extinguishment.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

Store at -20°C

Keep tightly closed. Keep away from heat, sparks, and open flame. Store under

nitrogen.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat, sparks, and open flame. Store under nitrogen. Store at -20░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: F Xi

    Indication of Danger: Highly Flammable. Irritant.

    R: 11 36/37/38

    Risk Statements: Highly flammable. Irritating to eyes,

    respiratory system and skin.

    S: 23 26 36

    Safety Statements: Do not breathe vapor. In case of contact with

    eyes, rinse immediately with plenty of water and seek medical

    advice. Wear suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOPROPIONIC ACID (3-)    CAS # 590921

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes burns.

    Inhalation: Material is extremely destructive to the tissue of

    the mucous membranes and upper respiratory tract. May be harmful

    if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  FLASH POINT  150 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     d - Organic Acid/Flammable/Toxic

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Bases, Reducing agents, Oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid prolonged or repeated    exposure. Do

not get in eyes, on skin, on clothing. STORAGE: Keep tightly closed. Keep

away from heat, sparks, and open flame.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: F C

    Indication of Danger: Highly Flammable. Corrosive.

    R: 11 34

    Risk Statements: Highly flammable. Causes burns.

    S: 26 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOPROPIONYL CHLORIDE (3-)    CAS # 15486961   HAZARDOUS CHEMICAL OF

CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   2   1   W   

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin. Causes burns.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  175 °F

  Reacts violently with water

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     b - Pyrophoric/Water Reactive

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   REACTIVE   TOXIC

INCOMPATIBILITIES:Water, Alcohols, Oxidizing agents, Strong  bases.

FIRE EXTINGUISHER:  Carbon dioxide. Dry chemical powder.  Do not use water.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas Phosgene gas Hydrogen

bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store in a cool dry place\. Incompatible Materials:

Do not allow contact with water       SPECIAL REQUIREMENTS Handle and store

under inert gas.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34 36/37

    Risk Statements: Causes burns. Irritating to eyes and

    respiratory system.

    S: 23 26 27 36/37/39 45

    Safety Statements: Do not breathe vapor. In case of contact with

    eyes, rinse immediately with plenty of water and seek medical

    advice. Take off immediately all contaminated clothing. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOPROPIOPHENONE (2-)    CAS # 2114003

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Severe lachrymator. Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  235 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36/37/39

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOPROPYL PHTHALIMIDE (N,3-)    CAS # 5460297

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. May cause irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Avoid contact and inhalation. Do not get in eyes, on skin, on

clothing. STORAGE: Keep tightly closed. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOPROPYLAMINE HYDROBROMIDE (3-)    CAS # 5003714

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store

under nitrogen\. SPECIAL REQUIREMENTS  Store under inert gas.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOPROPYLTETRAMETHYLAZA DISILACYCLOPENTANE (1:3:    CAS # 95091933

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   3   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

    Eye Contact: May cause eye irritation.

    Inhalation: Material may be irritating to mucous membranes and

    upper respiratory tract.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  FLASH POINT  95 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

Water spray.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Silicon oxide Hydrogen bromide

gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat, sparks, and open flame. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   R: 10

   Risk Statements: Flammable.

   S: 16

   Safety Statements: Keep away from sources of ignition - no

   smoking.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOPYRAZOLE (4-)    CAS # 2075458

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 37/39

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable gloves and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOPYRIDINE (2-)    CAS # 109046

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   E   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  3   2   0      

  ACUTE TOXICTY RISK INDEX 3.7 - LD50    92.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: Toxic if absorbed through skin. Readily

    absorbed through skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: Toxic if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  129.2 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong acids, Acid  chlorides.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: T

    Indication of Danger: Toxic.

    R: 10 24/25 36/37/38

    Risk Statements: Flammable. Toxic in contact with skin and if

    swallowed. Irritating to eyes, respiratory system and skin.

    S: 16 36/37 45

    Safety Statements: Keep away from sources of ignition - no

    smoking. Wear suitable protective clothing and gloves. In case

    of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOPYRIDINE (3-)    CAS # 626551

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   E   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Readily absorbed through skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE    1.2 mm Hg @ 20 °C

  FLASH POINT  125 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong acids.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas Nitrogen  oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store in a cool dry place. Store under nitrogen.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 10-22-36/37/38

    Risk Statements: Flammable. Harmful if swallowed. Irritating to

    eyes, respiratory system and skin.

    S: 26

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOPYRIDINE CARBOXALDEHYDE (6:2-)    CAS # 34160402

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas Nitrogen oxides

Store at 2-8°C

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store at

2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 36 26

    Safety Statements: Wear suitable protective clothing. In case of

    contact with eyes, rinse immediately with plenty of water and

    seek medical advice.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOPYRIDINE HYDROCHLORIDE (4-)    CAS # 19524062

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen chloride gas Hydrogen

bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 22 36/37/38

    Risk Statements: Harmful if swallowed. Irritating to eyes,

    respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOPYRIMIDINE (5-)    CAS # 4595599

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOPYRUVIC ACID HYDRATE (3-)    CAS # 1113593

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin. Causes burns.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Bases, Reducing agents, Oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

Water spray.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

Store at -20°C

Air sensitive.

Keep tightly closed. Store under nitrogen.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Do not get in eyes, on skin, on    clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store

under nitrogen. Store at -20░C SPECIAL REQUIREMENTS  Air sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34

    Risk Statements: Causes burns.

    S: 26 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOQUINOLINE (3-)    CAS # 5332241

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  230 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOSALICYLALDEHYDE (5-)    CAS # 1761611

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

   User Exposure: Do not breathe dust. Avoid contact with eyes, skin, and

clothing. Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOSALICYLALDEHYDE (5-)    CAS # 89554

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  ACUTE TOXICTY RISK INDEX 3.2 - LD50   322.5 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

   User Exposure: Do not breathe dust. Avoid contact with eyes, skin, and

clothing. Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOSTYRENE (4-)    CAS # 2039829

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Vapor or mist is irritating to the eyes, mucous

    membranes, and upper respiratory tract.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  167 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Acids, Bases, Oxidizing agents, Halogens.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

Store at 2-8°C

Keep tightly closed. Keep away from heat and open flame.

REACTIVE PROPERTIES

HANDLING: Use protective clothing, gloves, and mask. Do not breathe vapor.

Avoid contact with eyes, skin, and clothing.    Avoid prolonged or repeated

exposure. STORAGE: Keep tightly closed. Keep away from heat and open flame.

Store at 2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/38

    Risk Statements: Irritating to eyes and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOSUCCINIC ACID    CAS # 923068

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    Depending on the intensity and duration of exposure, effects may

    vary from mild irritation to severe destruction of tissue. To

    the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     d - Organic Acid/Flammable/Toxic

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Oxidizing agents, Bases, Reducing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

Water spray.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep container closed. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/38

    Risk Statements: Irritating to eyes and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOSUCCINIMIDE    CAS # 128085

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   0   0      

  ACUTE TOXICTY RISK INDEX 2.6 - LD50  1170.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes burns.

   Inhalation: Material is extremely destructive to the tissue of

   the mucous membranes and upper respiratory tract. May be harmful

   if inhaled.

   Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   Inhalation may result in spasm, inflammation and edema of the

   larynxand bronchi, chemical pneumonitis, and pulmonary edema.

   Symptoms of exposure may include burning sensation, coughing,

   wheezing, laryngitis, shortness of breath, headache, nausea, and

   vomiting. Material is extremely destructive to tissue of the

   mucous membranes and upper respiratory tract, eyes, and skin. To

   the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong acids, Strong oxidizing agents, Strong bases Iron

and iron salts.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Light sensitive. Moisture sensitive. Store under inert gas.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: C

   Indication of Danger: Corrosive.

   R: 22 34

   Risk Statements: Harmful if swallowed. Causes burns.

   S: 26 36/37/39 45

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing, gloves, and eye/face protection.

   In case of accident or if you feel unwell, seek medical advice

   immediately (show the label where possible).

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  2 mg/m3

   DOE Short Term Exposure Limit  6 mg/m3

   DOE Ceiling Limit 40 mg/m3

  Immediately Dangerous to Life and Health   200 mg/m3BROMOSUCCINIMIDE    CAS 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOTHIOANISOLE (4-)    CAS # 104950

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   F   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   1      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  FLASH POINT  235 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   CORROSIVE

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas Sulfur oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

STORAGE: Store in a cool dry place.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOTHYMOL BLUE    CAS # 34772902

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. May cause irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

CONDITIONS AGGRAVATED BY EXPOSURE

   The toxicological properties have not been thoroughly

   investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Sulfur oxides Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOTHYMOL BLUE    CAS # 76595

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. May cause irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

CONDITIONS AGGRAVATED BY EXPOSURE

   The toxicological properties have not been thoroughly

   investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Sulfur oxides Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  10 mg/m3

   DOE Short Term Exposure Limit  30 mg/m3

   DOE Ceiling Limit 50 mg/m3

  Immediately Dangerous to Life and Health   250 mg/m3BROMOTHYMOL BLUE    CAS 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOTHYMOL BLUE SODIUM    CAS # 34722902

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

    Eye Contact: May cause eye irritation.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas Sulfur oxides

REACTIVE PROPERTIES

HANDLING: Avoid contact with eyes, skin, and clothing.    Avoid prolonged or

repeated exposure. STORAGE: Keep tightly closed. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOTOLUNITRILE (ALPHA:META-)    CAS # 28188412   HAZARDOUS CHEMICAL OF

CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   1   W   

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Multiple Routes: Harmful if inhaled or swallowed. Causes burns.

SIGNS AND SYMPTOMS OF EXPOSURE

   Material is extremely destructive to tissue of the mucous

   membranes and upper respiratory tract, eyes, and skin. Depending

   on the intensity and duration of exposure, effects may vary from

   mild irritation to severe destruction of tissue. Symptoms of

   exposure may include burning sensation, coughing, wheezing,

   laryngitis, shortness of breath, headache, nausea, and vomiting.

   Inhalation may result in spasm, inflammation and edema of the

   larynxand bronchi, chemical pneumonitis, and pulmonary edema. To

   the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Reacts violently with water

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     b - Pyrophoric/Water Reactive

WASTE CHARACTERISTIC HAZARD:   REACTIVE

INCOMPATIBILITIES:Bases, Alcohols, Amines, Oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

Do not use water.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas Nitrogen oxides

REACTIVE PROPERTIES

   User Exposure: Do not breathe dust. Do not get in eyes, on skin, on

clothing. Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.

Store in a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: C

   Indication of Danger: Corrosive.

   R: 34

   Risk Statements: Causes burns.

   S: 26 36/37/39 45

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing, gloves, and eye/face protection.

   In case of accident or if you feel unwell, seek medical advice

   immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOTRICHLOROMETHANE    CAS # 75627

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   E   .   .   .   I   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 3.7 - LD50   100.0 mg/Kg

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION HAZARD  INHALATION RISK INDEX   3.7 - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: May be fatal if inhaled, swallowed, or absorbed

    through skin. High concentrations are extremely destructive to

    tissues of the mucous membranes and upper respiratory tract,

    eyes, and skin.

TARGET ORGAN(S) OR SYSTEM(S)

    Liver. Central nervous system.

SIGNS AND SYMPTOMS OF EXPOSURE

    Exposure can cause: Nausea, dizziness, and headache. Narcotic

    effect.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  VAPOR PRESSURE   30.7 mm Hg @ 20 °C

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Use extinguishing media appropriate to surrounding fire

conditions.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

STORAGE: Keep tightly closed. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 20/21/22

    Risk Statements: Harmful by inhalation, in contact with skin and

    if swallowed.

    S: 36/37

    Safety Statements: Wear suitable protective clothing and gloves.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  .06 ppm

   DOE Short Term Exposure Limit  .15 ppm

   DOE Ceiling Limit 1.25 ppm

  Immediately Dangerous to Life and Health   6 ppmBROMOTRICHLOROMETHANE    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOTRIFLUORO ACETOPHENIONE (4:2,2,2-)    CAS # 16184897

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  204.8 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Store in a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOTRIFLUOROACETONE (3:1,1,1-)    CAS # 431356

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   3   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin. High concentrations are extremely destructive to

    tissues of the mucous membranes and upper respiratory tract,

    eyes, and skin.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin. Symptoms

    of exposure may include burning sensation, coughing, wheezing,

    laryngitis, shortness of breath, headache, nausea, and vomiting.

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  FLASH POINT  41 °F

  Forms ignitable mixtures in air at room temperature - Danger of remote

ignition and flashback

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. Open    carefully. STORAGE: Keep

tightly closed. Keep away from heat, sparks, and open flame. Store in a cool

dry place\. SPECIAL REQUIREMENTS    May develop pressure. Open carefully.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: F C

    Indication of Danger: Highly Flammable. Corrosive.

    R: 11 34 37

    Risk Statements: Highly flammable. Causes burns. Irritating to

    respiratory system.

    S: 16 26 36/37/39 45

    Safety Statements: Keep away from sources of ignition - no

    smoking. In case of contact with eyes, rinse immediately with

    plenty of water and seek medical advice. Wear suitable

    protective clothing, gloves, and eye/face protection. In case of

    accident or if you feel unwell, seek medical advice immediately

    (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOTRIFLUOROBUTENE (4:1,1,2:1-)    CAS # 10493444

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   3   1      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin. Vapor or mist is irritating to the eyes, mucous

    membranes, and upper respiratory tract.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  FLASH POINT  63 °F

  Forms ignitable mixtures in air at room temperature - Danger of remote

ignition and flashback

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Strong acids, Strong bases, Strong oxidizing  agents,

Strong reducing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen fluoride Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep container closed. Keep

away from heat, sparks, and open flame. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: F Xi

    Indication of Danger: Highly Flammable. Irritant.

    R: 11 20/21/22 36/37

    Risk Statements: Highly flammable. Harmful by inhalation, in

    contact with skin and if swallowed. Irritating to eyes and

    respiratory system.

    S: 16 26 36

    Safety Statements: Keep away from sources of ignition - no

    smoking. In case of contact with eyes, rinse immediately with

    plenty of water and seek medical advice. Wear suitable

    protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOTRIFLUOROMETHYL PYRIDINE (2:5-)    CAS # 50488421

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: Toxic if swallowed.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen fluoride Hydrogen  bromide gas Nitrogen

oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: T

    Indication of Danger: Toxic.

    R: 25-36/37/38

    Risk Statements: Toxic if swallowed. Irritating to eyes,

    respiratory system and skin.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOTRIFLUOROPROPANE (3:1,1,1-)    CAS # 460322

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin. Vapor or mist is irritating to the eyes, mucous

    membranes, and upper respiratory tract.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  235 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong acids, Strong bases, Strong oxidizing  agents,

Strong reducing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen fluoride Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep container closed. Store

in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 20/21/22 36/37

    Risk Statements: Harmful by inhalation, in contact with skin and

    if swallowed. Irritating to eyes and respiratory system.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOTRIFLUOROPROPENE (2:3,3,3-)    CAS # 1514825

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   4   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Prolonged or repeated exposure to skin causes defatting and

    dermatitis. To the best of our knowledge, the chemical,

    physical, and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  FLASH POINT  -10 °F

  Store in an explosion-proof refrigerator or tightly stoppered in a

well-ventilated area

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas Hydrogen fluoride

Store at 2-8°C

Keep container closed. Keep away from heat, sparks, and open flame.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep container closed. Keep

away from heat, sparks, and open flame. Store at 2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: F+

    Indication of Danger: Extremely Flammable.

    R: 12 66

    Risk Statements: Extremely flammable. Repeated exposure may

    cause skin dryness or cracking.

    S: 24 36

    Safety Statements: Avoid contact with skin. Wear suitable

    protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOTRIMETHYLSILANE    CAS # 2857978   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   3   1   W   

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes burns.

    Inhalation: Material is extremely destructive to the tissue of

    the mucous membranes and upper respiratory tract. May be harmful

    if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  FLASH POINT  77 °F

  Forms ignitable mixtures in air at room temperature - Danger of remote

ignition and flashback

  Reacts violently with water

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     b - Pyrophoric/Water Reactive

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   REACTIVE   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong acids.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Silicon oxide Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Store under inert gas. Keep

tightly closed. Keep away from heat, sparks, and open flame. Store in a cool

dry place\. SPECIAL REQUIREMENTS Handle and store under inert gas. Moisture

sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 10 34

    Risk Statements: Flammable. Causes burns.

    S: 16 26 36/37/39 45

    Safety Statements: Keep away from sources of ignition - no

    smoking. In case of contact with eyes, rinse immediately with

    plenty of water and seek medical advice. Wear suitable

    protective clothing, gloves, and eye/face protection. In case of

    accident or if you feel unwell, seek medical advice immediately

    (show the label where possible).

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  1.5 mg/m3

   DOE Short Term Exposure Limit  5 mg/m3

   DOE Ceiling Limit 35 mg/m3

  Immediately Dangerous to Life and Health   150 mg/m3BROMOTRIMETHYLSILANE    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOTRIS PYRROLIDINOPHOSPHONIUM HEXAFLUOROPHOSPHA    CAS # 132705512

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

Store at -20°C

REACTIVE PROPERTIES

STORAGE Store at -20░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34

    Risk Statements: Causes burns.

    S: 26 27 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Take

    off immediately all contaminated clothing. Wear suitable

    protective clothing, gloves, and eye/face protection. In case of

    accident or if you feel unwell, seek medical advice immediately

    (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BROMOVALERIC ACID (2-)    CAS # 584930

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   E   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Multiple Routes: Harmful if swallowed, inhaled, or absorbed

   through skin.

SIGNS AND SYMPTOMS OF EXPOSURE

   Material is extremely destructive to tissue of the mucous

   membranes and upper respiratory tract, eyes, and skin.

   Inhalation may result in spasm, inflammation and edema of the

   larynxand bronchi, chemical pneumonitis, and pulmonary edema.

   Symptoms of exposure may include burning sensation, coughing,

   wheezing, laryngitis, shortness of breath, headache, nausea, and

   vomiting. To the best of our knowledge, the chemical, physical,

   and toxicological properties have not been thoroughly

   investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  FLASH POINT  235 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     d - Organic Acid/Flammable/Toxic

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen bromide gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: T

   Indication of Danger: Toxic.

   R: 23/24/25 34

   Risk Statements: Toxic by inhalation, in contact with skin and

   if swallowed. Causes burns.

   S: 26 27 28 36/37/39 45

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Take

   off immediately all contaminated clothing. After contact with

 skin, wash immediately with plenty of water. Wear suitable

   protective clothing, gloves, and eye/face protection. In case of

   accident or if you feel unwell, seek medical advice immediately

   (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BRORMOFLUOROPYRIDINE (5:2-)    CAS # 766110

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: May be harmful if inhaled. Material is irritating to

    mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  165 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Acid chlorides,  Acids, Acid

anhydrides.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 16 26 36

    Safety Statements: Keep away from sources of ignition - no

    smoking. In case of contact with eyes, rinse immediately with

    plenty of water and seek medical advice. Wear suitable

    protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTADIENE MONOXIDE    CAS # 930223

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  2   4   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material may be irritating to mucous membranes and

    upper respiratory tract. May be harmful if inhaled.

    Ingestion: Harmful if swallowed.

SENSITIZATION

 skin: Prolonged or repeated exposure may cause allergic

    reactions in certain sensitive individuals. The preceding data,

    or interpretation of data, was determined using Quantitative

    Structure Activity Relationship (QSAR) modeling.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  FLASH POINT  -58 °F

  Store in an explosion-proof refrigerator or tightly stoppered in a

well-ventilated area

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Acids, Bases, Oxidizing agents.

FIRE EXTINGUISHER:  For small (incipient) fires, use media such as "alcohol"

foam, dry chemical, or carbon dioxide. For large    fires, apply water from

as far as possible. Use very large    quantities (flooding) of water applied

as a mist or spray; solid

Store at 2-8°C

May develop pressure. Open carefully.

Keep tightly closed. Keep away from heat, sparks, and open flame.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat, sparks, and open flame. Store at 2-8░C SPECIAL REQUIREMENTS    May

develop pressure. Open carefully.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: F-Xn

    Indication of Danger: Highly Flammable. Harmful.

    R: 11-22-36

    Risk Statements: Highly flammable. Harmful if swallowed.

    Irritating to eyes.

    S: 16-26-36/37

    Safety Statements: Keep away from sources of ignition - no

    smoking. In case of contact with eyes, rinse immediately with

    plenty of water and seek medical advice. Wear suitable

    protective clothing and gloves.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  3 ppm

   DOE Short Term Exposure Limit  10 ppm

   DOE Ceiling Limit 25 ppm

  Immediately Dangerous to Life and Health   25 ppmBUTADIENE MONOXIDE    CAS 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTADIENE SULFONE    CAS # 77792

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  ACUTE TOXICTY RISK INDEX 2.2 - LD50  2830.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Eye Contact: Causes severe eye irritation.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  FLASH POINT  233.6 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Sulfur oxides

REACTIVE PROPERTIES

HANDLING: Avoid contact and inhalation. Do not get in eyes, on skin, on

clothing. STORAGE: Keep tightly closed. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 41

    Risk Statements: Risk of serious damage to eyes.

    S: 26 37/39

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable gloves and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTANE    CAS # 106978

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   C   D   .   F   G   .   I   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   4   0      

  EXTREMELY TOXIC - DESIGNATED AREA MAY BE REQUIRED

  ACUTE TOXICTY RISK INDEX 4 - LD50         mg/Kg

  NEUROTOXIC - RISK INDEX   2.0

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50 ********

ROUTE OF EXPOSURE

 skin Contact: Can cause severe frostbite.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled. Can cause rapid

    suffocation.

    Ingestion: May be harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

    Central nervous system.

SIGNS AND SYMPTOMS OF EXPOSURE

    Cyanosis. Exposure can cause numbness, tingling, and weakness in

    extremities. Light headedness, giddiness, shortness of breath,

    possible narcosis and possible cardiac arrhythmias at high

    concentrations. May cause frostbite on direct contact. Use only

    as directed. Intentional misuse by deliberately concentrating

    vapors and inhaling contents can be harmful or fatal. CNS

    depression. Exposure can cause: Pulmonary edema. Effects may be

    delayed. Abdominal pain, nausea, vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Gas

  Flammable

  VAPOR PRESSURE 1415.2 mm Hg @ 20 °C

  FLASH POINT  -76 °F

  Store in an explosion-proof refrigerator or tightly stoppered in a

well-ventilated area

SEGREGATION: SHELF # 3

STORAGE GROUP(S):

     h - Flammable/Pyrophoric Gas

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC   CORROSIVE

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  For small (incipient) fires, use media such as "alcohol"

foam, dry chemical, or carbon dioxide. For large    fires, apply water from

as far as possible. Use very large    quantities (flooding) of water applied

as a mist or spray; solid

REACTIVE PROPERTIES

HANDLING: Do not breathe gas. Do not get in eyes, on skin, on clothing. Avoid

prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away from

heat, sparks, and open flame. Use with equipment rated for cylinder pressure,

and    of compatible materials of construction. Close valve when not in   

use and when empty. Make sure cylinder is properly secured when    in use or

stored Cylinder temperature should not exceed 125░F    (52░C).    Unsuitable:

Store away from heat and direct sunlight       SPECIAL REQUIREMENTS   

Contents under pressure.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

    Symbol of Danger: F+

    Indication of Danger: Extremely Flammable.

    R: 12

    Risk Statements: Extremely flammable.

    S: 9-16

    Safety Statements: Keep container in a well-ventilated place.

    Keep away from sources of ignition - no smoking.

OSHA REGULATORY LIMITS

  OSHA Permissible Exposure Limit 800 ppm

ACGIH RECOMMENDED LIMITS

  ACGIH Threshold Limit Value 1000 ppm

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  800 ppm

   DOE Short Term Exposure Limit  5500 ppm

   DOE Ceiling Limit 17000 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTANE SULTONE (1,4-)    CAS # 1633836

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   E   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 3 - LD50   500.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin. May cause irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

    Oral

    Rat

    500 mg/kg

    Subcutaneous

    Rat

    350 MG/KG

    Intravenous

    Rat

    270 MG/KG

    LD50

    Intraperitoneal

    Mouse

    138 MG/KG

    LD50

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

Store at -20°C

REACTIVE PROPERTIES

    User Exposure: Do not breathe dust. Avoid contact with eyes, skin, and

clothing. Avoid prolonged or repeated exposure. STORAGE Store at -20░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    R: 22 40

    Risk Statements: Harmful if swallowed. Limited evidence of a

    carcinogenic effect.

    S: 22 36/37

    clothing and gloves.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTANEBORONIC ACID (1-)    CAS # 4426475

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Boron oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep container closed. Store

in a cool dry place\. Store under nitrogen\. SPECIAL REQUIREMENTS 

Hygroscopic.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTANEDIOL (1,4-)    CAS # 110634

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  ACUTE TOXICTY RISK INDEX 2.5 - LD50  1525.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: Material may be irritating to mucous membranes and

    upper respiratory tract. May be harmful if inhaled.

    Ingestion: Harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

    Kidneys. Central nervous system.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE .0105 mm Hg @ 20 °C

  FLASH POINT  273.2 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Acid chlorides, Acid  anhydrides,

Reducing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

Water spray.

REACTIVE PROPERTIES

HANDLING: Avoid prolonged or repeated exposure. Do not breathe vapor. Avoid

contact with eyes, skin, and clothing. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 22

    Risk Statements: Harmful if swallowed.

    S: 36

    Safety Statements: Wear suitable protective clothing.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  1.25 mg/m3

   DOE Short Term Exposure Limit  3.5 mg/m3

   DOE Ceiling Limit 25 mg/m3

  Immediately Dangerous to Life and Health   250 mg/m3BUTANEDIOL (1,4-)    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTANEDIOL (2,3-)    CAS # 513859

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   Exposure can cause: Gastrointestinal disturbances. Nausea,

   headache, and vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE   17.0 mm Hg @ 20 °C

  FLASH POINT  185 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Acid chlorides, Acid anhydrides, Oxidizing agents,

Chloroformates, Reducing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Hygroscopic.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTANEDIOL (2R,3R-)    CAS # 24347588

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   Exposure can cause: Gastrointestinal disturbances. Nausea,

   headache, and vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  VAPOR PRESSURE   17.0 mm Hg @ 20 °C

  FLASH POINT  185 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Acid chlorides, Acid anhydrides, Oxidizing agents,

Chloroformates, Reducing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Hygroscopic.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTANEDIOL DIGLYCIDYL ETHER (1,4-)    CAS # 2425798

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   E   .   .   .   .   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  3   1   0      

  ACUTE TOXICTY RISK INDEX 2.6 - LD50  1134.0 mg/Kg

  INHALATION HAZARD

  INHALATION RISK INDEX   2.6 - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: Harmful if absorbed through skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Harmful if inhaled. Material may be irritating to

   mucous membranes and upper respiratory tract.

   Ingestion: Harmful if swallowed.

SENSITIZATION

 skin: May cause allergic skin reaction.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated. 

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE   10.0 mm Hg @ 20 °C

  FLASH POINT  230 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Acids, Bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 20/21 36/38 43

   Risk Statements: Harmful by inhalation and in contact with skin.

   Irritating to eyes and skin. May cause sensitization by skin

   contact.

   S: 26 28 37/39

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. After   contact

with skin, wash immediately with plenty of soap-suds.

   Wear suitable gloves and eye/face protection.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  30 mg/m3

   DOE Short Term Exposure Limit  100 mg/m3

   DOE Ceiling Limit 500 mg/m3

  Immediately Dangerous to Life and Health   500 mg/m3BUTANEDIOL DIGLYCIDYL 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTANEDIONE (2,3-)    CAS # 431038

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   3   0      

  ACUTE TOXICTY RISK INDEX 3 - LD50  1580.0 mg/Kg

  INHALATION HAZARD  INHALATION RISK INDEX   3.0 - LC50   4000.0

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes severe eye irritation.

    Inhalation: Material may be irritating to mucous membranes and

    upper respiratory tract. Harmful if inhaled.

    Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Exposure can cause: Nausea, headache, and vomiting. To the best

    of our knowledge, the chemical, physical, and toxicological

    properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  VAPOR PRESSURE   52.2 mm Hg @ 20 °C

  FLASH POINT  44.6 °F

  Forms ignitable mixtures in air at room temperature - Danger of remote

ignition and flashback

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Oxidizing agents, Strong bases, Reducing  agents, Metals.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam. 

Water may be effective for cooling, but may not    effect extinguishment.

Store at 2-8°C

Keep tightly closed. Keep away from heat, sparks, and open flame.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat, sparks, and open flame. Store at 2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: F Xn

    Indication of Danger: Highly Flammable. Harmful.

    R: 11 20/22 38 41

    Risk Statements: Highly flammable. Harmful by inhalation and if

    swallowed. Irritating to skin. Risk of serious damage to eyes.

    S: 16 26 39

    Safety Statements: Keep away from sources of ignition - no

    smoking. In case of contact with eyes, rinse immediately with

    plenty of water and seek medical advice. Wear eye/face

    protection.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  20 mg/m3

   DOE Short Term Exposure Limit  60 mg/m3

   DOE Ceiling Limit 400 mg/m3

  Immediately Dangerous to Life and Health   400 mg/m3BUTANEDIONE (2,3-)    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTANEDONE MONOXIME (2,3-)    CAS # 57716

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store at

2-8░C

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTANESULFONYL CHLORIDE (1-)    CAS # 2386609   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   1   W   

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE .500 mm Hg @ 20 °C

  FLASH POINT  174.2 °F

  Reacts violently with water

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     b - Pyrophoric/Water Reactive

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   REACTIVE

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam. 

Do not use water.

TOXIC EMISSIONS WHEN BURNED: Sulfur oxides Hydrogen chloride gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store in a cool dry place\. SPECIAL REQUIREMENTS 

Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34 36/37

    Risk Statements: Causes burns. Irritating to eyes and

    respiratory system.

    S: 26 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTANETETRACARBOXYLIC ACID (1,2,3,4-)    CAS # 1703588

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   1   OX   

  ACUTE TOXICTY RISK INDEX 2.4 - LD50  1720.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

    Eye Contact: Causes eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: Harmful if swallowed.

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Oxidizing Agent

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     e - Oxidizer/Organic Peroxide

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong reducing agents, Strong acids.

FIRE EXTINGUISHER: appropriate foam.

REACTIVE PROPERTIES

    User Exposure: Do not breathe dust. Avoid contact with eyes, skin, and

clothing. Avoid prolonged or repeated exposure. STORAGE      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    Risk Statements: Harmful if swallowed. Irritating to eyes.

    S: 26

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTANOL (1-)    CAS # 71363

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   E   .   G   H   I   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   3   0      

  ACUTE TOXICTY RISK INDEX 2.3 - LD50  2500.0 mg/Kg

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION RISK INDEX   2.0 - LC50  28400.0

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes severe eye irritation.

   Inhalation: May be harmful if inhaled. Material is irritating to

   mucous membranes and upper respiratory tract.

   Ingestion: Harmful if swallowed 

TARGET ORGAN(S) OR SYSTEM(S)

   Central nervous system. Ears. Liver. Kidneys. Blood.

SIGNS AND SYMPTOMS OF EXPOSURE

   Can cause CNS depression. Exposure can cause: Gastrointestinal

   disturbances. Drying, cracking, or irritation of the skin.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  VAPOR PRESSURE    4.0 mm Hg @ 20 °C

  FLASH POINT  95 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Oxidizing agents, Alkali metals, Bases, Strong acids,

Halogens.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

Carbon Dioxide, dry chemical powder, or appropriate   foam. Water can be

applied as a spray or fog and if properly applied is capable of extinguishing

the fire by

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep container closed. Keep

away from heat, sparks, and open flame\. SPECIAL REQUIREMENTS Handle and

store under inert gas. Hygroscopic.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 10 22 37/38 41 67

   Risk Statements: Flammable. Harmful if swallowed. Irritating to

   respiratory system and skin. Risk of serious damage to eyes.

   Vapors may cause drowsiness and dizziness.

   S: 7/9 13 26 37/39 46

   Safety Statements: Keep container tightly closed and in

   well-ventilated place. Keep away from food, drink, and animal

   feedingstuffs. In case of contact with eyes, rinse immediately

   with plenty of water and seek medical advice. Wear suitable

   gloves and eye/face protection. If swallowed, seek medical

   advice immediately and show this container or label.

OSHA REGULATORY LIMITS

  OSHA Ceiling Limit 50 ppm

  OSHA Ceiling Limit 150 ppm

ACGIH RECOMMENDED LIMITS

  ACGIH Threshold Limit Value 20 ppm

  Immediately Dangerous to Life and Health  1400 ppm

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  50 ppm

   DOE Short Term Exposure Limit  50 ppm

   DOE Ceiling Limit 50 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTANOL (2-)    CAS # 78922

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   H   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   3   0      

  ACUTE TOXICTY RISK INDEX 2.4 - LD50  2193.0 mg/Kg

  INHALATION HAZARD

  INHALATION RISK INDEX   2.4 - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: May be harmful if inhaled. Material is irritating to

   mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   Exposure can cause: Nausea, dizziness, and headache. To the best

   of our knowledge, the chemical, physical, and toxicological

   properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  VAPOR PRESSURE   12.5 mm Hg @ 20 °C

  FLASH POINT  80 °F

  Forms ignitable mixtures in air at room temperature - Danger of remote

ignition and flashback

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Acids, Acid chlorides, Acid anhydrides, Oxidizing agents,

Halogens, Peroxides.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid contact with eyes, skin, and clothing. Do   not breathe

vapor. Avoid prolonged or repeated exposure. STORAGE: Keep container closed.

Keep away from heat, sparks, and open flame.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 10 36/37 67

   Risk Statements: Flammable. Irritating to eyes and respiratory

   system. Vapors may cause drowsiness and dizziness.

   S: 7/9 13 24/25 26 46

   Safety Statements: Keep container tightly closed and in

   well-ventilated place. Keep away from food, drink, and animal

   feedingstuffs. Avoid contact with skin and eyes. In case of

   contact with eyes, rinse immediately with plenty of water and

   seek medical advice. If swallowed, seek medical advice

   immediately and show this container or label.

  Immediately Dangerous to Life and Health  2000 ppm

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  100 ppm

   DOE Short Term Exposure Limit  150 ppm

   DOE Ceiling Limit 2000 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTANONE (2-)    CAS # 78933   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   .   G   H   I   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   3   0      

  REPRODUCTIVE RISK INDEX    .5

  ACUTE TOXICTY RISK INDEX 2.2 - LD50  2737.0 mg/Kg

  NEUROTOXIC - RISK INDEX   3.0

  INHALATION HAZARD  INHALATION RISK INDEX   2.9 - LC50  38000.0

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes severe eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Central nervous system.

SIGNS AND SYMPTOMS OF EXPOSURE

   Can cause CNS depression. Exposure can cause: Gastrointestinal

   disturbances. Narcotic effect.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  VAPOR PRESSURE   71.0 mm Hg @ 20 °C

  FLASH POINT  30 °F

  Store in an explosion-proof refrigerator or tightly stoppered in a

well-ventilated area

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Oxidizing agents, Strong reducing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat, sparks, and open flame. Store in a cool dry place. Store under

nitrogen\. SPECIAL REQUIREMENTS  Hygroscopic.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: F Xi

   Indication of Danger: Highly Flammable. Irritant.

   R: 11 36 66 67

   Risk Statements: Highly flammable. Irritating to eyes. Repeated

   exposure may cause skin dryness or cracking. Vapors may cause

   drowsiness and dizziness.

   S: 9 16

   Safety Statements: Keep container in a well-ventilated place.

   Keep away from sources of ignition - no smoking.

OSHA REGULATORY LIMITS

  OSHA Permissible Exposure Limit 200 ppm

  OSHA Short Term Exposure Limit  300 ppm

ACGIH RECOMMENDED LIMITS

  ACGIH Threshold Limit Value 200 ppm

  ACGIH Short Term Exposure Limit 300 ppm

  Immediately Dangerous to Life and Health  3000 ppm

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  200 ppm

   DOE Short Term Exposure Limit  200 ppm

   DOE Ceiling Limit 2700 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTENE (2-)    CAS # 107017

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   C   D   .   F   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   4   1      

  EXTREMELY TOXIC - DESIGNATED AREA MAY BE REQUIRED

  ACUTE TOXICTY RISK INDEX 4 - LD50         mg/Kg

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50    131.8

SIGNS AND SYMPTOMS OF EXPOSURE

    May be harmful. Acts as a simple asphyxiant. Symptoms of

    overexposure include dizziness, disorientation, headache,

    excitation, central nervous system depression and anesthesia.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  VAPOR PRESSURE    1.9 mm Hg @ 20 °C

  FLASH POINT  -30 °F

  Store in an explosion-proof refrigerator or tightly stoppered in a

well-ventilated area

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC   CORROSIVE

INCOMPATIBILITIES:Strong oxidizing agents.

REACTIVE PROPERTIES

HANDLING: Do not breathe gas. Do not get in eyes, on skin, on clothing. Avoid

prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away from

heat, sparks, and open flame. Cylinder temperature should not exceed 125░F

(52░C)\. SPECIAL REQUIREMENTS    Contents under pressure.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

    Symbol of Danger: F+

    Indication of Danger: Extremely Flammable.

    R: 12

    Risk Statements: Extremely flammable.

    S: 9 16 33

    Safety Statements: Keep container in a well-ventilated place.

    Keep away from sources of ignition - no smoking. Take

    precautionary measures against static discharges.

ACGIH RECOMMENDED LIMITS

  ACGIH Threshold Limit Value 250 ppm

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  1.5 ppm

   DOE Short Term Exposure Limit  4 ppm

   DOE Ceiling Limit 30 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTENE (CIS,2-)    CAS # 590181

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   4   0      

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50         

SIGNS AND SYMPTOMS OF EXPOSURE

   Acts as a simple asphyxiant. Symptoms of overexposure include

   dizziness, disorientation, headache, excitation, central nervous

   system depression and anesthesia. May be harmful.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Gas

  Flammable

  VAPOR PRESSURE 1346.7 mm Hg @ 20 °C

  FLASH POINT  10.4 °F

  Store in an explosion-proof refrigerator or tightly stoppered in a

well-ventilated area

SEGREGATION: SHELF # 3

STORAGE GROUP(S):

     h - Flammable/Pyrophoric Gas

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Strong oxidizing agents.

REACTIVE PROPERTIES

HANDLING: Do not breathe gas. Do not get in eyes, on skin, on clothing. Avoid

prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away from

heat, sparks, and open flame. Cylinder temperature should not exceed 125░F

(52░C)\. SPECIAL REQUIREMENTS   Contents under pressure.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: F

   Indication of Danger: Highly Flammable.

   R: 1   Risk Statements: Highly flammable.

   S: 16 38

   Safety Statements: Keep away from sources of ignition - no

   smoking. In case of insufficient ventilation, wear suitable

   respiratory equipment.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  65000 ppm

   DOE Short Term Exposure Limit  65000 ppm

   DOE Ceiling Limit 230000 ppm

  Immediately Dangerous to Life and Health   400000 ppmBUTENE (CIS,2-)    CAS 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTENE DIOL (CIS,2:4-)    CAS # 6117802

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: May be harmful if inhaled. Material is irritating to

    mucous membranes and upper respiratory tract.

    Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  260.6 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong reducing  agents, Acid

chlorides, Acid anhydrides, Chloroformates, Halogens,    Phosphorus halides.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

STORAGE: Keep tightly closed. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 23 24/25

   Safety Statements: Do not breathe vapor. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTENOL (3,1-)    CAS # 627270

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   3   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: May be harmful if inhaled. Material is irritating to

   mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  FLASH POINT  91.4 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Acids, Acid chlorides, Acid anhydrides, Oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid breathing vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep container closed. Keep

away from heat, sparks, and open flame.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 10 36/37/38

   Risk Statements: Flammable. Irritating to eyes, respiratory

   system and skin.

   S: 16 26 36

   Safety Statements: Keep away from sources of ignition - no

   smoking. In case of contact with eyes, rinse immediately with

   plenty of water and seek medical advice. Wear suitable

   protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTENYL CHLOROFORMATE (3-)    CAS # 88986452

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   E   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   3   0      

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: May be fatal if inhaled, swallowed, or absorbed

    through skin. Causes burns.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. Inhalation may result in spasm, inflammation and edema

    of the larynxand bronchi, chemical pneumonitis, and pulmonary

    edema. Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  FLASH POINT  95 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Strong bases, Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas Carbon  monoxide

Store at 2-8°C

Vent periodically. Moisture sensitive.

Keep tightly closed. Keep away from heat, sparks, and open flame. Handle and

store under nitrogen.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. Open    carefully. STORAGE: Keep

tightly closed. Keep away from heat, sparks, and open flame. Handle and store

under nitrogen. Store at 2-8░C SPECIAL REQUIREMENTS    Vent periodically.

Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: T

    Indication of Danger: Toxic.

    R: 10-23/24/25-34

    Risk Statements: Flammable. Toxic by inhalation, in contact with

 skin and if swallowed. Causes burns.

    S: 16-26-36/37/39-45

    Safety Statements: Keep away from sources of ignition - no

    smoking. In case of contact with eyes, rinse immediately with

    plenty of water and seek medical advice. Wear suitable

    protective clothing, gloves, and eye/face protection. In case of

    accident or if you feel unwell, seek medical advice immediately

    (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTENYLOXIRANE (3-)    CAS # 10353534

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   E   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   3   1      

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

   Eye Contact: Causes severe eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract.

   Multiple Routes: Harmful if swallowed, inhaled, or absorbed

   through skin.

TARGET ORGAN(S) OR SYSTEM(S)

   Blood. Bone marrow. Eyes. Female reproductive system.

SIGNS AND SYMPTOMS OF EXPOSURE

   Exposure can cause: Nausea, dizziness, and headache. Narcotic

   effect. Blood effects. To the best of our knowledge, the

   chemical, physical, and toxicological properties have not been  

thoroughly investigated. Inhalation of high concentrations of

   benzene may have an initial stimulatory effect on the central

   nervous system characterized by exhilaration, nervous excitation

   and/or giddiness, depression, drowsiness, or fatigue. The victim

   may experience tightness in the chest, breathlessness, and loss

   of consciousness. Tremors, convulsions, and death due to

   respiratory paralysis or circulatory collapse can occur in a few

   minutes to several hours following severe exposures. Aspiration

   of small amounts of liquid immediately causes pulmonary edema

   and hemorrhage of pulmonary tissue. Direct skin contact may

   cause erythema. Repeated or prolonged skin contact may result in

   drying, scaling dermatitis, or development of secondary skin

   infections. The chief target organ is the hematopoietic system.

   Bleeding from the nose, gums, or mucous membranes and the

   development of purpuric spots, pancytopenia, leukopenia,

   thrombocytopenia, aplastic anemia, and leukemia may occur as the

   condition progresses. The bone marrow may appear normal,

   aplastic or hyperplastic, and may not correlate with peripheral

   blood-forming tissues. The onset of effects of prolonged benzene

   exposure may be delayed for many months or years after the

   actual exposure has ceased.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  FLASH POINT  60 °F

  Forms ignitable mixtures in air at room temperature - Danger of remote

ignition and flashback

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Strong oxidizing agents, Strong acids, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

Store at 2-8°C

Keep tightly closed. Keep away from heat, sparks, and open flame.

Moisture sensitive.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

STORAGE: Keep tightly closed. Keep away from heat, sparks, and open flame\.

Store at 2-8░C SPECIAL REQUIREMENTS  Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: F T

   Indication of Danger: Highly Flammable. Toxic.

   R: 45 46 11 23/24/25 37/38 41

   Risk Statements: May cause cancer. May cause heritable genetic

   damage. Highly flammable. Toxic by inhalation, in contact with

 skin and if swallowed. Irritating to respiratory system and

 skin. Risk of serious damage to eyes.

   S: 53 16 26 27 45

   Safety Statements: Avoid exposure - obtain special instructions

   before use. Keep away from sources of ignition - no smoking. In

   case of contact with eyes, rinse immediately with plenty of

   water and seek medical advice. Take off immediately all

   contaminated clothing. In case of accident or if you feel

   unwell, seek medical advice immediately (show the label where

   possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTHIONINE SULFOXIMINE (DL-)    CAS # 5072264

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

Store at 2-8°C

Keep tightly closed. Store in a cool dry place.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place. Store at 2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTOXYBENZOYL CHLORIDE (4,N-)    CAS # 33863864   HAZARDOUS CHEMICAL OF

CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   1   W   

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin. Causes burns.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  235 °F

  Reacts violently with water

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     b - Pyrophoric/Water Reactive

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   REACTIVE

INCOMPATIBILITIES:Water, Alcohols, Oxidizing agents, Strong  bases.

FIRE EXTINGUISHER:  Carbon dioxide. Dry chemical powder.  Do not use water.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas Phosgene gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place\. SPECIAL REQUIREMENTS  Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34 36/37

    Risk Statements: Causes burns. Irritating to eyes and

    respiratory system.

    S: 26 27 28 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Take

    off immediately all contaminated clothing. After contact with

 skin, wash immediately with plenty of water. Wear suitable

    protective clothing, gloves, and eye/face protection. In case of

    accident or if you feel unwell, seek medical advice immediately

    (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTOXYCARBONYL LEUCINE (TERT,L-)    CAS # 13139156

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   F   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 1.6 - LD50 12903.2 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Eye Contact: May cause eye irritation.

    Inhalation: Material may be irritating to mucous membranes and

    upper respiratory tract.

    Multiple Routes: May be harmful by inhalation, ingestion, or

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   CORROSIVE

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

Store at -20°C

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure.     Suitable: Keep tightly closed.

Store at -20░C

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTOXYETHANOL (2-)    CAS # 111762   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   E   F   G   .   I   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  1   2   2      

  REPRODUCTIVE RISK INDEX   2.7

  ACUTE TOXICTY RISK INDEX 3 - LD50   470.0 mg/Kg

  NEUROTOXIC - RISK INDEX   3.0

  INHALATION HAZARD

  INHALATION RISK INDEX   2.1 - LC50   1046.7

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: Harmful if absorbed through skin. Readily

   absorbed through skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Harmful if inhaled. Material may be irritating to

   mucous membranes and upper respiratory tract.

   Ingestion: Harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Liver. Central nervous system. Testes. Blood. Kidneys.

SIGNS AND SYMPTOMS OF EXPOSURE

   Narcotic effect. Causes central nervous system (CNS) depression,

   loss of taste, numbness of the tongue, headaches, and stupor.

   Human exposure above 200 ppm can be expected to cause narcosis,

   damage to the kidney and liver and present an abnormal blood

   picture showing erythropenia, reticulocytosis, granulocytosis,

   leukocytosis, and would be likely to cause fragility of

   erythrocytes and hematuria. Swallowing of 2-butoxyethanol

   results in a sour taste that turns to a burning sensation and i   followed

by numbness of the tongue which indicates paralysis of

   the sensory nerve endings.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  Explosive

  VAPOR PRESSURE***** mm Hg @ 20 °C

  FLASH POINT  152 °F

  Forms explosive unstable peroxides

  Test periodically or discard

SEGREGATION: SHELF # 3

STORAGE GROUP(S):

     k - Explosive/Unstable

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   REACTIVE   TOXIC   CORROSIVE

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.  

Unsuitable: Minimize exposure to air. If peroxide formation is   suspected,

do not open or move container.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 20/21/22-36/38

   Risk Statements: Harmful by inhalation, in contact with skin and

   if swallowed. Irritating to eyes and skin.

   S: 36/37-46

   Safety Statements: Wear suitable protective clothing and gloves.

   If swallowed, seek medical advice immediately and show this

   container or label.

OSHA REGULATORY LIMITS

  OSHA Permissible Exposure Limit 25 ppm

ACGIH RECOMMENDED LIMITS

  ACGIH Threshold Limit Value 20 ppm

  Immediately Dangerous to Life and Health  700 ppm

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  50 ppm

   DOE Short Term Exposure Limit  50 ppm

   DOE Ceiling Limit 100 ppm

  Immediately Dangerous to Life and Health   700 ppmBUTOXYETHANOL (2-)    CAS 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTOXYETHOXYETHYL ACETATE (2,2-)    CAS # 124174   HAZARDOUS CHEMICAL OF

CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   E   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   1   2      

  ACUTE TOXICTY RISK INDEX 1.9 - LD50  6500.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50  72500.0

Information

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Readily absorbed through skin.

   Eye Contact: Causes eye irritation.

   Inhalation: May be harmful if inhaled. Material is irritating to

   mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  Explosive

  FLASH POINT  215.6 °F

  Forms explosive unstable peroxides

  Test periodically or discard

SEGREGATION: SHELF # 3

STORAGE GROUP(S):

     k - Explosive/Unstable

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   REACTIVE

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

Store at -20°C

Keep tightly closed. Store in a cool dry place. Store under nitrogen.

Minimize exposure to air. If p

Store under inert gas. Light sensitive. Heat sensitive.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place. Store under nitrogen.   Unsuitable: Minimize exposure to

air. If peroxide formation is   suspected, do not open or move container\.

Store at -20░C SPECIAL REQUIREMENTS  Store under inert gas. Light sensitive.

Heat sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant   R: 19 36/37/38

   Risk Statements: May form explosive peroxides. Irritating to

   eyes, respiratory system and skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTOXYPROPYLAMINE (3-)    CAS # 16499880

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  146 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store in a cool dry place\. SPECIAL REQUIREMENTS 

Air sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34

    Risk Statements: Causes burns.

    S: 26 27 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Take

    off immediately all contaminated clothing. Wear suitable

    protective clothing, gloves, and eye/face protection. In case of

    accident or if you feel unwell, seek medical advice immediately

    (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTVAR    CAS # 63148652

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

IRRITATION DATA

   Eyes

   Rabbit

   100 mg

   24H

   Remarks: Moderate irritation effect

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Store in a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYL ACETATE    CAS # 123864

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   H   I   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   3   0      

  ACUTE TOXICTY RISK INDEX 1.7 - LD50 10768.0 mg/Kg

  NEUROTOXIC - RISK INDEX   2.0

  INHALATION RISK INDEX   1.7 - LC50  40000.0

ROUTE OF EXPOSURe

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes severe eye irritation.

    Inhalation: Toxic if inhaled. Material is irritating to mucous

    Ingestion: May be harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

    Central nervous system.

SIGNS AND SYMPTOMS OF EXPOSURE

    Exposure can cause: Drowsiness. To the best of our knowledge,

    been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  VAPOR PRESSURE    8.0 mm Hg @ 20 °C

  FLASH POINT  74 °F

  Forms ignitable mixtures in air at room temperature - Danger of remote

ignition and flashback

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam\. Protective Equipment: Wear self-contained breathing

apparatus and protective clothing to prevent contact with skin and eyes.   

Specific Hazard(s): Flammab

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure.STORAGE: Keep container closed. Keep

away from heat, sparks, and open flame.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

    R: 10 66 67

    Risk Statements: Flammable. Repeated exposure may cause skin

    S: 25

    Safety Statements: Avoid contact with eyes.

OSHA REGULATORY LIMITS

  OSHA Permissible Exposure Limit 150 ppm

  OSHA Short Term Exposure Limit  200 ppm

ACGIH RECOMMENDED LIMITS

  ACGIH Threshold Limit Value 150 ppm

  Immediately Dangerous to Life and Health  1700 ppm

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  5 ppm

   DOE Short Term Exposure Limit  5 ppm

   DOE Ceiling Limit 200 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYL ACETATE (SEC-)    CAS # 105464

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   3   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Vapor or mist is irritating to the eyes, mucous

   membranes, and upper respiratory tract.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  FLASH POINT  61 °F

  Forms ignitable mixtures in air at room temperature - Danger of remote

ignition and flashback

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Use protective clothing, gloves, and mask. Avoid   inhalation.

Avoid contact with eyes, skin, and clothing. STORAGE: Keep tightly closed.

Keep away from heat, sparks, and open flame. Store in a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: F Xi

   Indication of Danger: Highly Flammable. Irritant.

   R: 11 36/37/38

   Risk Statements: Highly flammable. Irritating to eyes,

   respiratory system and skin.

   S: 16 26 36/37/39

   Safety Statements: Keep away from sources of ignition - no

   smoking. In case of contact with eyes, rinse immediately with

   plenty of water and seek medical advice. Wear suitable

   protective clothing, gloves, and eye/face protection.

  Immediately Dangerous to Life and Health  1700 ppm

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  200 ppm

   DOE Short Term Exposure Limit  200 ppm

   DOE Ceiling Limit 300 ppm

  Immediately Dangerous to Life and Health   1500 ppmBUTYL ACETATE (SEC-)    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYL ACETATE (TERT-)    CAS # 540885

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   .   .   .   I   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 3 - LD50  4100.0 mg/Kg

  NEUROTOXIC - RISK INDEX   5.0

  INHALATION HAZARD  INHALATION RISK INDEX   2.6 - LC50   2230.0

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Vapor or mist is irritating to the eyes, mucous

   membranes, and upper respiratory tract.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  VAPOR PRESSURE   37.6 mm Hg @ 20 °C

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

Store at 2-8°C

Keep tightly closed. Keep away from heat, sparks, and open flame. Store in a

cool dry place.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

STORAGE: Keep tightly closed. Keep away from heat, sparks, and open flame.

Store in a cool dry place\. Store at 2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: F

   Indication of Danger: Highly Flammable.

   R: 11 66

   Risk Statements: Highly flammable. Repeated exposure may cause

 skin dryness or cracking.

   S: 16 23 25 29 33

   Safety Statements: Keep away from sources of ignition - no

   smoking. Do not breathe vapor. Avoid contact with eyes. Do not

   empty into drains. Take precautionary measures against static

   discharges.

OSHA REGULATORY LIMITS

  OSHA Permissible Exposure Limit 200 ppm

ACGIH RECOMMENDED LIMITS

  ACGIH Threshold Limit Value 200 ppm

  Immediately Dangerous to Life and Health  1500 ppm

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  200 ppm

   DOE Short Term Exposure Limit  600 ppm

   DOE Ceiling Limit 1000 ppm

  Immediately Dangerous to Life and Health   1500 ppmBUTYL ACETATE (TERT-)    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYL ACETOACETATE (TERT-)    CAS # 1694311

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  ACUTE TOXICTY RISK INDEX 2 - LD50  5000.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50  72800.0

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: Material may be irritating to mucous membranes and

    upper respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  141 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid breathing vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame.      

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  20 mg/m3

   DOE Short Term Exposure Limit  60 mg/m3

   DOE Ceiling Limit 400 mg/m3

  Immediately Dangerous to Life and Health   500 mg/m3BUTYL ACETOACETATE 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYL ACRYLATE    CAS # 141322

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   E   .   G   .   .   J   K   L

  NFPA HAZARD CODES (H,F,R,O)  2   2   0      

  ACUTE TOXICTY RISK INDEX 3 - LD50   900.0 mg/Kg

  INHALATION HAZARD

  INHALATION RISK INDEX   2.3 - LC50   7800.0

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Lachrymator. Causes eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

SENSITIZATION

 skin: May cause allergic skin reaction.

SIGNS AND SYMPTOMS OF EXPOSURE

   Symptoms of exposure may include burning sensation, coughing,

   wheezing, laryngitis, shortness of breath, headache, nausea, and

   vomiting. To the best of our knowledge, the chemical, physical,

   and toxicological properties have not been thoroughly

   investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  VAPOR PRESSURE    3.3 mm Hg @ 20 °C

  FLASH POINT  96.8 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Strong bases, Strong acids, Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid breathing vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep container closed. Keep

away from heat, sparks, and open flame\. SPECIAL REQUIREMENTS   Heat and

light sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 10-36/37/38-43

   Risk Statements: Flammable. Irritating to eyes, respiratory

   system and skin. May cause sensitization by skin contact.

   S: 9

   Safety Statements: Keep container in a well-ventilated place.

OSHA REGULATORY LIMITS

  OSHA Permissible Exposure Limit 10 ppm

ACGIH RECOMMENDED LIMITS

  ACGIH Threshold Limit Value 2 ppm

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  2 ppm

   DOE Short Term Exposure Limit  8.3 ppm

   DOE Ceiling Limit 130 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYL ACRYLATE (TERT-)    CAS # 1663394

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   3   0      

  ACUTE TOXICTY RISK INDEX 3 - LD50  1056.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50   7000.0

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: Harmful if absorbed through skin.

    Eye Contact: Causes severe eye irritation.

    Inhalation: Harmful if inhaled. Material is irritating to mucous

    membranes and upper respiratory tract.

    Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  FLASH POINT  62.6 °F

  Forms ignitable mixtures in air at room temperature - Danger of remote

ignition and flashback

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep container closed. Keep

away from heat, sparks, and open flame.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

    Symbol of Danger: F Xn

    Indication of Danger: Highly Flammable. Harmful.

    R: 11 20/21/22 37/38 41 52/53

    Risk Statements: Highly flammable. Harmful by inhalation, in

    contact with skin and if swallowed. Irritating to respiratory

    system and skin. Risk of serious damage to eyes. Harmful to

    aquatic organisms, may cause long-term adverse effects in the

    aquatic environment.

    S: 16 25 37 61

    Safety Statements: Keep away from sources of ignition - no

    smoking. Avoid contact with eyes. Wear suitable gloves. Avoid

    release to the environment. Refer to special instructions/safety

    data sheets.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYL CARBAMATE (TERT-)    CAS # 4248195

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

    Eye Contact: May cause eye irritation.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYL CARBANATE (TERT-)    CAS # 870462

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  VAPOR PRESSURE .290 mm Hg @ 20 °C

  FLASH POINT  197 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

Store at -20°C

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store at

-20░C

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYL CHLOROACETATE (TERT-)    CAS # 107595

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   F   G   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  3   2   0      

  ACUTE TOXICTY RISK INDEX 3.1 - LD50   380.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50   4738.0

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: Harmful if absorbed through skin.

    Eye Contact: Lachrymator. Causes burns.

    Inhalation: Harmful if inhaled. Material is extremely

    destructive to the tissue of the mucous membranes and upper

    respiratory tract.

    Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  140 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC   CORROSIVE

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 20/21/22 34

    Risk Statements: Harmful by inhalation, in contact with skin and

    if swallowed. Causes burns.

    S: 26 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYL ETHER    CAS # 142961   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   3   2      

  ACUTE TOXICTY RISK INDEX 1.8 - LD50  7400.0 mg/Kg

  INHALATION RISK INDEX   1.7 - LC50  52390.0

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: May be harmful if inhaled. Material is irritating to

    mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  Explosive

  VAPOR PRESSURE    4.8 mm Hg @ 20 °C

  FLASH POINT  77 °F

  Forms ignitable mixtures in air at room temperature - Danger of remote

ignition and flashback

  Forms explosive unstable peroxides

  Test periodically or discard

SEGREGATION: SHELF # 3

STORAGE GROUP(S):

     k - Explosive/Unstable

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   REACTIVE   TOXIC

INCOMPATIBILITIES:Oxidizing agents, Strong acids.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid breathing vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep container closed. Keep

away from heat, sparks, and open flame\. SPECIAL REQUIREMENTS  Store under

inert gas. Air and light sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 10 36/37/38 52/53

    Risk Statements: Flammable. Irritating to eyes, respiratory

    system and skin. Harmful to aquatic organisms, may cause

    long-term adverse effects in the aquatic environment.

    S: 61

    Safety Statements: Avoid release to the environment. Refer to

    special instructions/safety data sheets.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  1 ppm

   DOE Short Term Exposure Limit  3 ppm

   DOE Ceiling Limit 20 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYL FORMATE (TERT-)    CAS # 762754

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   3   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  FLASH POINT  15 °F

  Store in an explosion-proof refrigerator or tightly stoppered in a

well-ventilated area

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

Store at 2-8°C

Keep tightly closed. Keep away from heat, sparks, and open flame. Store in a

cool dry place.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat, sparks, and open flame. Store in a cool dry place. Store at 2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: F Xi

    Indication of Danger: Highly Flammable. Irritant.

    R: 11 36/37

    Risk Statements: Highly flammable. Irritating to eyes and

    respiratory system.

    S: 9 16 24 33

    Safety Statements: Keep container in a well-ventilated place.

    Keep away from sources of ignition - no smoking. Avoid contact

    with skin. Take precautionary measures against static discharges.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYL HYDROXYBENZOATE (4-)    CAS # 94268

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 1.1 - LD50 42580.6 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYL ISOCYANATE (TERT-)    CAS # 1609865   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   .   G   .   .   J   K   L

  NFPA HAZARD CODES (H,F,R,O)  3   2   1   W   

  ACUTE TOXICTY RISK INDEX 5 - LD50   360.0 mg/Kg

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50     60.0

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes burns.

    Inhalation: Material is extremely destructive to the tissue of

    the mucous membranes and upper respiratory tract. May be fatal

    if inhaled.

    Ingestion: Harmful if swallowed.

SENSITIZATION

    Sensitization: Overexposure can result in development of

    isocyanate sensitization. Subsequent exposure to isocyanates

    well below the TLV or to other irritants such as cold air or

    dust, may trigger asthma-like symptoms including tightness in

    the chest, coughing, wheezing, and shortness of breath.

    Sensitization can be temporary or permanent.

SIGNS AND SYMPTOMS OF EXPOSURE

    Repeated exposure may cause asthma. Prolonged contact can cause:

    Nausea, dizziness, and headache. Lung irritation, chest pain,

    and edema which may be fatal. Symptoms of exposure may include

    burning sensation, coughing, wheezing, laryngitis, shortness of

    breath, headache, nausea, and vomiting. Inhalation may result in

    spasm, inflammation and edema of the larynxand bronchi, chemical

    pneumonitis, and pulmonary edema. Material is extremely

    destructive to tissue of the mucous membranes and upper

    respiratory tract, eyes, and skin.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Flammable

  FLASH POINT  24 °F

  Store in an explosion-proof refrigerator or tightly stoppered in a

well-ventilated area

  Reacts violently with water

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     b - Pyrophoric/Water Reactive

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   REACTIVE   TOXIC

INCOMPATIBILITIES:Alcohols, Strong bases, Amines, Acids, Strong  oxidizing

agents.

FIRE EXTINGUISHER:  Dry chemical powder. Carbon dioxide.  Do not use water.

TOXIC EMISSIONS WHEN BURNED: Hydrogen cyanide Nitrogen  oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat, sparks, and open flame. Store in a cool dry place. Store under

nitrogen\. SPECIAL REQUIREMENTS  Store under inert gas.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: F-T+

    Indication of Danger: Highly Flammable. Very toxic.

    R: 11-14-26-22-34-37-42

    Risk Statements: Highly flammable. Reacts violently with water.

    Very toxic by inhalation. Harmful if swallowed. Causes burns.

    Irritating to respiratory system. May cause sensitization by

    inhalation.

    S: 16-26-36/37/39-45

    Safety Statements: Keep away from sources of ignition - no

    smoking. In case of contact with eyes, rinse immediately with

    plenty of water and seek medical advice. Wear suitable

    protective clothing, gloves, and eye/face protection. In case of

    accident or if you feel unwell, seek medical advice immediately

    (show the label where possible).

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  .25 mg/m3

   DOE Short Term Exposure Limit  .75 mg/m3

   DOE Ceiling Limit 5 mg/m3

  Immediately Dangerous to Life and Health   25 mg/m3BUTYL ISOCYANATE (TERT-)    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYL ISOCYANIDE (TERT-)    CAS # 7188387

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   C   D   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   3   0      

  EXTREMELY TOXIC - DESIGNATED AREA MAY BE REQUIRED

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: Toxic if inhaled. Material may be irritating to

    mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Exposure can cause: Nausea, headache, and vomiting. To the best

    of our knowledge, the chemical, physical, and toxicological

    properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  FLASH POINT  59 °F

  Forms ignitable mixtures in air at room temperature - Danger of remote

ignition and flashback

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Strong acids, Strong bases, Strong oxidizing  agents,

Strong reducing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep container closed. Keep

away from heat, sparks, and open flame.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYL ISOTHIOCYANATE (TERT-)    CAS # 590421

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   E   .   G   .   .   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Severe irritation or burns.

    Multiple Routes: May be fatal if inhaled, swallowed, or absorbed

    through skin. Causes burns.

SENSITIZATION

    Sensitization: May cause allergic reaction.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin. Repeated

    exposure may cause asthma. Prolonged contact can cause: Nausea,

    dizziness, and headache. Lung irritation, chest pain, and edema

    which may be fatal.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  101 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Water, Alcohols, Strong bases, Amines, Acids,  Strong

oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide. Dry chemical powder.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Sulfur oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store in a cool dry place\. SPECIAL REQUIREMENTS 

Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: T

    Indication of Danger: Toxic.

    R: 10 23/24/25 36/37

    Risk Statements: Flammable. Toxic by inhalation, in contact with

 skin and if swallowed. Irritating to eyes and respiratory system.

    S: 26 27 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Take

    off immediately all contaminated clothing. Wear suitable

    protective clothing, gloves, and eye/face protection. In case of

    accident or if you feel unwell, seek medical advice immediately

    (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYL LITHIUM (N-)    CAS # 109728221

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   .   .   .   I   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   1   W   

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50         

  ACUTE EFFECTS

    CAUSES BURNS.

    MAY BE HARMFUL IF ABSORBED THROUGH THE SKIN.

    MAY BE HARMFUL IF INHALED.

    MATERIAL IS EXTREMELY DESTRUCTIVE TO THE TISSUE OF THE MUCOUS MEMBRANES

    AND UPPER RESPIRATORY TRACT.

    MAY BE HARMFUL IF SWALLOWED.

    MATERIAL IS EXTREMELY DESTRUCTIVE TO TISSUE OF THE MUCOUS MEMBRANES

    AND UPPER RESPIRATORY TRACT, EYES AND SKIN.

    INHALATION MAY RESULT IN SPASM, INFLAMMATION AND EDEMA OF THE

    LARYNX AND BRONCHI, CHEMICAL PNEUMONITIS AND PULMONARY EDEMA.

    SYMPTOMS OF EXPOSURE MAY INCLUDE BURNING SENSATION, COUGHING,

    WHEEZING, LARYNGITIS, SHORTNESS OF BREATH, HEADACHE, NAUSEA AND

    VOMITING.

    EXPOSURE CAN CAUSE:

    LUNG IRRITATION, CHEST PAIN AND EDEMA WHICH MAY BE FATAL.

    GASTROINTESTINAL DISTURBANCES

    TO THE BEST OF OUR KNOWLEDGE, THE CHEMICAL, PHYSICAL, AND

    TOXICOLOGICAL PROPERTIES HAVE NOT BEEN THOROUGHLY INVESTIGATED.

    WARNING: CONTAINS N-HEXANE (CAS NO.110-54-3) A SUSPECTED NEUROTOXIN.

    MAY CAUSE NERVOUS SYSTEM DISTURBANCES.

CHRONIC EFFECTS

    TARGET ORGAN(S):

    NERVES

    OVEREXPOSURE MAY CAUSE REPRODUCTIVE DISORDER(S) BASED ON TESTS WITH

    LABORATORY ANIMALS.

    LABORATORY ANIMALS.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  Reacts violently with water

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     b - Pyrophoric/Water Reactive

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   REACTIVE

FIRE EXTINGUISHER: CARBON DIOXIDE, DRY CHEMICAL POWDER OR appropriate foam.   

DO NOT USE WATER.

TOXIC EMISSIONS WHEN BURNED: WITH: CHLORINE FLUORINE MAGNESIU

REACTIVE PROPERTIES

- 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYL MALONATE (TERT-)    CAS # 40052139   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   1   W   

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Inhalation: May be fatal if inhaled.

    Multiple Routes: Harmful if swallowed or absorbed through skin.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  195 °F

  Reacts violently with water

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     b - Pyrophoric/Water Reactive

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   REACTIVE

INCOMPATIBILITIES:Strong bases, Oxidizing agents, Alcohols.

FIRE EXTINGUISHER:  Carbon dioxide. Dry chemical powder.  Do not use water.

TOXIC EMISSIONS WHEN BURNED: Sulfur oxides Hydrogen chloride gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: T

    Indication of Danger: Toxic.

    R: 26 34

    Risk Statements: Very toxic by inhalation. Causes burns.

    S: 26 27 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Take

    off immediately all contaminated clothing. Wear suitable

    protective clothing, gloves, and eye/face protection. In case of

    accident or if you feel unwell, seek medical advice immediately

    (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYL METHACRYLATE    CAS # 97881

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   E   .   .   .   I   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  2   2   0      

  ACUTE TOXICTY RISK INDEX 2 - LD50 16000.0 mg/Kg

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION RISK INDEX   1.2 - LC50  28498.0

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: May be harmful if inhaled. Material is irritating to

    mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SENSITIZATION

 skin: May cause allergic skin reaction.

TARGET ORGAN(S) OR SYSTEM(S)

    Nerves.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE    2.0 mm Hg @ 20 °C

  FLASH POINT  129.2 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

Store at 2-8°C

Keep tightly closed. Keep away from heat and open flame.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store at 2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 10 36/37/38 43

    Risk Statements: Flammable. Irritating to eyes, respiratory

    system and skin. May cause sensitization by skin contact.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  2.5 mg/m3

   DOE Short Term Exposure Limit  7.5 mg/m3

   DOE Ceiling Limit 50 mg/m3

  Immediately Dangerous to Life and Health   500 mg/m3BUTYL METHACRYLATE    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYL METHYL ETHER (TERT-)    CAS # 1634044   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  2   4   0      

  ACUTE TOXICTY RISK INDEX 2.1 - LD50  4000.0 mg/Kg

  INHALATION HAZARD  INHALATION RISK INDEX   3.1 - LC50  43710.0

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: Material may be irritating to mucous membranes and

   upper respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

SENSITIZATION

   Sensitization: Will not occur

TARGET ORGAN(S) OR SYSTEM(S)

   Kidneys. Central nervous system.

SIGNS AND SYMPTOMS OF EXPOSURE

   MTBE (methyl-tert-butyl ether) is reported to metabolize to

   tert-butyl alcohol and formaldehyde by microsomal demethylation

   Aspiration or inhalation may cause chemical pneumonitis. CNS

   depression. Dizziness. Vomiting. Exposure can cause: Nausea. To

   the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

   In another unpublished study MTBE was shown to be carcinogenic

   due to "increased incidence of a rare type of kidney tumor" in

   male rats and an "increase in the incidence of hepatocellular

   adenomas" in female mice. According to an article in Toxicology

   and Industrial Health, volume II, number 2, pages 119-149, 1995;

   MTBE (methyl-tert-butyl ether) should be considered a "potential

   human carcinogen" due to "an increase in leydig interstitial

   cell tumors of testes in male rats" and an "increase in

   lymphomas, leukemias, and uterine sarcomas" in female rats.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  VAPOR PRESSURE  209.4 mm Hg @ 20 °C

  FLASH POINT  -27 °F

  Store in an explosion-proof refrigerator or tightly stoppered in a

well-ventilated area

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Oxidizing agents, Strong acids.

FIRE EXTINGUISHER:  For small (incipient) fires, use media such as"alcohol"

foam, dry chemical, or carbon dioxide. For large   fires, apply water from as

far as possible. Use very large   quantities (flooding) of water applied as a

mist or spray; solid

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat, sparks, and open flame.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: F-Xi

   Indication of Danger: Highly Flammable. Irritant.

   R: 11-38

   Risk Statements: Highly flammable. Irritating to skin.

   S: 9-16-24

   Safety Statements: Keep container in a well-ventilated place.

   Keep away from sources of ignition - no smoking. Avoid contact

   with skin.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  50 ppm

   DOE Short Term Exposure Limit  150 ppm

   DOE Ceiling Limit 250 ppm

  Immediately Dangerous to Life and Health   10000 ppmBUTYL METHYL ETHER 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYL METHYLPHENOL (DITERT-)    CAS # 128370

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  ACUTE TOXICTY RISK INDEX 2.7 - LD50   890.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  VAPOR PRESSURE .010000 mm Hg @ 20 °C

  FLASH POINT  260.6 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Acid chlorides, Acid anhydrides, Oxidizing  agents, Bases,

Brass Copper, Copper alloys.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 22 36/37/38

    Risk Statements: Harmful if swallowed. Irritating to eyes,

    respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  2 mg/m3

   DOE Short Term Exposure Limit  6 mg/m3

   DOE Ceiling Limit 40 mg/m3

  Immediately Dangerous to Life and Health   400 mg/m3BUTYL METHYLPHENOL 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYL METHYLPYRIDINE (DITERT,2,6:4-)    CAS # 38222832

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: May be harmful if inhaled. Material is irritating to

    mucous membranes and upper respiratory tract.

    Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  183 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong acids, Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: and nitrogen oxides

Store at 2-8°C

Keep tightly closed. Keep away from heat and open flame.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store at 2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 22-36/37/38

    Risk Statements: Harmful if swallowed. Irritating to eyes,

    respiratory system and skin.

    S: 26

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYL N-ALLYLCARBAMATE (TERT-)    CAS # 78888183

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

    Eye Contact: May cause eye irritation.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  FLASH POINT  175 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

Water spray.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Avoid breathing vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store in a cool dry place.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYL NITRITE    CAS # 544161

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   .   G   .   I   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   3   1   OX   

  ACUTE TOXICTY RISK INDEX 3.8 - LD50    83.0 mg/Kg

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION HAZARD  INHALATION RISK INDEX   4.4 - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Multiple Routes: Vapor or mist is irritating to the eyes, mucous

    membranes, and upper respiratory tract. Harmful if inhaled or

    swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

    Blood. Smooth muscle. Nerves. Ears. Immune system.

SIGNS AND SYMPTOMS OF EXPOSURE

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. Absorption into the body leads to the formation of

    methemoglobin which in sufficient concentration causes cyanosis.

    Onset may be delayed 2 to 4 hours or longer. Exposure can cause:

    Blurred vision. Heart palpitations.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  VAPOR PRESSURE  194.9 mm Hg @ 20 °C

  FLASH POINT  8 °F

  Store in an explosion-proof refrigerator or tightly stoppered in a

well-ventilated area

  Oxidizing Agent

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     e - Oxidizer/Organic Peroxide

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Strong reducing agents, Finely powdered  metals, Strong

acids.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Oxygen

Store at 2-8°C

Keep tightly closed. Keep away from combustible materials, heat, sparks, and

open flame.

REACTIVE PROPERTIES

HANDLING: Avoid breathing vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from combustible    materials, heat, sparks, and open flame. Store at 2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

    Symbol of Danger: F T

    Indication of Danger: Highly Flammable. Toxic.

    R: 11 23/25

    Risk Statements: Highly flammable. Toxic by inhalation and if

    swallowed.

    S: 16 24 45

    Safety Statements: Keep away from sources of ignition - no

    smoking. Avoid contact with skin. In case of accident or if you

    feel unwell, seek medical advice immediately (show the label

    where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYL NITROXIDE (DI-TERT-)    CAS # 2406259   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  ACUTE TOXICTY RISK INDEX 2.5 - LD50  1629.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Inhalation: May be harmful if inhaled.

   Ingestion: Harmful if swallowed.

   Multiple Routes: Vapor or mist is irritating to the eyes, mucous

   membranes, and upper respiratory tract.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  114 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

Water spray.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

Store at 2-8°C

Keep tightly closed. Keep away from heat and open flame.

REACTIVE PROPERTIES

StorageHANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and

clothing. Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.

Keep away from heat and open flame\. Store at 2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 10 22 36/37/38

   Risk Statements: Flammable. Harmful if swallowed. Irritating to

   eyes, respiratory system and skin.

   S: 16 26 36

   Safety Statements: Keep away from sources of ignition - no

   smoking. In case of contact with eyes, rinse immediately with

   plenty of water and seek medical advice. Wear suitable

   protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYL PEROXIDE (TERT-)    CAS # 110054   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   .   .   .   .   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  2   3   2   OX   

  ACUTE TOXICTY RISK INDEX 3 - LD50 25000.0 mg/Kg

  INHALATION HAZARD  INHALATION RISK INDEX   2.0 - LC50   7591.6

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SENSITIZATION

   Sensitization: Possible sensitizer.

 skin: Prolonged or repeated exposure may cause allergic

   reactions in certain sensitive individuals. The preceding data,

   or interpretation of data, was determined using Quantitative

   Structure Activity Relationship (QSAR) modeling.

SIGNS AND SYMPTOMS OF EXPOSURE

   Inhalation may result in spasm, inflammation and edema of the

   larynxand bronchi, chemical pneumonitis, and pulmonary edema.

   Symptoms of exposure may include burning sensation, coughing,

   wheezing, laryngitis, shortness of breath, headache, nausea, and

   vomiting. To the best of our knowledge, the chemical, physical,

   and toxicological properties have not been thoroughly

   investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  Explosive

  VAPOR PRESSURE   40.0 mm Hg @ 20 °C

  FLASH POINT  64.4 °F

  Forms ignitable mixtures in air at room temperature - Danger of remote

ignition and flashback

  Organic Peroxide

  Forms explosive unstable peroxides

  Test periodically or discard

  Oxidizing Agent

SEGREGATION: SHELF # 3

STORAGE GROUP(S):

     e - Oxidizer/Organic Peroxide

     k - Explosive/Unstable

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   REACTIVE   TOXIC

INCOMPATIBILITIES:Strong reducing agents, Finely powdered metals, Strong

bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

Store at 2-8°C

Keep tightly closed. Keep away from combustible materials, heat, sparks, and

open flame.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from combustible   materials, heat, sparks, and open flame\. Store at 2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: O F

   Indication of Danger: Oxidizing. Highly Flammable.

   R: 7 11

   Risk Statements: May cause fire. Highly flammable.

   S: 3/7 14 16 36/37/39

   Safety Statements: Keep container tightly closed in a cool

   place. Keep away from combustible material. Keep away from

   sources of ignition - no smoking. Wear suitable protective

   clothing, gloves, and eye/face protection.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  1.25 ppm

   DOE Short Term Exposure Limit  4 ppm

   DOE Ceiling Limit 25 ppm

  Immediately Dangerous to Life and Health   400 ppmBUTYL PEROXIDE (TERT-)    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYL PHOSPHINOBIPHENYL (2-DITERT-)    CAS # 224311517

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Phosphoric acid Phosphorous oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Air sensitive. Handle and store under inert gas.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYL VINYL ETHER (N-)    CAS # 111342   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   3   2      

  ACUTE TOXICTY RISK INDEX 1.7 - LD50 10000.0 mg/Kg

  INHALATION HAZARD  INHALATION RISK INDEX   2.3 - LC50  60000.0

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Vapor or mist is irritating to the eyes, mucous

    membranes, and upper respiratory tract.

SIGNS AND SYMPTOMS OF EXPOSURE

    Prolonged exposure can cause: Narcotic effect.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  Explosive

  VAPOR PRESSURE   42.0 mm Hg @ 20 °C

  FLASH POINT  10.4 °F

  Store in an explosion-proof refrigerator or tightly stoppered in a

well-ventilated area

  Forms explosive unstable peroxides

  Test periodically or discard

SEGREGATION: SHELF # 3

STORAGE GROUP(S):

     k - Explosive/Unstable

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   REACTIVE   TOXIC

INCOMPATIBILITIES:Oxidizing agents, Strong acids.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam. 

Water may be effective for cooling, but may not    effect extinguishment.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Keep away from heat, sparks, and open flame.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: F

    Indication of Danger: Highly Flammable.

    R: 11 19

    Risk Statements: Highly flammable. May form explosive peroxides.

    S: 9 14 16 33

    Safety Statements: Keep container in a well-ventilated place.

    Keep away from acids. Keep away from sources of ignition - no

    smoking. Take precautionary measures against static discharges.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYLACETYL CHLORIDE (TERT-)    CAS # 7065465   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   3   1   W   

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin. Causes burns.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  FLASH POINT  69.8 °F

  Forms ignitable mixtures in air at room temperature - Danger of remote

ignition and flashback

  Reacts violently with water

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     b - Pyrophoric/Water Reactive

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   REACTIVE

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases,  Alcohols.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam. 

Do not use water.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas

Store at 2-8°C

Keep tightly closed. Keep away from heat, sparks, and open flame.

Moisture sensitive.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat, sparks, and open flame. Store at 2-8░C SPECIAL REQUIREMENTS 

Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 10 34

    Risk Statements: Flammable. Causes burns.

    S: 26 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYLACRYLAMIDE (N,TERT-)    CAS # 107584

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   F   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   0   0      

  ACUTE TOXICTY RISK INDEX 2.2 - LD50  3035.5 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: Material may be irritating to mucous membranes and

    upper respiratory tract. May be harmful if inhaled.

    Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   CORROSIVE

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 22

    Risk Statements: Harmful if swallowed.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYLAMINE    CAS # 109739

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   E   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  3   3   0      

  ACUTE TOXICTY RISK INDEX 5 - LD50   366.0 mg/Kg

  INHALATION HAZARD  INHALATION RISK INDEX   3.5 - LC50    248.0

ROUTE OF EXPOSURE

 skin Contact: Causes severe burns.

 skin Absorption: Harmful if absorbed through skin.

   Eye Contact: Causes severe burns.

   Inhalation: Toxic if inhaled. Material is extremely destructive

   to the tissue of the mucous membranes and upper respiratory

   tract.

   Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   Material is extremely destructive to tissue of the mucous

   membranes and upper respiratory tract, eyes, and skin.

   Inhalation may result in spasm, inflammation and edema of the

   larynxand bronchi, chemical pneumonitis, and pulmonary edema.

   Symptoms of exposure may include burning sensation, coughing,

   wheezing, laryngitis, shortness of breath, headache, nausea, and

   vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  VAPOR PRESSURE   68.0 mm Hg @ 20 °C

  FLASH POINT  19.4 °F

  Store in an explosion-proof refrigerator or tightly stoppered in a

well-ventilated area

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     a - Organic Base/Flammable/Toxic

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER: appropriate   foam.

TOXIC EMISSIONS WHEN BURNED: and nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Avoid contact with eyes, skin, and clothing. Do   not breathe

vapor. Avoid prolonged or repeated exposure. STORAGE: Keep container closed.

Keep away from heat, sparks, and open flame.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: F C

   Indication of Danger: Highly Flammable. Corrosive.

   R: 11 20/21/22 35

   Risk Statements: Highly flammable. Harmful by inhalation, in

   contact with skin and if swallowed. Causes severe burns.

   S: 3 16 26 29 36/37/39 45

   Safety Statements: Keep in a cool place. Keep away from sources

   of ignition - no smoking. In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Do not

   empty into drains. Wear suitable protective clothing, gloves,

   and eye/face protection. In case of accident or if you feel

   unwell, seek medical advice immediately (show the label where

   possible).

OSHA REGULATORY LIMITS

  OSHA Permissible Exposure Limit 5 ppm

ACGIH RECOMMENDED LIMITS

  ACGIH Short Term Exposure Limit 5 ppm

  Immediately Dangerous to Life and Health  300 ppm

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  5 ppm

   DOE Short Term Exposure Limit  5 ppm

   DOE Ceiling Limit 50 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYLAMINE (R,SEC-)    CAS # 13250129

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 3.1 - LD50   366.0 mg/Kg

  INHALATION HAZARD  INHALATION RISK INDEX   3.5 - LC50         

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  VAPOR PRESSURE   68.0 mm Hg @ 20 °C

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     a - Organic Base/Flammable/Toxic

WASTE CHARACTERISTIC HAZARD:   TOXIC

FIRE EXTINGUISHER: WATER SPRAY.    CARBON DIOXIDE, DRY CHEMICAL POWDER OR

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: L DECOMPOSITION MAY PRODUCE  CARB

REACTIVE PROPERTIES

MAY CAUSE EXPLOSIVE DECOMPOSITION OF MALEIC ANHYDRIDE.  REACTS VIOLENTLY

WITHTRIISOBUTYL ALUMINUM.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYLAMINE (SEC-)    CAS # 13952846

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  3   3   0      

  ACUTE TOXICTY RISK INDEX 3.5 - LD50   152.0 mg/Kg

  INHALATION HAZARD  INHALATION RISK INDEX   3.8 - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes burns.

   Inhalation: Material is extremely destructive to the tissue of

   the mucous membranes and upper respiratory tract. Harmful if

   inhaled.

   Ingestion: Toxic if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   Material is extremely destructive to tissue of the mucous

   membranes and upper respiratory tract, eyes, and skin.

   Inhalation may result in spasm, inflammation and edema of the

   larynxand bronchi, chemical pneumonitis, and pulmonary edema. To

   the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  VAPOR PRESSURE   68.0 mm Hg @ 20 °C

  FLASH POINT  -3 °F

  Store in an explosion-proof refrigerator or tightly stoppered in a

well-ventilated area

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     a - Organic Base/Flammable/Toxic

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Materials to Avoid: S

FIRE EXTINGUISHER:  For small (incipient) fires, use media such as"alcohol"

foam, dry chemical, or carbon dioxide. For large   fires, apply water from as

far as possible. Use very large   quantities (flooding) of water applied as a

mist or spray; solid   s

TOXIC EMISSIONS WHEN BURNED: and nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat, sparks, and open flame\. SPECIAL REQUIREMENTS  Light sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: F-C-N

   Indication of Danger: Highly Flammable. Corrosive. Dangerous for

   the environment.

   R: 11-20/22-35-50

   Risk Statements: Highly flammable. Harmful by inhalation and if

   swallowed. Causes severe burns. Very toxic to aquatic organisms.

   S: 9-16-26-28-36/37/39-45-61

   Safety Statements: Keep container in a well-ventilated place.

   Keep away from sources of ignition - no smoking. In case of

   contact with eyes, rinse immediately with plenty of water and

   seek medical advice. After contact with skin, wash immediately

   with plenty of soap-suds. Wear suitable protective clothing,

   gloves, and eye/face protection. In case of accident or if you

   feel unwell, seek medical advice immediately (show the label

   where possible). Avoid release to the environment. Refer to   special

instructions/safety data sheets.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  5 ppm

   DOE Short Term Exposure Limit  5 ppm

   DOE Ceiling Limit 10 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYLAMINE (TERT-)    CAS # 75649

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   .   G   .   I   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  2   4   0      

  ACUTE TOXICTY RISK INDEX 3 - LD50   464.0 mg/Kg

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION HAZARD  INHALATION RISK INDEX   3.9 - LC50   3800.0

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: Material may be absorbed through intact skin in

   harmful amounts.

   Eye Contact: Causes burns.

   Inhalation: Material is extremely destructive to the tissue of

   the mucous membranes and upper respiratory tract. Harmful if

   inhaled.

   Ingestion: Ingestion can cause immediate burning pain in the

   mouth, throat, abdomen; severe swelling of the larynx and

   skeletal paralysis affecting the ability to breathe, circulatory

   shock and convulsions. Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   Material is extremely destructive to tissue of the mucous

   membranes and upper respiratory tract, eyes, and skin.

   Inhalation may result in spasm, inflammation and edema of the

   larynxand bronchi, chemical pneumonitis, and pulmonary edema.

   Symptoms of exposure may include burning sensation, coughing,

   wheezing, laryngitis, shortness of breath, headache, nausea, and

   vomiting. To the best of our knowledge, the chemical, physical,

   and toxicological properties have not been thoroughly

   investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  VAPOR PRESSURE  294.7 mm Hg @ 20 °C

  FLASH POINT  -36.4 °F

  Store in an explosion-proof refrigerator or tightly stoppered in a

well-ventilated area

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     a - Organic Base/Flammable/Toxic

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong acids.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

Water may be effective for cooling, but may not   effect extinguishment.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat, sparks, and open flame\. SPECIAL REQUIREMENTS Handle and store

under inert gas.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: F C

   Indication of Danger: Highly Flammable. Corrosive.

   R: 11 20/22 35

   Risk Statements: Highly flammable. Harmful by inhalation and if

   swallowed. Causes severe burns.

   S: 16 26 36/37/39 45

   Safety Statements: Keep away from sources of ignition - no

   smoking. In case of contact with eyes, rinse immediately with

   plenty of water and seek medical advice. Wear suitable

   protective clothing, gloves, and eye/face protection. In case of

   accident or if you feel unwell, seek medical advice immediately

   (show the label where possible).

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  5 ppm

   DOE Short Term Exposure Limit  5 ppm

   DOE Ceiling Limit 10 ppm

  Immediately Dangerous to Life and Health   125 ppmBUTYLAMINE (TERT-)    CAS 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYLAMINOBENZOATE    CAS # 94257

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   E   .   .   .   .   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SENSITIZATION

 skin: May cause allergic skin reaction.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Store in a cool dry place\. SPECIAL

REQUIREMENTS  Light sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38 43

    Risk Statements: Irritating to eyes, respiratory system and

 skin. May cause sensitization by skin contact.

    S: 26 36/37

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing and gloves.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYLAMINOETHYL CARBAMATE (TERT:N,2-)    CAS # 57260738

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  235 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34

    Risk Statements: Causes burns.

    S: 26 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYLAMMONIUM FLUORIDE HYDRATE (TERT-)    CAS # 22206571

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   E   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   0   1   OX   

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes burns.

    Inhalation: Material is extremely destructive to the tissue of

    the mucous membranes and upper respiratory tract. May be harmful

    if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. Material is extremely destructive to tissue of the

    mucous membranes and upper respiratory tract, eyes, and skin.

    Symptoms of fluoride overexposure may include salivation,

    nausea, vomiting, abdominal pain, fever, and labored breathing.

    Fluoride ion can reduce serum calcium levels possibly causing

    fatal hypocalcemia. Prolonged exposure to fluoride dusts,

    vapors, or mists results in perforation of the nasal septum.

    Chronic effects include excessive calcification of the bones,

    ligaments, and tendons. Symptoms may be delayed up to 24 hours

    depending upon the fluoride ion concentration. Prevention of

    absorption of the fluoride ion in cases of ingestion can be

    obtained by giving milk, chewable calcium carbonate tablets, or

    Milk of Magnesia to conscious victims. Conditions such as

    hypocalcemia, hypomagnesemia, and cardiac arrhythmias should be

    monitored for, since they can occur after exposure. To the best

    of our knowledge, the chemical, physical, and toxicological

    properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Oxidizing Agent

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     e - Oxidizer/Organic Peroxide

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Hygroscopic. Handle under inert gas.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34

    Risk Statements: Causes burns.

    S: 26 27 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Take

    off immediately all contaminated clothing. Wear suitable

    protective clothing, gloves, and eye/face protection. In case of

    accident or if you feel unwell, seek medical advice immediately

    (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYLANILINE    CAS # 1126789

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   1   0      

  ACUTE TOXICTY RISK INDEX 2.5 - LD50  1620.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Inhalation: May be harmful if inhaled.

   Ingestion: Harmful if swallowed.

   Multiple Routes: Vapor or mist is irritating to the eyes, mucous

   membranes, and upper respiratory tract.

SIGNS AND SYMPTOMS OF EXPOSURE

   Absorption into the body leads to the formation of methemoglobin

   which in sufficient concentration causes cyanosis. Onset may be

   delayed 2 to 4 hours or longer. To the best of our knowledge,

   the chemical, physical, and toxicological properties have not

   been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  222 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes skin, andclothing.

STORAGE: Keep tightly closed. Store in a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 37/39

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable gloves and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYLANILINE ((TERT-)4-)    CAS # 769926

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

    Absorption into the body leads to the formation of methemoglobin

    which in sufficient concentration causes cyanosis. Onset may be

    delayed 2 to 4 hours or longer. To the best of our knowledge,

    the chemical, physical, and toxicological properties have not

    been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  213.8 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong acids, Acid  chlorides,

Acid anhydrides, Chloroformates.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

Store at -20°C

Keep tightly closed. Store in a cool dry place.

REACTIVE PROPERTIES

HANDLING: Avoid contact and inhalation. Do not get in eyes, on skin, on

clothing. STORAGE: Keep tightly closed. Store in a cool dry place. Store at

-20░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYLANILINE (4-)    CAS # 104132

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   E   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   1   1      

  ACUTE TOXICTY RISK INDEX 2.5 - LD50  1620.0 mg/Kg

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

   Multiple Routes: Harmful if swallowed, inhaled, or absorbed

   through skin. Vapor or mist is irritating to the eyes, mucous

   membranes, and upper respiratory tract.

SIGNS AND SYMPTOMS OF EXPOSURE

   Absorption into the body leads to the formation of methemoglobin

   which in sufficient concentration causes cyanosis. Onset may be

   delayed 2 to 4 hours or longer. To the best of our knowledge,

   the chemical, physical, and toxicological properties have not

   been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  215 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong acids.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

STORAGE: Keep tightly closed. Store in a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: T

   Indication of Danger: Toxic.

   R: 23/24/25 36/37/38

   Risk Statements: Toxic by inhalation, in contact with skin and

   if swallowed. Irritating to eyes, respiratory system and skin.

   S: 23 26 36/37/39 45

   Safety Statements: Do not breathe vapor. In case of contact with

   eyes, rinse immediately with plenty of water and seek medical

   advice. Wear suitable protective clothing, gloves, and eye/face

   protection. In case of accident or if you feel unwell, seek

   medical advice immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYLANTHRACENE (TERT-)    CAS # 18801008

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYLATED HYDROXYANISOLE    CAS # 25013165

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   L

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  ACUTE TOXICTY RISK INDEX 2.4 - LD50  2000.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: Harmful if swallowed.

SENSITIZATION

   Sensitization: Prolonged or repeated exposure may cause allergic

   reactions in certain sensitive individuals.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong acids, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 22 40

   Risk Statements: Harmful if swallowed. Limited evidence of a

   carcinogenic effect.

   S: 36/37

   Safety Statements: Wear suitable protective clothing and gloves.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYLBENZALDEHYDE (4,TERT-)    CAS # 939979

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   E   .   .   .   .   .   .   L

  NFPA HAZARD CODES (H,F,R,O)  1   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: Harmful if swallowed.

SENSITIZATION

 skin: May cause allergic skin reaction.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  214 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

Water spray.

REACTIVE PROPERTIES

HANDLING: Avoid prolonged or repeated exposure. Do not breathe vapor. Avoid

contact with eyes, skin, and clothing. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn-N

    Indication of Danger: Harmful. Dangerous for the environment.

    R: 22-43-50/53

    Risk Statements: Harmful if swallowed. May cause sensitization

    by skin contact. Very toxic to aquatic organisms, may cause

    long-term adverse effects in the aquatic environment.

    S: 36/37-60-61

    Safety Statements: Wear suitable protective clothing and gloves.

    This material and its container must be disposed of as hazardous

    waste. Avoid release to the environment. Refer to special

    instructions/safety data sheets.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYLBENZENE (TERT-)    CAS # 98066

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   2   0      

  ACUTE TOXICTY RISK INDEX 2.2 - LD50  3045.0 mg/Kg

  INHALATION RISK INDEX   1.6 - LC50         

ROUTE OF EXPOSURE

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. May cause irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE    1.5 mm Hg @ 20 °C

  FLASH POINT  140 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

Water may be effective for cooling, but may not   effect extinguishment.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Keep away from heat, sparks, and open flame.

Store in a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 10 20 38

   Risk Statements: Flammable. Harmful by inhalation. Irritating to

 skin.

   S: 23 24/25

   Safety Statements: Do not breathe vapor. Avoid contact with skin

   and eyes.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  7.5 ppm

   DOE Short Term Exposure Limit  20 ppm

   DOE Ceiling Limit 150 ppm

  Immediately Dangerous to Life and Health   750 ppmBUTYLBENZENE (TERT-)    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYLBENZENEBORONIC ACID (4,N-)    CAS # 145240284

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Boron oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYLBENZENESULFONYL CHLORIDE (TERT,4-)    CAS # 15084512

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Sulfur oxides Hydrogen chloride gas

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place\. SPECIAL REQUIREMENTS  Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34

    Risk Statements: Causes burns.

    S: 26 27 28 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Take

    off immediately all contaminated clothing. After contact with

 skin, wash immediately with plenty of water. Wear suitable

    protective clothing, gloves, and eye/face protection. In case of

    accident or if you feel unwell, seek medical advice immediately

    (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYLBENZOIC ACID (4,TERT-)    CAS # 98737

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   E   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  ACUTE TOXICTY RISK INDEX 3 - LD50   473.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50   1900.0

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

   Eye Contact: May cause eye irritation.

   Multiple Routes: Harmful if swallowed, inhaled, or absorbed

   through skin.

TARGET ORGAN(S) OR SYSTEM(S)

   Damage to the liver. Damage to the kidneys.

SIGNS AND SYMPTOMS OF EXPOSURE

   Damage to the liver. Damage to the kidneys. To the best of our

   knowledge, the chemical, physical, and toxicological properties

   have not been thoroughly investigated.

CONDITIONS AGGRAVATED BY EXPOSURE

   May cause nervous system disturbances.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  FLASH POINT  316.4 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     d - Organic Acid/Flammable/Toxic

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure.STORAGE: Keep tightly closed. Store in a

cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 20/22

   Risk Statements: Harmful by inhalation and if swallowed.

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  2 mg/m3

   DOE Short Term Exposure Limit  6 mg/m3

   DOE Ceiling Limit 50 mg/m3

  Immediately Dangerous to Life and Health   200 mg/m3BUTYLBENZOIC ACID 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYLBENZOYL CHLORIDE (TERT,4-)    CAS # 1710981

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   E   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin. Causes burns.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  188.6 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases,  Alcohols.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store in a cool dry place\. SPECIAL REQUIREMENTS 

Readily hydrolyzed.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34 37

    Risk Statements: Causes burns. Irritating to respiratory system.

    S: 26 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYLCATECHOL (4,TERT-)    CAS # 98293

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   E   .   G   .   .   J   K   L

  NFPA HAZARD CODES (H,F,R,O)  2   1   0      

  ACUTE TOXICTY RISK INDEX 2.8 - LD50   815.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: Harmful if absorbed through skin.

   Eye Contact: Causes burns.

   Inhalation: May be harmful if inhaled. Material is extremely

   destructive to the tissue of the mucous membranes and upper

   respiratory tract.   Ingestion: Harmful if swallowed.

SENSITIZATION

 skin: May cause allergic skin reaction.

SIGNS AND SYMPTOMS OF EXPOSURE

   Inhalation may result in spasm, inflammation and edema of the

   larynxand bronchi, chemical pneumonitis, and pulmonary edema.

   Symptoms of exposure may include burning sensation, coughing,

   wheezing, laryngitis, shortness of breath, headache, nausea, and

   vomiting. Material is extremely destructive to tissue of the

   mucous membranes and upper respiratory tract, eyes, and skin. To

   the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  VAPOR PRESSURE .002800 mm Hg @ 20 °C

  FLASH POINT  235 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Hygroscopic.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: C

   Indication of Danger: Corrosive.

   R: 21/22 34 43

   Risk Statements: Harmful in contact with skin and if swallowed.

   Causes burns. May cause sensitization by skin contact.   S: 26 36/37/39 45

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing, gloves, and eye/face protection.

   In case of accident or if you feel unwell, seek medical advice

   immediately (show the label where possible).

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  .1 mg/m3

   DOE Short Term Exposure Limit  .3 mg/m3

   DOE Ceiling Limit 2 mg/m3

  Immediately Dangerous to Life and Health   500 mg/m3BUTYLCATECHOL (4,TERT-)    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYLCHLORODIPHENYL SILANE (TERT-)    CAS # 58479611   HAZARDOUS CHEMICAL OF

CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   1   W   

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  233.6 °F

  Reacts violently with water

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     b - Pyrophoric/Water Reactive

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   REACTIVE

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Silicon oxide Hydrogen chloride gas

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

STORAGE: Store in a cool dry place. Handle and store under    nitrogen\.

SPECIAL REQUIREMENTS  Store under inert gas. Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 14 34 37

    Risk Statements: Reacts violently with water. Causes burns.

    Irritating to respiratory system.

    S: 26 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYLCYCLOHEXANE (T-)    CAS # 3178221

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  ACUTE TOXICTY RISK INDEX 3.4 - LD50   176.0 mg/Kg

  INHALATION HAZARD

  INHALATION RISK INDEX   2.6 - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.   Eye

Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE    1.6 mm Hg @ 20 °C

  FLASH POINT  107.6 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid contact with eyes, skin, and clothing. Do   not breathe

vapor. Avoid prolonged or repeated exposure. STORAGE: Keep container closed.

Keep away from heat, sparks, and open flame.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   R: 10

   Risk Statements: Flammable.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYLCYCLOHEXANOL (4,TERT-)    CAS # 98522

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  ACUTE TOXICTY RISK INDEX 2.1 - LD50  4200.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  FLASH POINT  221 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/38

   Risk Statements: Irritating to eyes and skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYLCYCLOHEXANONE (TERT,2-)    CAS # 1728467

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. May cause irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  161.6 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

Water spray.

REACTIVE PROPERTIES

HANDLING: Avoid breathing vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 23 24/25

   Safety Statements: Do not breathe vapor. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYLDIMETHYLSILYL CHLORIDE (TERT-)    CAS # 18162486   HAZARDOUS CHEMICAL OF

CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   3   1   W   

  ACUTE TOXICTY RISK INDEX 2.4 - LD50  2000.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes burns.

   Inhalation: Material is extremely destructive to the tissue of

   the mucous membranes and upper respiratory tract. May be harmful

   if inhaled.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   Material is extremely destructive to tissue of the mucous

   membranes and upper respiratory tract, eyes, and skin.

   Inhalation may result in spasm, inflammation and edema of the

   larynxand bronchi, chemical pneumonitis, and pulmonary edema.

   Symptoms of exposure may include burning sensation, coughing,

   wheezing, laryngitis, shortness of breath, headache, nausea, and

   vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Reacts violently with water

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     b - Pyrophoric/Water Reactive

WASTE CHARACTERISTIC HAZARD:   REACTIVE   TOXIC

INCOMPATIBILITIES:Avoid contact with metals., Bases, Oxidizing agents,

Alcohols

FIRE EXTINGUISHER:  Dry chemical powder.

TOXIC EMISSIONS WHEN BURNED: Silicon oxide Hydrogen chloride gas

Store at 2-8°C

Keep tightly closed. Keep away from heat, sparks, and open flame.

Readily hydrolyzed. Moisture sensitive.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid prolonged or repeated   exposure. Do not

get in eyes, on skin, on clothing. STORAGE: Keep tightly closed. Keep away

from heat, sparks, and open flame\. Store at 2-8░C SPECIAL REQUIREMENTS 

Readily hydrolyzed. Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: C

   Indication of Danger: Corrosive.

   R: 10 34

   Risk Statements: Flammable. Causes burns.

   S: 16 26 36/37/39 45

   Safety Statements: Keep away from sources of ignition - no

   smoking. In case of contact with eyes, rinse immediately with

   plenty of water and seek medical advice. Wear suitable

   protective clothing, gloves, and eye/face protection. In case of

   accident or if you feel unwell, seek medical advice immediately

   (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYLDIMETHYLSILYL HYDROXYLAMINE (ORTHO,TERT-)    CAS # 41879394

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Silicon oxide

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYLDIMETHYLSILYL TRIFLUOROMETHANESULPHONATE (TER    CAS # 69739340

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   3   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  FLASH POINT  96.8 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Strong bases, Strong oxidizing agents, Strong  acids.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen fluoride Silicon oxide Sulfur oxides

Store at 2-8°C

Keep tightly closed. Keep away from heat, sparks, and open flame. Handle and

store under nitrogen.

Readily hydrolyzed.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat, sparks, and open flame. Handle and store under nitrogen. Store at

2-8░C SPECIAL REQUIREMENTS  Readily hydrolyzed.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 10 34 37

    Risk Statements: Flammable. Causes burns. Irritating to

    respiratory system.

    S: 26 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYLENE DICHLORIDE (2-)    CAS # 110576   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    A   .   C   D   E   F   G   .   .   .   K   .

  NFPA HAZARD CODES (H,F,R,O)  3   2   0      

  SPECIAL CARCINOGEN - DESIGNATED AREA MAY BE REQUIRED

  CHRONIC TOXICITY RISK INDEX 4.7 - TD50      .9 mg/Kg

  EXTREMELY TOXIC - DESIGNATED AREA MAY BE REQUIRED

  ACUTE TOXICTY RISK INDEX 5 - LD50         mg/Kg

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50    438.8

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: Harmful if absorbed through skin.

    Eye Contact: Causes burns. Lachrymator.

    Inhalation: Material is extremely destructive to the tissue of

    the mucous membranes and upper respiratory tract. May be fatal

    if inhaled.

    Ingestion: Toxic if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. Inhalation may result in spasm, inflammation and edema

    of the larynxand bronchi, chemical pneumonitis, and pulmonary

    edema. Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin. To the

    best of our knowledge, the chemical, physical, and toxicological

    properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE   10.0 mm Hg @ 20 °C

  FLASH POINT  127.4 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC   CORROSIVE

INCOMPATIBILITIES:Strong bases, Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas Carbon  monoxide

Store at 2-8°C

Keep tightly closed. Keep away from heat, sparks, and open flame.

Light and moisture sensitive.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat, sparks, and open flame. Store at 2-8░C SPECIAL REQUIREMENTS  Light

and moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: T+

    Indication of Danger: Very toxic.

    R: 10-21-25-26-34

    Risk Statements: Flammable. Harmful in contact with skin. Toxic

    if swallowed. Very toxic by inhalation. Causes burns.

    S: 53-23-26-36/37/39-45

    Safety Statements: Avoid exposure - obtain special instructions

    before use. Do not breathe vapor. In case of contact with eyes,

    rinse immediately with plenty of water and seek medical advice.

    Wear suitable protective clothing, gloves, and eye/face

    protection. In case of accident or if you feel unwell, seek

    medical advice immediately (show the label where possible).

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  .04 ppm

   DOE Short Term Exposure Limit  .125 ppm

   DOE Ceiling Limit .861 ppm

  Immediately Dangerous to Life and Health   7.5 ppmBUTYLENE DICHLORIDE (2-)    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYLFORMAMIDE (N,TERT-)    CAS # 2425743

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

    Eye Contact: May cause eye irritation.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  179.6 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 23 24/25

   Safety Statements: Do not breathe vapor. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYLHYDRAZINE HYDROCHLORIDE (TERT-)    CAS # 7400273

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Material is irritating to mucous membranes and upper

   respiratory tract. May be harmful if inhaled.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

IRRITATION DATA

 skin

   Rabbit

   0.5 ml

   Remarks: Mild irritation effect

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen chloride gas

REACTIVE PROPERTIES

StorageHANDLING: Do not breathe dust. Avoid contact with eyes, skin, and

clothing. Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xi

   Indication of Danger: Irritant.

   R: 36/37/38

   Risk Statements: Irritating to eyes, respiratory system and skin.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYLHYDROQUINONE (TERT-)    CAS # 1948330

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  1   1   0      

  ACUTE TOXICTY RISK INDEX 2.8 - LD50   700.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: May be harmful if inhaled. Material is irritating to

    mucous membranes and upper respiratory tract.

    Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  FLASH POINT  339.8 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYLHYDROXYCARBAMATE (TERT-)    CAS # 36016383

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. May cause irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

Store at 2-8°C

Moisture sensitive.

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Avoid breathing dust. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed\. Store at 2-8░C SPECIAL REQUIREMENTS  Moisture

sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYLHYDROXYLAMINE HYDROCHLORIDE (ORTHO-TERT)    CAS # 39684281

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   3   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen chloride gas

REACTIVE PROPERTIES

HANDLING: Avoid contact with eyes, skin, and clothing.    Avoid breathing

dust. Avoid prolonged or repeated exposure. STORAGE: Keep container closed.

Keep away from heat, sparks, and open flame\. SPECIAL REQUIREMENTS 

Hygroscopic.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   R: 10

   Risk Statements: Flammable.

   S: 7 16 24/25

   Safety Statements: Keep container tightly closed. Keep away from

   sources of ignition - no smoking. Avoid contact with skin and

   eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYLLITHIUM    CAS # 109728

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   I   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   2   W   

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION RISK INDEX   <1  - LC50         

    WARNING: CONTAINS N-HEXANE (CAS NO.110-54-3) A SUSPECTED NEUROTOXIN.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Reacts violently in air

  Reacts violently with water

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     b - Pyrophoric/Water Reactive

WASTE CHARACTERISTIC HAZARD:   REACTIVE

FIRE EXTINGUISHER: DRY CHEMICAL POWDER.    DO NOT USE WATER.

TOXIC EMISSIONS WHEN BURNED: TOXIC FUMES OF:CARBON

REACTIVE PROPERTIES

BUTYLLITHIUM ABOVE 20% IN AIR CAN IGNITE SPONTANEOUSLY IF THE HUMIDITYEXCEEDS

70%.  cONCENTRATIONS ABOVE 25% ARE PYROPHORIC AT ANYHUMIDITY.BUTYLLITHIUM

ABOVE 20% IN AIR CAN IGNITE SPONTANEOUSLY IF THEHUMIDITY EXCEEDS 70%. 

cONCENTRATIONS ABOVE 25% ARE PYROPHORIC AT ANYHUMIDITY.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  .231 mg/m3

   DOE Short Term Exposure Limit  .231 mg/m3

   DOE Ceiling Limit 1.25 mg/m3

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYLLITHIUM (SEC-)    CAS # 598301

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   I   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   2   W   

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION RISK INDEX   <1  - LC50         

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  Reacts violently in air

  Reacts violently with water

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     b - Pyrophoric/Water Reactive

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   REACTIVE

FIRE EXTINGUISHER: DRY CHEMICAL POWDER.    DO NOT USE WATER.

TOXIC EMISSIONS WHEN BURNED: FLAMMABLE GA

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  .4 ppm

   DOE Short Term Exposure Limit  1.25 ppm

   DOE Ceiling Limit 7.5 ppm

  Immediately Dangerous to Life and Health   40 ppmBUTYLLITHIUM (SEC-)    CAS 

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYLMETHOXYPHENOL (TERT,2,3:4-)    CAS # 121006

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  ACUTE TOXICTY RISK INDEX 2.2 - LD50  2910.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: May be harmful if inhaled. Material may be

   irritating to mucous membranes and upper respiratory tract.

   Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  FLASH POINT  230 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYLMETHYLIMIDAZOLIUM TETRAFLUOROBORATE (1:3-)    CAS # 174501656

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Boron oxides Hydrogen fluoride Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    S: 23 24/25

    Safety Statements: Do not breathe vapor. Avoid contact with skin

    and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYLMETHYLPHENOL (2-TERT:5-)    CAS # 88608

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   1   0      

  ACUTE TOXICTY RISK INDEX 2.7 - LD50  3483.9 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: May be harmful if inhaled.

    Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  222 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 22 36/37/38

    Risk Statements: Harmful if swallowed. Irritating to eyes,

    respiratory system and skin.

    S: 26 36/37/39

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYLOXOPIPERIDINE CARBOXYLATE (TERT:4:1-)    CAS # 79099073

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents Avoid contact with  metals.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in

a cool dry place\. Incompatible Materials: Avoid contact with metals\.

SPECIAL REQUIREMENTS    Avoid contact with metals.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYLPEROXY ISOPROPYL CARBONATE (TERT-)    CAS # 2372216   HAZARDOUS CHEMICAL

OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   2   1   OX   

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSUR skin Contact: Causes skin irritation.

   Eye Contact: Causes eye irritation.

   Inhalation: Material may be irritating to mucous membranes and

   upper respiratory tract.

   Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  122 °F

  Oxidizing Agent

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     e - Oxidizer/Organic Peroxide

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Strong oxidizing agents, Strong acids, Strong bases,

Reducing agents, Amines, Polymerizing initiators.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

Store at 2-8°C

Keep tightly closed. Keep away from combustible materials, heat, sparks, and

open flame.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from combustible   materials, heat, sparks, and open flame\. Store at 2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: O Xi

   Indication of Danger: Oxidizing. Irritant.

   R: 8 36 38

   Risk Statements: Contact with combustible material may cause

   fire. Irritating to eyes. Irritating to skin.

   S: 17 16 26 36/37 7

   Safety Statements: Keep away from combustible material. Keep

   away from sources of ignition - no smoking. In case of contact

   with eyes, rinse immediately with plenty of water and seek

   medical advice. Wear suitable protective clothing and gloves.

   Keep container tightly closed.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYLPHENOL (3,TERT-)    CAS # 585342

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Multiple Routes: Harmful if swallowed, inhaled, or absorbed

   through skin. Causes burns.

SIGNS AND SYMPTOMS OF EXPOSURE

   Material is extremely destructive to tissue of the mucous

   membranes and upper respiratory tract, eyes, and skin.

   Inhalation may result in spasm, inflammation and edema of the

   larynxand bronchi, chemical pneumonitis, and pulmonary edema.

   Symptoms of exposure may include burning sensation, coughing,

   wheezing, laryngitis, shortness of breath, headache, nausea, and

   vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  FLASH POINT  228 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Bases, Acid chlorides, Acid anhydrides, Oxidizing agents,

Brass Copper, Copper alloys.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Do not get in eyes, on skin, on  clothing. Avoid

prolonged or repeated exposure. STORAGE: Keep tightly closed. Store in a cool

dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: C

   Indication of Danger: Corrosive.

   R: 34

   Risk Statements: Causes burns.

   S: 26 27 28 36/37/39 45

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Take

   off immediately all contaminated clothing. After contact with

 skin, wash immediately with plenty of water. Wear suitable

   protective clothing, gloves, and eye/face protection. In case of

   accident or if you feel unwell, seek medical advice immediately

   (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYLPHENOL (4,SEC-)    CAS # 99718

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  ACUTE TOXICTY RISK INDEX 2.3 - LD50  2450.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Multiple Routes: Harmful if swallowed, inhaled, or absorbed

   through skin.

SIGNS AND SYMPTOMS OF EXPOSURE

   Material is extremely destructive to tissue of the mucous

   membranes and upper respiratory tract, eyes, and skin.

   Inhalation may result in spasm, inflammation and edema of the

   larynxand bronchi, chemical pneumonitis, and pulmonary edema.

   Symptoms of exposure may include burning sensation, coughing,

   wheezing, laryngitis, shortness of breath, headache, nausea, and

   vomiting. Depending on the intensity and duration of exposure,

   effects may vary from mild irritation to severe destruction of

   tissue. Exposure can cause: Nausea, dizziness, and headache.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  VAPOR PRESSURE .0234 mm Hg @ 20 °C

  FLASH POINT  240 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Bases, Acid chlorides, Acid anhydrides, Oxidizing agents,

Brass Copper, Copper alloys.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not breathe vapor. Avoid   all contact. Do

not get in eyes, on skin, on clothing. STORAGE: Store in a cool dry place\.

SPECIAL REQUIREMENTS  Hygroscopic.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: C

   Indication of Danger: Corrosive.

   R: 34

   Risk Statements: Causes burns.

   S: 26 27 28 36/37/39 45

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Take

   off immediately all contaminated clothing. After contact with

 skin, wash immediately with plenty of water. Wear suitable

   protective clothing, gloves, and eye/face protection. In case of

   accident or if you feel unwell, seek medical advice immediately

   (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYLPHENOL (DITERT 2,6-)    CAS # 128392

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   1   0      

  ACUTE TOXICTY RISK INDEX 2.3 - LD50  2580.6 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: May cause eye irritation.

   Inhalation: Material may be irritating to mucous membranes and

   upper respiratory tract. May be harmful if inhaled.

   Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  VAPOR PRESSURE .010000 mm Hg @ 20 °C

  FLASH POINT  248 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Bases, Acid chlorides, Acid anhydrides, Oxidizing agents,

Brass Copper, Copper alloys.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

Store at 2-8°C

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. Store at

2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: Xn

   Indication of Danger: Harmful.

   R: 22

   Risk Statements: Harmful if swallowed.

   S: 26 36

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYLPHENOL (TERT-)    CAS # 88186

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   .   G   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  3   1   0      

  ACUTE TOXICTY RISK INDEX 4 - LD50   440.0 mg/Kg

  INHALATION HAZARD  INHALATION RISK INDEX   1.1 - LC50   1070.0

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: Harmful if absorbed through skin.

   Eye Contact: Causes burns.

   Inhalation: Material is extremely destructive to the tissue of

   the mucous membranes and upper respiratory tract. Harmful if

   inhaled.

   Ingestion: Harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

   Material is extremely destructive to tissue of the mucous

   membranes and upper respiratory tract, eyes, and skin.

   Inhalation may result in spasm, inflammation and edema of the

   larynxand bronchi, chemical pneumonitis, and pulmonary edema.

   Symptoms of exposure may include burning sensation, coughing,

   wheezing, laryngitis, shortness of breath, headache, nausea, and

   vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE .0500 mm Hg @ 20 °C

  FLASH POINT  235 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Bases, Acid chlorides, Acid anhydrides, Oxidizing agents,

Brass Copper, Copper alloys.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   Symbol of Danger: T

   Indication of Danger: Toxic.

   R: 21/22 23 34

   Risk Statements: Harmful in contact with skin and if swallowed.

   Toxic by inhalation. Causes burns.

   S: 26 36/37/39 45

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing, gloves, and eye/face protection.

   In case of accident or if you feel unwell, seek medical advice

   immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYLPHENYLACETYLENE (4-TERT-)    CAS # 772383

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYLPHENYLBORONIC ACID (TERT,4-)    CAS # 123324710

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Boron oxides

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYLPHENYLNITRONE    CAS # 3376247   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

Store at -20°C

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store at

-20░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYLPHOSPHINE TETRAFLUOROBORATE (TRI-TERT-)    CAS # 131274221

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  1   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Halogens.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Boron oxides Hydrogen fluoride

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 22 24/25

   Safety Statements: Do not breathe dust. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYLSILYL BISTRIFLUOROMETHANE SULFONATE (DITERT-)    CAS # 85272317

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  195 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong acids.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

Water spray.

TOXIC EMISSIONS WHEN BURNED: Hydrogen fluoride Silicon oxide Sulfur oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store in a cool dry place. Handle and store under   

nitrogen\. SPECIAL REQUIREMENTS  Readily hydrolyzed.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34

    Risk Statements: Causes burns.

    S: 26 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYLTETRAMETHYL GUANIDINE (2,TERT:1:1:3:3-)    CAS # 29166721

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes burns.

    Inhalation: Material is extremely destructive to the tissue of

    the mucous membranes and upper respiratory tract. May be harmful

    if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  149 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 34

    Risk Statements: Causes burns.

    S: 26 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

    In case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYLTIN TRICHLORIDE    CAS # 1118463

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   E   F   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  ACUTE TOXICTY RISK INDEX 2.4 - LD50  2140.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: Harmful if swallowed, inhaled, or absorbed

    through skin. Causes burns.

SIGNS AND SYMPTOMS OF EXPOSURE

    Material is extremely destructive to tissue of the mucous

    membranes and upper respiratory tract, eyes, and skin.

    Inhalation may result in spasm, inflammation and edema of the

    larynxand bronchi, chemical pneumonitis, and pulmonary edema.

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting. To the best of our knowledge, the chemical, physical,

    and toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  178 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   CORROSIVE

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases,  Alcohols.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hydrogen chloride gas Tin/tin oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store in a cool dry place. Handle and store under   

nitrogen\. SPECIAL REQUIREMENTS  Moisture sensitive.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: C

    Indication of Danger: Corrosive.

    R: 20/21/22 34

    Risk Statements: Harmful by inhalation, in contact with skin and

    if swallowed. Causes burns.

    S: 26 27 28 36/37/39 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Take

    off immediately all contaminated clothing. After contact with

 skin, wash immediately with plenty of water. Wear suitable

    protective clothing, gloves, and eye/face protection. In case of

    accident or if you feel unwell, seek medical advice immediately

    (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYLTIN TRICHLORIDE (N-)    CAS # 11188463

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   E   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   1   W   

  ACUTE TOXICTY RISK INDEX 3.7 - LD50   100.0 mg/Kg

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50         

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Reacts violently with water

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     b - Pyrophoric/Water Reactive

WASTE CHARACTERISTIC HAZARD:   REACTIVE   TOXIC

FIRE EXTINGUISHER: WATER SPRAY.    CARBON DIOXIDE, DRY CHEMICAL POWDER OR

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: ETIN/TIN OXIDES    HYDROGEN

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYNAL DIETHYLACETAL (2:1-)    CAS # 2806975

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  132 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Acids, Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep container closed. Keep away from heat and open flame. Store in

a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36/37/39

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYNE (2-)    CAS # 503173   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   3   2      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  Explosive

  VAPOR PRESSURE  593.0 mm Hg @ 20 °C

  FLASH POINT  -13 °F

  Store in an explosion-proof refrigerator or tightly stoppered in a

well-ventilated area

  Forms explosive unstable peroxides

  Test periodically or discard

SEGREGATION: SHELF # 3

STORAGE GROUP(S):

     k - Explosive/Unstable

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   REACTIVE

INCOMPATIBILITIES:Oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam. 

Water may be effective for cooling, but may not    effect extinguishment.

Store at 2-8°C

Keep tightly closed. Keep away from heat, sparks, and open flame.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

STORAGE: Keep tightly closed. Keep away from heat, sparks, and open flame.

Store at 2-8░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: F+ Xi

    Indication of Danger: Extremely Flammable. Irritant.

    R: 12 36/37/38

    Risk Statements: Extremely flammable. Irritating to eyes,

    respiratory system and skin.

    S: 16 26 36

    Safety Statements: Keep away from sources of ignition - no

    smoking. In case of contact with eyes, rinse immediately with

    plenty of water and seek medical advice. Wear suitable

    protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYNE-1,4-DIOL (2-)    CAS # 110656

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   E   .   .   .   .   J   K   L

  NFPA HAZARD CODES (H,F,R,O)  3   1   0      

  ACUTE TOXICTY RISK INDEX 3.7 - LD50   105.0 mg/Kg

  INHALATION HAZARD  INHALATION RISK INDEX   1.8 - LC50   2500.0

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: Harmful if absorbed through skin.

   Eye Contact: Causes burns.

   Inhalation: Material is extremely destructive to the tissue of

   the mucous membranes and upper respiratory tract. Toxic if   inhaled.

   Ingestion: Toxic if swallowed.

SENSITIZATION

 skin: May cause allergic skin reaction.

SIGNS AND SYMPTOMS OF EXPOSURE

   Prolonged exposure can cause: Narcotic effect. CNS depression.

   To the best of our knowledge, the chemical, physical, and

   toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

  VAPOR PRESSURE .1000 mm Hg @ 20 °C

  FLASH POINT  305.6 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents, Strong bases, Strong acids

Mercury/mercury oxides., Halides

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Air and moisture sensitive. Handle and store under inert gas.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: T C

   Indication of Danger: Toxic. Corrosive.

   R: 21 23/25 34 43 48/22

   Risk Statements: Harmful in contact with skin. Toxic by

   inhalation and if swallowed. Causes burns. May cause

   sensitization by skin contact. Harmful: danger of serious damage

   to health by prolonged exposure if swallowed.   S: 25 26 36/37/39 45 46

   Safety Statements: Avoid contact with eyes. In case of contact

   with eyes, rinse immediately with plenty of water and seek

   medical advice. Wear suitable protective clothing, gloves, and

   eye/face protection. In case of accident or if you feel unwell,

   seek medical advice immediately (show the label where possible).

   If swallowed, seek medical advice immediately and show this

   container or label.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  .35 mg/m3

   DOE Short Term Exposure Limit  1 mg/m3

   DOE Ceiling Limit 20 mg/m3

  Immediately Dangerous to Life and Health   30 mg/m3BUTYNE-1,4-DIOL (2-)    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYNOL (3:1-)    CAS # 927742

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   3   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Vapor or mist is irritating to the eyes, mucous

    membranes, and upper respiratory tract.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  FLASH POINT  96.8 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE

INCOMPATIBILITIES:Oxidizing agents, Acids, Acid anhydrides  Copper, Copper

alloys.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. STORAGE: Keep tightly closed. Keep away from

heat, sparks, and open flame. Store in a cool dry place.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 10 36/37/38

    Risk Statements: Flammable. Irritating to eyes, respiratory

    system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYNOL (3:2-)    CAS # 2028639

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  3   3   0      

  ACUTE TOXICTY RISK INDEX 3.7 - LD50    96.8 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: Toxic if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  FLASH POINT  78 °F

  Forms ignitable mixtures in air at room temperature - Danger of remote

ignition and flashback

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: T

    Indication of Danger: Toxic.

    R: 10 25 36/38

    Risk Statements: Flammable. Toxic if swallowed. Irritating to

    eyes and skin.

    S: 26 45

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. In

    case of accident or if you feel unwell, seek medical advice

    immediately (show the label where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYNONE (3:2-)    CAS # 1423605

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   4   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: May be harmful if inhaled. Material is irritating to

    mucous membranes and upper respiratory tract.

    Ingestion: May be fatal if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    Symptoms of exposure may include burning sensation, coughing,

    wheezing, laryngitis, shortness of breath, headache, nausea, and

    vomiting.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  FLASH POINT  30 °F

  Store in an explosion-proof refrigerator or tightly stoppered in a

well-ventilated area

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam. 

Water may be effective for cooling, but may not    effect extinguishment.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep container closed. Keep

away from heat, sparks, and open flame.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: F T+

    Indication of Danger: Highly Flammable. Very toxic.

    R: 28 36/37/38

    Risk Statements: Very toxic if swallowed. Irritating to eyes,

    respiratory system and skin.

    S: 16 45 26 36/37/39

    Safety Statements: Keep away from sources of ignition - no

    smoking. In case of accident or if you feel unwell, seek medical

    advice immediately (show the label where possible). In case of

    contact with eyes, rinse immediately with plenty of water and

    seek medical advice. Wear suitable protective clothing, gloves,

    and eye/face protection. Keep container tightly closed in a cool

    well-ventilated place.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYNYL TOLUENESULFONATE (3,P-)    CAS # 23418851

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  2   1   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  FLASH POINT  230 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Sulfur oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed.      

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36/37/39

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing, gloves, and eye/face protection.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYRALDEHYDE    CAS # 123728   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   3   2      

  ACUTE TOXICTY RISK INDEX 2.3 - LD50  2490.0 mg/Kg

  INHALATION HAZARD  INHALATION RISK INDEX   3.0 - LC50         

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: May be harmful if inhaled. Material is irritating to

    mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  Explosive

  VAPOR PRESSURE   90.0 mm Hg @ 20 °C

  FLASH POINT  23 °F

  Store in an explosion-proof refrigerator or tightly stoppered in a

well-ventilated area

  Forms explosive unstable peroxides

  Test periodically or discard

SEGREGATION: SHELF # 3

STORAGE GROUP(S):

     k - Explosive/Unstable

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   REACTIVE   TOXIC

INCOMPATIBILITIES:Oxidizing agents, Strong bases, Strong  reducing agents,

Strong acids.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid breathing vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep container closed. Keep

away from heat, sparks, and open flame\. SPECIAL REQUIREMENTS    Stench. Do

not distill to dryness.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

    Symbol of Danger: F

    Indication of Danger: Highly Flammable.

    R: 11

    Risk Statements: Highly flammable.

    S: 9 29 33

    Safety Statements: Keep container in a well-ventilated place. Do

    not empty into drains. Take precautionary measures against

    static discharges.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  .02 ppm

   DOE Short Term Exposure Limit  .06 ppm

   DOE Ceiling Limit .4 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYRIC ACID    CAS # 107926

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   E   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  3   2   0      

  ACUTE TOXICTY RISK INDEX 3 - LD50  8790.0 mg/Kg

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50   2568.0

ROUTE OF EXPOSURE

 skin Contact: Causes burns.

 skin Absorption: May be harmful if absorbed through the skin.

   Eye Contact: Causes burns.

   Inhalation: Material is extremely destructive to the tissue of

   the mucous membranes and upper respiratory tract. May be harmful

   if inhaled.

   Ingestion: May be harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Blood.

SIGNS AND SYMPTOMS OF EXPOSURE

   Material is extremely destructive to tissue of the mucous

   membranes and upper respiratory tract, eyes, and skin.

   Inhalation may result in spasm, inflammation and edema of the

   larynxand bronchi, chemical pneumonitis, and pulmonary edema.

   Symptoms of exposure may include burning sensation, coughing,

   wheezing, laryngitis, shortness of breath, headache, nausea, and

   vomiting. Can cause CNS depression.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE .430 mm Hg @ 20 °C

  FLASH POINT  161.6 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   TOXIC

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide, dry chemical powder, or appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat and open flame. Store in a cool dry place.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: C

   Indication of Danger: Corrosive.

   R: 34

   Risk Statements: Causes burns.

   S: 26 36 45

   Safety Statements: In case of contact with eyes, rinse

   immediately with plenty of water and seek medical advice. Wear

   suitable protective clothing. In case of accident or if you feel

   unwell, seek medical advice immediately (show the label where

   possible).

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  15 ppm

   DOE Short Term Exposure Limit  40 ppm

   DOE Ceiling Limit 250 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYRIC ACID SODIUM    CAS # 156547

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  1   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: Material may be irritating to mucous membranes and

    upper respiratory tract. May be harmful if inhaled.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Hygroscopic.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  50 mg/m3

   DOE Short Term Exposure Limit  150 mg/m3

   DOE Ceiling Limit 500 mg/m3

  Immediately Dangerous to Life and Health   500 mg/m3BUTYRIC ACID SODIUM    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYROLACTONE (GAMMA-)    CAS # 96480

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   I   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  0   1   0      

  ACUTE TOXICTY RISK INDEX 3 - LD50  1540.0 mg/Kg

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION RISK INDEX   1.8 - LC50   5100.0

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: Causes eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: Harmful if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

    Central nervous system.

SIGNS AND SYMPTOMS OF EXPOSURE

    Inhalation may have an anesthetic effect on the central nervous

    system characterized by a loss of sensation. Preliminary

    excitement is the initial effect followed by relaxation, stupor,

    or sleep. Exposure can cause: Nausea, dizziness, and headache.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Ccombustible

  VAPOR PRESSURE    1.5 mm Hg @ 20 °C

  FLASH POINT  208.4 °F

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong acids, Strong bases, Strong oxidizing  agents,

Strong reducing agents, Zinc, Plastics.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed\. SPECIAL

REQUIREMENTS  Hygroscopic.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xn

    Indication of Danger: Harmful.

    R: 22 36

    Risk Statements: Harmful if swallowed. Irritating to eyes.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  2 mg/m3

   DOE Short Term Exposure Limit  6 mg/m3

   DOE Ceiling Limit 40 mg/m3

  Immediately Dangerous to Life and Health   500 mg/m3BUTYROLACTONE (GAMMA-)    

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYRONITRILE    CAS # 109740

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   C   D   E   .   .   .   I   J   K   .

  NFPA HAZARD CODES (H,F,R,O)  3   3   0      

  EXTREMELY TOXIC - DESIGNATED AREA MAY BE REQUIRED

  ACUTE TOXICTY RISK INDEX 5 - LD50    50.0 mg/Kg

  SOLVENT NARCOTIC OR NEUROTOXIN

  INHALATION HAZARD  INHALATION RISK INDEX   3.8 - LC50    217.7

ROUTE OF EXPOSURE

 skin Contact: Causes skin irritation.

 skin Absorption: Toxic if absorbed through skin.

   Eye Contact: Causes eye irritation.

   Inhalation: Toxic if inhaled. Material is irritating to mucous

   membranes and upper respiratory tract.

   Ingestion: Toxic if swallowed.

TARGET ORGAN(S) OR SYSTEM(S)

   Eyes. Central nervous system. Cardiovascular system. Skin.

SIGNS AND SYMPTOMS OF EXPOSURE

   May cause cyanosis (blue-gray coloring of skin and lips caused

   by lack of oxygen).

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  VAPOR PRESSURE   18.4 mm Hg @ 20 °C

  FLASH POINT  64.4 °F

  Forms ignitable mixtures in air at room temperature - Danger of remote

ignition and flashback

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   TOXIC

INCOMPATIBILITIES:Strong acids, Strong bases, Strong oxidizing

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: and nitrogen oxides

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat, sparks, and open flame.    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: T

   Indication of Danger: Toxic.

   R: 10 23/24/25

   Risk Statements: Flammable. Toxic by inhalation, in contact with

 skin and if swallowed.

   S: 45

   Safety Statements: In case of accident or if you feel unwell,

   seek medical advice immediately (show the label where possible).

  Immediately Dangerous to Life and Health  25 mg/m3

US DEPARTMENT OF ENERGY TEEL'S

   DOE Occupational Exposure Limit  8 ppm

   DOE Short Term Exposure Limit  24 ppm

   DOE Ceiling Limit 40 ppm

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYROPHENONE    CAS # 495409

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   2   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Inhalation: Material is irritating to mucous membranes and upper

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes eye and skin irritation.

SIGNS AND SYMPTOMS OF EXPOSURE

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

  Ccombustible

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents, Strong reducing  agents.

FIRE EXTINGUISHER: appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Hazardous Polymerization: Will not occurROUTE OF

E

REACTIVE PROPERTIES

HANDLING    and clothing. Avoid prolonged or repeated exposure. STORAGE: Keep

tightly closed. Store in a cool dry place.

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

   S: 23 24/25

   Safety Statements: Do not breathe vapor. Avoid contact with skin

   and eyes.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYRYL CHLORIDE    CAS # 141753   HAZARDOUS CHEMICAL OF CONCERN

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   D   .   .   G   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   3   1   W   

  INHALATION HAZARD  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

   Multiple Routes: Harmful if swallowed, inhaled, or absorbed

   through skin. Causes burns.

SIGNS AND SYMPTOMS OF EXPOSURE

   Material is extremely destructive to tissue of the mucous

   membranes and upper respiratory tract, eyes, and skin.

   Inhalation may result in spasm, inflammation and edema of the

   larynxand bronchi, chemical pneumonitis, and pulmonary edema.

   Symptoms of exposure may include burning sensation, coughing,

   wheezing, laryngitis, shortness of breath, headache, nausea, and

   vomiting. To the best of our knowledge, the chemical, physical,

   and toxicological properties have not been thoroughly

   investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Liquid

  Flammable

  VAPOR PRESSURE   39.0 mm Hg @ 20 °C

  FLASH POINT  64.4 °F

  Forms ignitable mixtures in air at room temperature - Danger of remote

ignition and flashback

  Reacts violently with water

SEGREGATION: SHELF # 1

STORAGE GROUP(S):

     b - Pyrophoric/Water Reactive

     l - Flammable/Combustible Solvent

WASTE CHARACTERISTIC HAZARD:   IGNITABLE   REACTIVE

INCOMPATIBILITIES:Alcohols, Oxidizing agents, Strong bases.

FIRE EXTINGUISHER:  Carbon dioxide. Do not use water.

REACTIVE PROPERTIES

HANDLING: Do not breathe vapor. Do not get in eyes, on skin, on clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Keep away

from heat, sparks, and open flame. Store in a cool dry place\. Incompatible

Materials: Do not allow contact with water    

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU DIRECTIVES CLASSIFICATION

   Symbol of Danger: F C

   Indication of Danger: Highly Flammable. Corrosive.

   R: 11 34

   Risk Statements: Highly flammable. Causes burns.

   S: 16 23 26 36 45

   Safety Statements: Keep away from sources of ignition - no

   smoking. Do not breathe vapor. In case of contact with eyes,

   rinse immediately with plenty of water and seek medical advice.

   Wear suitable protective clothing. In case of accident or if you

   feel unwell, seek medical advice immediately (show the label

   where possible).

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYRYLCHOLINE CHLORIDE    CAS # 2963782

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

    Eye Contact: May cause eye irritation.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Carbon dioxide. Dry chemical powder. Water spray.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides Hydrogen chloride gas

Store at -20°C

Hygroscopic.

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Do not breathe dust. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store at

-20░C SPECIAL REQUIREMENTS  Hygroscopic.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYRYLCHOLINE IODIDE     CAS # 2494566

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  ACUTE TOXICTY RISK INDEX 1.9 - LD50  6700.0 mg/Kg

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

    Inhalation: Material is irritating to mucous membranes and upper

    respiratory tract.

    Multiple Routes: May be harmful by inhalation, ingestion, or

 skin absorption. Causes irritation.

CONDITIONS AGGRAVATED BY EXPOSURE

    The toxicological properties have not been thoroughly

    investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

TOXIC EMISSIONS WHEN BURNED: Nitrogen oxides

Store at -20°C

REACTIVE PROPERTIES

STORAGE Store at -20░C

GLOBALLY HARMONIZED SYSTEM OF CLASSIFICATION

EU ADDITIONAL CLASSIFICATION

    Symbol of Danger: Xi

    Indication of Danger: Irritant.

    R: 36/37/38

    Risk Statements: Irritating to eyes, respiratory system and skin.

    S: 26 36

    Safety Statements: In case of contact with eyes, rinse

    immediately with plenty of water and seek medical advice. Wear

    suitable protective clothing.

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

BUTYRYLTHIOCHOLINE CHLORIDE (S-)    CAS # 22026637

A  Special Carcinogen        E  Dermal Hazard   I  Neurotoxin

B  Human Terato\Repro Haz    F  Corrosive       J  Suspect Carcinogen

C  Highly Toxic              G  Eye Damage      K  Suspect Terato\Repro Haz

D  Inhalation Hazard         H  STEL            L  Sensitizers

  HAZARD INDEX    .   .   .   .   .   .   .   .   .   .   .   .

  NFPA HAZARD CODES (H,F,R,O)  0   0   0      

  INHALATION RISK INDEX   <1  - LC50         

ROUTE OF EXPOSURE

 skin Contact: May cause skin irritation.

 skin Absorption: May be harmful if absorbed through the skin.

    Eye Contact: May cause eye irritation.

    Inhalation: May be harmful if inhaled. Material may be

    irritating to mucous membranes and upper respiratory tract.

    Ingestion: May be harmful if swallowed.

SIGNS AND SYMPTOMS OF EXPOSURE

    To the best of our knowledge, the chemical, physical, and

    toxicological properties have not been thoroughly investigated.

            PHYSICAL CHARACTERISTICS

PHYSICAL STATE:  Solid

SEGREGATION: SHELF # 2

STORAGE GROUP(S):

     g - Non-Reactive/Non-Hazardous

WASTE CHARACTERISTIC HAZARD:

INCOMPATIBILITIES:Strong oxidizing agents.

FIRE EXTINGUISHER:  Water spray. Carbon dioxide, dry chemical powder, or

appropriate foam.

Store at 2-8°C

Keep tightly closed.

REACTIVE PROPERTIES

HANDLING: Avoid inhalation. Avoid contact with eyes, skin, and clothing.

Avoid prolonged or repeated exposure. STORAGE: Keep tightly closed. Store at

2-8░C

The information presented in the OPMSDS is intended as a synopsis of relative hazard characteristics for this chemical, for application within the UMass-Boston Chem/XL Laboratory Program. This information is derived from a wide range of sources documented in that program. While these sources are considered credible, the user is cautioned that the university cannot guarantee the accuracy nor accept responsibility for damages which may arise from errors, omissions, or the use of this information in any context other than intended. The user is strongly encouraged to seek additional information whenever feasible.

